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FCC Requirements (United States) 

This equipment has been tested and found 
to comply with the limits for a Class B 
digital device, pursuant to Part 15 of the 
FCC rules. These limits are designed to 
provide reasonable protection against 
harmful interference in a residential 
installation. This equipment generates, 
uses, and can radiate radio frequency 
energy. If not installed and used in 
accordance with the instructions, it may 
cause harmful interference to radio 
communications. However, there is no 
guarantee that interference will not occur in 
a particular installation. If this equipment 
does cause harmful interference to radio or 
television reception, which can be 
determined by turning the equipment off 
and on, the user is encouraged to try to 
correct the interference by one or more of 
the following measures: 

Reorient or relocate the receiving antenna. 

Increase separation between equipment 
and receiver. 

Connect equipment to an outlet on a circuit 
different from that to which the receiver is 
located. 

Consult your dealer or an experienced 
radio/TV technician. 

Any changes or modifications to the printer 
that are not expressly approved by HP 
could void the user's authority to operate 
this equipment. 

Use of a shielded interface cable is 
required to comply with the Class B limits 
of Part 15 of FCC rules. 

This equipment complies with FCC rules, 
Part 68. On the back of this equipment is a 
label that contains, among other 
information, the FCC registration number 
and ringer equivalence number (REN) for 
this equipment. If requested, this 
information must be provided to the 
telephone company. The REN is used to 
determine the quantity of devices which 
may be connected to the telephone line. 
Excessive RENs on the telephone line may 
result in the devices not ringing in 
response to an incoming call. In most, but 
not all, areas, the sum of the RENs should 
not exceed five (5.0). To be certain of the 
number of devices that may be connected 
to the line, as determined by the total 
RENs, contact the telephone company to 
determine the maximum REN for the 
calling area. 

This equipment uses the following USOC 
jacks: RJ11C. 

An FCC-compliant telephone cord and 
modular plug is provided with this 
equipment. This equipment is designed to 



be connected to the telephone network or 
premises wiring using a compatible 
modular jack which is Part 68 compliant. 
This equipment cannot be used on 
telephone company-provided coin service. 
Connection to Party Line Service is subject 
to state tariffs. If this equipment causes 
harm to the telephone network, the 
telephone company will notify you in 
advance that temporary discontinuance of 
service may be required. If advance notice 
is not practical, the telephone company will 
notify the customer as soon as possible. 
Also, you will be advised of your right to file 
a complaint with the FCC if you believe it is 
necessary. The telephone company may 
make changes in its facilities, equipment, 
operations, or procedures that could affect 
the operation of the equipment. If this 
happens, the telephone company will 
provide advance notice in order for you to 
make the necessary modifications in order 
to maintain uninterrupted service. If trouble 
is experienced with this equipment, please 
see the numbers in the front of this manual 
for repair and (or) warranty information. If 
the trouble is causing harm to the 
telephone network, the telephone company 
may request you remove the equipment 
from the network until the problem is 
resolved. The following repairs can be 
done by the customer: Replace any 
original equipment that came with the 
device. This includes the print cartridge, 
the supports for trays and bins, the power 
cord, and the telephone cord. It is 
recommended that the customer install an 
AC surge arrestor in the AC outlet to which 
this device is connected. This is to avoid 
damage to the equipment caused by local 
lightning strikes and other electrical surges. 
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Trademark Credits 

Microsoft, Windows, Windows NT, and MS- 
DOS are U.S. registered trademarks of 
Microsoft Corporation. 

All other devices mentioned herein may be 
trademarks of their respective companies. 

Safety Information 
WARNING! 

Potential Shock Hazard 

Always follow basic safety precautions 
when using this device to reduce risk of 
injury from fire or electric shock. 

Read and understand all instructions in the 
electronic User Guide. 

Observe all warnings and instructions 
marked on the device. 

Use only a grounded electrical outlet when 
connecting the HP LaserJet 3015 all-in- 
one, HP LaserJet 3030 all-in-one, or HP 
LaserJet 3380 all-in-one device to a power 
source. If you do not know whether the 
outlet is grounded, check with a qualified 
electrician. 

Do not touch the contacts on the end of 
any of the sockets on the HP LaserJet 
3015 all-in-one, HP LaserJet 3030 all-in- 
one, or HP LaserJet 3380 all-in-one. 
Replace damaged cords immediately. 

Unplug this device from wall outlets before 
cleaning. 

Do not install or use this device near water 
or when you are wet. 

Install the device securely on a stable 
surface. 

Install the device in a protected location 
where no one can step on or trip over the 
power cord and the power cord will not be 
damaged. 

If the device does not operate normally, 
see the electronic User Guide. 

Refer all servicing questions to qualified 
personnel. 
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Fax Setup 



Congratulations on your purchase of an HP LaserJet all-in-one device, a powerful business 
tool with the capabilities of a full range of office equipment. You can use the device to print, 
copy, scan, and fax. 

This guide was written to describe the fax functions of the following devices: 

• The HP LaserJet 3015 all-in-one 

• The HP LaserJet 3030 all-in-one 

• The HP LaserJet 3380 all-in-one 

This chapter describes the following topics: 

• Connecting the device to a telephone line 

• Connecting additional devices 

• Specifying the fax settings 

We recommend that you save this Fax Guide so that you can refer to instructions about 
specific fax features. 

If you need general setup instructions for your device, such as instructions for installing the 
print cartridge, installing the media input trays and the automatic document feeder (ADF) 
input tray, installing the device software, or connecting the device to a network, see the 
Start Guide that came with the device. 
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Connecting the device to a telephone line 



To use the fax functions of the device, first connect the device to the telephone line. The 
way you connect the device to the telephone line depends on how many telephone lines 
you have coming into the telephone jack and, if you have multiple lines, which line you want 
to use for faxing. 



Note In order for the device to send or receive a fax without interruption, it must be the first device 

that is connected to the telephone jack. 

Connecting the HP LaserJet 3015 all-in-one and the HP 
LaserJet 3030 all-in-one 

Complete the following instructions to connect the device to a telephone line. 

To connect the device to a jack that controls one telephone line 

Complete the following steps to connect the device to a single telephone jack that controls 
one telephone line, even if you have two telephone numbers on that line and use a ring- 
pattern service (such as distinctive ring). 

1 . If a telephone cord is plugged into the telephone jack, unplug the cord and set it aside. 

2. Locate the fax ports on the back of the device. 




3. Take the fax cord that is included with the device and plug one end of it into the device 
"line" port (the port that is marked with a -@ icon). 




Note You must use the fax cord that came with the device in order to ensure that the device 

functions correctly. 

4. Plug the other end of the fax cord into the wall-jack. 

If you want to connect additional devices (such as a telephone, an answering machine, or a 
caller-ID box) to the telephone line, see Connecting additional devices . 

If you do not want to connect any additional devices, see Specifying the fax settings . 
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To connect the device to a jack that controls two telephone lines 

Use these steps to connect the device to a single or split telephone jack if you have a 
dedicated line for fax calls and a separate line for voice calls. 

1 . If a telephone cord is plugged into the telephone jack, unplug the cord and set it aside. 

2. If you do not have a telephone jack that has a built-in splitter, plug an external Linel/ 
Line2 splitter (not included with the HP LaserJet all-in-one) into the telephone jack. 

Two different kinds of splitters are available: Parallel splitters (also called "T" splitters) 
provide two telephone-line outlets for a jack that controls a single telephone number; Linel/ 
Line2 splitters provide two telephone-line outlets for a jack that controls two unique 
telephone numbers. 

Not all splitters are compatible with the device, and not all regions/countries support the use 
of splitters. 

3. Locate the fax ports on the back of the device. 




4. Take the fax cord that is included with the device and plug one end of it into the device 
"line" port (the port that is marked with a "@ icon). 




You must use the fax cord that came with the device in order to ensure that the device 
functions correctly. 

5. Plug the other end of the fax cord into the jack, on the fax side of the splitter. 

If you do not know which side of the splitter is for the fax number, connect a telephone to 
one splitter jack and dial the fax number. If you get a busy signal, the telephone is 
connected to the fax side of the splitter. If you get a ringing signal, the telephone is 
connected to the telephone side of the splitter. 

If you want to connect additional devices (such as a telephone, an answering machine, or a 
caller-ID box) to the telephone line, see Connecting additional devices . 

If you do not want to connect any additional devices, see Specifying the fax settings . 



Connecting the HP LaserJet 3380 all-in-one 

Complete the following instructions to connect the device to a telephone line. 



Connecting the device to a telephone line 
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To connect the device to a jack that controls one telephone line 

Complete the following steps to connect the device to a single telephone jack that controls 
one telephone line, even if you have two telephone numbers on that line and use a ring- 
pattern service (such as distinctive ring). 

1 . If a telephone cord is plugged into the telephone jack, unplug the cord and set it aside. 

2. Open the print-cartridge door, and then open the left side panel to reveal the fax ports. 




3. Take the fax cord that is included with the device and plug one end of it into the device 
"line" port (the port that is marked with an "L"). 




Note You must use the fax cord that came with the device in order to ensure that the device 

functions correctly. 

4. Close the left side panel, and then close the print-cartridge door. When closing the left 
side panel, make sure that the fax cord is routed through the upper notch in the panel. 




5. Plug the other end of the fax cord into the telephone wall-jack. 

If you want to connect additional devices (such as a telephone, an answering machine, or a 
caller-ID box) to the telephone line, see Connecting additional devices . 

If you do not want to connect any additional devices, see Specifying the fax settings . 
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To connect the device to a jack that controls two telephone lines 

Use these steps to connect the device to a single or split telephone jack if you have a 
dedicated line for fax calls and a separate line for voice calls. 

1 . If a telephone cord is plugged into the telephone jack, unplug the cord and set it aside. 

2. If you do not have a telephone jack that has a built-in splitter, plug an external Linel/ 
Line2 splitter (not included with the HP LaserJet all-in-one) into the telephone jack. 

Two different kinds of splitters are available: Parallel splitters (also called "T" splitters) 
provide two telephone-line outlets for a jack that controls a single telephone number; Linel/ 
Line2 splitters provide two telephone-line outlets for a jack that controls two unique 
telephone numbers. 

Not all splitters are compatible with the device, and not all regions/countries support the use 
of splitters. 

3. Open the print-cartridge door, and then open the left side panel to reveal the fax ports. 




4. Take the fax cord that is included with the device and plug one end of it into the device 
"line" port (the port that is marked with an "L"). 




You must use the fax cord that came with the device in order to ensure that the device 
functions correctly. 

5. Close the left side panel, and then close the print-cartridge door. When closing the left 
side panel, make sure that the fax cord is routed through the upper notch in the panel. 




6. Plug the other end of the fax cord into the jack, on the fax side of the splitter. 

If you do not know which side of the splitter is for the fax number, connect a telephone to 
one splitter jack and dial the fax number. If you get a busy signal, the telephone is 
connected to the fax side of the splitter. If you get a ringing signal, the telephone is 
connected to the telephone side of the splitter. 



Connecting the device to a telephone line 
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If you want to connect additional devices (such as a telephone, an answering machine, or a 
caller-ID box) to the telephone line, see Connecting additional devices . 

If you do not want to connect any additional devices, see Specifying the fax settings . 
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Connecting additional devices 



Depending on the setup of your telephone lines, you can connect additional devices to the 
telephone line along with the HP LaserJet all-in-one. 

As a general rule, no more than three devices should be connected to a single telephone 
line. If too many devices are connected to a single telephone line, one or more of the 
devices might not detect an incoming call. If this occurs, disconnect one or more of the 
devices. 



Note The HP LaserJet all-in-one device cannot replace a computer modem. It cannot act as a 

data modem for sending and receiving e-mail, connecting to the Internet, or communicating 
with other computers. 



Using a dedicated fax line 

If you connect the HP LaserJet all-in-one device to a telephone line that is used only for fax 
calls, you might want to connect the following devices: 

• Caller-ID box 

• Modem: You can connect a computer modem (external or internal) to the fax line if you 
want to use the fax line for e-mail or for access to the Internet, but you cannot send or 
receive faxes while using the line for these purposes. 

• Extra telephone: You can connect an extra telephone to the fax line if you want to 
make outgoing calls on the fax line. 

You should not connect the following devices: 

• Answering machine or computer voicemail: If you use computer voicemail, you must 
connect a modem (external or internal) to your dedicated voice line. Then, use the 
dedicated voice line to connect to the Internet and receive voicemail. 



Using a shared telephone line 

If you connected the device to a telephone line that is shared between fax calls and voice 
calls, or if you have one telephone line that has two telephone numbers and a ring-pattern 
service, you might want to connect the following devices: 

• Caller-ID box 

• Modem: You can connect a computer modem (external or internal) to the shared line if 
you want to use the shared line for e-mail or for access to the Internet, but you cannot 
send or receive faxes while using the line for these purposes. 

• Extra telephone: You can connect a telephone to the shared line if you want to make or 
answer voice calls on the shared line. 

• Answering machine or computer voicemail: You should connect these devices to the 
same telephone jack as the device to make sure that the different devices do not 
interfere with one another. 



Note It is possible to connect devices to another telephone jack for the same telephone line (in 

another room, for example). However, the devices could interfere with faxing and with each 
other. 
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To connect additional devices to the HP LaserJet 3015 all-in- 
one and the HP LaserJet 3030 all-in-one 

Connect additional devices in the order that is described in the following steps. The output 
port for each device is connected to the input port of the next, forming a "chain". If you do 
not want to connect a specified device, skip the step that explains it and continue to the 
next device. 

Note Do not connect more than three devices to the telephone line. 

1 . Unplug the power cords for all the devices that you want to connect. 

2. If you have not yet connected your device to a telephone line, see Connecting the 
device to a telephone line before proceeding. The device should already be connected 
to a telephone jack. 

3. Locate the fax ports on the back of the device. 




4. Remove the plastic insert from the "telephone" port (the port that is marked with a 
telephone icon). 
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5. To connect an internal or external modem on a computer, plug one end of a telephone 
cord into the device "telephone" port (the port that is marked with a telephone icon). 
Plug the other end of the cord into the modem "line" port. 




Some modems have a second "line" port to connect to a dedicated voice line. If you have 
two "line" ports, see your modem documentation to make sure that you connect to the 
correct "line" port. 

6. To connect a caller-ID box, plug a telephone cord into the previous device's "telephone" 
port. Plug the other end of the telephone cord into the caller-D box "line" port. 




7. To connect an answering machine, plug a telephone cord into the previous device's 
"telephone" port. Plug the other end of the telephone cord into the answering machine 
"line" port. 




Connecting additional devices 
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8. To connect a telephone, plug a telephone cord into the previous device's "telephone" 
port. Plug the other end of the telephone cord into the telephone "line" port. 




9. After you have finished connecting additional devices, plug all of the devices into their 
power sources. 

To connect additional devices to the HP LaserJet 3380 all-in- 
one 

Connect additional devices in the order that is described in the following steps. The output 
port for each device is connected to the input port of the next, forming a "chain". If you do 
not want to connect a specific device, skip the step that explains it and continue to the next 
device. 



1 . Unplug the power cords for all the devices that you want to connect. 

2. If you have not yet connected your device to a telephone line, see Connecting the 
device to a telephone line before proceeding. The device should already be connected 
to a telephone jack. 

3. Open the print-cartridge door, and then open the left side panel to reveal the fax ports. 



4. Remove the plastic insert from the "telephone" port (the port that is marked with the 
telephone icon). 



Note 



Do not connect more than three devices to the telephone line. 




X 
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5. To connect an internal or external modem on a computer, plug one end of a telephone 
cord into the device "telephone" port. Plug the other end of the telephone cord into the 
modem "line" port. 




Some modems have a second "line" port to connect to a dedicated voice line. If you have 
two "line" ports, see your modem documentation to make sure that you connect to the 
correct "line" port. 

6. To connect a caller-ID box, plug a telephone cord into the previous device's "telephone" 
port. Plug the other end of the telephone cord into the caller-ID box "line" port. 




7. To connect an answering machine, plug a telephone cord into the previous device's 
"telephone" port. Plug the other end of the telephone cord into the answering machine 
"line" port. 
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8. To connect a telephone, plug a telephone cord into the previous device's "telephone" 
port. Plug the other end of the telephone cord into the telephone "line" port. 




9. After you have finished connecting additional devices, plug all of the devices into their 
power sources. 

10. Close the left side panel, and then close the print-cartridge door. When closing the left 
side panel, make sure that the fax cords are routed through the upper notch in the 
panel. 
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Specifying the fax settings 



Before you can begin using the device fax features, you must complete the following tasks: 

• Setting the time and date 

• Setting the fax header 



Note If you are installing the device software on your computer, you can skip the remaining 

instructions in this chapter. The software installer automatically helps you to set up the fax 
settings, unless you are using Microsoft Windows® 95 or Windows NT®. See the electronic 
User Guide for instructions. 

In the United States and many other regions/countries, setting the time, date, and other fax 
header information is a legal requirement. 



To enter text from the control panel 
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Use the following instructions to enter information from the device control panel with the 
alphanumeric buttons and the < and the > buttons: 

• Numbers: To enter numbers, press the numeric button for the number that you need. 

• Letters: To enter letters, repeatedly press the numeric button for the letter that you need 
until that letter appears. (For example, if the first letter that you need is a "C," press 2 
repeatedly until a C appears in the control panel display.) 

• Punctuation marks: To enter punctuation marks, repeatedly press * until the character 
that you need appears in the control panel display. 

• Spaces: After entering any character, press the > button twice to create a space after 
that character and move the cursor to an insertion point after the space. 

• Errors: If you enter a character incorrectly, use the < button to erase the incorrect 
character, and then enter the correct character. 



Note 



For more information on control panel characters, see Using dialing characters . 



To set the time and date 

To set or change the time and date, use the following steps. If you need help entering any 
information, see To enter text from the control panel . 

1. On the control panel, press menu/enter. 

2. Use the < or the > button to select Time/Date, Header, and then press menu/enter. 

3. Press menu/enter to select Time/Date. 

4. Use the < or the > button to specify either the 12-hour or the 24-hour clock, and then 
press menu/enter. 
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5. Use the alphanumeric buttons to enter the current time. 

6. Complete one of the following actions: 

If you specified the 12-hour clock, use the < or the > button to move the cursor past the 
fourth character. Select 1 for A.M. or 2 for P.M., and then press menu/enter. 

If you specified the 24-hour clock, press menu/enter. 

7. Use the alphanumeric buttons to enter the current date. 

Make sure that you use two digits to specify the month and day, in that order (for 
example, use "05" for May and "01" for the first day of the month of May). 

8. Press menu/enter. 

To set the fax header 

To set or change the fax header information, complete the following steps. If you need help 
entering any information, see To enter text from the control panel . 

1 . On the control panel, press menu/enter. 

2. Use the < or the > button to select Time/Date, Header, and then press menu/enter. 

3. Use the < or the > button to select Fax Header, and then press menu/enter. 

4. Use the alphanumeric buttons to enter your fax number, and then press menu/enter. 

5. Use the alphanumeric buttons to enter your company name, and then press menu/enter. 

Note The maximum number of characters allowed in the fax number is 20. The maximum number 

of characters allowed in the company name is 40. 
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Faxing (basic) 



This chapter describes some of the basic faxing features that are available on the HP 
LaserJet all-in-one. A number of faxing features can be completed through the Toolbox 
software as well. For information about the Toolbox, see the electronic User Guide. 

• Loading originals to fax 

• Sending faxes 

• Using manual dial 

• Redialing manually 

• Canceling a fax job 

• Sending faxes by using the software 

• Changing the default contrast setting 

• Changing the default resolution setting 

• Changing the default glass-size setting 

• Selecting tone-dialing or pulse-dialing mode 

• Changing the redial settings 

• Receiving faxes 

• Receiving faxes to your computer 

• Setting the answer mode 

• Changing ring patterns for call answering 

• Changing the rings-to-answer setting 

• Changing autoreduction settings for incoming faxes 

• Blocking or unblocking fax numbers 

• Changing the sound-volume settings 



Loading originals to fax 



Complete the following instructions to load original documents for faxing. 

To load fax documents into the automatic document feeder 
(ADF) 

1 . Before loading the fax documents into the automatic document feeder (ADF) input tray, 
make sure that nothing is on the scanner glass (HP LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only). 

2. Complete one of the following steps: 




HP LaserJet 301 5 all-in-one: Put the top ends of the document to be faxed print-side- 
down in the automatic document feeder (ADF) with the first page to be scanned at the 
bottom of the stack. 




HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one: Put the top ends of the 
document to be faxed print-side-up in the automatic document feeder (ADF) with the 
first page to be scanned at the top of the stack. 

3. Push the document up against the side of the automatic document feeder (ADF) input 
tray. 

4. Slide the document into the automatic document feeder (ADF) input tray until it does not 
move any farther. 

The document is now ready to be faxed. 
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To load fax documents on the flatbed scanner 



The following instructions do not pertain to the HP LaserJet 3015 all-in-one, which is not 
equipped with a flatbed scanner. 

1 . Before loading the fax documents on the scanner glass, make sure that nothing is in the 
automatic document feeder (ADF) input tray. 

2. Open the scanner lid. 

3. Place the document to be faxed print-side-down on the flatbed scanner, and then close 
the scanner lid. 




The document is now ready to be faxed. 



Make sure that the glass-size setting matches the size of the document that you are faxing. 
For more information, see Changing the default glass-size setting . 

To prevent damaging the device, do not allow the scanner lid to fall onto the flatbed scanner 
surface. Always close the scanner lid when the device is not in use. 
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Sending faxes 



To adjust the resolution for the current fax job 

1 . Press resolution to show the current resolution setting. 

2. Use the < or the > button to select the appropriate resolution setting. 

3. Press menu/enter to save the selection. 



Note This procedure changes the fax resolution for the current fax job. For instructions about 

changing the default fax resolution, see Changing the default resolution setting . 



Note To change the fax contrast or glass-scan size (HP LaserJet 3030 all-in-one or HP LaserJet 

3380 all-in-one only), you must change the default settings. See Changing the default 
contrast setting or Changing the default glass-size setting . 



To send a fax to one recipient 

1 . Dial the fax number by using one of the following methods: 

Use the alphanumeric buttons on the device control panel to dial the number. 

If the fax number you are calling has been assigned to a one-touch key, press that key. 

If the fax number you are calling has a speed-dial entry, press phone book, use the 
alphanumeric buttons to enter the speed-dial entry, and then press menu/enter. 



Note When dialing by using the alphanumeric buttons, include any pauses or additional numbers 

that are necessary for the call, such as an area code, an access code for numbers that are 
outside of a PBX system (usually a 9), or a long-distance prefix. See Using dialing 
characters for more information. 



2. Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

If you are scanning from the flatbed scanner (HP LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only), select YES when Send from glass? 1=Yes 2=No 
appears, and then press menu/enter. 

3. Press fax/send. 

When the last page of the fax has exited the device, you can start sending another fax, 
copying, or scanning. 

To fax to numbers you use regularly, you can assign a one-touch key or speed-dial entry. 
See To program speed-dial entries and one-touch keys and To program group-dial entries 
If you have electronic phone books available, you might be able to use them to select 
recipients. Electronic phone books are generated by using third-party software programs. 



To send a fax to multiple recipients 

You can send a fax to several fax numbers at once. If you want to send a fax to a group of 
fax numbers that you have assigned to a group-dial entry, see To send a fax by using a 
group-dial entry . If you want to send a fax to a group of numbers (maximum of 20) that have 
not been assigned a group-dial entry, see To send a fax to a group manually (ad hoc faxing) . 



26 Chapter 2 Faxing (basic) 



ENWW 



In the rare instance that your document does not fit into memory, you must send the 
document to each fax number individually or use the Toolbox (see the electronic User 
Guide). 

The Toolbox is not supported for Microsoft Windows 95 and Windows NT. 



To send a fax by using a group-dial entry 

1 . Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

2. Select the group by using one of the following methods: 
Press the one-touch key for the group. 

Press phone book, press the group-dial entry that is assigned to the group, and then 
press menu/enter. 

3. Press fax/send. 

If you are scanning from the flatbed scanner (HP LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only), select YES when Send from glass? 1=Yes 2=No 
appears, and then press menu/enter. 

The device scans the document into memory and sends the fax to each number 
specified. If a number in the group is busy or does not answer, the device redials the 
number based on its redial setting. If all redial attempts fail, the device updates the fax 
activity log with the error and proceeds to the next number in the group. 

The fax activity log feature is not supported in the software for Microsoft Windows 95 or 
Windows NT, but you can print the fax activity log by using the control panel. For 
instructions, see Printing the fax activity log . 



To send a fax to a group manually (ad hoc faxing) 

Use the following instructions to send a fax to a group of recipients that has not been 
assigned a group-dial entry: 

1 . Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

2. Dial the first fax number by using one of the following methods: 
Use the alphanumeric buttons. 

If the fax number that you are calling has been assigned a one-touch key, press that 
key. 

If the fax number that you are calling has been assigned a speed-dial entry, press phone 
book, use the alphanumeric buttons to enter the speed-dial entry, and then press menu/ 
. 

When dialing by using the alphanumeric buttons, include any pauses or additional numbers 
that are necessary for the call, such as an area code, an access code for numbers that are 
outside of a PBX system (usually a 9), or a long-distance prefix. See Using dialing 
characters for more information. 

3. Press menu/enter. 
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4. 



Complete one of the following tasks: 



To continue dialing numbers, repeat steps 2 and 3. 
If you are finished dialing numbers, go to the next step. 

5. Press fax/send. 

If you are scanning from the flatbed scanner (HP LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only), select YES when Send from glass? 1=Yes 2=No 
appears, and then press menu/enter. 

6. The device sends the fax to each fax number. If a number in the group is busy or does 
not answer, the device redials that number based on its redial setting. If all redial 
attempts fail, the device updates the fax activity log by adding the error, and then it 
proceeds to the next number in the group. 



Note The fax activity log feature is not supported in the software for Microsoft Windows 95 or 

Windows NT, but you can print the fax activity log by using the control panel. For 
instructions, see Printing the fax activity log . 



28 Chapter 2 Faxing (basic) 



ENWW 



Using manual dial 



Normally, the device dials after you press fax/send. At times, however, you might want the 
device to dial each number as you press it. For example, if you are charging your fax call to 
a calling card, you might need to dial the fax number, wait for the acceptance tone of your 
telephone company, and then dial the calling card number. When dialing internationally, you 
might need to dial part of the number and then listen for dial tones before continuing to dial. 

To use manual dial with the automatic document feeder (ADF) 

1 . Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

2. Press fax/send. 

3. Begin dialing. The device dials the number as you press each digit. This allows you to 
wait for pauses, dial tones, international access tones, or calling card acceptance tones 
before continuing to dial. 

To use manual dial with the flatbed scanner 

Note Only the HP LaserJet 3030 all-in-one and the HP LaserJet 3380 all-in-one have a flatbed 

scanner. 

1. Press fax/send. The control panel display shows the following message: Send from 
glass? 1=Yes 2=No. 

2. Press 1 to select YES. The control panel display shows the following message: Load 
page:X Press [enter], where X is the page number. 

3. Scan a page into memory by placing the sheet print-side-down on the flatbed scanner 
and pressing menu/enter. After scanning the page, the device control panel display 
shows the following message: Another page? 1=Yes 2=No. 

4. Complete one of the following steps: 

If you have more pages to scan, press 1 to select YES, and then repeat step 3 for each 
page of the fax job. 

If you are finished, press 2 to select NO, and then go to the next step. 

5. When finished scanning all pages into memory, begin dialing. The device dials the 
number as you press each digit. This allows you to wait for pauses, dial tones, 
international access tones, or calling card acceptance tones before continuing to dial. 
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Redialing manually 



If you want to send another document to the last fax number that was dialed, use the 
following procedure to redial manually. If you are trying to resend the same document that 
you sent the first time, wait until the automatic redial attempts have stopped or until you 
have stopped them yourself. Otherwise, the recipient might get the fax twice: once from the 
manual redial attempt and once from one of the automatic redial attempts. 



Note To stop the current redial attempt for a fax, or to cancel all pending, automatic redial 

attempts for a fax, see Canceling a fax job . To change redial settings, see Changing the 
redial settings . 



To redial manually 

1 . Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

2. Press redial/pause. 

3. Press fax/send. The device redials the last number that was dialed and attempts to send 
the fax. 

If you are scanning from the flatbed scanner (HP LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only), select YES when Send from glass? 1=Yes 2=No 
appears, and then press menu/enter. 
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Canceling a fax job 



Use these instructions to cancel a single fax that is currently dialing or a fax that is being 
transmitted or received. 

To cancel the current fax job 

Press cancel on the control panel. Any pages that have not been transmitted are canceled. 
Pressing cancel also stops group-dial jobs. 

To cancel a fax job by using the Fax Job Status 

Use this procedure to cancel a fax job in the following situations: 

• The device is waiting to redial after encountering a busy signal, an unanswered call, or 
a communication error. 

• The fax is scheduled to be sent at a future time. 

Use the following steps to cancel a fax job by using the Fax Job Status: 

1 . Press menu/enter. 

2. Press menu/enter to select Fax Job status. 

3. Use the < or the > button to scroll through pending jobs until you reach the job that you 
want to clear. 

4. Press menu/enter to select the job that you want to cancel. 

5. Press menu/enter to confirm that you want to cancel the job. 
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Sending faxes by using the software 



This section contains basic instructions for sending faxes by using the software that came 
with the device. All other software-related topics are covered in the software Help, which 
can be opened from the software-program Help menu. 

Note The fax software and Toolbox are not supported for Windows 95 or Windows NT. The 

Toolbox software is not supported for Macintosh. 

You can fax electronic documents from your computer if you meet the following 
requirements: 

• The device is connected directly to your computer or connected to your computer over a 
TCP/IP network with an HP Jetdirect print server. See the Start Guide for a complete list 
of supported HP Jetdirect print servers. 

• The device software is installed on your computer. 

• You are using Microsoft Windows 98, Millennium Edition (ME), 2000, or XP, or Mac OS 
9.1, 9.2.x, or 10.2.x. 

To send a fax from the software (Windows 98, ME, 2000, or XP) 

The procedure to send a fax varies according to your specifications. The most typical steps 
follow. 

1. Click Start, click Programs, and then click hp LaserJet all-in-one Fax. The fax software 
appears. 

2. Enter the fax number of one or more recipients. 

3. Load the document in the automatic document feeder (ADF) input tray. 

4. Include a cover page. (This step is optional.) 

5. Click Send Now, or click Send Later and select a date and time. 

Note You can also send a fax from the Toolbox by navigating to the Fax Tasks section and 

clicking the Fax Send button. 



To send a fax from the software (Mac OS 10.2.x) 

1 . Open the HP Director and click Fax. The fax software appears. 

2. Select Addressing from the Copies and Pages drop-down list. 

3. Enter the fax number of one or more recipients. 

4. Load the document in the automatic document feeder (ADF) input tray. 

5. Include a cover page (this step is optional). 

6. Click Scan Now, and then click Print. 

Note The steps for Mac OS 9.1 and 9.2.x will vary. 
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To send a fax from a third-party application, such as Microsoft 
Word (all operating systems) 

1. Open a document in a third-party program. 

2. Click the File menu, and then click Print. 

3. Select the fax print driver from the printer drop-down list. The fax software appears. 

4. Complete one of the following: 

Windows users: Complete steps 2 through 5 in To send a fax from the software 
(Windows 98. ME. 2000. orXP) . 

Mac users: Complete steps 2 through 6 in To send a fax from the software (Mac OS 
10.2.x) . 
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Changing the default contrast setting 



The contrast affects the lightness and darkness of an outgoing fax as it is being sent. 

To change the default contrast 

The default contrast is the contrast that is normally applied to items that are being faxed. 
The slider is set to the middle as the default contrast setting. 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Def. Light/Dark, and then press menu/enter. 

5. Use the < button to move the slider to the left to make the fax lighter than the original, or 
use the > button to move the slider to the right to make the fax darker than the original. 

6. Press menu/enter to save your selection. 
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Changing the default resolution setting 



Resolution, in dots per inch (dpi), affects the quality of faxed documents. It also affects the 
transmission speed as a higher resolution produces a larger file, which requires more time 
to transmit. The factory-set default resolution setting is Fine. 

Use this procedure to change the default resolution for all fax jobs to one of the following 
settings: 

• Standard: This setting provides the lowest quality and the fastest transmission time. 

• Fine: This setting provides a higher resolution quality than Standard that is usually 
appropriate for text documents. 

• Superfine: This setting is best used for documents that mix text and images. The 
transmission time is slower than Fine but faster than Photo. 

• Photo: This setting produces the best images, but greatly increases the transmission 
time. 



To change the default resolution setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Def. Resolution, and then press menu/enter. 

5. Use the < or the > button to change the resolution setting. 

6. Press menu/enter to save the selection. 

Note For instructions about changing the resolution for the current fax job only, see To adjust the 

resolution for the current fax job . 
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Changing the default glass-size setting 



Note This feature is not available with the HP LaserJet 3015 all-in-one. 

This setting determines what paper size the flatbed scanner scans when you send a fax 
from the scanner. The factory-set default is determined by the region/country in which you 
purchased the device. 

To change the default glass-size setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Def. Glass Size, and then press menu/enter. 

5. Use the < or the > button to select the correct paper size setting. 

6. Press menu/enter to save your selection. 
The following glass-size settings are available: 

• HP LaserJet 3030 all-in-one: A4 or Letter 

• HP LaserJet 3380 all-in-one: A4, Letter, or Legal 
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Selecting tone-dialing or pulse-dialing mode 



Use this procedure to set the device to tone-dialing or pulse-dialing mode. The factory-set 
default is Tone. Do not change this setting unless you know that your telephone line cannot 
use tone dialing. 

To select tone-dialing or pulse-dialing 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Dialing Mode, and then press menu/enter. 

5. Use the < or the > button to select Tone or Pulse, and then press menu/enter to save 
your selection. 

Note The pulse-dialing option is not available in all regions/countries. 
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Changing the redial settings 



If the device was unable to send a fax because the receiving fax machine did not answer or 
was busy, the device attempts to redial based on the redial-on-busy, redial-on-no-answer, 
and redial-on-communication-error options. Use the procedures in this section to turn these 
options on or off. 

To change the redial-on-busy option 

If this option is turned on, the device redials automatically if it receives a busy signal. The 
factory-set default for the redial-on-busy option is On. 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Redial if busy, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 

To change the redial-on-no-answer option 

If this option is turned on, the device redials automatically if the receiving machine does not 
answer. The factory-set default for the redial-on-no-answer option is Off. 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Redial-no answer, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 

To change the redial-on-communication-error option 

If this option is turned on, the device redials automatically if some sort of communication 
error occurs. The factory-set default for the redial-on-communication-error option is On. 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Redial Comm Err., and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 
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Receiving faxes 



You can receive faxes to the device or to your computer. In general, incoming faxes to the 
device are automatically answered. However, if you change the devices that are connected 
to the same telephone line as the device, you must change how the device answers 
incoming faxes. See Setting the answer mode for instructions. 

Follow the procedures in this section to manage faxes that are routed to the device. 



To receive faxes when you hear fax tones 

If you have a telephone line that receives both fax and telephone calls, and you hear fax 
tones when you answer the telephone, you can start the receiving process in one of two 
ways: 

• If you are close to the device, press fax/send on the control panel. 

• When you answer any telephone connected to the line (an extension telephone) and 
hear fax tones, the device should begin answering the call automatically. If not, press 1- 
2-3 in sequence on the telephone keypad (in tone-dialing mode only), listen for fax 
transmission sounds, and then hang up. 



Note In order for the second method to work, the extension telephone setting must be set to 

YES. See Making an extension telephone available to receive faxes to check or change the 
setting. 
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Receiving faxes to your computer 



To receive faxes to your computer, you must turn on the receive-to-PC setting in the 
software (see the device software Help). The receive-to-PC setting can be activated only 
from one computer. If for any reason that computer is no longer available, you can use the 
following procedure to turn the receive-to-PC setting off from the device control panel. 



To turn off the receive-to-PC setting from the control panel 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax functions, and then press menu/enter. 

3. Use the < or the > button to select Stop Recv to PC, and then press menu/enter to 
confirm your selection. 

After you select the Stop Recv to PC setting, any faxes that remain in the device 
memory are printed. 



Note You cannot use the receive-to-PC feature if you are using Macintosh software, Windows 95, 

or Windows NT. 
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Setting the answer mode 



Depending on your situation, you can set the device answer mode to Automatic or Manual. 
The factory-set default is Automatic. 

• Automatic: In this answer mode, the device answers incoming calls after a specified 
number of rings or upon recognition of special fax tones. To specify the number of rings, 
see Changing the rinqs-to-answer setting . 

• Manual: In this answer mode, the device never answers calls. You must start the fax- 
receiving process yourself, either by pressing fax/send on the control panel or by picking 
up a telephone that is connected to that line and dialing 1-2-3 (in tone-dial mode only). 



Note Although most users leave the answer mode set to Automatic, voice callers who dial the fax 

telephone number will hear fax tones if the telephone is not answered, or if they do not hang 
up by the specified number of rings-to-answer. If you do not want voice callers to hear fax 
tones, use the Manual setting. But remember that fax calls are not received automatically 
when the mode is set to Manual. 



To set the answer mode 

To set or change the answer mode, complete the following steps: 

1. On the control panel, press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Press menu/enter to select Answer mode. 

5. Use the < or the > button to select Automatic or Manual, and then press menu/enter. 
The control panel display shows the answer mode setting that you specified. 
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Changing ring patterns for call answering 



Ring-pattern or distinctive-ring service is available through some local telephone companies. 
The service allows you to have more than one telephone number on a single line. Each 
telephone number has a unique ring pattern, so that you can answer voice calls and the 
device can answer fax calls. 

If you subscribe to a ring-pattern service with your telephone company, you must set the 
device to answer the correct ring pattern. Not all regions/countries support unique ring 
patterns. Contact your telephone company to determine if this service is available in your 
region/country. 



Note If you do not have ring-pattern service and you change the ring-pattern settings to 

something other than the default, All Rings, the device might not be able to receive faxes. 

The settings are as follows: 

• All Rings: The device answers any calls on the telephone line. 

• Single: The device answers any calls that produce a single-ring pattern. 

• Double: The device answers any calls that produce a double-ring pattern. 

• Triple: The device answers any calls that produce a triple-ring pattern. 

• Double&Triple: The device answers any calls that produce a double-ring or triple-ring 
pattern. 



To change ring patterns for call answering 

To change ring patterns for call answering, complete the following steps: 

1. On the control panel, press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Answer Ring Type, and then press menu/enter. 

5. Use the < or the > button to select the ring pattern that you want, and then press menu/ 

6. After device installation is complete, ask someone to send a fax in order to verify that 
the ring-pattern service is working correctly. 
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Changing the rings-to-answer setting 



When the answer mode is set to Automatic, the device rings-to-answer setting determines 
the number of times the telephone rings before the device answers an incoming call. 

If the device is connected to a line that receives both fax and voice calls (a shared line) and 
that also uses an answering machine, you might need to adjust the rings-to-answer setting. 
The number of rings-to-answer for the device must be greater than the rings-to-answer on 
the answering machine. This allows the answering machine to answer the incoming call and 
record a message if it is a voice call. When the answering machine answers the call, the 
device listens to the call and automatically answers it if it detects fax tones. 

The default setting for rings-to-answer is five for the U.S. and Canada, and two for other 
countries/regions. 



Using the rings-to-answer setting 

Use the following table to determine the number of rings-to-answer to use. 



Type of telephone line 


Recommended rings-to-answer setting 


Dedicated fax line (receiving only fax calls) 


Set to a number of rings within the range 
displayed on the control panel. (The minimum 
and maximum number of rings allowed varies by 
country/region.) 


One line with two separate numbers and a ring- 
pattern service 


One or two rings. (If you have an answering 
machine or computer voicemail for the other 
telephone number, make sure the device is set 
to a greater number of rings than the answering 
system. Also, see Chanqinq rinq patterns for call 
answerinq.) 


Shared line (receiving both fax and voice calls) 
with only an attached telephone 


Five rings or more. 


Shared line (receiving both fax and voice calls) 
with an attached answering machine or 
computer voicemail 


Two rings more than the answering machine or 
computer voicemail. 



To set the number of rings-to-answer 

To set or change the number of rings-to-answer, use the following steps: 

1. On the control panel, press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Rings to answer, and then press menu/enter. 

5. Use the alphanumeric buttons to enter the number of rings-to-answer, and then press 

menu/enter. 
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Changing autoreduction settings for incoming faxes 



If the fit-to-page option is turned on, the device automatically reduces long faxes up to 75 
percent to fit the information on the default paper size (for example, the fax is reduced from 
legal to letter size). 

If the fit-to-page option is turned off, long faxes print at full size on multiple pages. The 
factory-set default for incoming fax autoreduction is On. 

If you have the stamp-received faxes option turned on, you might also want to turn on 
autoreduction. This reduces the size of the incoming faxes slightly, and prevents the page- 
stamp from forcing a fax onto two pages. 



Note Make sure that the paper-size setting matches the size of the paper that is loaded in the 

media input tray. To change the default paper size, see the electronic User Guide. 



To change autoreduction for incoming faxes 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Fit to page, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to save your 
selection. 
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Blocking or unblocking fax numbers 



If you do not want to receive faxes from specific people or businesses, you can block as 
many as 30 fax numbers by using the control panel. When you block a fax number and 
someone from that number sends you a fax, the control panel display indicates that the 
number is blocked, the fax does not print, and the fax is not saved in memory. Faxes from 
blocked fax numbers appear in the fax activity log with a "discarded" designation. You can 
unblock blocked fax numbers individually or all at one time. 



Note To print a list of numbers that you have blocked, see Printing the block-fax list . To print the 

fax activity log, see Printing the fax activity log . 



To block or unblock a fax number 

Complete the following steps to block or unblock fax numbers by using the control panel: 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Block faxes, and then press menu/enter. 

5. Do one of the following: 

To block a fax number, use the < or the > button to select Add entry, and then press 
menu/enter. Enter the fax number exactly as it appears in the header (including spaces), 
and then press menu/enter. Enter a name for the blocked number, and then press menu/ 
enter. 

To unblock a single fax number, use the < or the > button to select Delete entry, and 
then press menu/enter. Use the < or the > button to select the fax number that you want 
to delete, and then press menu/enter to confirm the deletions. 

To unblock all blocked fax numbers, use the < or the > button to select Clear all, and 
then press menu/enter. Press menu/enter again to confirm the deletions. 
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Changing the sound-volume settings 



Control the volume of the fax sounds from the device control panel. You can make changes 
to the following sounds: 

• The fax sounds that are associated with incoming and outgoing faxes 

• The ring for incoming faxes 

The factory-set default for the fax-sounds volume is Soft. For general information about 
controlling volume settings, see the electronic User Guide. 

To change the fax-sounds (line-monitor) volume (HP LaserJet 
3015) 

Complete the following steps to change the fax-sound volume on the the HP LaserJet 3015 
all-in-one. 

1 . Press menu/enter. 

2. Use the < or the > button to select Common settings, and then press menu/enter. 

3. Use the < or the > button to select Volume settings, and then press menu/enter. 

4. Use the < or the > button to select PhoneLine Volume, and then press menu/enter. 

5. Use the < or the > button to select Off, Soft, Medium, or Loud. 

6. Press menu/enter to save your selection. 

To change the fax-sounds (line-monitor) volume (HP LaserJet 
3030 all-in-one or the HP LaserJet 3380 all-in-one) 

Complete the following steps to change the fax-sounds volume on the HP LaserJet 3030 all- 
in-one or the HP LaserJet 3380 all-in-one. 

1 . Press volume on the control panel. 

2. Use the < or the > button to select Off, Soft, Medium, or Loud. 

3. Press menu/enter to save your selection. 

To change the ring volume 

When the device is initially receiving a call, a ring alert is audible. The ring duration length is 
based on the local telephone company ring-pattern length. The factory-set default for the 
ring volume is Soft. 

1 . Press menu/enter. 

2. Use the < or the > button to select Common settings, and then press menu/enter. 

3. Use the < or the > button to select Volume settings, and then press menu/enter. 

4. Press the > button once to select Ring volume, and then press menu/enter. 

5. Use the < or the > button to select Off, Soft, Medium, or Loud. 

6. Press menu/enter to save your selection. 
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Faxing (advanced) 



This chapter describes advanced faxing features available with your HP LaserJet all-in-one. 
Many of these functions also can be performed with the Toolbox software. For more 
information about the Toolbox, see the electronic User Guide. 

• About speed-dial entries, one-touch keys, and group-dial entries 

• Using dialing characters 

• Inserting a dial prefix 

• Sending a delayed fax 

• Sending a fax by dialing from a telephone 

• Changing the detect-dial-tone setting 

• Using billing codes 

• Reprinting a fax 

• Deleting faxes from memory 

• Using fax forwarding 

• Making an extension telephone available to receive faxes 

• Using fax polling 

• Changing the silence-detect mode 

• Creating stamp-received faxes 

• Setting the fax-error-correction mode 

• Changing the V.34 setting 
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About speed-dial entries, one-touch keys, and group-dial entries 



You can store frequently dialed fax numbers or groups of fax numbers as one-touch keys, 
speed-dial entries, or group-dial entries. 

In the device phone book, a total of 120 entries are available for speed-dial entries and 
group-dial entries. For example, if you program 100 of the entries as speed-dials, the 
remaining 20 can be used for group-dials. 

See the following procedures for more information about how to use speed-dial entries, one- 
touch keys, and group-dial entries. 



To program speed-dial entries and one-touch keys 

Speed-dial entries 1 through 9 (HP LaserJet 3380 all-in-one) or 1 through 7 (HP LaserJet 
3015 all-in-one or HP LaserJet 3030 all-in-one) are also associated with their corresponding 
one-touch keys on the control panel. The one-touch keys can be used for speed-dial or 
group-dial entries. A maximum of 50 characters can be entered for a single fax number. 



Note Speed-dial entries, one-touch keys, and group-dial entries are more easily programmed 

from the software. For instructions about programming speed-dial entries, one-touch keys, 
and group-dial entries using the device software, see the electronic User Guide. 

Complete the following steps to program speed-dial entries and one-touch keys from the 
device control panel: 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press menu/enter to select Phone Book. 

4. Press menu/enter to select Individual setup. 

5. Press menu/enter to select Add. 

6. Use the alphanumeric buttons to enter the speed-dial entry number that you want to 
associate with this fax number, and then press menu/enter. Choosing a number from 1 
to 9 (HP LaserJet 3380 all-in-one) or 1 to 7 (HP LaserJet 3015 all-in-one or HP LaserJet 
3030 all-in-one) also associates the fax number with the corresponding one-touch key. 



Note When typing a fax number, press pause/redial until a comma (,) appears to if you want to 

insert a pause in the dialing sequence, or press * until W appears if you want the device to 
wait for a dial tone. 



7. Use the alphanumeric buttons to enter the fax number. Include any pauses or other 
needed numbers, such as an area code, an access code for numbers outside a PBX 
system (usually a 9 or 0), or a long distance prefix. 

8. Press menu/enter. 

9. Use the alphanumeric buttons to enter a name for the fax number. To do so, repeatedly 
press the alphanumeric button for the letter that you need until the letter appears. (For a 
list of characters, see Using dialing characters .) 



Note To insert punctuation, press the asterisk (*) button repeatedly until the character that you 

want appears, and then press the > buttton to go to the next space. 
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10. Press menu/enter to save the information. 

11. If you have more speed-dial entries or one-touch keys to program, repeat steps 1 
through 10. 



To delete speed-dial entries and one-touch keys 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press menu/enter to select Phone Book. 

4. Press menu/enter to select Individual setup. 

5. Use the < or the > button to select Delete, and then press menu/enter. 

6. Use the alphanumeric buttons to enter the number of the speed-dial entry you want to 
delete, and then press menu/enter. 

7. Press menu/enter to confirm the deletion. 



To program speed-dial entries or one-touch keys quickly 

The following procedure cannot be used to program a group-dial entry. For group-dial entry 
instructions, see To program group-dial entries . 

Complete the following steps to program speed-dial entries and one-touch keys easily from 
the device control panel: 

1 . Complete one of the following tasks: 

On the device control panel, press phone book, enter an unprogrammed speed-dial 
entry, and then press menu/enter. 

Press an unprogrammed one-touch key. The control panel display notifies you that the 
speed-dial entry or one-touch key has not been programmed. 

2. Press menu/enter to program the speed-dial entry or one-touch key. 

3. Enter the fax number, and then press menu/enter. Include pauses, or other needed 
numbers, such as an area code, an access code for numbers outside a PBX system 
(usually a 9 or 0), or a long-distance prefix. (See Using dialing characters for more 
information.) 

When entering a fax number, press pause/redial until a comma (,) appears to insert a pause 
in the dialing sequence. Press * until W appears if you want the device to wait for a dial tone. 

4. Use the alphanumeric buttons to enter a name for the fax number. To do so, repeatedly 
press the alphanumeric button for the letter that you need until the letter appears. (For a 
list of characters, see Using dialing characters .) 

5. Press menu/enter to save the information. 
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To manage group-dial entries 



If you send information to the same group of people on a regular basis, you can program a 
group-dial entry to simplify the task. Group-dial entries are composed of speed-dial entries. 
Group-dial entries using numbers 1 through 9 (HP LaserJet 3380 all-in-one) or 1 through 7 
(HP LaserJet 3015 all-in-one or HP LaserJet 3030 all-in-one) are also associated with the 
corresponding one-touch key on the control panel. 

Any individual speed-dial entry can be added to a group. All group members must have 
programmed speed-dial entries or one-touch keys assigned to them before being added to 
the group-dial entry. 

Use the following instructions to manage your group-dial entries. 



Note Speed-dial entries, one-touch keys, and group-dial entries are more easily programmed 

from the software. For instructions about programming speed-dial entries, one-touch keys, 
and group-dial entries by using the Toolbox, see the electronic User Guide. 



To program group-dial entries 

1 . Assign a speed-dial entry to each fax number that you want in the group. (For 
instructions, see To program speed-dial entries and one-touch keys .) 

2. Press menu/enter. 

3. Use the < or the > button to select Fax setup, and then press menu/enter. 

4. Press menu/enter to select Phone Book. 

5. Use the < or the > button to select Group setup, and then press menu/enter. 

6. Use the < or the > button to select Add/Edit group, and then press menu/enter. 

7. Use the alphanumeric buttons to enter the number that you want to associate with this 
group, and then press menu/enter. Selecting 1 through 9 (HP LaserJet 3380 all-in-one) 
or 1 through 7 (HP LaserJet 3015 all-in-one or HP LaserJet 3030 all-in-one) also 
associates the group with the corresponding one-touch key. 

8. Use the alphanumeric buttons to enter a name for the group, and then press menu/enter. 

9. Complete one of the following steps: 

Press a one-touch key, and then press menu/enter again to confirm the addition. Repeat 
this step for each group member you want to add. 

Select Phone Book, and then select the speed-dial entry for the group member you 
want to add. Press menu/enter to confirm the addition. Repeat this step for each group 
member you want to add. 

10. When you are finished, press menu/enter. 

11. If you have more group-dial entries to assign, press menu/enter, and then repeat steps 1 
through 10. 

To delete group-dial entries 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press menu/enter to select Phone Book. 

4. Use the < or the > button to select Group setup, and then press menu/enter. 
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5. Use the < or the > button to select Delete group, and then press menu/enter. 

6. Using the alphanumeric buttons, enter the number of the group-dial that you want to 
delete, and then press menu/enter. 

7. Press menu/enter to confirm the deletion. 

To delete an individual from a group-dial entry 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press menu/enter to select Phone Book. 

4. Use the < or the > button to select Group setup, and then press menu/enter. 

5. Use the < or the > button to select Del. # in group, and then press menu/enter. 

6. Use the < or the > button to select the individual you want to delete from the group. 

7. Press menu/enter to confirm the deletion. 

8. Complete one of the following tasks: 

Repeat steps 6 and 7 to delete other individuals from the group. 
Press cancel if you are finished. 

Note Deleting a speed-dial entry also deletes that entry from any group-dial entries that included 

that speed-dial entry. 

To delete all phone book entries 

You can delete all speed-dial entries, one-touch keys, and group-dial entries that are 
programmed in the device. 

CAUTION After speed-dial entries, one-touch keys, and group-dial entries are deleted, they cannot be 
recovered. 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press menu/enter to select Phone Book. 

4. Use the < or the > button to select Delete all, and then press menu/enter. 

5. Press menu/enter to confirm the deletion. 
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ing dialing characters 



When using the control panel to enter your name in the header or enter a name for a one- 
touch key, speed-dial entry, or group-dial entry, press the appropriate alphanumeric button 
repeatedly until the letter that you need appears. Then, press the > button to select that 
letter and move to the next space. This table shows which letters and numbers appear on 
each alphanumeric button when the default language is set to English: 



button number 


characters 


1 


1 


2 


A B C a b c2 


3 


D E Fd ef 3 


4 


G H I g h i4 


5 


J K L j k I 5 


6 


M N 0 m n o 6 


7 


PQRSpqrs7 


8 


TU Vtu v8 


9 


WXYZwxyz9 


0 


0 


* 


() + -./,"*& @ 


# 


space # 



To insert a pause 

You can insert pauses into a fax number that you are dialing or programming to a one-touch 
key, speed-dial entry, or group-dial entry. Pauses are often needed when dialing 
internationally or connecting to an outside line. 

• Press pause/redial to insert a pause in your dialing sequence. A comma (,) appears on 
the control panel display, indicating that the pause will occur at that point in the dialing 
sequence. 

• Press * repeatedly until W appears on the control panel display to have the device wait 
for a dial tone before dialing the rest of the telephone number. 

• Press * repeatedly until R appears on the control panel display to have the device 
perform a hook flash. 
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Inserting a dial prefix 



A dial prefix is a number or group of numbers that are automatically added to the beginning 
of every fax number you enter at the control panel or from the software. The maximum 
number of characters for a dial prefix is 50. 

The default setting is Off. You might want to turn this setting on and enter a prefix if, for 
example, you have to dial a number such as 9 to get a telephone line outside of your 
company telephone system. While this setting is activated, you can dial a fax number 
without the dial prefix by using manual dial. For instructions, see Using manual dial . 



To set the dial prefix 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press the > button once to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Dial Prefix, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 

6. If you selected On, use the alphanumeric buttons to enter the prefix, and then press 
menu/enter. You can use numbers, pauses, and dialing symbols. 
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Sending a delayed fax 



You can schedule a fax to be sent automatically at a future time to one or more people. 
When you complete this procedure, the device scans the document into memory and 
returns to the Ready state so that you can perform other tasks. 



Note If the device cannot transmit the fax at the scheduled time, that information is indicated on 

the fax call report (if that option is turned on) or recorded in the fax activity log. The 
transmittal might be halted because the fax-sending call is not answered, or because a busy 
signal stops the redial attempts. (See Setting print times for the fax call report and Printing 
the fax activity log for more information.) 

If you have set a fax to be sent at a future time but you need to add something to it, you can 
send the additional information as another job. All faxes that are scheduled to go to the 
same fax number at the same time are delivered as individual faxes. 



To send a delayed fax 

1 . Load the document into the automatic document feeder (ADF) input tray or onto the 
flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

2. Press menu/enter. 

3. Use the < or the > button until Fax functions appears, and then press menu/enter. 

4. Use the < or the > button until Send fax later appears, and then press menu/enter. 

5. Use the alphanumeric buttons to enter the start time, and then complete one of the 
following tasks: 

If the device is set to the 12-hour time mode, use the > button to move the cursor past 
the fourth character to set A.M. or P.M. Select 1 for A.M. or select 2 for P.M., and then 
press menu/enter. 

If the device is set to the 24-hour time mode, press menu/enter. 

6. Complete one of the following tasks: 

Use the alphanumeric buttons to enter the date, and then press menu/enter. 
Accept the default date by pressing menu/enter. 

7. Enter the fax number, enter the speed-dial entry, or press the one-touch key. (This 
feature does not support undefined (ad hoc) groups.) 

8. Press menu/enter or fax/send. The device scans the document into memory and sends it 
at the designated time. 
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Sending a fax by dialing from a telephone 



Occasionally, you might want to dial a fax number from a telephone that is connected to the 
same line as the device. For example, if you are sending a fax to a person whose device is 
in the manual receive mode, you can precede the fax with a voice call to let that person 
know that the fax is coming. 



To send a fax by dialing from a telephone 



Note The telephone must be connected to the "telephone" port (the port that is marked with a 

telephone icon). 

1 . Load the document into the automatic document feeder (ADF) input tray. 



Note You cannot use the flatbed scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in- 

one only) when sending a fax by dialing from a telephone. 

2. Pick up the handset of a telephone that is connected to the same line as the device. 
Dial the fax number by using the telephone keypad. 

3. When the recipient answers, instruct the person to start the fax machine. 

4. When you hear the fax tones, press fax/send, wait until Connecting appears on the 
control panel display, and then hang up the telephone. 
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Changing the detect-dial-tone setting 



Normally, the device begins dialing a fax number immediately. If you are using the device 
on the same line as your telephone, turn on the detect-dial-tone setting. This prevents the 
device from sending a fax while someone is on the telephone. 

The factory-set default for detect dial tone is On for France and Hungary, and Off for all 
other regions/countries. 



To change the detect-dial-tone setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Press > once to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Detect dial tone, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 
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Using billing codes 



If the billing codes feature has been turned on, the user will be asked to enter a billing code 
for each fax. The billing number is credited for each fax page that is sent. This includes all 
types of faxes except for poll-received, fax-forwarded, or computer-downloaded faxes. For 
an undefined group or a group-dial fax, the billing number is credited for each successful fax 
that is sent to each destination. To print a report that shows the total for each billing code, 
see Printing the billing-code report . 

The factory-set default for the billing-code setting is Off. The billing code can be any number 
from 1 through 250. 



To change the billing-code setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Send setup, and then press menu/enter. 

4. Use the < or the > button to select Billing codes, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 



To use billing codes 

1 . Enter the phone number manually, by one-touch key, or by speed-dial or group-dail 
entry. 

2. Load the original in the automatic document feeder (ADF) input tray or on the flatbed 
scanner (HP LaserJet 3030 all-in-one or HP LaserJet 3380 all-in-one only). 

3. Press fax/send. 

4. Enter the billing code, and then press fax/send. 

The fax job is sent and recorded in the billing-code report. For information about printing the 
billing-code report, see Printing the billing-code report . 
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Reprinting a fax 



If you want to reprint a fax because the print cartridge was empty or if the fax was printed on 
the wrong type of media, you can try to reprint it. The amount of memory that is available 
determines the actual number of faxes that are stored for reprinting. The most recent fax 
prints first; the oldest fax that is in storage prints last. 

These faxes are stored continuously. Reprinting them does not clear them from the 
memory. To clear these faxes from the memory, see Deleting faxes from memory . 



To reprint a fax 

Use the following steps to reprint a fax: 



Note You do not need to use this procedure if the fax does not print because of a jam or because 

the media is completely depleted. During these situations, faxes are received to memory. As 
soon as you clear the jam or replenish the media, fax printing automatically resumes. 

1 . Press menu/enter. 

2. Press the > button once. Fax functions appears. 

3. Press menu/enter. 

4. Use the < or the > button until Reprint last appears. 

5. Press menu/enter. The device begins reprinting the most recently printed fax. 



Note To stop the printing at any time, press cancel. 
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Deleting faxes from memory 



Use this procedure only if you are concerned that someone else has access to your device 
and might try to reprint faxes from the memory. 



CAUTION In addition to clearing the reprint memory, this procedure clears any fax that is currently 

being sent, unsent faxes that are pending redial, faxes that are scheduled to be sent at a 
future time, and faxes that are not printed or forwarded. 



To delete faxes from memory 

1 . Press menu/enter. 

2. Press the > button once to display Fax functions, and then press menu/enter. 

3. Use the < or > button to select Clear saved faxs, and then press menu/enter. 

4. Press menu/enter to confirm the deletion. 
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ing fax forwarding 



You can set your device to forward incoming faxes to another fax number. When the fax 
arrives at your device, it is stored in the memory. The device then dials the fax number that 
you have specified and sends the fax. If the device cannot forward a fax because of an error 
(for example, the number is busy) and repeated redial attempts are unsuccessful, your 
device prints the fax. 

If the device runs out of memory while receiving a fax, it terminates the incoming fax and 
only forwards the pages and partial pages that have been stored in the memory. 

When it is using the fax-forwarding feature, the device (rather than the computer) must be 
receiving the faxes, and the answer mode must be set to Automatic (see Setting the answer 
mode ). 



To use fax forwarding 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Forward fax, and then press menu/enter. 

5. Press the > button to select On or Off, and then press menu/enter. 

6. If you turn on the fax-forwarding feature, use the alphanumeric buttons to specify the 
fax number the fax is to be sent, and then press menu/enter to save your selection. 
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Making an extension telephone available to receive faxes 



With this setting turned on, you can alert the device to pick up the incoming fax call by 
pressing 1-2-3 sequentially on the telephone keypad (in tone-dial mode only). The default 
setting is On. Turn this setting off only if you use pulse dialing or if you have a service from 
your telephone company that also uses the 1-2-3 sequence. The telephone company 
service does not work if it conflicts with the device. 



To make an extension telephone available to receive faxes 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Extension Phone, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to save your 
selection. 
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Using fax polling 



If someone else has set up a fax to be polled, you can request that the fax be sent to your 
device. (This is known as polling another machine). 

To poll (request a fax from) another fax machine 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax functions, and then press menu/enter. 

3. Use the < or the > button to select Polling receive, and then press menu/enter. 

4. Use the alphanumeric buttons to enter the number of the fax machine that you want to 
request the fax from, and then press menu/enter. 

Your device dials the other fax machine and requests the fax. 
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Changing the silence-detect mode 



This setting controls whether or not you can receive faxes from older-model fax machines 
that do not emit a fax signal during fax transmissions. At the time of this publication, these 
silent-model fax machines represented very few of the fax machines in use. The default 
setting is Off. The silence-detect mode setting should be changed only if you regularly 
receive faxes from someone who uses an older-model fax machine. 



To change the silence-detect mode 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Silence Detect, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to save your 
selection. 
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Creating stamp-received faxes 



The device prints the sender identification information at the top of each received fax. You 
can also choose to have your own header information included on each received fax to 
confirm the date and time that the fax was received. The factory-set default for stamp- 
received faxes is Off. 

Note This option applies only to received faxes that the device prints. 



To make stamp-received faxes available 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select Fax Recv. setup, and then press menu/enter. 

4. Use the < or the > button to select Stamp faxes, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to save your 
selection. 
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Setting the fax-error-correction mode 



Normally, the device monitors the signals on the telephone line while it is sending or 
receiving a fax. If the device detects an error during the transmission and the error- 
correction setting is On, the device can request that the portion of the fax be resent. The 
factory-set default for error correction is On. 

You should turn off error correction only if you are having trouble sending or receiving a fax, 
and you are willing to accept the errors in the transmission. Turning off the setting might be 
useful when you are trying to send a fax overseas, or receive one from overseas, or if you 
are using a satellite telephone connection. 



To change the error-correction setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select All faxes, and then press menu/enter. 

4. Use the < or the > button to select Error correction, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to save your 
selection. 
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Changing the V.34 setting 



The V.34 setting is the modem protocol that the device uses to send faxes. It is the 
worldwide standard for full-duplex modems that send and receive data across telephone 
lines at up to 33,600 bits per second (bps). The factory-set default for the V.34 setting is On. 

You should change the V.34 setting only if you are having trouble sending or receiving a fax 
from a particular device. Turning off the setting might be useful when you are trying to send 
a fax overseas, or receive one from overseas, or if you are using a satellite telephone 
connection. 



To change the V.34 setting 

1 . Press menu/enter. 

2. Use the < or the > button to select Fax setup, and then press menu/enter. 

3. Use the < or the > button to select All faxes, and then press menu/enter. 

4. Use the < or the > button to select V.34, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter. 
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Fax Logs and Reports 



This chapter describes the logs and reports you can produce with your HP LaserJet all-in- 
one device. 

• Printing the fax activity log 

• Printing a fax call report 

• Setting print times for the fax call report 

• Including the first page of each fax on the fax call report 

• Printing a phone book report 

• Printing the billing-code report 

• Printing the block-fax list 

• Printing all fax reports 
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Printing the fax activity log 



The fax activity log provides a chronological history of the last 40 faxes that were received, 
sent, or deleted, and any errors that occurred. A fax activity log includes the following 
information: 

• All faxes that have been received to the device 

• All faxes that have been sent from the control panel 

• All faxes that have been sent from the Toolbox and the fax software driver 

• All faxes that have been sent from the HP Workplace (for Macintosh-compatible 
computers that are directly connected to the device) 

To print the fax activity log 

Use the following steps to print a fax activity log: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Fax Activity log, and then press menu/enter. 

4. Press menu/enter to select Print log now. The device exits the Menu settings and prints 
the log. 

To set the fax activity log to print automatically 

You can decide whether or not you want the fax log to print automatically after every 40 
entries. The factory-set default is On. Use the following steps to set the fax activity log to 
print automatically: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Fax Activity log, and then press menu/enter. 

4. Press the > button once to select Auto Log Print, and then press menu/enter. 

5. Use the < or the > button to select On, and then press menu/enter to confirm your 
selection. 
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Printing a fax call report 



A fax call report is a brief report that indicates the status of the last fax that was sent or 
received. 

To print a fax call report 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Fax Call report, and then press menu/enter. 

4. Press menu/enter to select Print report now. The device exits the Menu settings and 
prints the report. 

Note To set the fax call report to print automatically, see Setting print times for the fax call report . 
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Setting print times for the fax call report 



You can set the device to print a fax call report after any of the following events: 

• Every fax error (the factory-set default) 

• Send fax error 

• Receive fax error 

• Every fax 

• Send fax only 

• Never 

Note If you select Never, you will have no indication that a fax failed to be transmitted unless you 

print a fax activity log. 



To set the print times for the fax call report 

Use the following steps to set when the fax call report is printed: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Fax Call report, and then press menu/enter. 

4. Press the > button once to select Print report, and then press menu/enter. 

5. Use the < or the > button to select the option for when you want the fax call reports to 
be printed. 

6. Press menu/enter to save your selection. 
The following print-time options are available: 

• Every error: The device prints a report each time an error occurs. 

• Send error: The device prints a report when an error occurs while the device is sending 
a fax. 

• Receive error: The device prints a report when an error occurs while the device is 
receiving a fax. 

• Every fax: The device prints a report when a fax is sent or received. 

• Send fax only: The device prints a report when a fax is sent. 

• Never: A report is never printed. 
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Including the first page of each fax on the fax call report 



If this option is turned on and the page image still exists in the device memory, the fax call 
report includes a thumbnail (50-percent reduction) of the first page of the most recent fax 
that was sent or received. The factory-set default for this option is On. 

To include the first page of each fax on the fax call report 

Use the following steps to include the first page of each fax on the fax call report: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Fax Call report, and then press menu/enter. 

4. Use the < or the > button to select Include 1st page, and then press menu/enter. 

5. Use the < or the > button to select On or Off, and then press menu/enter to confirm your 
selection. 
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Printing a phone book report 



A phone book report lists the fax numbers that are assigned to the one-touch buttons and 
speed-dial and group-dial entries. 

To print a phone book report 

Use the following steps to print a one-touch, speed-dial, and group-dial report: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select PhoneBook report, and then press menu/enter. The 
device exits the Menu settings and prints the report. 
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Printing the billing-code report 



The billing-code report is a printed list of all of the fax billing codes and the total number of 
faxes that have been billed to each code. 

Note After this report is printed, all billing data is deleted. 



To print the billing-code report 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Billing report, and then press menu/enter. The device 
exits the Menu settings and prints the report. 
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Printing the block-fax list 



Use this procedure to print a list of the blocked fax numbers. For information about blocking 
fax numbers, see Blocking or unblocking fax numbers . 

To print the block-fax list 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select Block Fax list, and then press menu/enter. The 
device exits the Menu settings and prints the list. 
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Printing all fax reports 



Use this procedure to print all of the following reports at one time: 

• Fax activity log 

• One-touch, speed-dial, and group-dial report 

• Configuration report 

• Block-fax list 

• Billing report (if the option is turned on) 

To print all fax reports 

Use the following steps to print all fax reports: 

1 . Press menu/enter. 

2. Use the < or the > button to select Reports, and then press menu/enter. 

3. Use the < or the > button to select All fax reports, and then press menu/enter. The 
device exits the Menu settings and prints the reports. 
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Troubleshooting 



Use the information in this chapter to troubleshoot general fax issues. 

• Is your fax set up correctly? 

• General fax problems 

• Fax-receiving problems 

• Fax-sending problems 

• Media-handling problems 

• Viewing the electronic User Guide 
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Is your fax set up correctly? 



Use the following checklist to help you define what is causing any faxing problems you 
might be encountering. 

• Are you using the fax cord that was supplied with the device? This device has been 
tested with the supplied fax cord and was proven to meet device specifications. If you 
are not using the supplied fax cord, reinstall it. 

• Is the fax cord installed in the correct port on the device? It should be plugged into the 
"line" port (the port that is marked with a -§ (HP LaserJet 3015 all-in-one or HP 
LaserJet 3030 all-in-one) or with an "L" (HP LaserJet 3380 all-in-one)). See Connecting 
the device to a telephone line for details. 

• Is the fax cord seated in the port on the device? Disconnect and reconnect the fax 
cord to make sure that it is well seated in the correct port. 

• Is the telephone jack working properly? Verify that a dial tone exists by attaching a 
telephone to the jack on the wall. Can you hear a dial tone and can you make a 
telephone call? 



What type of telephone line are you using? 

• Dedicated line: A unique fax/telephone number assigned to receive or send faxes. The 
fax cord should be connected to the device "line" port (the port that is marked with a "H 
icon (HP LaserJet 3015 all-in-one or HP LaserJet 3030 all-in-one) or with an "L" (HP 
LaserJet 3380 all-in-one)). 

• Shared telephone line: A system where both telephone calls and faxes are received or 
sent by using the same telephone number and telephone line. A single, standard 
telephone line can perform only one function at a time. You cannot send a fax while 
talking on the telephone or while connecting to the Internet if you use the same 
telephone line for telephone calls and fax jobs. 

• PBX system: A business-environment telephone system. Standard home telephones 
and the HP LaserJet all-in-one devices use an analog telephone signal. Some PBX 
systems are digital and might be incompatible with standard telephones and with 
devices such as the HP LaserJet all-in-one. 

• Roll-over lines: A telephone system feature where, when one incoming line is busy, the 
next call "rolls over" to the next available line. Try attaching the device to the first 
incoming telephone line. The device will answer the telephone after it rings the number 
of times that is specified in the device rings-to-answer setting. (See Changing the rings- 
to-answer setting .) 

• Distinctive ring service: The telephone company can assign two telephone numbers to 
one physical line and assign a distinctive ring pattern to each number. Make sure that 
the device is set to respond to the correct distinctive ring pattern that your telephone 
service provider assigned to the fax telephone number. (See Changing ring patterns for 
call answering .) This service is not available in all regions/countries. Make sure that 
your telephone company provides this service before changing the setting. 
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Are you using a telephone-line splitter? 



A telephone-line splitter is a device used to split two or more telephone lines from the same 
jack. Confusion can result from the existence of two different kinds of splitters. Parallel 
splitters (also called "T" splitters) split a single line into two equal jacks, allowing two devices 
to be plugged into the same line. 

Line1/Line 2 splitters provide two unique telephone line outlets from a single jack with two 
unique telephone numbers (two telephone lines are connected to a single jack). A Linel/ 
Line2 splitter must be used if you have a fax line and a voice line that are controlled by the 
same jack. See To connect the device to a jack that controls two telephone lines for 
instructions. 

Not all splitters are compatible with the device, and not all regions/countries support the use 
of splitters. 

Hewlett-Packard does not recommend using parallel, or "T", splitters with the device, 
because they can degrade the quality of the telephone signal. If you need to attach a 
second device to the telephone line along with the device, plug the second device into the 
device "telephone" port (the port that is marked with a telephone icon). See Connecting 
additional devices for instructions. 



Are you using a surge-protection device? 

This is a device that is used between the jack in the wall and the device to protect the 
device against electrical power that passes through the telephone lines. These can cause 
some fax communication problems by degrading the quality of the telephone signal. If you 
are having problems sending or receiving faxes and are using one of these devices, 
connect the device directly to the telephone jack to determine if the problem is with the 
surge-protection device. 



Are you using a telephone company voice-messaging service? 

A voice-messaging service can be used to replace telephone-answering devices. If the 
messaging service rings-to-answer setting is lower than the device rings-to-answer setting, 
the messaging service answers the call and the device is not able to receive faxes. If the 
device rings-to-answer setting is lower than that of the messaging service, the device 
answers all of the calls and no call is ever routed to the messaging service. The only voice- 
messaging solution that can be used successfully with the device is a standalone telephone- 
answering machine. 



Are you using an answering machine? 

An answering machine should be connected directly to the port that is labeled with the 
telephone icon, or it should be shared on the same telephone-line extension. 

Set the device rings-to-answer setting for at least one ring more than the number of rings for 
which the answering machine is set. See Changing the rings-to-answer setting for more 
information. 

If an answering machine is connected to the same telephone line but on a different jack (in 
another room, for example), it might interfere with the device's ability to receive faxes. 



Is your fax set up correctly? 
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General fax problems 



Use the tables in this section to solve fax problems. 



Issue 


Cause 


Solution 


The document stops feeding 
in the middle of faxing. 


The maximum length of a page 
that you can load is 381 mm 
(15 inches). Faxing of a longer 
page stops at 381 mm (15 
inches). 


If no jam exists and less than 
one minute has elapsed, wait a 
moment before pressing 
cancel. If a jam exists, for 
information about removing 
jams and other troubleshooting 
and maintenance tips, see the 
electronic User Guide. Then, 
resend the job. 




If the item is too small, it can 
jam inside the automatic 
document feeder (ADF). 

(HP LaserJet 3015 all-in-one) 
The minimum page size for the 
automatic document feeder 
(ADF) is 74 by 105 mm (2.9 by 
4 inches). 

(HP LaserJet 3030 all-in-one 
and HP LaserJet 3380 all-in- 
one) The minimum page size 
for the automatic document 
feeder (ADF) is 127 by 127 mm 
(5 by 5 inches). 


If a jam exists, for information 
about removing jams and other 
troubleshooting and 
maintenance tips, see the 
electronic User Guide. 


The fax activity logs or fax call 
reports are printing at 
inappropriate times. 


The fax activity log or fax call 
reports settings are not correct. 


Print a configuration report and 
check when the reports print. 
For instructions about printing 
a configuration report, see the 
electronic User Guide. For 
instructions about setting log or 
report printing times, see To 
set the fax activity loq to print 
automatically or Settinq print 
times for the fax call report. 


The volume for sounds that 
the device emits is too loud or 
too soft. 


The volume setting needs to 
be adjusted. 


See Chanqinq the sound- 
volume settinqs. 
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Fax-receiving problems 

Use the table in this section to solve problems that might occur when receiving faxes. 



Issue 


Cause 


Solution 


The device cannot receive faxes from 
an extension telephone. 


The extension-telephone setting might 
be disabled. 


See Makinq an extension telephone 
available to receive faxes for 


instructions about changing this setting. 


The fax cord might not be securely 
connected. 


Make sure that the fax cord is securely 
connected between the telephone jack 
and the device (or another device that 
is connected to the device). Press 1-2- 
3 in sequence (tone-dial mode only), 
wait for three seconds, and then hang 
up. 


The device dialing mode might be 
incorrectly set, or the extension phone 
might be incorrectly set. 


Make sure that the device dialing 
mode is set to Tone. See Selectinq 
tone-dialina or pulse-dialina mode. 
Make sure that the extension phone is 
set up for tone dialing as well. 


Voice calls are not being received by 
the telephone or answering machine 
that is connected to the line. 


The fax cord might not be correctly 
connected. 


See Connectina the device to a 
telephone line to check the installation. 
The device must be the first device 
connected to the telephone line. 


The answer mode or rings-to-answer 
settings might not be correctly set. 


See Settinq the answer mode or 
Chanqinq the rinqs-to-answer settinq 
to determine which settings you need. 
The rings-to-answer must be set 
higher than the answering machine 
setting. 


The answering machine or telephone 
might not be functioning. 


Connect the telephone or answering 
machine directly to the telephone line 
and determine if it works by itself. 
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Issue 


Cause 


Solution 


Incoming fax calls are not being 
answered by the device. 


The answer mode might be set to 
Manual. 


If the answer mode is set to Manual, 
the device does not answer calls. You 
have to start the fax-receiving process 
manually. See Settinq the answer 
mode for more information. 


The rings-to-answer setting might not 
be set correctly. 


Check the rings-to-answer setting for 
your confiauration. See Chanqinq the 
rinqs-to-answer settinq to determine 
which setting you need. 


The answer-ring pattern feature might 
be turned on, but you do not have the 
service, or you do have the service 
and the feature is not set correctly. 


Check the answer-ring pattern feature 
to make sure that it is set properly. 

See Chanqinq rinq patterns for call 
answerinq. 


The fax cord might not be correctly 
connected, or the fax cord is not 
working. 


See Connectinq the device to a 
telephone line to check the installation. 
Make sure that you are using the fax 
cord that came with the device. 


The device might not be able to detect 
incoming fax tones because the 
answering machine is playing a voice 
message. 


Re-record your answering machine 
message, leaving at least two seconds 
of silence at the beginning of the 
message. 


Too many devices might be connected 
to the telephone line. 


You should not have more than three 
devices attached to the line. Try 
removing the last device that was 
connected and determine whether the 
device works. If not, continue removing 
devices one at a time and retry after 
removing each one. 


The telephone line might not be 
working. 


Do one of the following: 

• Increase the volume on the 
device, and then press fax/send on 
the control panel. If you hear a 
dial tone, the telephone line is 
working. 

• Disconnect the device from the 
telephone jack, and then connect 
a telephone. Try to make a 
telephone call to make sure that 
the telephone line is working. 
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Issue 


Cause 


Solution 


Incoming fax calls are not being 
answered by the device (continued). 


A voice-messaging service might be 
interfering with the device as it 
attempts to answer calls. 


Do one of the following: 

• Disable the messaging service. 

• Get a telephone line that is 
dedicated to fax calls. 

• Set the device answer mode to 
Manual. In manual mode, you 
must start the fax-receive process 
vourself. See Settinq the answer 
mode for more information. 

• Leave the device set to automatic 
mode and lower the rings-to- 
answer setting for the device to a 
number less than the rings-to- 
answer setting for the voice mail 
(see Chanqinq the rinqs-to-answer 
settinq). The device will answer all 
incoming calls. 


The device might be out of paper and 
the memory is full. 


Refill the media input tray. Press menu/ 
enter (HP LaserJet 3015 all-in-one or 
HP LaserJet 3030 all-in-one). The 
device prints all of the faxes it has 
saved in memory and then resumes 
answering fax calls. 


Faxes are transmitting or being 
received very slowly. 


You might be sending or receiving a 
very complex fax, such as one with 
many graphics. 


Complex faxes take longer to be sent 
or received. Breaking longer faxes into 
multiple jobs and decreasing the 
resolution can increase the 
transmission speed. 


The receiving fax machine might have 
a slow modem speed. 


The device only sends the fax at the 
fastest modem speed that the 
receiving fax machine can accept. 


The resolution at which the fax was 
sent or is being received is very high. 
A higher resolution typically results in 
better quality, but also requires a 
longer transmission time. 


If you are receiving the fax, call and 
ask the sender to lower the resolution 
and resend the fax. If you are sending, 
lower the resolution and resend the 
fax. See Chanqinq the default contrast 
settinq to chanqe the default settinq. 


When a poor telephone line 
connection exists, the device and the 
receiving fax machine slow down the 
transmission to adjust for errors. 


Hang up and resend the fax. Have the 
telephone company check the 
telephone line. 


International calls have a slower 
transmission speed. 


■hi 1 L ' "III \ / L tt 

No solution available. You must allow 
more time to transmit fax jobs 
internationally. 
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Issue 


Cause 


Solution 


Faxes are not printing or are printing 
incorrectly at the device. 


The media input tray is empty. 


Load media. Any faxes that are 
received while the input tray is empty 
are stored in memory and will print 
after the tray has been refilled. 




The receive-to-PC option might be 
selected, and faxes are being received 
by the computer. 


Check to determine whether the 
computer is receiving faxes: 

Click Start, click Programs, click 
Hewlett-Packard, click HP LaserJet 
3015, HP LaserJet 3030, or HP 
LaserJet 3380, and then click HP 
Toolbox. 

Click the Fax tab, and then click the 
Receive tab. 

Clear the Receive to PC check box, 
and then click OK. 


Faxes are printing on two pages 
instead of one. 


The autoreduction setting might not be 
set correctly. 


If you want faxes to be reduced to fit 
on one page, the autoreduction setting 
should be on. If the setting is off, faxes 
might print on multiple pages. See 

Chanainq autoreduction settinas for 
incominq faxes to adjust the settinq. 


Received faxes are too light or are 
printing only on half of the page. 


The device ran out of toner while 
printing a fax. 


The device stores the most recently 
printed faxes. (The amount of memory 
that is available determines the actual 
number of faxes stored for reprinting.) 
As soon as possible, replace the print 
cartridqe, and see Reprintinq a fax. 




The fax that was sent was too light. 


Contact the sender and have the 
sender resend the fax after altering the 
settings. 




EconoMode is on, or the resolution 
setting is too low. 


If EconoMode is on, turn it off. For 
information about changing the 
EconoMode setting, see the electronic 
User Guide on the device CD-ROM. 

If the resolution setting is low, increase 
the resolution setting. For example, 
change the setting from Standard to 
Fine. See Chanqinq the default 
resolution settinq. 
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Fax-sending problems 

Use the information in this table to solve problems that might occur when sending faxes. 



Issue 


Cause 


Solution 


Faxes stop during sending. 


The fax machine to which you 
are sending might be 
malfunctioning. 


Try sending to another fax 
machine. 


Your telephone line might not 
be working. 


Do one of the following: 

• Turn up the volume on the 
device, and then press fax/ 
send on the control panel. 

If you hear a dial tone, the 
telephone line is working. 

• Disconnect the device 
from the jack in the wall, 
and then connect a 
telephone to the jack. Try 
to make a telephone call 
to make sure that the 
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On (see To chanqe the redial- 
on-communication-error option). 


The device is receiving faxes 
but is not sending them. 
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system, the PBX system might 
be generating a dial tone that 
the device cannot detect. 
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settina. See Chanaina the 
detect-dial-tone settina. 


A poor telephone connection 
might exist. 


Try again later. 


The fax machine to which you 
are sending might be 
malfunctioning. 


Try sending to another fax 
machine. 


Your telephone line might not 
be working. 


Do one of the following: 

• Turn up the volume on the 
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aevice ana press fax/send 
on the control panel. If you 
hear a dial tone, the 
telephone line is working. 

• Disconnect the device 
from the telephone jack 
and connect a telephone. 
Try to make a telephone 
call to make sure that the 
telephone line is working. 
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Issue 


Cause 


Solution 


Outgoing fax calls continue to 
be dialed. 


The device automatically 
redials a fax number if the 
redial options are set to On. 


To stop the redials while the 
device is dialing, press cancel. 
To cancel a pending fax job, 
see Cancelinq a fax job. See 
Chanainq the redial settinqs to 
change the redial setting. 


Faxes that you send are not 
arriving at the receiving fax 
machine. 


The receiving fax machine 
might be off or might have an 
error condition, such as being 
out of paper. 


Call the recipient to make sure 
that the fax machine is on and 
ready to receive faxes. 




The originals might be 
incorrectly loaded. 


Make sure that the original 
documents are correctly loaded 
into the automatic document 
feeder (ADF) input tray or 
flatbed scanner (not available 
with the HP LaserJet 3015 all- 
in-one). See Loadinq orioinals 
to fax 




A fax might be in memory 
because it is waiting to redial a 
busy number, other jobs that 
are ahead of it are waiting to 
be sent, or the fax is set up for 
a delayed send. 


If a fax job is in memory for any 
of these reasons, an entry for 
the job appears in the fax log. 
Print the fax activity log (see 
Printinq the fax activity loq) and 
check the Status column for 
jobs that show a Pending 
designation. 


You cannot dial all of the 
numbers in a long fax number. 


The maximum number of digits 
or characters that can be 
entered into a fax number is 50. 


Try manually dialing the fax 
number. See Usinq manual dial. 


Faxes you send include a 
block of gray shading at the 
end of each page 


You might be sending a fax 
from the flatbed scanner (HP 
LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only) 
with the glass-fax size set 
incorrectly. 


Make sure the setting is 
correct. For more information, 
see Chanoinq the default qlass- 
size settinq. 


Faxes you send have data 
missing from the end of each 
page 


You might be sending a fax 
from the flatbed scanner (HP 
LaserJet 3030 all-in-one or HP 
LaserJet 3380 all-in-one only) 
with the glass-fax size set 
incorrectly. 


Make sure the setting is 
correct. For more information, 
see Chanqinq the default qlass- 
size settinq. 
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Media-handling problems 

Use the information in this table to solve problems that involve jammed print media. 



CAUTION Use only your hands to remove jammed media. Using other objects can damage the 

internal parts. 



Cause 


Solution 


Media has jammed in the device paper path. 


(HP LaserJet 3015 all-in-one and HP LaserJet 
3030 all-in-one) Push the print-cartridge-door 
release, and then open the top cover. Grasp the 
handle of the print cartridge. Remove the print 
cartridge, and then set it aside. (Do not expose it 
to light any longer than necessary. Place the 
print cartridge in a paper bag or other opaque 
container until you can place it back in the 
device.) With both hands, grasp the side of the 
media that is most visible (this includes the 
middle), and then carefully pull it free from the 
device. After you have removed the jammed 
media, replace the print cartridge, and then 
close the top cover. You might need to restart 
the device after removing jammed media. 

(HP LaserJet 3380 all-in-one) Open the print- 
cartridge door and the straight-through output 
door. Rotate the green pressure release levers 
at the back of the device downward. If you can 
remove the media from the front of the machine 
without removing the print cartridge, do so. 
Otherwise, remove the print cartridge, and then 
grasp the side of the media that is most visible 
(this includes the middle), and carefully pull it 
free from the device. Replace the print cartridge, 
and then close the print-cartridge door and the 
straight-through output door. You might need to 
restart the device after removing jammed media. 


Note 

Make sure that the media meets HP media 
specifications. See the HP LaserJet Printer 
Family Print Media Guide at the following 
website: http://www.hp.com/support/ljpaperguide. 
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Cause 


Solution 


Media has jammed in the automatic document 
feeder (ADF) input tray. 


(HP LaserJet 3015 all-in-one) Using both 
hands, pull the control-panel door toward you. 
Remove any jammed media. Make sure that all 
of the pieces of media are removed, and then 
close the control-panel door. 

(HP LaserJet 3030 all-in-one and HP LaserJet 
3380 all-in-one) Remove the automatic 
document feeder (ADF) input tray and open the 
ADF cover. Use both hands to lift up on the two 
handles on the jam cleanout part until the part 
unsnaps. Rotate and lift out the cleanout part, 
and then set it aside. Lift and hold the green 
lever, and rotate the pick mechanism until it 
stays open. Gently try to remove the page 
without tearing it. If you feel resistance, go to the 
next step. Open the flatbed scanner lid and 
gently loosen the media by using both hands. 
Close the lid to the flatbed scanner and then 
lower the green lever on the automatic 
document feeder (ADF). Reinstall the cleanout 
part by pushing down on the two tabs until the 
part snaps into place. Install the cleanout part 
correctly, because future jamming might occur if 
the cleanout part is not correctly replaced. 


Print is skewed (crooked) because the media 
input tray is overloaded. 


Remove some of the media from the input tray. 


Print is skewed (crooked) because the media 
guides are incorrectly set, broken, or missing. 


Verify that the guides are not adjusted too tightly 
or too loosely against the paper. Check for 
broken or missing guides, and replace them if 
necessary. 


Print is skewed (crooked) because the media 
weight or surface finish does not meet HP 
specifications. 


Make sure that the media meets HP 
specifications. See the HP LaserJet Printer 
Family Print Media Guide at the following 
website: http://www.hp.com/support/ljpaperguide. 


The device is printing curled or wrinkled pages 
because of the heat produced during the laser 
printing process. 


Paper curl tends to relax as the paper cools 
while resting on a flat surface. Make sure that 
the media meets HP specifications. See the HP 
LaserJet Printer Family Print Media Guide at the 
following website: http://www.hp.com/support/ 
Ijpaperguide. 


The device is printing curled or wrinkled pages 
when using the output bin. 


Open the straight-through output door on the 
back of the printer and use this paper path. 
Change the fuser mode back to the default or to 
a different paper type. 


The device is printing curled or wrinkled pages 
because the media is not stored properly. 


When possible, store media in its sealed ream 
at room temperature. 


The device is printing curled or wrinkled pages 
because the media has been in the input tray 
too long. 


T" x| x 1 £ 1 ■ ■ XI X XX 

Turn over the stack of media in the tray or rotate 
the media 180 degrees in the paper tray. 
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Viewing the electronic User Guide 



The electronic User Guide is stored in the Toolbox Help and on the software CD that is 
included with your HP LaserJet all-in-one device. 

To view the electronic User Guide in the device software 

If you have installed the device software, open the electronic User Guide by clicking User 
Guide in the software Help menu. 

To view the electronic User Guide on the device CD-ROM 
(Windows) 

If you have not installed the device software, you can view the electronic User Guide on 
your computer by following these steps: 

1 . To open the Welcome screen, insert the device software CD-ROM in your computer CD 
drive. 

• If the Welcome screen does not open, click Start on the Windows taskbar, click 
Run, type z : \ setup (where Z is your CD drive letter), and then click OK. 

2. On the Welcome screen, click Documentation. 

3. In the User Guide Viewing Options box, click PDF Format or HTML Format to open 
the electronic User Guide. 



Note If you are running Windows 95 on your computer, you must have Internet Explorer 4.01 or 

later to view or print the electronic User Guide in HTML Help format. To view or print the 
electronic User Guide in portable document format (PDF), you must have Adobe Acrobat 
Reader installed on your computer. 



To view the electronic User Guide on the device CD-ROM (Mac) 

To view the electronic User Guide from the software CD-ROM with a Macintosh operating 
system, complete the following steps. 

1 . Insert the device software CD-ROM into your computer CD drive. 

2. Double-click the CD-ROM icon on the Mac screen. 

3. Click the Documentation folder. 

4. Double-click the User Guide file to open it. 



Note Some Mac operating system versions might require Adobe Acrobat Reader to view the User 

Guide in portable document format (PDF). 
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Automatic document feeder. The ADF is used to automatically feed originals 
into the device for copying, scanning, or faxing. 



A designation given to HP devices that can perform several functions, such 
as printing, faxing, copying, and scanning. 



A comma in a fax dial sequence indicates that the device wll pause at that 
point in the dialing sequence. 



The difference between the dark and light areas of an image. The lower the 
number value, the more closely the shades resemble each other. The higher 
the number, the more the shades appear separate from each other. 



A single telephone line that is used exclusively for either voice calls or fax 
calls. 



A service offered by some telephone companies in some regions/countries 
that allows two or three phone numbers to be set up on the same telephone 
line. Each phone number has a different ring pattern, and the fax machine 
can be configured to recognize the distinctive ring of the fax number. 



A measurement of resolution that is used for scanning and printing. 
Generally, more dots per inch result in a higher resolution, more visible 
detail in the image, and a larger file size. 



Digital subscriber line, a technology that enables a high-speed, direct 
connection to the Internet through telephone lines. 



An abbreviation of facsimile. The electronic encoding of a printed page and 
the transmission of the electronic page over a telephone line. The device 
software can send items to electronic fax programs, which require a modem 
and fax software. 



Fax-related tasks that are done from the control panel or software that affect 
only the current job, or are done only once once before returning to the 
Ready state, such as clearing memory. These functions are in their own 
section in the control panel menu. 
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fax settings 



Fax-related items that, when set or changed, continue to use the choice 
made until changed again. An example would be the number of times set for 
the device to redial a busy number. These settings are in their own section 
of the control panel menu. 

HP Director toolbar 

Available for Macintosh only. A software screen that is used when working 
with documents. When the document is loaded into the automatic document 
feeder (ADF) and the computer is connected directly to the device, the HP 
Director appears on the computer screen to initiate faxing, copying, or 
scanning. 

ISDN 

Integrated Services Digital Network (ISDN) is a suite of internationally 
adopted standards for end-to-end digital communication over the public 
telephone network. 

private branch exchange (PBX) 

A small telephone switching system that typically is used by large 
businesses or universities to connect all telephone extensions within the 
organization. A PBX also connects to the public switched telephone network 
(PSTN) and may be either manual or dial, depending on the method used 
by extensions to place incoming or outgoing calls. Normally, the equipment 
is owned by the customer rather than leased from the telephone company. 

public switched telephone network (PSTN) 

The worldwide dial-up telephone network or a portion of that network. Users 
are assigned unique phone numbers, which allow them to connect to the 
PSTN through local telephone exchange companies. Often, this phrase is 
used when referring to data or other non-telephone services carried over a 
path initially established using normal telephone signaling and ordinary 
switched long-distance telephone circuits. 

resolution 

The sharpness of an image, measured in dots per inch (dpi). The higher the 
dpi, the greater the resolution. 

shared line 

A single telephone line that is used for both voice and fax calls. 

Toolbox 

The Toolbox is a Web page that opens in a Web browser and provides 
access to the device management and troubleshooting tools, embedded 
Web server, and device documentation. 
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A 

activity log 

printing 68 

troubleshooting 80 
ad hoc groups, sending faxes to 27 
additional devices 

connecting 15 

troubleshooting 79 
ADF (automatic document feeder) 

defined 91 

installing 9 

jams, troubleshooting 88 

loading original documents 24 

page size, maximum 80 

page size, minimum 80 
answer mode, setting 41 
answering machines 

about 15 

connecting to HP LaserJet 3015 all-in-one 16, 17 
connecting to HP LaserJet 3030 all-in-one 16, 17 
connecting to HP LaserJet 3380 all-in-one 19 
troubleshooting 79 

automatic answer mod 41 

automatic answer mode 43 

automatic document feeder (ADF) 
defined 91 
installing 9 

jams, troubleshooting 88 
loading original documents 24 
page size, maximum 80 
page size, minimum 80 
autoreduction settings 44 

B 

billing codes 

report, printing 73 

setting up 57 
block-fax list, printing 74 
blocking faxes 45 
busy signals, redialing options 38 

C 

call report 

first page thumbnail, including 71 
print times, setting 70 
printing 69 
troubleshooting 80 



caller-ID boxes 
about 15 

connecting to HP LaserJet 3015 all-in-one 16, 17 
connecting to HP LaserJet 3030 all-in-one 16, 17 
connecting to HP LaserJet 3380 all-in-one 19 

calling cards 29 

canceling faxes 31 

cartridge, installing 9 

CD-ROM, User Guide 89 

clock, setting 21 

connecting 

additional devices 15 

telephone line, HP LaserJet 3015 all-in-one 10 

telephone line, HP LaserJet 3030 all-in-one 10 

troubleshooting 78 
contrast 

defined 91 

setting default 34 

troubleshooting 84 
control panel, using 21, 52 

D 

darkness, setting default contrast 34 
date, setting 21 
dedicated fax line 

additional devices, connecting 15 

HP LaserJet 3015 all-in-one, connecting 11 

HP LaserJet 3030 all-in-one, connecting 11 

HP LaserJet 3380 all-in-one, connecting 12 

rings-to-answer settings 43 

splitters, troubleshooting 79 

troubleshooting 78 
default settings 

contrast 34 

glass-size 36 

resolution 35 

tone or pulse dialing 37 
delaying fax sending 54 
deleting all entries 51 
deleting faxes from memory 59 
dial prefixes 53 
dial-tone detection settings 56 
dialing 

internationally 52 

manually 29 

redialing automatically, settings 38 
tone or pulse settings 37 
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troubleshooting 86 
distinctive-ring 

defined 91 

settings 42 
documentation, User Guide 89 
dots per inch (dpi), defined 91 
DSL, defined 91 

E 

electronic faxes 

receiving 40 

sending 32 
electronic User Guide 89 
error-correction setting 65 
extension phones 

receiving faxes from 61 

troubleshooting 81 

F 

fax activity log 

printing 68 

troubleshooting 80 
fax header 

setting 22 

stamp-received 64 
Fax Job Status, canceling faxes 31 
fax, defined 91 

feeding problems, troubleshooting 80 

fit-to-page setting 44 

flatbed scanner 

default glass-size, setting 36 
loading original documents 25 

forwarding faxes 60 

G 

glass-size setting 36 
glossary 91 
group-dial entries 

adding and deleting 50, 51 

sending faxes to 27 

H 

header 

setting 22 
stamp-received 64 

help system, User Guide 89 

HP LaserJet 3015 all-in-one 

additional devices, connecting 16 
connecting to dedicated line or splitter 1 1 
connecting to telephone line 10 

HP LaserJet 3030 all-in-one 

additional devices, connecting 16 
connecting to dedicated line or splitter 1 1 
connecting to telephone line 10 

HP LaserJet 3380 all-in-one 

additional devices, connecting 18 
connecting to dedicated line or splitter 12 



input trays 
installing 9 

jams, troubleshooting 87 
installation 9 
international dialing 29, 52 
ISDN, defined 92 

J 

jack, dedicated line or splitter 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 78, 79 
jack, telephone line 

additional devices 15 

HP LaserJet 3015 all-in-one 10 

HP LaserJet 3030 all-in-one 10 

troubleshooting 78 
jams, troubleshooting 87 

L 

legal paper, settings 44 

letter paper, settings 44 

letters, entering with control panel 21, 52 

lightness 

setting default contrast 34 

troubleshooting 84 
Line1/Line 2 splitters, connecting 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 79 
loading original documents 24 
logs, printing 

activity 68 

all 75 

billing codes 73 

block-fax list 74 

call (last fax sent or received) 69 

phone book 72 

troubleshooting 80 

M 

manual answer mode 41 
manual dialing 29 
manual redialing 30 
media 

autoreduction settings 44 

jams, troubleshooting 87 
memory 

deleting faxes 59 

reprinting faxes 58 
Microsoft Word, faxing from 33 
modems 

about 15 

connecting to HP LaserJet 3015 all-in-one 17 
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connecting to HP LaserJet 3030 all-in-one 17 
connecting to HP LaserJet 3380 all-in-one 19 

N 

network, connecting to 9 
O 

one-touch keys 48, 49 
online help, User Guide 89 
original documents, loading 24 
outside lines 

dial prefixes 53 

pauses 52 

P 

paper 

autoreduction settings 44 

jams, troubleshooting 87 
parallel splitters, connecting 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 79 
pauses, inserting 52 
PBX systems 

troubleshooting 78 
PBX, defined 92 
phone book 

about 48 

group-dial entries 50, 51 
one-touch keys 48, 49 
printing 72 

speed-dial entries 48, 49 
phone line, connecting 

additional devices 15 

HP LaserJet 3015 all-in-one 10 

HP LaserJet 3030 all-in-one 10 

troubleshooting 78 
phone line, connecting to dedicated line or splitter 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 78, 79 
phones 

receiving faxes from 61 

sending faxes from 55 
phones, connecting extra 

about 15 

HP LaserJet 3015 all-in-one 16, 18 

HP LaserJet 3030 all-in-one 16, 18 

HP LaserJet 3380 all-in-one 20 
plugging in. See connecting 
polling faxes 62 
prefixes, dial 53 
print cartridge, installing 9 
printing faxes 

from memory 58 



troubleshooting 83 
printing reports 
activity log 68 
all 75 

billing codes 73 

block-fax list 74 

call (last fax sent or received) 69 

phone book 72 

troubleshooting 80 
protocol settings 66 
PSTN, defined 92 
pulse-dialing 37 

punctuation marks, entering with control panel 
52 

R 

receive-to-PC 40 
receiving faxes 

activity log, printing 68 

answer mode, setting 41 

autoreduction settings 44 

blocking 45 

call report, printing 69 

from telephone line 61 

polling 62 

reprinting 58 

ring patterns, settings 42 

rings-to-answer settings 43 

sound-volume settings 46 

stamp-received setting 64 

to computer 40 

to device 39 

troubleshooting 81 
redialing 

automatically, settings 38 

manually 30 
reports, printing 

activity log 68 

all 75 

billing codes 73 

block-fax list 74 

call (last fax sent or received) 69 

phone book 72 

troubleshooting 80 
reprinting faxes 58 
resolution 

current fax 26 

default 35 

defined 92 
ring patterns 42 
ring volume, settings 46 
rings-to-answer setting 43 
roll-over lines 78 

S 

scanner 

default glass-size, setting 36 
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loading original documents 25 
sending faxes 

activity log, printing 68 

billing codes 57 

call report, printing 69 

canceling 31 

delaying 54 

forwarding 60 

from software 32 

from telephone 55 

loading original documents 24 

manual dialing 29 

to multiple recipients 26 

to one recipient 26 

troubleshooting 80, 85 
setting up 9 
settings 

answer mode 41 

autoreduction 44 

billing codes 57 

call reports 70, 71 

contrast, default 34 

detect-dial-tone 56 

dial prefixes 53 

dialing, tone or pulse 37 

error-correction 65 

glass-size, default 36 

header 22 

redial 38 

resolution, current fax 26 
resolution, default 35 
ring patterns 42 
rings-to-answer 43 
silence-detect mode 63 
stamp-received 64 
time/date 21 
V.34 66 
volume 46 
shared line 

additional devices, connecting 15 
defined 92 

rings-to-answer settings 43 

troubleshooting 78 
silence-detect mode 63 
slow speed, troubleshooting 83 
software 

installing 9 

receiving faxes 40 

sending faxes 32 
sound-volume settings 46 
spaces, entering with control panel 21, 52 
speed, troubleshooting 83 
speed-dial entries 48, 49 
splitters, connecting 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 



troubleshooting 79 
surge-protection devices 79 

T 

T-splitters, connecting 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 79 
telephone line, connecting 

additional devices 15 

HP LaserJet 3015 all-in-one 10 

HP LaserJet 3030 all-in-one 10 

troubleshooting 78 
telephone line, connecting to dedicated line or splitter 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

troubleshooting 78, 79 
telephones 

receiving faxes from 61 

sending faxes from 55 
telephones, connecting extra 

about 15 

HP LaserJet 3015 all-in-one 16, 18 
HP LaserJet 3030 all-in-one 16, 18 
HP LaserJet 3380 all-in-one 20 
terminology 91 

text, entering with control panel 21 , 52 
time, setting 21 
tone-dialing 37 
trays 

installing 9 

jams, troubleshooting 87 
troubleshooting 
dialing 86 

error-correction setting 65 
feeding problems 80 
jams 87 
receiving faxes 81 
reports, printing 80 
sending faxes 85 
setup 78 

U 

unblocking fax numbers 45 
User Guide, viewing 89 

V 

V.34 setting 66 

voice and fax line. See shared line 

voicemail 

connecting 15 

troubleshooting 79 
volume settings 46 
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chyby ci opomenuti v tomto dokumentu. 

Identifikacni cislo: Q2660-90934 
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Pozadavky FCC (Spojene staty americke) 

Toto zafizeni ve zkouskach splnilo limty 
stanovene pro digitalni zafizeni tfidy B v 
casti 15 pravidel FCC. Tyto limity 
zabezpecuji pfimefenou ochranu proti 
skodlivemu ruseni pfi umisteni v obytnych 
prostorach. Toto zafizeni produkuje, 
vyuziva a muze vyzafovat 
vysokofrekvencni energii. Pokud instalace 
tohoto zafizeni neni provedena podle 
pokynu, zafizeni muze zpusobovat ruseni 
radioveho spojeni. Nelze vsak zarucit, ze k 
ruseni v nekterem konkretnim pfipade 
nedojde. Pokud zafizeni zpusobuje ruseni 
radioveho nebo televizniho pfijmu, coz Ize 
zjistit zapnutim a vypnutim tohoto zafizeni, 
doporucujeme uzivateli, aby se pokusil 
ruseni odstranit nekterymi z nasledujicich 
kroku: 

Pfesmerujte nebo pfemistete pfijimaci 
antenu. 

Umistete zafizeni do vetsi vzdalenosti od 
pfijimace. 

Pfipojte zafizeni do zasuvky v jinem 
elektrickem obvodu, nez je zapojen 
pfijimac. 

Porad'te se s prodejcem nebo radiovym ci 
televiznim technikem. 

Jakekoli zmeny nebo upravy tiskarny, ktere 
nebyly spolecnosti HP vyslovne schvaleny, 
mohou zrusit opravneni uzivatele k 
pouzivani tohoto zafizeni. 

Pfi pfipojovani jakychkoli periferii nebo 
dalsich zafizeni je nutne pouzivat stinene 
kabely. Pouziti nestinenych kabelu je 
porusenim pravidel FCC pro zafizeni tfidy 
B stanovenych v casti 15 techto pravidel. 

Toto zafizeni je v souladu s pravidly FCC 
stanovenymi v casti 68 techto pravidel. Na 
zadni strane tohoto zafizeni je umisten 
stitek obsahujici krome jinych informaci 
take registracni cislo FCC a ekvivalentni 
cislo vyzvanece (REN - Ringer 
Equivalence Number) tohoto zafizeni. Tyto 
udaje musite na pozadani sdelit svemu 
poskytovateli telekomunikacnich sluzeb. 
Cislo REN se pouziva k urceni poctu 
zafizeni, ktere Ize pfipojit k telefonni lince. 
Je-li cislo REN pfilis vysoke, muze se stat, 
ze zafizeni nebudou reagovat na pfichozi 
hovory. Soucet vsech cisel REN by 
zpravidla nemel byt vyssi nez pet (5,0). 
Pocet zafizeni, ktere muzete maximalne 
pfipojit ke sve telefonni lince (tj. soucet 
cisel REN) zjistite od sveho poskytovatele 
telekomunikacnich sluzeb. 

Pro provoz zafizeni se pouzivaji 
nasledujici konektory USOC: RJ11C. 

Telefonni kabel vyhovujici standardu FCC 
a modularni konektor je soucasti dodavky 
tohoto zafizeni. Toto zafizeni je urceno pro 



pfipojeni do telefonni site nebo vlastni 
instalovane komunikacni site pfes 
kompatibilni modularni konektor vyhovujici 
pravidlum FCC uvedenym v casti 68 techto 
pravidel. Toto zafizeni nelze pouzit v 
kombinaci s mincovnimi automaty 
poskytovanymi telefonni spolecnosti. Na 
pfipojeni na konferencni linky se vztahuji 
statni poplatky. Pokud toto zafizeni 
zpiisobuje ruseni vefejne telefonni site, 
miize vas poskytovatel telekomunikacnich 
sluzeb v pfedstihu upozornit, ze bude 
nezbytne docasne pferusit poskytovani 
sluzby. Podle polozkui by vas poskytovatel 
o teto skutecnosti mel informovat pfedem. 
Pokud vsak oznameni pfedem neni 
mozne, budete informovani co nejdfive. 
Poskytovatel telekomunikacnich sluzeb 
vas rovnez upozorni na vase pravo podat 
stiznost k Federalni komisi pro komunikaci 
(FCC), pokud se budete domnivat, ze je 
takova stiznost opravnena. Vas 
poskytovatel telefonnich sluzeb miize 
zmenit sve vybaveni, zafizeni, operace a 
postupy zpusobem, ktery ovlivni funkcnost 
tohoto zafizeni. Pokud takova situace 
nastane, bude vas poskytovatel 
telekomunikacnich sluzeb pfedem 
informovat, jake zmeny budete muset 
provest, aby nedoslo k pferuseni 
poskytovanych sluzeb. V pfipade potizi s 
timto zafizenim naleznete telefonni cisla 
na servisni stfediska a informace o zaruce 
na zacatku teto pfirucky. Pokud bude vase 
zafizeni zpusobovat ruseni vefejne 
telefonni site, muze vas poskytovatel 
telekomunikacnich sluzeb vyzvat, abyste 
do doby, nez se podafi problem odstranit, 
zafizeni od telefonni site odpojili. 
Zakaznici mohou provadet nasledujici 
opravy: Vymehovat puvodni vybaveni, 
ktere bylo soucasti zafizeni, napfiklad 
tiskove kazety, zasobniky a pfihradky, 
napajeci kabel a telefonni kabel. 
Doporucuje se, aby zakaznik instaloval 
pfepet'ovou ochranu na zasuvku 
stfidaveho proudu, do ktere je zafizeni 
pfipojeno. Tim Ize zabranit poskozeni 
zafizeni zpusobenemu blesky a jinymi 
pfepet'ovymi spickami v miste instalace. 
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Informace o ochrannych znamkach 

Microsoft, Windows, Windows NT a MS- 
DOS jsou registrovane ochranne znamky 
spolecnosti Microsoft Corporation v USA. 

Uvedene nazvy dalsich zafizeni mohou byt 
ochrannymi znamkami vlastnikii techto 
znamek. 

Bezpecnostni informace 
VAROVANN 

Polozku lirazu elektrickym proudem 

Pfi pouzivani tohoto zafizeni je tfeba vzdy 
dodrzovat bezpecnostni opatfeni, aby 
nedoslo k lirazu elektrickym proudem ci k 
popaleni pfi vzniku pozaru. 

Uzivatele by si meli pfecist a pochopit 
vsechny pokyny v elektronicke pfirucce 
uzivatele. 

Je tfeba venovat pozornost vsem 
varovanim a pokyniim vyznacenym na 
zafizeni. 

Pfi pfipojovani zafizeni HP LaserJet 3015 
all-in-one, HP LaserJet 3030 all-in-one a 
HP LaserJet 3380 all-in-one ke zdrojum 
elektricke energie je tfeba pouzivat pouze 
uzemnene elektricke zasuvky. Jestlize 
nevite, zda je zasuvka uzemnena, obrat'te 
se na kvalifikovaneho elektrotechnika. 

Nedotykejte se kontaktu na koncich 
zasuvek zafizeni HP LaserJet 3015 all-in- 
one, HP LaserJet 3030 all-in-one ani HP 
LaserJet 3380 all-in-one. Co nejdfive 
vymente poskozene kabely. 

Pfed cistenim odpojte toto zafizeni z 
elektricke zasuvky ve zdi. 

Neinstalujte ani nepouzivejte toto zafizeni 
v blizkosti vody ani ve vlhkem prostfedi. 

Zafizeni umistete na stabilni rovny povrch. 

Zafizeni instalujte na chranene misto, na 
kterem nehrozi nebezpefji zakopnuti o 
kabely nebo jejich poskozeni. 

Pokud zafizeni nepracuje spravne, 
pfectete si pfislusne informace v 
elektronicke pfirucce uzivatele. 

V pfipade poruchy se vzdy obrat'te na 
odborny servis. 
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Instalace faxu 



Blahoprejeme vam k nakupu vykonneho podnikoveho zarizeni HP LaserJet all-in-one, ktere 
disponuje funkcemi kompletni rady kancelarskych zarizeni. Toto zarizeni umoznuje 
tisknout, kopirovat, skenovat a faxovat. 

Tato prirucka popisuje faxove funkce nasledujicich zarizeni: 

• HP LaserJet 3015 all-in-one 

• HP LaserJet 3030 all-in-one 

• HP LaserJet 3380 all-in-one 

Tato kapitola popisuje nasledujici temata: 

• Pripojeni zarizeni k telefonni lince 

• Pripojeni dalsich zarizeni 

• Zadani nastaveni faxu 

Doporucujeme tuto prirucku pro faxovani ulozit, abyste meli vzdy rychle k dispozici potrebne 
pokyny k pouzivani konkretnich funkci faxu. 

Pokud potrebujete obecne pokyny k instalaci zarizeni, napriklad pokyny k instalaci tiskove 
kazety, vstupniho zasobniku medii a vstupniho zasobniku s automatickym podavacem 
dokumentu (ADF), k instalaci softwaru pro zarizeni nebo k pripojeni zarizeni do site, ziskate 
dalsi informace v uvodni prirucce, ktera je soucasti dodavky zarizeni. 



Pfipojeni zaffzem k telefonni lince 



Aby bylo mozne vyuzivat faxove funkce zarizeni, je treba zarizeni nejdrive pripojit k 
telefonni lince. Zpusob pripojeni zarizeni k telefonni lince zavisi na torn, kolik telefonnich 
linek vede k telefonni zasuvce, a v pripade vyuzivani vice linek take na torn, kterou linku 
budete chtit vyuzivat pro faxovani. 



Poznamka Aby mohlo zarizeni odesilat a prijimat faxy bez preruseni, musi byt k telefonni zasuvce 

pripojeno jako prvni v fade. 

Pfipojeni zaffzem HP LaserJet 3015 all-in-one a HP LaserJet 
3030 all-in-one 

Pri pripojovani zarizeni k telefonni lince postupujte podle nasledujicich pokynu. 
Pripojeni zarizeni k zasuvce s jednou telefonni linkou 

Nasledujici kroky proved'te v pripade, ze chcete zarizeni pripojit k jedne telefonni zasuvce s 
jednou telefonni linkou, a to i v pripade, ze na teto lince vyuzivate dve telefonni cisla a mate 
zavedenou sluzbu ruznych zpusobu vyzvaneni (napr. charakteristicke vyzvaneni). 

1. Pokud je do telefonni zasuvky pripojen telefonni kabel, odpojte ho a odlozte stranou. 

2. Na zadni strane zarizeni najdete faxove porty. 




3. Jeden konec faxoveho kabelu, ktery je soucasti dodavky zarizeni, pripojte do 
"linkoveho" portu zarizeni (tento port je oznacen ikonou -H). 




Poznamka Aby zarizeni fungovalo spravne, je treba pouzit faxovy kabel, ktery byl dodan se zarizenim. 

4. Druhy konec faxoveho kabelu pripojte do zasuvky ve zdi. 

Pokud chcete k telefonni lince pripojit dalsi zarizeni (napriklad telefon, telefonni zaznamnik 
nebo identifikator volajiciho), postupujte podle pokynu v casti Pripojeni dalsich zarizeni . 

Jestlize zadna dalsi zarizeni pripojovat nechcete, postupujte podle pokynu v casti Zadani 
nastaveni faxu . 
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Pripojeni zaffzem k zasuvce se dvema telefonmmi linkami 



Pomoci techto kroku pripojite zarizeni k jedne telefonni zasuvce nebo k zasuvce s 
rozdelovacem linky v pripade, ze mate vyhrazenou linku pro faxova volani a samostatnou 
linku pro hlasova volani. 

1 . Pokud je do telefonni zasuvky pripojen telefonni kabel, odpojte ho a odlozte stranou. 

2. Jestlize nemate telefonni zasuvku s integrovanym rozdelovacem linky, pripojte do 
telefonni zasuvky externi dvoulinkovy rozdelovac (nedodava se se zarizenimi HP 
LaserJet all-in-one). 



Poznamka K dispozici jsou dva druhy rozdelovacu: Paralelni rozdelovace (nazyvane take rozdelovace 

typu T) poskytuji dve telefonni pripojky ze zasuvky s jednim telefonnim cislem; dvoulinkove 
rozdelovace poskytuji dve telefonni pripojky ze zasuvky se dvema ruznymi telefonnimi cisly. 



Poznamka S timto zarizenim nejsou kompatibilni vsechny rozdelovace linek. Pouzivani rozdelovacu 

linek navic neni podporovano ve vsech zemich nebo regionech. 

3. Na zadni strane zarizeni najdete faxove porty. 




4. Jeden konec faxoveho kabelu, ktery je soucasti dodavky, pripojte do "linkoveho" portu 
zarizeni (tento port je oznacen ikonou 




Poznamka Aby zarizeni fungovalo spravne, je treba pouzit faxovy kabel, ktery byl dodan se zarizenim. 

5. Druhy konec faxoveho kabelu pripojte do zasuvky na faxove strane rozdelovace linky. 



Poznamka Pokud nevite, ktera strana rozdelovac linky je pro faxove cislo, pripojte k jedne zasuvce 

rozdelovace linky telefon a vytocte faxove cislo. Pokud se ozve obsazovaci ton, je telefon 
pripojen k faxove strane rozdelovace linky. Jestlize se ozve vyzvaneci ton, je telefon 
pripojen k telefonni strane rozdelovace linky. 

Pokud chcete k telefonni lince pripojit dalsi zarizeni (napriklad telefon, telefonni zaznamnik 
nebo identifikator volajiciho), postupujte podle pokynu v casti Pripojeni dalsich zarizeni . 

Jestlize zadna dalsi zarizeni pripojovat nechcete, postupujte podle pokynu v casti Zadani 
nastaveni faxu . 
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Pfipojem zaffzenl HP LaserJet 3380 all-in-one 

Pri pripojovani zarizeni k telefonni lince postupujte podle nasledujicich pokynu. 



Pripojem zanzeni k zasuvce s jednou telefonm linkou 

Nasledujici kroky proved'te v pripade, ze chcete zanzeni pripojit k jedne telefonni zasuvce s 
jednou telefonni linkou, a to i v pripade, ze na teto lince vyuzivate dve telefonni cisla a mate 
zavedenou sluzbu ruznych zpusobu vyzvaneni (napr. charakteristicke vyzvaneni). 

1. Pokud je do telefonni zasuvky pripojen telefonni kabel, odpojte ho a odlozte stranou. 

2. Otevrenim dvirek tiskove kazety a leveho postranniho panelu odkryjte faxove porty. 




3. Jeden konec faxoveho kabelu, ktery je soucasti dodavky, pripojte do "linkoveho" portu 
zanzeni (tento port je oznacen pismenem "L"). 




Poznamka Aby zarizeni fungovalo spravne, je treba pouzit faxovy kabel, ktery byl dodan se zarizenim. 



4. Zavrete levy postranni panel a potom take dvirka tiskove kazety. Pri zavirani leveho 
postranniho panelu dbejte na to, aby byl faxovy kabel veden hornim vyrezem v panelu. 




5. Druhy konec faxoveho kabelu pripojte do telefonni zasuvky ve zdi. 

Pokud chcete k telefonni lince pripojit dalsi zarizeni (napriklad telefon, telefonni zaznamnik 
nebo identifikator volajiciho), postupujte podle pokynu v casti Pripojeni dalsich zarizeni . 

Jestlize zadna dalsi zarizeni pripojovat nechcete, postupujte podle pokynu v casti Zadani 
nastaveni faxu . 
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Pripojem zaffzem k zasuvce se dvema telefonmmi linkami 

Pomoci techto kroku pripojite zarizeni k jedne telefonni zasuvce nebo k zasuvce s 
rozdelovacem linky v pripade, ze mate vyhrazenou linku pro faxova volani a samostatnou 
linku pro hlasova volani. 

1. Pokud je do telefonni zasuvky pripojen telefonni kabel, odpojte ho a odlozte stranou. 

2. Jestlize nemate telefonni zasuvku s integrovanym rozdelovacem linky, pripojte do 
telefonni zasuvky externi dvoulinkovy rozdelovac (nedodava se se zarizenimi HP 
LaserJet all-in-one). 



Poznamka K dispozici jsou dva druhy rozdelovacu: Paralelni rozdelovace (nazyvane take rozdelovace 

typu T) poskytuji dve telefonni pripojky ze zasuvky s jednim telefonnim cislem; dvoulinkove 
rozdelovace poskytuji dve telefonni pripojky ze zasuvky se dvema ruznymi telefonnimi cisly. 



Poznamka S timto zarizenim nejsou kompatibilni vsechny rozdelovace linek. Pouzivani rozdelovacu 

linek navic neni podporovano ve vsech zemich a regionech. 

3. Otevrenim dvirek tiskove kazety a leveho postranniho panelu odkryjte faxove porty. 




4. Jeden konec faxoveho kabelu, ktery je soucasti dodavky, pripojte do "linkoveho" portu 
zarizeni (tento port je oznacen pismenem "L"). 




Poznamka Aby zarizeni fungovalo spravne, je treba pouzit faxovy kabel, ktery byl dodan se zarizenim. 



5. Zavrete levy postranni panel a potom take dvirka tiskove kazety. Pri zavirani leveho 
postranniho panelu dbejte na to, aby byl faxovy kabel veden hornim vyrezem v panelu. 




6. Druhy konec faxoveho kabelu pripojte do zasuvky na faxove strane rozdelovace linky. 



Poznamka Pokud nevite, ktera strana rozdelovac linky je pro faxove cislo, pripojte k jedne zasuvce 

rozdelovace linky telefon a vytocte faxove cislo. Pokud se ozve obsazovaci ton, je telefon 
pripojen k faxove strane rozdelovace linky. Jestlize se ozve vyzvaneci ton, je telefon 
pripojen k telefonni strane rozdelovace linky. 
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Pokud chcete k telefonni lince pripojit dalsi zarizeni (napriklad telefon, telefonni zaznamnik 
nebo identifikator volajiciho), postupujte podle pokynu v casti Pripojeni dalsich zarizeni . 

Jestlize zadna dalsi zarizeni pripojovat nechcete, postupujte podle pokynu v casti Zadani 
nastaveni faxu . 
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Pripojeni dalsich zarizeni 



V zavislosti na instalaci vasich telefonnich linek Ize k telefonni lince spolecne se zarizenim 
HP LaserJet all-in-one pripojit i dalsi zarizeni. 

Obecne plati, ze kjedine telefonni lince by nemela byt pripojena vice nez 3 zarizeni. 
Jestlize je k telefonni lince pripojeno prilis mnoho zarizeni, muze se stat, ze jedno ci vice 
zarizeni nebude reagovat na prichozi hovory. Pokud by k takove situaci doslo, odpojte 
jedno ci vice zarizeni. 



Poznamka Zarizenim HP LaserJet all-in-one nelze nahradit pocitacovy modem. Nelze jej pouzivat jako 

datovy modem pro odesilani a prijem elektronicke posty, pro pripojovani k Internetu ani ke 
komunikaci s dalsimi pocitaci. 



Pouzfvam vyhrazene faxove linky 

Jestlize pripojite zarizeni HP LaserJet all-in-one k telefonni lince pouzivane pouze pro 
faxova volani, je mozne pripojit nasledujici zarizeni: 

• Identifikator volajiciho 

• Modem: Pokud chcete faxovou linku pouzivat pro elektronickou postu nebo pro pristup 
k Internetu, muzete k ni pripojit pocitacovy modem (externi nebo interni). Behem 
vyuzivani faxove linky pro tyto ucely vsak nebude mozne odesilat ani prijimat faxy. 

• Dalsi telefon: Dalsi telefon k faxove lince muzete pripojit v pripade, ze chcete z teto 
faxove linky volat. 

Nemeli byste pripojovat nasledujici zarizeni: 

• Telefonni zaznamnik nebo pocitac se sluzbou hlasove posty: Pokud pouzivate 
pocitac s hlasovou postou, je treba pripojit modem (externi nebo interni) k vyhrazene 
hlasove lince. Potom Ize vyhrazenou hlasovou linku pouzit pro pripojeni Internetu a 
prijmu hlasove posty. 



Pouzfvani sdflene telefonni linky 

Pokud jste toto zarizeni pripojili k telefonni lince, ktera je sdilena pro faxova a hlasova 
volani, nebo pokud pouzivate jednu telefonni linku se dvema telefonnimi cisly a sluzbou 
ruznych zpusobu vyzvaneni, Ize pripojit nasledujici zarizeni: 

• Identifikator volajiciho 

• Modem: Pokud chcete sdilenou linku pouzivat pro elektronickou postu nebo pro pristup 
k Internetu, muzete k ni pripojit pocitacovy modem (externi nebo interni). Behem 
vyuzivani linky pro tyto ucely vsak nebude mozne odesilat ani prijimat faxy. 

• Dalsi telefon: Telefon ke sdilene lince muzete pripojit v pripade, ze chcete tuto sdilenou 
linku pouzivat pro navazovani hlasovych volani a pro odpovidani na ne. 

• Telefonni zaznamnik nebo pocitac se sluzbou hlasove posty: Tato zarizeni je treba 
pripojit ke stejne telefonni zasuvce jako toto multifunkcni zarizeni, aby nedochazelo ke 
vzajemnemu ruseni. 



Poznamka Je take mozne pripojit zarizeni k jine telefonni zasuvce stejne telefonni linky (napriklad v 

jine mistnosti). Tato zarizeni mohou zpusobovat poruchy zasilani faxu a take vzajemne 
ruseni zarizeni. 
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Pripojem dalsfch zarfzem k zaffzem HP LaserJet 3015 all-in- 
one a HP LaserJet 3030 all-in-one 

Dalsi zarizeni je treba pripojovat v poradi popsanem v nasledujicich krocich. Vystupni port 
kazdeho zarizeni je pripojen ke vstupnimu portu dalsiho zarizeni, tzn. vytvorite "retezec" 
zarizeni. Pokud nechcete pripojovat dane zarizeni, preskocte krok, ktery pripojovani 
vysvetluje, a pokracujte dalsim zarizenim. 

Poznamka Nepripojujte k telefonni lince vice nez tri zarizeni. 

1. Odpojte vsechna zarizeni, ktera chcete pripojovat, ze site. 

2. Pokud jste jeste zarizeni nepripojili k telefonni lince, prectete si pred pokracovanim 
informace v casti Pripojeni zarizeni k telefonni lince . Zarizeni by jiz melo byt pripojeno 
do telefonni zasuvky. 

3. Na zadni strane zarizeni najdete faxove porty. 




4. Vyjmete plastovou krytku z "telefonniho" portu (tento port je oznacen ikonou telefonu). 
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5. Chcete-li pripojit interni nebo externi modem pocitace, pripojte jeden konec telefonniho 
kabelu k "telefonnimu" portu zarizeni (tento port je oznacen ikonou telefonu). Druhy 
konec kabelu pripojte k "linkovemu" portu modemu . 




Nektere modemy maji druhy "linkovy" port pro pripojeni k vyhrazene hlasove lince. Pokud 
ma pouzivany modem dva "linkove" porty, zjistete z dokumentace k modemu, ke kteremu 
"linkovemu" portu je treba kabel pripojit. 

6. Chcete-li pripojit identifikator volajiciho, pripojte telefonni kabel do "telefonniho" portu 
predchoziho zarizeni. Druhy konec kabelu pripojte k "linkovemu" portu identifikatoru 
volajiciho. 




7. Chcete-li pripojit zaznamnik, zapojte telefonni kabel do "telefonniho" portu predchoziho 
zarizeni. Druhy konec telefonniho kabelu pripojte k "linkovemu" portu zaznamniku. 




Pripojeni dalsich zarizeni 
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8. Chcete-li pripojit telefon, zapojte telefonni kabel do "telefonniho" portu predchoziho 
zarizeni. Druhy konec kabelu pripojte k "linkovemu" portu telefonu. 




9. Po pripojeni vsech dalsich zanzeni zapojte vsechna zanzeni opet do site. 



Pripojeni dalsich zanzeni k zanzeni HP LaserJet 3380 all-in- 



Dalsi zarizeni je treba pripojovat v poradi popsanem v nasledujicich krocich. Vystupni port 
kazdeho zarizeni je pripojen ke vstupnimu portu dalsiho zarizeni, tzn. vytvorite "retezec" 
zanzeni. Pokud nechcete pripojovat dane zarizeni, preskocte krok, ktery pripojovani 
vysvetluje, a pokracujte dalsim zarizenim. 



1. Odpojte vsechna zarizeni, ktera chcete pripojovat, ze site. 

2. Pokud jste jeste zarizeni nepripojili k telefonni lince, prectete si pred pokracovanim 
informace v casti Pripojeni zarizeni k telefonni lince . Zarizeni by jiz melo byt pripojeno 
do telefonni zasuvky. 

3. Otevrenim dvirek tiskove kazety a leveho postranniho panelu odkryjte faxove porty. 



4. Vyjmete plastovou krytku z "telefonniho" portu (tento port je oznacen ikonou telefonu). 



one 



Poznamka 



Nepripojujte k telefonni lince vice nez tri zarizeni. 
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5. Chcete-li pripojit interni nebo externi modem pocitace, pripojte jeden konec telefonniho 
kabelu k "telefonnimu" portu zarizeni. Druhy konec telefonniho kabelu pripojte k 
"linkovemu" portu modemu . 




Nektere modemy maji druhy "linkovy" port pro pripojeni k vyhrazene hlasove lince. Pokud 
ma pouzivany modem dva "linkove" porty, zjistete z dokumentace k modemu, ke kteremu 
"linkovemu" portu je treba kabel pripojit. 

6. Chcete-li pripojit identifikator volajiciho, pripojte telefonni kabel do "telefonniho" portu 
predchoziho zarizeni. Druhy konec telefonniho kabelu pripojte k "linkovemu" portu 
identifikatoru volajiciho. 




7. Chcete-li pripojit zaznamnik, zapojte telefonni kabel do "telefonniho" portu predchoziho 
zarizeni. Druhy konec telefonniho kabelu pripojte k "linkovemu" portu zaznamniku. 




Pripojeni dalsich zarizeni 
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8. Chcete-li pripojit telefon, zapojte telefonni kabel do "telefonniho" portu predchoziho 
zanzeni. Druhy konec telefonniho kabelu pripojte k "linkovemu" portu telefonu. 




9. Po pripojeni vsech dalsich zanzeni zapojte vsechna zanzeni opet do site. 

10. Zavrete levy postranni panel a potom take dvirka tiskove kazety. Pri zavirani leveho 
postranniho panelu dbejte na to, aby byly faxove kabely vedeny hornim vyrezem v 
panelu. 
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Zadani nastaveni faxu 



Drive, nez bude mozne vyuzivat faxove funkce, je potreba provest nasledujici kroky: 

• Nastaveni data a casu 

• Nastaveni hlavicky faxu 

Poznamka Pokud do pocitace instalujete software zarizeni, muzete preskocit zbyvajici pokyny v teto 

kapitole. Instalacni program softwaru umoznuje nastaveni faxu nakonfigurovat automaticky 
(pokud nepouzivate operacni system Microsoft Windows® 95 nebo Windows NT®). Pokyny 
ziskate v elektronicke prirucce uzivatele. 

V USA a fade dalsich zemi a regionu je nastaveni casu, data a dalsich informaci v hlavicce 
faxu pozadovano zakonem. 



Zadani textu z ovladacfho panelu 



0 0© 

© © © 

© © © 

G) (5) 6) 



© © 
O 



Pri zadavani informaci pomoci alfanumerickych tlacitek a tlacitek < a > na ovladacim 
panelu zarizeni postupujte podle nasledujicich pokynu: 

• Cisla: Chcete-li zadat cislo, stisknete prislusna numericka tlacitka. 

• Pismena: Pokud chcete zadavat pismena, je treba numericka tlacitka stisknout 
opakovane, dokud se neobjevi pozadovane pismeno. (Pokud je napriklad prvni 
pismeno, ktere chcete zadat, pismeno C, stisknete opakovane tlacitko 2, dokud se na 
displeji ovladaciho panelu nezobrazi pismeno C.) 

• Interpunkcni znamenka: Chcete-li zadat interpunkcni znamenka, stisknete opakovane 
tlacitko *, dokud se na displeji ovladaciho panelu nezobrazi pozadovany znak. 

• Mezery: Po zadani jakehokoli znaku za nej Ize zadat mezeru. To provedete tak, ze 
dvakrat stisknete tlacitko >. Kurzor se pak presune na pozici za mezerou. 

• Chyby: V pripade, ze se pri zadavani znaku zmylite, smazte nespravne zadany znak 
pomoci tlacitka < a nasledne zadejte znak spravne. 



Poznamka 



Dalsi informace o znacich na ovladacim panelu ziskate v casti Pouziti znaku vytaceni . 



Nastaveni data a casu 

Chcete-li nastavit nebo zmenit cas a datum, proved'te nasledujici kroky: Napovedu k 
zadavani ruznych typu informaci naleznete v casti Zadani textu z ovladaciho panelu . 

1. Na ovladacim panelu stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku CAS/DATUM, ZAHL. a stisknete tlacitko 

nabidka/vlozit. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku CAS/DATUM. 
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4. Stisknutim tlacitka < nebo > zadejte 12hodinovy nebo 24hodinovy format casu a 
stisknete tlacitko nabidka/vlozit. 

5. Pomoci alfanumerickych tlacitek zadejte aktualni cas. 

6. Proved'te jednu z nasledujicich akci: 

Jestlize jste zadali 12hodinovy format casu, presunte kurzor pomoci tlacitek < nebo > 
za ctvrty znak. Chcete-li nastavit hodnotu A.M. (dopoledne), zvolte cislo 1. Jestlize 
chcete nastavit hodnotu P.M. (odpoledne), zvolte cislo 2. Potom stisknete tlacitko 

nabidka/vlozit. 

Pokud jste zvolili 24hodinovy format casu, stisknete tlacitko nabidka/vlozit. 

7. Pomoci alfanumerickych tlacitek zadejte aktualni datum. 

Nejdrive zadejte mesic a pote den, pricemz tyto hodnoty vzdy zadavejte pomoci dvou 
cislic (napriklad kveten zadejte jako "05" a prvni den v mesici jako "01"). 

8. Stisknete tlacitko nabidka/vlozit. 



Nastavem hlavicky faxu 

Chcete-li nastavit nebo zmenit informace uvadene v hlavicce faxu, postupujte podle 
nasledujicich pokynu. Napovedu kzadavani ruznych typu informaci naleznete v casti 
Zadani textu z ovladaciho panelu . 

1. Na ovladacim panelu stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku CAS/DATUM, ZAHL. a stisknete tlacitko 

nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku ZAHLAVI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

4. Pomoci alfanumerickych tlacitek zadejte cislo faxu. Potom stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci alfanumerickych tlacitek zadejte nazev spolecnosti. Potom stisknete tlacitko 

nabidka/vlozit. 



Poznamka Maximalni pocet znaku, ktere Ize zadat pro cislo faxu, je 20. Maximalni pocet znaku, ktere 

Ize zadat pro nazev spolecnosti, je 40. 
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Zakladni faxove operace 



V teto kapitole jsou popsany nektere zakladni faxove funkce, ktere jsou k dispozici pri 
pouzivani zarizeni HP LaserJet all-in-one. Radu faxovych funkci Ize take pouzivat pomoci 
softwaru Nastrojovy panel. Informace o softwaru Nastrojovy panel ziskate v elektronicke 
prirucce uzivatele. 

• Vkladani predloh pri faxovani 

• Odesilani faxu 

• Pouziti rucniho vytaceni 

• Rucni opakovane vytaceni 

• Zruseni faxove ulohy 

• Odesilani faxu pomoci softwaru 

• Zmena nastaveni vychoziho kontrastu 

• Zmena nastaveni vychoziho rozliseni 

• Zmena nastaveni vychozi velikosti sklenene podlozky 

• Vyber rezimu tonove nebo pulzni volby 

• Zmena nastaveni opakovaneho vytaceni 

• Prijem faxu 

• Prijem faxu v pocitaci 

• Nastaveni rezimu odpovidani 

• Zmena reakce na zpusoby vyzvaneni 

• Zmena nastaveni poctu zazvoneni 

• Zmena nastaveni automatickeho zmenseni u prichozich faxu 

• Blokovani a odblokovani cisel faxu 

• Zmena nastaveni hlasitosti 



Vkladani pfedloh pfi faxovam 



Pri vkladani predion, ktere chcete odfaxovat, postupujte podle nasledujicich pokynu. 

Vkladani dokumentu urcenych k odfaxovani do automatickeho 
podavace dokumentu (ADF) 

1. Nez vlozite dokumenty, ktere chcete odfaxovat, do vstupniho zasobniku automatickeho 
podavace dokumentu (ADF), presvedcte se, ze na skle skeneru nejsou polozeny zadne 
predlohy (pouze v pripade zarizeni HP LaserJet 3030 all-in-one nebo HP LaserJet 3380 
all-in-one). 

2. Proved'te jeden z nasledujicich kroku: 



Zarizeni HP LaserJet 3015 all-in-one: Stranky dokumentu, ktery chcete odfaxovat, 
vlozte do automatickeho podavace dokumentu (ADF) horni stranou napred a licem 
dolu. Stranka, kterou chcete odfaxovat jako prvni, se musi nachazet dole. 



Zarizeni HP LaserJet 3030 all-in-one nebo HP LaserJet 3380 all-in-one: Stranky 
dokumentu, ktery chcete odfaxovat, vlozte do automatickeho podavace dokumentu 
(ADF) horni stranou napred a licem vzhuru. Stranka, kterou chcete odfaxovat jako 
prvni, se musi nachazet nahore. Zarizeni HP LaserJet 3030 all-in-one nebo HP 
LaserJet 3380 all-in-one: Stranky dokumentu, ktery chcete odfaxovat, vlozte do 
automatickeho podavace dokumentu (ADF) horni stranou napred a licem vzhuru. 
Stranka, kterou chcete odfaxovat jako prvni, se musi nachazet nahore. Zarizeni HP 
LaserJet 3030 all-in-one nebo HP LaserJet 3380 all-in-one: Stranky dokumentu, ktery 
chcete odfaxovat, vlozte do automatickeho podavace dokumentu (ADF) horni stranou 
napred a licem vzhuru. Stranka, kterou chcete odfaxovat jako prvni, se musi nachazet 
nahore. 

3. Pritisknete dokument k postranni stene vstupniho zasobniku automatickeho podavace 
dokumentu (ADF). 

4. Vsuhte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
az na doraz. 

Dokument je nyni pripraven k odfaxovani. 
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Vkladam dokumentu urcenych k odfaxovam na sklenenou 
desku plocheho skeneru 

Poznamka Nasledujici pokyny se nevztahuji na zarizeni HP LaserJet 3015 all-in-one, ktere neni 

vybaveno plochym skenerem. 

1. Nez vlozite dokumenty, ktere chcete odfaxovat, na sklo skeneru, presvedcte se, ze do 
vstupniho zasobniku automatickeho podavace dokumentu (ADF)nejsou vlozeny zadne 
predlohy. 

2. Otevrete viko skeneru. 

3. Polozte dokument, ktery chcete odfaxovat, na sklenenou desku skeneru licem dolu a 
zavrete viko skeneru. 




Dokument je nyni ph'praven k odfaxovani. 



Poznamka Zkontrolujte, zda nastaveni velikosti sklenene podlozky odpovida formatu dokumentu, ktery 

faxujete. Dalsi informace naleznete v casti Zmena nastaveni vychozi velikosti sklenene 
podlozky . 



UPOZORNENI Abyste predesli poskozeni zarizeni, nenechejte nikdy viko volne dopadnout na sklenenou 
desku skeneru. Pokud zarizeni nepouzivate, viko skeneru vzdy zavrete. 
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Odesflam faxu 



Uprava rozliseni aktualni faxove ulohy 

1. Stisknutim tlacitka rozliseni zobrazte aktualni nastaveni rozliseni. 

2. Pomoci tlacitka < nebo > zvolte pozadovane nastaveni rozliseni. 

3. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 



Poznamka Timto postupem zmenite rozliseni faxu pro aktualni faxovou ulohu. Pokyny ke zmene 

vychoziho rozliseni faxu naleznete v casti Zmena nastaveni vychoziho rozliseni . 



Poznamka Chcete-li zmenit kontrast faxu nebo velikost sklenene podlozky (pouze v pripade zarizeni 

HP LaserJet 3030 all-in-one nebo HP LaserJet 3380 all-in-one), je treba zmenit vychozi 
nastaveni. Viz cast Zmena nastaveni vychoziho kontrastu nebo Zmena nastaveni vychozi 
velikosti sklenene podlozky . 



Odeslam faxu jednomu pnjemci 

1 . Vytocte faxove cislo jednou z nasledujicich metod: 

Vytocte cislo pomoci alfanumerickych tlacitek na ovladacim panelu zarizeni. 
Pokud je volanemu cislu prirazeno rychle tlacitko, stisknete je. 

Pokud je volanemu cislu prirazena volba pro rychle vytaceni, stisknete tlacitko telefonni 
seznam, pomoci alfanumerickych tlacitek zadejte volbu a stisknete tlacitko nabidka/vlozit. 



Poznamka Pri vytaceni cisla pomoci alfanumerickych tlacitek vytocte cislo vcetne pauz a dalsich cisel 

nezbytnych pro volani, jako je smerove cislo, pristupovy kod pro pristup na vnejsi linku 
(obvykle 9) nebo predcisli pro mezimestske hovory. Dalsi informace naleznete v casti 
Pouziti znaku vytaceni . 

2. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklenenou desku skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one). 

Pokud skenujete z plocheho skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one), zvolte po zobrazeni dotazu 
cSendFromGlassStr ODESLAT ZE SKLA? 1=ANO 2=NE polozku ANO a potom 
stisknete tlacitko nabidka/vlozit. 

3. Stisknete tlacitko faxovat/odeslat. 

Pote, co posledni stranka faxu projde zarizenim, muzete zacit odesilat jiny fax, kopirovat 
nebo skenovat. 

Casto pouzivanym faxovym cislum Ize priradit rychle tlacitko nebo volbu pro rychle 
vytaceni. Viz cast Proqramovani voleb rychleho vytaceni a rychlych tlacitek a Proqramovani 
voleb skupinoveho vytaceni . Mate-li k dispozici elektronicke telefonni seznamy, 
pravdepodobne je budete moci pouzit k vyberu prijemcu. Elektronicke telefonni seznamy se 
vytvareji pomoci softwaru jinych vyrobcu. 
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Odeslam faxu vice pnjemcum 



Fax Ize odeslat na vice cisel soucasne. Chcete-li odeslat fax na skupinu faxovych cisel, 
kterym jste priradili volbu pro skupinove vytaceni, postupujte podle pokynu v casti Odeslani 
faxu pomoci volbv pro skupinove vytaceni . Chcete-li odeslat fax na skupinu cisel (nejvyse 
20) bez pouziti volby pro skupinove vytaceni, postupujte podle pokynu v casti Rucni 
odeslani faxu skupine (faxovani skupinam vytvofenym ad hoc) . 

V pripade, ze se faxovany dokument nevejde do pameti (takovy pripad nenastane casto), je 
nutne jej odeslat na jednotliva faxova cisla postupne, nebo pouzit software Nastrojovy panel 
(viz elektronicka prirucka uzivatele). 

Software Nastrojovy panel neni podporovan v operacnim systemu Microsoft Windows 95 a 
Windows NT. 



Odeslani faxu pomoci volby pro skupinove vytacenf 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklenenou desku skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one). 

2. Zvolte skupinu jednou z nasledujicich metod: 
Stisknete rychle tlacitko pro skupinove vytaceni. 

Stisknete tlacitko telefonni seznam, stisknete volbu pro skupinove vytaceni ph'razenou 
skupine a stisknete tlacitko nabidka/vlozit. 

3. Stisknete tlacitko faxovat/odeslat. 

Pokud skenujete ze sklenene desky skeneru (pouze v pripade zarizeni HP LaserJet 
3030 all-in-one nebo HP LaserJet 3380 all-in-one), zvolte po zobrazeni dotazu 
cSendFromGlassStr ODESLAT ZE SKLA? 1=ANO 2=NE polozku ANO a potom 
stisknete tlacitko nabidka/vlozit. 

Zarizeni naskenuje dokument do pameti a odesle ho faxem na vsechna zadana cisla. 
Je-li nektere z cisel ve skupine obsazene nebo neodpovida, bude zarizeni opakovat 
vytaceni tohoto cisla podle aktualniho nastaveni opakovaneho vytaceni. V pripade 
selhani vsech opakovanych pokusu o vytoceni ulozi zarizeni zaznam o chybe do 
protokolu cinnosti faxu a pote pokracuje dalsim cislem ve skupine. 

Funkce protokolovani cinnosti faxu neni podporovana softwarem pro operacni system 
Microsoft Windows 95 ani Windows NT, protokol cinnosti faxu vsak Ize vytisknout 
prostrednictvim ovladaciho panelu. Pokyny naleznete v casti Tisk protokolu cinnosti faxu . 
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Rucnf odeslam faxu skupine (faxovam skupinam vytvorenym 
ad hoc) 

Chcete-li odeslat fax skupine prijemcu, ktere neni prirazena volba pro skupinove vytaceni, 
postupujte podle nasledujicich pokynu: 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklo plocheho skeneru (pouze v pnpade zarizeni HP LaserJet 3030 all-in-one 
nebo HP LaserJet 3380 all-in-one). 

2. Vytocte prvni faxove cislo jednou z nasledujicich metod: 
Pouzijte alfanumericka tlacitka. 

Pokud je volanemu cislu prirazeno rychle tlacitko, stisknete je. 

Jestlize je faxovemu cislu prirazena volba pro rychle vytaceni, stisknete tlacitko 
telefonni seznam, pomod alfanumerickych tlacitek zadejte volbu a stisknete tlacitko 

nabidka/vlozit. 



Poznamka Pri vytaceni cisla pomoci alfanumerickych tlacitek vytocte cislo vcetne pauz a dalsich cisel 

nezbytnych pro volani, jako je smerove cislo, pristupovy kod pro pristup na vnejsi linku 
(obvykle 9) nebo predcisli pro mezimestske hovory. Dalsi informace naleznete v casti 
Pouziti znaku vytaceni . 

3. Stisknete tlacitko nabidka/vlozit. 

4. Proved'te jeden z nasledujicich kroku: 
Chcete-li vytacet dalsi cisla, opakujte kroky 2 a 3. 

Po vytoceni vsech pozadovanych cisel prejdete k nasledujicimu kroku. 

5. Stisknete tlacitko faxovat/odeslat. 

Pokud skenujete ze sklenene desky skeneru (pouze v pnpade zarizeni HP LaserJet 
3030 all-in-one nebo HP LaserJet 3380 all-in-one), zvolte po zobrazeni dotazu 
cSendFromGlassStr ODESLAT ZE SKLA? 1=ANO 2=NE polozku ANO a potom 
stisknete tlacitko nabidka/vlozit. 

6. Zarizeni odesle fax na vsechna faxova cisla. Je-li nektere z cisel ve skupine obsazene 
nebo neodpovida, bude zarizeni opakovat vytaceni tohoto cisla podle aktualniho 
nastaveni opakovaneho vytaceni. V pnpade selhani vsech opakovanych pokusu o 
vytoceni ulozi zarizeni zaznam o chybe do protokolu cinnosti faxu a pote pokracuje 
dalsim cislem ve skupine. 



Poznamka Funkce protokolovani cinnosti faxu neni podporovana softwarem pro operacni system 

Microsoft Windows 95 ani Windows NT, protokol cinnosti faxu vsak Ize vytisknout 
prostrednictvim ovladaciho panelu. Pokyny naleznete v casti Tisk protokolu cinnosti faxu . 
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Pouziti rucniho vytaceni 



Za normalnich okolnosti zarizeni zahaji vytaceni po stisknuti tlacitka faxovat/odeslat. V 
nekterych pripadech vsak muze byt zadouci vytacet jednotlive cislice primo v okamziku, kdy 
je stisknete. Pokud napriklad uctujete fax pres volaci kartu, je obvykle treba vytocit cislo 
faxu, pockat na prijimaci ton telekomunikacni spolecnosti a pote zadat cislo volaci karty. Pri 
mezinarodnim volani je v nekterych pripadech treba vytocit cast cisla, pockat na 
oznamovaci ton a az pote pokracovat ve vytaceni. 

Pouziti rucniho vytaceni pri faxovam z automatickeho 
podavace dokumentu (ADF) 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklenenou desku skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one). 

2. Stisknete tlacitko faxovat/odeslat. 

3. Zacnete s vytacenim. Po stisknuti tlacitka zarizeni vzdy vytoci prislusne cislo. Diky 
tomu Ize pred pokracovanim ve vytaceni pockat na pauzy, oznamovaci ton, 
mezinarodni pristupovy ton nebo ton prijeti volaci karty. 

Pouziti rucniho vytaceni pri faxovam ze sklenene desky 
skeneru 

Poznamka Plochy skener se pouziva pouze u zarizeni HP LaserJet 3030 all-in-one a HP LaserJet 

3380 all-in-one. 



1. Stisknete tlacitko faxovat/odeslat. Na displeji ovladaciho panelu se zobrazi nasledujici 
zprava: cSendFromGlassStr ODESLAT ZE SKLA? 1 =ANO 2=NE. 

2. Stisknutim tlacitka 1 zvolte polozku ANO. Na displeji ovladaciho panelu se zobrazi 
nasledujici zprava: VLOZTE S.:X A STISK. [ZADAT], kde X je cislo stranky. 

3. Polozte stranku, kterou chcete odfaxovat, na sklenenou desku skeneru licem dolu a 
stisknutim tlacitka nab(dka/vlozit ji naskenujte do pameti. Po naskenovani stranky se na 
displeji ovladaciho panelu zobrazi nasledujici zprava: Another page? 1=Yes 2=No. 

4. Proved'te jeden z nasledujicich kroku: 

Pokud budete chtit skenovat vice stranek, zvolte stisknutim tlacitka 1 polozku ANO a 
opakujte pro jednotlive stranky faxove ulohy krok 3. 

Po dokonceni zvolte stisknutim tlacitka 2 polozku NE a prejdete k dalsimu kroku. 

5. Po naskenovani vsech stranek do pameti zacnete vytacet cislo. Po stisknuti tlacitka 
zarizeni vzdy vytoci prislusne cislo. Diky tomu Ize pred pokracovanim ve volani pockat 
na pauzy, oznamovaci ton, mezinarodni pristupovy ton nebo ton prijeti volaci karty. 
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Rucni opakovane vytaceni 



Pokud na naposledy vytocene cislo faxu chcete odeslat dalsi dokument, pouzijte nasledujici 
postup pro rucni opakovane vytaceni. Opakovat odesilani jiz odeslaneho dokumentu je 
vhodne az pote, co automaticke opakovani vytaceni skoncilo nebo bylo ukonceno 
uzivatelem. V opacne pripade se muze stat, ze prijemce fax obdrzi dvakrat: jednou pri 
rucnem opakovanem vytaceni a jednou pri uspesnem pokusu o automaticke opakovani. 



Poznamka Chcete-li zastavit probihajici pokus faxu o opakovane vytoceni nebo zrusit vsechna cekajici 

opakovana vytaceni provadena faxem automaticky, postupujte podle pokynu v casti Zruseni 
faxove ulohy . Pokud chcete zmenit nastaveni opakovaneho vytaceni, postupujte podle 
pokynu v casti Zmena nastaveni opakovaneho vytaceni . 



Rucni opakovani vytaceni 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklo plocheho skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in-one 
nebo HP LaserJet 3380 all-in-one). 

2. Stisknete tlacitko opakovanI/prodleva. 

3. Stisknete tlacitko faxovat/odeslat. Zarizeni vytoci posledni volane cislo a pokusi se na 
nej odeslat fax. 

Pokud skenujete ze sklenene desky skeneru (pouze v pripade zarizeni HP LaserJet 
3030 all-in-one nebo HP LaserJet 3380 all-in-one), zvolte po zobrazeni dotazu 
cSendFromGlassStr ODESLAT ZE SKLA? 1=ANO 2=NE polozku ANO a potom 
stisknete tlacitko nabidka/vlozit. 
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Zruseni faxove ulohy 



Nasledujicim postupem Ize zrusit probihajici vytaceni faxoveho cisla nebo odesilani ci 
prijem faxu. 

Zruseni probihajici faxove ulohy 

Stisknete tlacitko zrusit na ovladacim panelu. Dojde ke zruseni stranek, ktere dosud nebyly 
odeslany. Stisknutim tlacitka zRususe take zastavi ulohy skupinoveho vytaceni. 

Zruseni faxove ulohy prostrednictvim stavu faxove ulohy 

Faxovou ulohu Ize popsanym zpusobem zrusit v nasledujicich situacich: 

• Zarizeni ceka na opakovani vytaceni po komunikacni chybe nebo po volani na 
obsazeny fax nebo na fax, ktery neodpovida. 

• Odeslani faxu je naplanovano na pozdejsi dobu. 

Chcete-li zrusit faxovou ulohu prostrednictvim stavu faxove ulohy, postupujte takto: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Stisknutim tlacitka nabidka/vlozit zvolte polozku STAV FAX. ULOH. 

3. Pomoci tlacitek < nebo > vyhledejte v seznamu cekajicich uloh polozku, kterou chcete 
vymazat. 

4. Stisknutim tlacitka nabidka/vlozit zvolte ulohu, kterou chcete zrusit. 

5. Stisknutim tlacitka nabidka/vlozit potvrd'te zruseni ulohy. 
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Odesilani faxu pomoci softwaru 



Tato cast obsahuje zakladni pokyny pro odesilani faxu pomoci softwaru dodavaneho s 
timto zarizenim. Vsechna ostatni temata tykajici se softwaru jsou obsazena v napovede k 
softwaru, kterou otevrete z nabidky Napoveda v danem programu. 



Poznamka Faxovy software a software Nastrojovy panel neni podporovan v operacnim systemu 

Microsoft Windows 95 a Windows NT. Software Nastrojovy panel neni podporovan v 
operacnich systemech Macintosh. 

Elektronicke dokumenty muzete z pocitace faxovat v pripade, ze budou splneny nasledujici 
pozadavky: 

• Zarizeni je pripojeno primo k pocitaci nebo je k pocitaci pripojeno pres sit' s protokolem 
TCP/IP s tiskovym serverem HP Jetdirect. Seznam podporovanych tiskovych serveru 
HP Jetdirect ziskate v uvodni prirucce. 

• Software k zarizeni je nainstalovan v pocitaci. 

• Pouzivate operacni system Microsoft Windows 98, ME (Millennium Edition), 2000 nebo 
XP anebo operacni system Mac OS 9.1, 9.2.x nebo 10.2.x. 

Odeslam faxu ze softwaru (systemy Windows 98, ME, 2000 
nebo XP) 

Postup pro odesilani faxu se I is f v zavislosti na specifikacich pouzivaneho systemu. 
Nasleduji nejobvyklejsi kroky. 

1. Klepnete na tlacitko Start, na prikaz Programy a potom na polozku Multifunkcni fax hp 
LaserJet. Zobrazi se software pro faxovani. 

2. Zadejte faxove cislo jednoho ci vice prijemcu. 

3. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF). 

4. Pridejte titulni stranku. (Tento krokje volitelny.) 

5. Klepnete na tlacitko Odeslat ted' nebo na tlacitko Odeslat pozdeji a zvolte datum a cas. 

Poznamka Fax Ize take odeslat ze softwaru Nastrojovy panel tak, ze prejdete do casti Ulohy faxu a 

klepnete na tlacitko Odeslani faxu. 



Odeslam faxu ze softwaru (operacni system Mac OS 10.2.x) 

1. Otevrete program HP Director a klepnete na polozku Fax. Zobrazi se software pro 
faxovani. 

2. Z rozeviraciho seznamu Kopie a stranky zvolte polozku Adresovani. 

3. Zadejte faxove cislo jednoho ci vice prijemcu. 

4. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF). 

5. Pridejte titulni stranku (tento krokje volitelny). 

6. Klepnete na polozku Skenovat a potom klepnete na polozku Tisk. 



Poznamka Tyto kroky se budou pro operacni systemy Mac OS 9.1 a 9.2.x lisit. 
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Odeslani faxu z aplikace jineho vyrobce, napffklad z aplikace 
Microsoft Word (platf pro vsechny operacm systemy) 

1 . Otevrete dokument v dane aplikaci od jineho vyrobce. 

2. V nabidce Soubor klepnete na prikaz Tisk. 

3. Z rozeviraciho seznamu tiskaren zvolte faxovy ovladac tisku. Zobrazi se software pro 
faxovani. 



4. Proved'te nektery z techto kroku: 

Uzivatele operacmho systemu Windows: Proved'te kroky 2 az 5 v casti Odeslani faxu 
ze softwaru (systemy Windows 98, ME, 2000 nebo XP) . 

Uzivatele systemu Macintosh: Proved'te kroky 2 az 6 v casti Odeslani faxu ze softwaru 
(operacni system Mac OS 10.2.x) . 
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Zmena nastavem vychoziho kontrastu 

Pomoci kontrastu Ize zesvetlit ci ztmavit odesilane faxy. 

Zmena vychoziho kontrastu 

Vychozi kontrast je kontrast bezne pouzivany u faxovanych dokumentu. Ve vychozim 
nastaveni jejezdec kontrastu ve stredni poloze. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku VYCHOZI JAS a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Presunete-li jezdec pomoci tlacitka < smerem doleva, bude fax svetlejsi nez predloha. 
Presunete-li jezdec pomoci tlacitka > smerem doprava, bude fax tmavsi nez predloha. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Zmena nastaveni vychoziho rozliseni 

Rozliseni, ktere se men v bodech na palec (dpi), ovlivnuje kvalitu faxovanych dokumentu. 
Ovlivnuje take prenosovou rychlost, protoze vyssi rozliseni znamena vetsi velikost souboru, 
jehoz prenos pak trva dels? dobu. Vychozi nastaveni rozliseni od vyrobce je JEMNE. 

Provedenim nasledujicich kroku Ize zmenit vychozi rozliseni pro vsechny faxove ulohy na 
jedno z nasledujicich nastaveni: 

• STANDARDNI: Toto nastaveni slouzi k pouzivani nejnizsi kvality a zaroveh zajist'uje 
nejkratsi dobu prenosu. 

• JEMNE: Toto nastaveni zajist'uje vyssi kvalitu rozliseni nez moznost STANDARDNI, je 
obvykle dostacujici pro textove dokumenty. 

• VELMI JEMNE: Toto nastaveni je nejlepsi pro dokumenty, ktere obsahuji text i obrazky. 
Doba prenosu je delsi nez pri pouziti moznosti JEMNE, avsak kratsi nez pri pouziti 
moznosti FOTO. 

• FOTO: Toto nastaveni pouzijte v pripade, ze budete chtit dosahnout co nejvyssi 
obrazove kvality. Je vsak take treba pocitat s vyrazne delsi dobou prenosu. 



Zmena nastaveni vychoziho rozliseni 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku VYCHOZ. ROZLISENI a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zmehte nastaveni rozliseni. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 

Poznamka Pokyny ke zmene rozliseni aktualni faxove ulohy naleznete v casti Uprava rozliseni aktualni 

faxove ulohy . 
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Zmena nastaveni vychozi velikosti sklenene podlozky 



Poznamka Tato funkce neni k dispozici v pripade zarizeni HP LaserJet 3015 all-in-one. 

Toto nastaveni urcuje, jaky format papiru je z plocheho skeneru skenovan pri odesilani faxu 
ze skeneru. Vychozi nastaveni nastavene vyrobcem zavisi na zemi nebo regionu, ve 
kterem jste zarizeni zakoupili. 

Zmena nastaveni vychozi velikosti sklenene podlozky 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku VYCH.VEL.ZE SKLA a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte spravne nastaveni formatu papiru. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 

K dispozici jsou nasledujici nastaveni velikosti sklenene podlozky: 

• Zarizeni HP LaserJet 3030 all-in-one: A4 nebo LETTER 

• Zarizeni HP LaserJet 3380 all-in-one: A4, LETTER nebo LEGAL 
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Vyber rezimu tonove nebo pulzni volby 



Tento postup pouzijte, chcete-li zarizeni nastavit do rezimu tonove nebo pulzni volby. 
Vychozi nastaveni od vyrobce je TONOVY. Toto nastaveni zmente pouze v pripade, ze se 
na telefonni lince nepouziva tonova volba vytaceni. 

Vyber tonove nebo pulzni volby 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku REZIM VOLBY a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku TONOVY nebo PULZNI a potom stisknutim 
tlacitka nabidka/vlozit ulozte svuj vyber. 

Poznamka V nekterych zemich ci regionech neni moznost pulzni volby k dispozici. 
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Zmena nastaveni opakovaneho vytaceni 



Pokud se zarizeni nepodari odeslat fax, protoze volany faxovy pristroj je obsazen nebo 
neodpovida, pokusi se opakovat vytaceni na zaklade moznosti opakovani pri obsazovacim 
tonu, opakovani pri nereagovani volane stanice a opakovani pri chybe komunikace. Tyto 
postupy pouzijte, chcete-li uvedene moznosti zapnout nebo vypnout. 

Zmena moznosti opakovaneho vytaceni obsazeneho cfsla 

Pokud je tato moznost zapnuta, bude zarizeni automaticky opakovat vytaceni v pripade 
obsazeneho cisla. Moznost opakovaneho vytaceni obsazeneho cisla je ve vychozim 
nastaveni nakonfigurovana vyrobcem na hodnotu ZAPNUTO. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku OPAK. PRI OBSAZ. a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 

Zmena moznosti opakovaneho vytaceni pri nereagovani 
volane stanice 

Pokud je tato moznost zapnuta, bude zarizeni automaticky opakovat vytaceni v pripade, ze 
prijimajici faxove zarizeni neodpovida. Moznost opakovaneho vytaceni pri nereagovani 
volane stanice je ve vychozim nastaveni nakonfigurovana vyrobcem na hodnotu VYPNUTO. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku OPAK.-NENI ODP. a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 
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Zmena moznosti opakovaneho vytaceni pri chybe komunikace 

Pokud je tato moznost zapnuta, bude zarizeni automaticky opakovat vytaceni v pn'pade, ze 
dojde k chybe komunikace. Moznost opakovaneho vytaceni pri chybe komunikace je ve 
vychozim nastaveni nakonfigurovana vyrobcem na hodnotu ZAPNUTO. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku OPAK.-CHYBA KOM. a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 
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Pfijem faxu 



Faxy Ize prijimat primo pomoci zarizeni nebo prostrednictvim pocitace. Obecne plati, ze na 
prichozi faxy odpovida zarizeni automaticky. Zmenite-li vsak zarizeni pripojena ke stejne 
telefonni lince jako toto multifunkcni zarizeni, je treba zmenit zpusob, jakym bude zarizeni 
reagovat na prichozi faxy. Pokyny ziskate v casti Nastaveni rezimu odpovidani . 

Pokyny v teto casti popisuji spravu faxu smerovanych na zarizeni. 



Pnjem faxu oznamenych faxovymi tony 

Pokud prijimate telefonni i faxova volani na stejne telefonni lince a po zdvihnuti sluchatka 
uslysite faxove signaly, muzete zacit prijimat fax dvema zpusoby: 

• Jestlize se nachazite v blizkosti zarizeni, stisknete na ovladacim panelu tlacitko faxovat/ 

ODESLAT. 

• Jestlize zvednete sluchatko telefonu pripojeneho k lince (spolecna linka) a uslysite 
faxove signaly, melo by zarizeni prijmout volani automaticky. V opacnem pripade 
stisknete na ciselniku telefonu postupne tlacitka 1-2-3 (pouze v rezimu tonoveho 
vytaceni), poslechem zkontrolujte, zda se ozyvaji tony faxoveho prenosu, a potom 
zaveste. 



Poznamka Chcete-li pouzit druhy zpusob, musi byt v nastaveni spolecne linky zadana moznost ANO. 

Jestlize chcete nastaveni zkontrolovat nebo zmenit, postupujte podle pokynu uvedenych v 
casti Nastaveni spolecnych telefonnich linek pro prijem faxu . 
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Prijem faxu v pocitaci 



Chcete-li prijimatfaxy pomoci pocitace, je nutne v softwaru nastavit moznost pro prijem v 
pocitaci (dalsi informace naleznete v napovede k softwaru zarizeni). Nastaveni pro prijem v 
pocitaci Ize aktivovat pouze v jednom pocitaci. Pokud vsak jiz tento pocitac neni z nejakeho 
duvodu k dispozici, muzete nasledujicim zpusobem moznost nastaveni pro prijem v pocitaci 
vypnout pomoci ovladaciho panelu zarizeni. 

Vypnuti nastaveni pro pffjem v pocitaci pomoci ovladaciho 
panelu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku FUNKCE FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku ZAST.PRU. DO PC a volbu potvrd'te 
stisknutim tlacitka nab(dka/vlozit. 

Jakmile zvolite polozku nastaveni ZAST.PRU. DO PC, budou vytisteny vsechny faxy, 
ktere byly dosud ulozeny v pameti zarizeni. 



Poznamka Funkci pro prijem v pocitaci nelze nastavit v pripade, ze pracujete se softwarem spolecnosti 

Macintosh nebo v operacnim systemu Windows 95 ci Windows NT. 
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Nastaveni rezimu odpovidani 



Podle potreby muzete rezim odpovidani daneho zarizeni nastavit na moznost 
AUTOMATICKY nebo RUCNI. Od vyrobce je ve vychozim nastaveni nakonfigurovana 
moznost AUTOMATICKY. 

• Automaticky rezim: V tomto rezimu odpovidani prijme zarizeni prichozi volani po 
zadanem poctu zazvoneni nebo v pripade rozpoznani zvlastnich faxovych tonu. 
Informace o zadani poctu zazvoneni ziskate v casti Zmena nastaveni poctu zazvoneni . 

• Rucni rezim:V tomto rezimu odpovidani zarizeni na prichozi volani nereaguje. Prijem 
faxu je nutne spustit rucne, a to bud' stisknutim tlacitka faxovat/odeslat na ovladacim 
panelu, nebo zvednutim sluchatka telefonu pripojeneho ke stejne lince a vytocenim 
kodu 1-2-3 (pouze v rezimu tonoveho vytaceni). 



Poznamka Prestoze vetsina uzivatelu ponechava rezim odpovidani nastaveny na moznost 

AUTOMATICKY, uslysi volajici, kteri vytoci cislo faxu, faxove tony, pokud neni hovor prijat 
nebo pokud nezavesi po zadanem poctu zazvoneni. Jestlize nechcete, aby volajici slyseli 
faxove tony, nastavte moznost RUCNI. Nastavite-li vsak rezim na moznost RUCNI, 
nezapomehte, zefaxova volani nebudou automaticky prijimana. 



Nastaveni rezimu odpovidani 

Chcete-li nastavit nebo zmenit rezim odpovidani, postupujte podle nasledujicich pokynu: 

1. Na ovladacim panelu stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRU.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku REZIM ZVEDANI. 

5. Pomoci tlacitka < nebo > zvolte polozku AUTOMATICKY nebo RUCNI a potom 
stisknete tlacitko nabidka/vlozit. 

Na ovladacim panelu se zobrazi nove urcene nastaveni rezimu odpovidani. 
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Zmena reakce na zpusoby vyzvaneni 



Sluzbu ruznych zpusobu vyzvaneni (nazyvanou take charakteristicke vyzvaneni) poskytuji 
nektere mistni telekomunikacni spolecnosti. Tato sluzba umoznuje pouzivat u jedine 
telefonni linky vice telefonnich cisel. Kazde telefonni cislo ma jedinecny zpusob vyzvaneni 
Diky tomu Ize odpovidat pouze na telefonni hovory a odpovedi na faxova volani ponechat 
na zarizeni. 

Pokud si u telekomunikacni spolecnosti predplatite sluzbu ruznych zpusobu vyzvaneni, je 
treba zarizeni nastavit tak, aby odpovidalo na spravny zpusob vyzvaneni. Ruzne zpusoby 
vyzvaneni nejsou podporovany ve vsech zemich a reginech. Chcete-li zjistit, zda je tato 
sluzba k dispozici ve vasi zemi ci regionu, obrat'te se na sveho poskytovatele 
telekomunikacnich sluzeb. 



Poznamka Zmenite-li toto nastaveni na jinou nez vychozi hodnotu (VSECHNA ZVON.), aniz byste meli 

zavedenu sluzbu ruznych zpusobu vyzvaneni, muzete tim zarizeni znemoznit prijem faxu. 

Pouziva se nasledujici nastaveni: 

• VSECHNA ZVON.: Zarizeni odpovida na vsechna volani na telefonni lince. 

• JEDNODUCHE: Zarizeni odpovida na vsechna volani sjednim zvonenim. 

• DVOJITE: Zarizeni odpovida na vsechna volani se dvema zvonenimi. 

• TROJITE: Zarizeni odpovida na vsechna volani se tremi zvonenimi. 

• DVOJ I TROJITA: Zarizeni odpovida na vsechna volani se dvema nebo tremi 
zvonenimi. 



Zmena reakce na zpusoby vyzvaneni 

Chcete-li zmenit rezim odpovidani, postupujte podle nasledujicich pokynu: 

1. Na ovladacim panelu stisknete tlacitko nabi'dka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRIJ.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku TYP ZVONENI a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte pozadovany zpusob vyzvaneni a stisknete tlacitko 

nabidka/vlozit. 

6. Po dokonceni instalace zarizeni pozadejte jineho telefonniho ucastnika, aby vam 
odeslal fax. Tim overite, ze sluzba ruznych zpusobu vyzvaneni funguje spravne. 
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Zmena nastaveni poctu zazvoneni 



Je-li nastaven rezim odpovidani AUTOMATICKY, nastaveni poctu zazvoneni v zarizeni 
urcuje, po kolika zazvonenich telefonu zarizeni odpovi na prichozi volani. 

Je-li zarizeni pripojeno k lince urcene k pfijmu faxu i telefonnich hovoru (sdilena linka) a 
vybavene telefonnim zaznamnikem, muze byt v nekterych pripadech nutne pocet 
zazvoneni zmenit. Pocet zazvoneni musi byt u zarizeni vyssi nez u telefonniho 
zaznamniku. Diky tomu muze telefonni zaznamnik v pripade telefonniho volani odpovedet 
na prichozi hovor a zaznamenat zpravu. Na hovor tak odpovi nejdrive telefonni zaznamnik. 
Detekuje-li zarizeni v pfichozim hovoru faxove signaly, automaticky hovor prevezme. 

Vychozi nastaveni poctu vyzvaneni je 5 pro USA a Kanadu a 2 pro vsechny ostatni zeme a 
regiony. 



Pouzfvam nastaveni poctu zazvoneni 

Doporuceny pocet zazvoneni pro jednotlive typy telefonni linky je uveden v nasledujici 
tabulce. 



Typ telefonni linky 


Doporuceny pocet zazvoneni 


Vyhrazena faxova linka (pouze ph'jem faxovych 
volani) 


Nastavte pocet zazvoneni v rozmezi hodnot 
uvedenem na ovladacim panelu. (Minimalni a 
maximalni pocet zazvoneni se lisi podle zeme ci 
regionu.) 


Jedna linka se dvema ruznymi cisly a sluzbou 
ruznych zpusobu vyzvaneni 


Jedno ci dve zazvoneni. (Pouzivate-li na 
druhem telefonnim cisle teto linky telefonni 
zaznamnik nebo pocitac se sluzbou hlasove 
posty, je tfeba pro zarizeni nastavit vyssi pocet 
zazvoneni nez u telefonniho zaznamniku. Viz 
take cast Zmena reakce na zpusoby vyzvaneni.) 


Sdilena linka (pfijem faxovych i hlasovych 
volani) s pouze jednim pfipojenym telefonem 


Pet ci vice zazvoneni. 


Sdilena linka (pfijem faxovych i hlasovych 
volani) s pfipojenym telefonnim zaznamnikem 
nebo pocitacem se sluzbou hlasove posty 


0 dve zazvoneni vice nez pro telefonni 
zaznamnik nebo pocitac se sluzbou hlasove 
posty. 



Nastaveni poctu zazvoneni 

Chcete-li nastavit nebo zmenit pocet zazvoneni, postupujte podle nasledujicich pokynu: 

1. Na ovladacim panelu stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRIJ.FAXU a stisknete tlacitko 

nabidka/vlozit. 
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4. Pomoci tlacitka < nebo > zvolte polozku ZVON.PRED ZVEDN. a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci alfanumerickych tlacitek zadejte pocet zazvoneni. Potom stisknete tlacitko 

nabidka/vlozit. 
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Zmena nastaveni automatickeho zmenseni u prichozich faxu 



Je-li zapnuta moznost Prizpusobit na stranku, zarizeni automaticky zmensuje dlouhe faxy 
tak, aby se informace vesly na stranku vychozi velikosti (maximalni zmenseni je 75 %), 
napriklad z velikosti Legal na velikost Letter. 

Je-li funkce Prizpusobit na stranku vypnuta, vytisknou se dlouhe faxy v pine velikosti na 
nekolika strankach. Vychozi nastaveni automatickeho zmenseni prichozich faxu urcene 
vyrobcem ma hodnotu ZAPNUTO. 

Funkci automatickeho zmenseni muze byt vhodne zapnout take v pripade, ze pouzivate 
razitkovani phjatych faxu. Prijate faxy se tak mirne zmensi a nedojde k rozdeleni stranek 
prichoziho faxu na dve stranky v dusledku pridani razitka stranky. 



Poznamka Ujistete se, ze se nastaveni velikosti stranky shoduje s formatem papiru ve vstupnim 

zasobniku medii. Chcete-li zmenit vychozi format papiru, postupujte podle pokynu v 
elektronicke prirucce uzivatele. 



Zmena automatickeho zmenseni prichozich faxu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRIJ.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku PRIZP. NA STR. a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom 
stisknutim tlacitka nabidka/vlozit ulozte svuj vyber. 
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Blokovani a odblokovani cisel faxu 



Pokud existuji lide nebo spolecnosti, od nichz nechcete faxy prijimat, muzete pomoci 
ovladaciho panelu zablokovat az 30 faxovych cisel. Pokud vam nekdo odesle fax z 
blokovaneho faxoveho cisla, zarizeni zobrazi na displeji ovladaciho panelu zpravu o 
blokovani cisla a fax nebude vytisknut ani ulozen do pameti. Faxy z blokovanych faxovych 
cisel se objevi v protokolu cinnosti faxu s oznacenim "odstraneno". Blokovana faxova cisla 
Ize odblokovat po jednom nebo vsechna soucasne. 



Poznamka Chcete-li vytisknout seznam cisel, ktera jste zablokovali, postupujte podle pokynu v casti 

Tiskseznamu blokovanych faxu . Postup pro tisk protokolu o cinnosti faxu je uveden v casti 
Tisk protokolu cinnosti faxu . 

Blokovani a odblokovani cisel faxu 

Chcete-li zablokovat nebo odblokovat faxova cisla pomoci ovladaciho panelu, postupujte 
podle nasledujicich pokynu: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRU.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku BLOKOVANI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Proved'te nektery z techto kroku: 

Chcete-li blokovat cislo faxu, zvolte pomoci tlacitka < nebo > polozku PRIDAT 
POLOZKU a stisknete tlacitko nabidka/vlozit. Zadejte faxove cislo presne v te podobe, v 
jake je uvedeno v hlavicce (vcetne mezer), a stisknete tlacitko nabidka/vlozit. Zadejte 
nazev blokovaneho cisla a stisknete tlacitko nabidka/vlozit. 

Chcete-li odblokovat jedno faxove cislo, zvolte pomoci tlacitek < nebo > polozku 
ODSTRAN. POLOZKU a stisknete tlacitko nabidka/vlozit. Pomoci tlacitka < nebo > 
zvolte cislo faxu, ktere chcete odstranit, a stisknutim tlacitka nabidka/vlozit odstraneni 
potvrd'te. 

Chcete-li odblokovat vsechna blokovana faxova cisla, zvolte pomoci tlacitek < nebo > 
polozku SMAZAT VSE a stisknete tlacitko nabidka/vlozit. Dalsim stisknutim tlacitka 
nabidka/vlozit potvrd'te odstraneni. 



CSWW 



Blokovani a odblokovani cisel faxu 47 



Zmena nastaveni hlasitosti 



Hlasitost zvuku faxu Ize ovladat z ovladaciho panelu zarizeni. Hlasitost Ize menit u 
nasledujicich zvuku: 

• Zvuky faxu souvisejici s prichozimi a odesilanymi faxy. 

• Zvoneni prichoziho faxu. 

Vychozi nastaveni hlasitosti zvuku faxu urcene vyrobcem ma hodnotu POTICHU. Obecne 
informace o nastavovani hlasitosti ziskate v elektronicke prirucce uzivatele. 

Zmena hlasitosti zvuku faxu (sledovam linky) - HP LaserJet 
3015 

Chcete-li zmenit hlasitost zvuku faxu v zarizeni HP LaserJet 3015 all-in-one, proved'te 
nasledujici kroky. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku SPOLECNA NASTAV. a stisknete tlacitko 

nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku NAST. HLASITOSTI a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku HLASITOST LINKY a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku VYPNUTO, POTICHU, STREDNE nebo 
N AH LAS. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 

Zmena hlasitosti zvuku faxu (sledovam linky) - HP LaserJet 
3030 all-in-one nebo HP LaserJet 3380 all-in-one 

Chcete-li zmenit hlasitost zvuku faxu v zarizeni HP LaserJet 3030 all-in-one nebo HP 
LaserJet 3380 all-in-one, proved'te nasledujici kroky. 

1. Stisknete tlacitko hlasitost na ovladacim panelu. 

2. Pomoci tlacitka < nebo > zvolte polozku VYPNUTO, POTICHU, STREDNE nebo 
N AH LAS. 

3. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 

Zmena hlasitosti vyzvanem 

Vyzvaneni se ozve pri zahajeni prijmu faxu v zarizeni. Delka zazvoneni zavisi na delce 
ruznych zpusobu vyzvaneni mistni telefonni spolecnosti. Vychozi nastaveni hlasitosti 
zazvoneni urcene vyrobcem ma hodnotu POTICHU. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku SPOLECNA NASTAV. a stisknete tlacitko 

nabidka/vlozit. 
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3. Pomoci tlacitka < nebo > zvolte polozku NAST. HLASITOSTI a stisknete tlacitko 

nabidka/vlozit. 

4. Jednim stisknutim tlacitka > zvolte polozku HLASIT. ZVONENl a potom stisknete 
tlacitko nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku VYPNUTO, POTICHU, STREDNE nebo 
N AH LAS. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Rozsifene faxove operace 



Vteto kapitolejsou popsany rozsirene faxove funkce, kterejsou k dispozici pri pouzivani 
zarizeni HP LaserJet all-in-one. Radu techto funkci Ize take provadet pomoci softwaru 
Nastrojovy panel. Dalsi informace o softwaru Nastrojovy panel ziskate v elektronicke 
prirucce uzivatele. 

• Volby pro rychle vytaceni, rychla tlacitka a volby pro skupinove vytaceni 

• Pouziti znaku vytaceni 

• Vlozeni predpony vytaceni 

• Odlozene odesilani faxu 

• Odeslani faxu vytocenim cisla na telefonu 

• Zmena detekce oznamovaciho tonu 

• Pouziti uctovacich kodu 

• Opakovany tisk faxu 

• Odstraneni faxu z pameti 

• Pouzivani predavani faxu dal 

• Nastaveni spolecnych telefonnich linek pro prijem faxu 

• Pouziti vyzadaneho faxovani 

• Zmena rezimu detekce ticha 



Razitkovani prijatych faxu 
Nastaveni opravy chyb ve faxech 



Zmena nastaveni protokolu V.34 



Volby pro rychle vytaceni, rychla tlacitka a volby pro skupinove 
vytaceni 



Casto volana faxova cisla a skupiny faxovych cisel Ize ulozit a priradit jim rychla tlacitka, 
volby pro rychle vytaceni a volby pro skupinove vytaceni. 

Telefonni seznam zarizeni nabizi celkem 120 voleb, ktere Ize pouzit jako volby rychleho 
vytaceni a volby skupinoveho vytaceni. Naprogramujete-li napriklad 100 voleb rychleho 
vytaceni, Ize zbyvajicich 20 voleb pouzit pro skupinove vytaceni. 

Dalsi informace o pouziti voleb rychleho vytaceni, rychlych tlacitek a voleb skupinoveho 
vytaceni naleznete v nasledujicich postupech: 



Programovam voleb rychleho vytaceni a rychlych tlacitek 

Volby pro rychle vytaceni 1 az 9 (HP LaserJet 3380 all-in-one) nebo 1 az 7 (HP LaserJet 
3015 all-in-one nebo HP LaserJet 3030 all-in-one) jsou take spojeny s odpovidajicimi 
rychlymi tlacitky na ovladacim panelu. Rychla tlacitka Ize vyuzit pro volby rychleho i 
skupinoveho vytaceni. Pro jedno faxove cislo Ize zadat nejvyse 50 znaku. 



Poznamka Volby rychleho vytaceni, rychla tlacitka a volby pro skupinove vytaceni Ize podstatne 

jednoduseji naprogramovat prostrednictvim softwaru. Pokyny pro programovani voleb 
rychleho vytaceni, rychlych tlacitek a voleb skupinoveho vytaceni prostrednictvim softwaru 
zarizeni naleznete v elektronicke uzivatelske prirucce. 

Chcete-li naprogramovat volby rychleho vytaceni a rychla tlacitka z ovladaciho panelu 
zarizeni, postupujte podle nasledujicich pokynu: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku JEDNOT. NASTAV.. 

5. Stisknutim tlacitka nabidka/vlozit zvolte polozku PRIDAT. 

6. Pomoci alfanumerickych tlacitek zadejte volbu pro rychle vytaceni, kterou chcete 
priradit k tomuto faxovemu cislu. Potom stisknete tlacitko nabidka/vlozit. Zvolenim cisla 

1 az 9 (HP LaserJet 3380 all-in-one) nebo 1 az 7 (HP LaserJet 3015 all-in-one nebo HP 
LaserJet 3030 all-in-one) je take faxove cislo spojeno s odpovidajicim rychlym tlacitkem. 



Poznamka Pri zadavani faxoveho cisla mate nekolik moznosti. Pokud chcete do vytaceneho cisla vlozit 

pauzu, stisknete opakovane tlacitko prodleva/opakovAni, dokud se nezobrazi carka (,). 
Jestlize chcete nastavit, aby zarizeni cekalo na oznamovaci ton, stisknete opakovane 
tlacitko *, dokud se nezobrazi W. 

7. Pomoci alfanumerickych tlacitek zadejte cislo faxu. Cislo zadejte vcetne pauz a jinych 
potrebnych cisel, jako je smerove cislo, pristupovy kod pro pristup na vnejsi linku 
(obvykle 0 nebo 9) nebo predcisli pro mezimestske hovory. 

8. Stisknete tlacitko nabidka/vlozit. 
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9. Pomoci alfanumerickych tlacitek zadejte nazev odpovidajici danemu cislu faxu. Docilite 
toho opakovanym stisknutim alfanumerickeho tlacitka, dokud se neobjevi pozadovane 
pismeno. (Seznam znaku naleznete v casti Pouziti znaku vytaceni .) 



Poznamka Interpunkci Ize vlozit opakovanym stisknutim tlacitka s hvezdickou (*), dokud se neobjevi 

pozadovany znak, a naslednym stisknutim tlacitka > pro prechod na dalsi pozici. 

10. Stisknutim tlacitka nabidka/vlozit informace ulozte. 

11. Chcete-li naprogramovat dalsi volby rychleho vytaceni nebo rychla tlacitka, opakujte 
kroky 1 az 10. 



Odstranem volby rychleho vytaceni a rychlych tlacitek 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku JEDNOT. NASTAV.. 

5. Pomoci tlacitka < nebo > zvolte polozku ODSTRANIT a potom stisknete tlacitko nabidka/ 

VLOZIT. 

6. Pomoci alfanumerickych tlacitek zadejte cislo volby pro rychle vytaceni, kterou chcete 
odstranit. Potom stisknete tlacitko nabidka/vlozit. 

7. Stisknutim tlacitka nabidka/vlozit potvrd'te odstraneni. 

Rychle programovam voleb rychleho vytaceni a rychlych 
tlacitek 

Poznamka Nasledujici postup nelze pouzit k programovani voleb skupinoveho vytaceni. Pokyny pro 

praci s volbami skupinoveho vytaceni naleznete v casti Programovani voleb skupinoveho 
vytaceni . 

Podle nasledujicich pokynu Ize snadno naprogramovat volby rychleho vytaceni a rychla 
tlacitka z ovladaciho panelu zarizeni: 

1. Proved'te jeden z nasledujicich ukolu: 

Na ovladacim panelu zarizeni stisknete tlacitko telefonni seznam, zadejte 
nenaprogramovanou volbu pro rychle vytaceni a potom stisknete tlacitko nabidka/vlozit. 

Stisknete neobsazene rychle tlacitko. Na displeji ovladaciho panelu se objevi 
upozorneni, ze volba rychleho vytaceni nebo rychle tlacitko nebyly naprogramovany. 

2. Chcete-li naprogramovat volbu rychleho vytaceni nebo rychle tlacitko, stisknete tlacitko 

nabidka/vlozit. 
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3. Zadejte cislo faxu a stisknete tlacitko nabidka/vlozit. Cislo zadejte vcetne pauz a jinych 
potrebnych cisel, jako je smerove cislo, pristupovy kod pro pristup na vnejsi linku 
(obvykle 0 nebo 9) nebo predcisli pro mezimestske hovory. (Dalsi informace naleznete 
v casti Pouziti znaku vytaceni .) 



Poznamka Pokud chcete pri zadavani faxoveho cisla vlozit do vytaceneho cisla pauzu, stisknete 

opakovane tlacitko prodleva/opakovani, dokud se nezobrazi carka (,). Jestlize chcete 
nastavit, aby zarizeni cekalo na oznamovaci ton, stisknete opakovane tlacitko *, dokud se 
nezobrazi W. 



4. Pomoci alfanumerickych tlacitek zadejte nazev odpovidajici danemu cislu faxu. Docilite 
toho opakovanym stisknutim alfanumerickeho tlacitka, dokud se neobjevi pozadovane 
pismeno. (Seznam znaku naleznete v casti Pouziti znaku vytaceni .) 

5. Stisknutim tlacitka nabidka/vlozit informace ulozte. 



Sprava voleb skupinoveho vytaceni 

Odesilate-li pravidelne informace urcite skupine lidi, muzete tuto operaci zjednodusit 
naprogramovanim volby pro skupinove vytaceni. Volby pro skupinove vytaceni se skladaji z 
voleb pro rychle vytaceni. Volby pro skupinove vytaceni vyuzivajici cisla 1 az 9 (HP 
LaserJet 3380 all-in-one) nebo 1 az 7 (HP LaserJet 3015 all-in-one nebo HP LaserJet 3030 
all-in-one) jsou take spojeny s odpovidajicimi rychlymi tlacitky na ovladacim panelu. 

Do skupiny Ize pridavat libovolne volby pro rychle vytaceni. Vsem clenum skupiny musi byt 
prirazeny volby pro rychle vytaceni nebo rychla tlacitka. Teprve pote je Ize pripojit k volbe 
skupinoveho vytaceni. 

Pri sprave voleb skupinoveho vytaceni postupujte podle nasledujicich pokynu: 



Poznamka Volby rychleho vytaceni, rychla tlacitka a volby pro skupinove vytaceni Ize podstatne 

jednoduseji naprogramovat prostrednictvim softwaru. Pokyny pro programovani voleb 
rychleho vytaceni, rychlych tlacitek a voleb skupinoveho vytaceni prostrednictvim softwaru 
Nastrojovy panel naleznete v elektronicke prirucce uzivatele. 



Programovani voleb skupinoveho vytaceni 

1. Kazdemu cislu faxu, ktere chcete v teto skupine pouzit, ph'rad'te volbu rychleho 
vytaceni. (Pokyny naleznete v casti Programovani voleb rychleho vytaceni a rychlych 
tlacitek .) 

2. Stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

5. Pomoci tlacitka < nebo > zvolte polozku NASTAV. SKUPINY a stisknete tlacitko nabidka/ 

VLOZIT. 

6. Pomoci tlacitka < nebo > zvolte polozku PRIDAT/UPRAVIT SKUPINU a stisknete 
tlacitko nabidka/vlozit. 

7. Pomoci alfanumerickych tlacitek zadejte cislo, ktere chcete priradit k teto skupine. 
Potom stisknete tlacitko nabidka/vlozit. Zvolenim cisla 1 az 9 (HP LaserJet 3380 all-in- 
one) nebo 1 az 7 (HP LaserJet 3015 all-in-one nebo HP LaserJet 3030 all-in-one) je 
take skupina spojena s odpovidajicim rychlym tlacitkem. 
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8. Pomoci alfanumerickych tlacitek zadejte nazev skupiny. Potom stisknete tlacitko nabidka/ 
vlozit. 

9. Proved'te jeden z nasledujicich kroku: 

Stisknete rychle tlacitko a opetovnym stisknutim tlacitka nabidka/vlozit potvrd'te pridani. 
Tento krok opakujte pro kazdeho clena, ktereho chcete do skupiny pridat. 

Zvolte polozku TELEFONNI SEZNAM a zvolte volbu rychleho vytaceni pro clena 
skupiny, ktereho chcete pridat. Stisknutim tlacitka nab(dka/vlozit potvrd'te pridani. Tento 
krok opakujte pro kazdeho clena, ktereho chcete do skupiny poidat. 

10. Po dokonceni stisknete tlacitko nabidka/vlozit. 

1 1 . Pokud chcete priradit vice voleb skupinoveho vytaceni, stisknete tlacitko nabidka/vlozit a 
potom opakujte kroky 1 az 10. 

Odstraneni voleb skupinoveho vytaceni 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

4. Pomoci tlacitka < nebo > zvolte polozku NASTAV. SKUPINY a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ODSTRAN. SKUPINU a stisknete tlacitko 

nabidka/vlozit. 

6. Pomoci alfanumerickych tlacitek zadejte cislo volby skupinoveho vytaceni, kterou 
chcete odstranit. Potom stisknete tlacitko nabidka/vlozit. 

7. Stisknutim tlacitka nabidka/vlozit potvrd'te odstraneni. 

Odstraneni osob z volby skupinoveho vytaceni 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

4. Pomoci tlacitka < nebo > zvolte polozku NASTAV. SKUPINY a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ODSTR.C.VE SKUP. a stisknete tlacitko 

nabidka/vlozit. 

6. Pomoci tlacitek < nebo > zvolte osobu, kterou chcete ze skupiny odstranit. 

7. Stisknutim tlacitka nabidka/vlozit potvrd'te odstraneni. 

8. Proved'te jeden z nasledujicich ukolu: 

Chcete-li ze skupiny odstranit dalsi osoby, opakujte kroky 6 a 7. 
Po dokonceni stisknete tlacitko zrusit. 

Odstranenim volby pro rychle vytaceni odstranite tuto volbu take ze vsech voleb 
skupinoveho vytaceni, ktere tuto volbu pro rychle vytaceni obsahovaly. 
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Odstraneni vsech polozek z telefonmho seznamu 

V pripade potreby muzete ze zarizeni odstranit vsechny naprogramovane volby rychleho 
vytaceni, rychla tlacitka a volby skupinoveho vytaceni. 

UPOZORNENI Jakmile volby rychleho vytaceni, rychla tlacitka a volby pro skupinove vytaceni odstranite, 
nelze je jiz obnovit. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Stisknutim tlacitka nabidka/vlozit zvolte polozku TELEFONNI SEZNAM. 

4. Pomoci tlacitka < nebo > zvolte polozku ODSTRANIT VSE a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Stisknutim tlacitka nabidka/vlozit potvrd'te odstraneni. 
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Pouziti znaku vytaceni 



Pri zadavani sveho jmena do hlavicky, nazvu pro rychle tlacitko, volby rychleho vytaceni 
nebo volby skupinoveho vytaceni z ovladaciho panelu stisknete opakovane prislusne 
numericke tlacitko, dokud se neobjevi pozadovane pismeno. Pote stisknete tlacitko > . 
Pismeno bude vybrano a kurzorse pfesune na nasledujici pozici. V teto tabulce jsou 
uvedena pismena a cislice prirazene jednotlivym alfanumerickym tlacitkum na ciselniku v 
pripade, zejejako vychozi jazyk nastavena anglictina. 



cislo tlacitka 


znaky 


1 


1 


2 


A B C a b c2 


3 


D E Fd ef 3 


4 


G H I g h i 4 


5 


J K L j k I 5 


6 


M N 0 m n o 6 


7 


PQRSpqrs7 


8 


TU Vtu v8 


9 


WXYZwxyz9 


0 


0 


* 


()+-./,"*&© 


# 


mezera # 



Vlozenf pauzy 

Do faxoveho cisla, ktere vytacite nebo programujete na rychla tlacitka, volby pro rychla 
vytaceni nebo volby pro skupinove vytaceni, Ize vlozit pauzy. Pri vytaceni mezinarodnich 
telefonnich cisel nebo pri pripojovani k verejne telefonni siti je casto treba zadat pauzu. 

• Chcete-li do vytaceneho cisla vlozit pauzu, stisknete tlacitko prodleva/opakovani. Na 
displeji ovladaciho panelu se objevi carka (,), ktera znazorhuje, ze v tomto bode 
vytaceni cisla nastane pauza. 

• Stisknete opakovane tlacitko *, dokud se na displeji ovladaciho panelu nezobrazi W. S 
timto nastavenim zarizeni pred vytacenim zbyvajici casti cisla pocka na oznamovaci 
ton. 

• Stisknete opakovane tlacitko *, dokud se na displeji ovladaciho panelu nezobrazi R. S 
timto nastavenim zarizeni provede prepojeni. 
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Vlozem predpony vytaceni 



Predpona vytaceni je cislice nebo skupina cislic, kterejsou automaticky pridavany na 
zacatek kazdeho faxoveho cisla, ktere zadate na ovladacim panelu nebo ze softwaru. 
Maximalni pocet znaku predpony vytaceni je 50. 

Vychozi nastaveni je VYPNUTO. Muzete jej zapnout a zadat predponu, pokud napriklad 
musite zadat cislo 9 pro pristup na vnejsi telefonni linku z telefonni site vasi spolecnosti. 
Pokud je toto nastaveni zapnuto, muzete presto vytacet cisla faxu i bez predpony pomoci 
rucniho vytaceni. Pokyny naleznete v casti Pouziti rucniho vytaceni . 



Nastaveni predpony pro vytaceni 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Jednim stisknutim tlacitka > zvolte polozku NASTAV.ODESL.FAX a potom stisknete 
tlacitko nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku PREDVOLBA a stisknete tlacitko nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 

6. Pokud zvolite polozku ZAPNUTO, zadejte predponu pomoci alfanumerickych tlacitek a 
stisknete tlacitko nabidka/vlozit. Muzete pouzit cisla, pauzy a symboly vytaceni. 
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Odlozene odesilani faxu 



Automaticke odeslani faxu jednomu nebo nekolika prijemcum Ize naplanovat na pozdejsi 
dobu. Po dokonceni tohoto postupu zarizeni naskenuje dokument do pameti a vrati se do 
stavu Pripraveno, aby bylo mozne provadet dalsi ulohy. 



Poznamka Nepodari-li se zarizeni odeslat fax podle planu, objevi se prislusny udaj ve zprave o 

faxovem volani (je-li tato volba zapnuta) nebo v protokolu cinnosti faxu. Prenos faxu muze 
byt prerusen, pokud neni odpoved' na volani odesilajici fax nebo pokud opakovane pokusy 
o vytoceni zastavi obsazovaci ton. (Dalsi informace naleznete v castech Nastaveni 
podminek tisku sestavy faxovych volani a Tisk protokolu cinnosti faxu .) 

Pokud jste naplanovali odeslani faxu na pozdejsi dobu a potrebujete k nemu pridat nove 
stranky, muzete dodatecne informace naplanovat jako dalsi ulohu. Vsechny faxy 
naplanovane na odeslani na totez cislo ve stejnou dobu jsou odeslany jako samostatne 
faxy. 

Odlozene odeslani faxu 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklenenou desku skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one). 

2. Stisknete tlacitko nabidka/vlozit. 

3. Opakovane stisknete tlacitko < nebo >, dokud nezvolite polozku FUNKCE FAXU, a 
stisknete tlacitko nabidka/vlozit. 

4. Opakovane stisknete tlacitko < nebo >, dokud nezvolite polozku ODES. FAX POZDEJI 
a stisknete tlacitko nabidka/vlozit. 

5. Pomoci alfanumerickych tlacitek zadejte cas, kdy se ma fax zacit odesilat, a proved'te 
jeden z nasledujicich kroku: 

Pokud je v zarizeni nastaveno pouzivani 12hodinoveho formatu casu a chcete zmenit 
nastaveni A.M. (dopoledne) nebo P.M. (odpoledne), presunte kurzorza ctvrtyznak 
pomoci tlacitka >. Chcete-li nastavit hodnotu A.M. (dopoledne), zvolte cislo 1, chcete-li 
nastavit hodnotu P.M. (odpoledne), zvolte cislo 2. Pote stisknete tlacitko nabidka/vlozit. 

Pokud je v zarizeni zvolen 24hodinovy format casu, stisknete tlacitko nabidka/vlozit. 

6. Proved'te jeden z nasledujicich ukolu: 

Pomoci alfanumerickych tlacitek zadejte datum. Potom stisknete tlacitko nabidka/vlozit. 
Potvrd'te predvolene datum stisknutim tlacitka nabidka/vlozit. 

7. Zadejte cislo faxu ci volbu pro rychle vytaceni nebo stisknete rychle tlacitko. (Tato 
funkce nepodporuje nedefinovane skupiny - vytvorene ad hoc.) 

8. Stisknete tlacitko nabidka/vlozit nebo faxovat/odeslat. Zarizeni naskenuje dokument do 
pameti a odesle ho v zadanou dobu. 
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Odeslani faxu vytocenim cisla na telefonu 



V nekterych pripadech muze byt treba vytocit cislo faxu z telefonu pripojeneho ke stejne 
lince jako zanzeni. Pokud napriklad odesilate fax nekomu, kdo ma zarizeni prepnute do 
rezimu rucniho prijmu, muzete mu nejprve zatelefonovat a sdelit mu, ze odesilate fax. 



Odeslani faxu vytocenim cfsla na telefonu 



Poznamka Telefon musi byt pripojen k "telefonnimu" portu (k portu oznacenemu ikonou telefonu). 

1. Vlozte dokument do vstupniho zasobniku automatickeho podavace dokumentu (ADF). 



Poznamka Pri odesilani faxu vytocenim cisla na telefonu (pouze u zanzeni HP LaserJet 3030 all-in- 

one nebo HP LaserJet 3380 all-in-one) nelze pouzivat sklenenou desku skeneru. 

2. Zvednete sluchatko telefonu pripojeneho ke stejne lince jako zanzeni. Vytocte faxove 
cislo pomoci ciselnych tlacitek na telefonu. 

3. Jakmile se volany ucastnik ohlasi, pozadejte jej o spusteni faxu. 

4. Pockejte, az uslysite faxove signaly, stisknete tlacitko faxovat/odeslat, pockejte, az se 
na displeji zobrazi zprava PRIPOJUJE SE, a zaveste telefon. 
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Zmena detekce oznamovaciho tonu 



Za normalnich okolnosti zacne zarizeni vytacet faxove cislo okamzite. Pokud je zarizeni 
pripojeno ke stejne lince jako telefon, zapnete nastaveni detekce oznamovaciho tonu. 
Zarizeni tak nezacne odesilat fax v dobe, kdy pouzivate telefon. 

Vychozi hodnota detekce oznamovaciho tonu nastavena vyrobcem je ZAPNUTO pro 
Francii a Mad'arsko a VYPNUTO pro vsechny ostatni zeme a regiony. 

Zmena nastaveni detekce oznamovaciho tonu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Jednim stisknutim tlacitka > zvolte polozku NASTAV.ODESL.FAX a potom stisknete 
tlacitko nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku DETEKCE OZNAM.T. a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 
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Pouziti uctovacich kodu 



Je-li zapnuta funkce uctovacich kodu, bude uzivatel u kazdeho faxu vyzvan k zadani 
uctovaciho kodu. Jednotlive odeslane stranky faxu jsou pak vyuctovany podle prislusnych 
uctovacich cisel. Tento postup se vztahuje na vsechny typy faxu s vyjimkou prijmu 
vyzadanych faxu, predavani faxu dal a stahovani faxu do pocitace. U skupinoveho vytaceni 
a odesilani faxu nedefinovanym skupinam vytvofenym ad hoc je vyuctovana kazda stranka 
uspesne odeslana na jednotliva cisla. Chcete-li vytisknout sestavu se zustatky 
odpovidajicimi jednotlivym uctovacim kodum, postupujte podle pokynu v casti Tisk sestavy 
uctovacich kodu . 

Vychozi nastaveni uctovacich kodu je vyrobcem nakonfigurovano na hodnotu VYPNUTO. 
Uctovaci kody musi byt cislo v rozmezi 1 az 250. 



Zmena nastaveni uctovacich kodu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.ODESL.FAX a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku UCTOVACI KODY a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 

Pouzfvam uctovacich kodu 

1. Zadejte rucne telefonni cislo, a to stisknutim rychleho tlacitka nebo volby pro rychle ci 
skupinove vytaceni. 

2. Vlozte predlohu do vstupniho zasobniku automatickeho podavace dokumentu (ADF) 
nebo na sklenenou desku skeneru (pouze v pripade zarizeni HP LaserJet 3030 all-in- 
one nebo HP LaserJet 3380 all-in-one). 

3. Stisknete tlacitko faxovat/odeslat. 

4. Zadejte uctovaci kod a stisknete tlacitko faxovat/odeslat. 

Faxova uloha je odeslana a zaznamenana v sestave uctovacich kodu. Informace o tisku 
sestav uctovacich kodu ziskate v casti Tisk sestavy uctovacich kodu . 
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Opakovany tisk faxu 



Chcete-li znovu vytisknout fax, protoze pri prvnim tisku dosel toner v tiskove kazete nebo 
byl pouzit nespravny typ media, muzete se pokusit o opakovany tisk. Velikost pameti, ktera 
je k dispozici, urcuje skutecny pocet faxu ulozenych pro opakovany tisk. Nejnovejsi faxy se 
tisknou jako prvni, nejstarsi ulozene faxy jako posledni. 

Tyto faxy se ukladaji prubezne. Pri opakovanem tisku nebudou vymazany z pameti. Chcete- 
li tyto faxy z pameti vymazat, postupujte podle pokynu v casti Odstraneni faxu z pameti . 



Opakovany tisk faxu 

Pri opakovanem tisku faxu postupujte takto: 



Poznamka Tento postup nemusite provadet, nepodari-li se fax vytisknout v dusledku uviznuti papiru 

nebo dojde-li medium v prubehu tisku. V techto pripadech se faxy prijimaji do pameti. 
Jakmile odstranite uviznuty papir nebo doplnite media, bude tisk faxu automaticky 
pokracovat. 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Jednou stisknete tlacitko >. Zobrazi se FUNKCE FAXU. 

3. Stisknete tlacitko nabidka/vlozit. 

4. Stisknete opakovane tlacitko < nebo >, dokud se nezobrazi polozka ZNOVU TISK. 
POSL. 

5. Stisknete tlacitko nabidka/vlozit. Zarizeni zacne tisknout naposledy vytisteny fax. 



Poznamka Tisk muzete kdykoli zastavit tlacitkem zrusit. 
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Odstraneni faxu z pameti 



Tento postup pouzijte pouze v pripade, ze k zarizeni maji pristup i jine osoby, ktere by se 
mohly pokusit znovu vytisknout faxy s duvernymi informacemi ulozene v pameti. 

UPOZORNENI Krome vymazani pameti pro opakovany tisk tento postup smaze take vsechny prave 

odesilane faxy, neodeslane faxy cekajici na opakovane vytoceni cisla, faxy, jejichz odeslani 
je naplanovano na pozdejsi dobu, a faxy, ktere nebyly vytisteny ani predany dale. 



Odstraneni faxu z pameti 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Jednim stisknutim tlacitka > zvolte polozku FUNKCE FAXU a potom stisknete tlacitko 

nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku VYMAZ. ULOZ.FAXY a stisknete tlacitko 

nabidka/vlozit. 

4. Stisknutim tlacitka nabidka/vlozit potvrd'te odstraneni. 



64 Kapitola 3 Rozsirene faxove operace 



CSWW 



Pouzivani predavani faxu dal 



Zarizeni Ize nastavit tak, aby prijimane faxy predavalo dal na jine cislo faxu. Zarizeni prijme 
prichozi fax do pameti. Pak se spoji se zadanym faxovym cislem a odesle prijaty fax. 
Nepodari-li se fax predat dal z duvodu chyby (je-li napriklad volane cislo obsazeno) a jsou-li 
neuspesne i opakovane pokusy o vytoceni cisla, zarizeni fax vytiskne. 

Pokud pri prijimani faxu, ktery ma byt predan dal, dojde misto v pameti, ukonci zarizeni 
prijem faxu a preda dal pouze stranky a casti stranek, ktere jiz byly prijaty do pameti. 

Pri pouziti teto funkce musi faxy prijimat zarizeni (nikoli pocitac) a je treba nastavit rezim 
odpovidani AUTOMATICKY (dalsi informace naleznete v casti Nastaveni rezimu 
odpovidani ). 



Pouziti predavani faxu dal 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRU.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku PRESMEROVAT FAX a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka > zvolte polozku ZAPNUTO nebo VYPNUTO a stisknete tlacitko 

nabidka/vlozit. 

6. Pokud zapnete funkci predavani faxu dal, zadejte pomoci alfanumerickych tlacitek 
faxove cislo, na ktere se ma fax odeslat, a stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Nastaveni spolecnych telefonnich linek pro prijem faxu 



Je-li toto nastaveni zapnuto, muzete zahajit prijem faxu do zarizeni postupnym stisknutim 
tlacitek 1-2-3 na ciselniku telefonu (pouze v rezimu tonove volby). Vychozi nastaveni je 
ZAPNUTO. Pokud pouzivate pulzni vytaceni nebo poskytuje-li vase telefonni spolecnost 
sluzbu, ktere je prirazeno cislo 1-2-3, vypnete toto nastaveni. V pripade konfliktu sluzby s 
nastavenim zarizeni nebude dana sluzba poskytovana telekomunikacni spolecnosti k 
dispozici. 

Nastaveni spolecnych telefonnich linek pro prijem faxu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRU.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku FAXOVA LINKA a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom 
stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Pouziti vyzadaneho faxovani 



Pokud uzivatel jine telefonni stanice pripravil odesilani faxu na zadost, muzete si vyzadat 
odeslani pripraveneho faxu do sveho zarizeni.(Tento postup se nazyva take dotazovani 
faxu.) 

Vyzadanf faxu od jineho faxoveho pnstroje 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku FUNKCE FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku VYZAdANI PR. FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci alfanumerickych tlacitek zadejte cislo faxoveho pnstroje, ze ktereho si chcete 
vyzadat fax, a stisknete tlacitko nab[dka/vlozit. 

Zarizeni se pripoji k zadanemu faxovemu pristroji a vyzada si fax. 
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Zmena rezimu detekce ticha 



Toto nastaveni urcuje, zda muzete nebo nemuzete prijimatfaxy ze starsich modelu faxu, 
ktere pri faxovem prenosu nevysilaji faxovy signal. V dobe, kde se vytvarela tato publikace, 
predstavovaly tyto starsi modely faxu, ktere pri faxovem prenosu nevysilaji faxovy signal, 
jen velmi male procento celkoveho poctu vyuzivanych faxovych pristroju. Vychozi nastaveni 
je VYPNUTO. Zmente jej pouze v pripade, ze pravidelne prijimate faxy ze starsich modelu 
faxovych pristroju. 



Zmena rezimu detekce ticha 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRU.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku DETEK.BEZ SIGNAL a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom 
stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Razitkovani prijatych faxu 



Zarizeni na zacatku vsech prijatych faxu tiskne identifikacni udaje odesilatele. V pripade 
potreby Ize do hlavicky jednotlivych prijatych faxu zahrnout take datum a cas jejich prijeti. 
Vychozi nastaveni razitkovani prijatych faxu urcene vyrobcem je VYPNUTO. 



Poznamka Tato moznost se vztahuje pouze na prijate faxy vytistene na zarizeni. 



Povolem razitkovani prijatych faxu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku NASTAV.PRIJ.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku RAZITKOVAT FAXY a stisknete tlacitko 

nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom 
stisknutim tlacitka nabidka/vlozit vyber ulozte. 
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Nastaveni opravy chyb ve faxech 



Pri odesilani a prijmu faxu zarizeni standardne monitoruje signaly na telefonni lince. Zjisti-li 
pri odesilani pritomnost chyboveho signalu a je-li nastaveni opravy chyb nakonfigurovano 
na hodnotu ZAPNUTO, muze si zarizeni vyzadat opakovane odeslani teto casti faxu. 
Vychozi vyrobcem nastavena hodnota detekce chyb je ZAPNUTO. 

Opravu chyb byste meli vypnout pouze tehdy, pokud pri odesilani nebo prijmu faxu dochazi 
k problemum, ktere Ize odstranit povolenim chyb pri prenosu. Vypnuti tohoto nastaveni 
muze byt uzitecne, pokud se snazite odeslat nebo prijmout fax pres ocean nebo 
prostrednictvim satelitniho telefonniho spojeni. 



Zmena nastaveni opravy chyb 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku VSECHNY FAXY a stisknete tlacitko nabidka/ 

VLOZIT. 

4. Pomoci tlacitka < nebo > zvolte polozku OPRAVA CHYB a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom 
stisknutim tlacitka nab(dka/vlozit vyber ulozte. 
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Zmena nastaveni protokolu V.34 



V.34 je modemovy protokol, ktery zarizeni pouziva k odesilani faxu. Jedna se o celosvetovy 
standard platny pro pine duplexni odesilani a prijem dat pomoci modemu pres telefonni 
linky pri rychlosti 33 600 bitu za sekundu (bps). Vychozi vyrobcem nastavena hodnota 
protokolu V.34 je ZAPNUTO. 

Nastaveni protokolu V.34 byste meli zmenit pouze tehdy, pokud pri odesilani nebo prijmu 
faxu z urciteho zarizeni dochazi k problemum. Vypnuti tohoto nastaveni muze byt uzitecne, 
pokud se snazite odeslat nebo prijmoutfax pres ocean nebo prostrednictvim satelitniho 
telefonniho spojeni. 



Zmena nastaveni protokolu V.34 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku NASTAVENI FAXU a stisknete tlacitko nabidka/ 

VLOZIT. 

3. Pomoci tlacitka < nebo > zvolte polozku VSECHNY FAXY a stisknete tlacitko nabidka/ 

VLOZIT. 

4. Pomoci tlacitka < nebo > zvolte polozku V.34 a stisknete tlacitko nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a potom stisknete 
tlacitko nabidka/vlozit. 
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Sestavy a protokoly faxu 



V teto kapitole jsou popsany protokoly a sestavy, ktere muzete vytvorit pomoci zarizeni HP 
LaserJet all-in-one. 

• Tisk protokolu cinnosti faxu 

• Tisk sestavy faxovych volani 

• Nastaveni podminek tisku sestavy faxovych volani 

• Zahrnuti prvni stranky jednotlivych faxu do sestavy faxovych volani 

• Tisk sestavy telefonniho seznamu 

• Tisk sestavy uctovacich kodu 

• Tisk seznamu blokovanych faxu 

• Tisk vsech sestav faxu 
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Tisk protokolu cinnosti faxu 



Protokol cinnosti faxu obsahuje chronologicky usporadany seznam poslednich 40 prijatych, 
odeslanych a odstranenych faxu spolu s informacemi o chybach, k nimz pri zpracovani 
techto faxu doslo. Protokol cinnosti faxu obsahuje nasledujici informace: 

• vsechny faxy ph'jate zarizenim, 

• vsechny faxy odeslane pomoci ovladaciho panelu, 

• vsechny faxy odeslane pomoci softwaru Nastrojovy panel a ovladace faxoveho softwaru, 

• vsechny faxy odeslane pomoci programu HP Workplace (pouze u pocitacu 
kompatibilnich s operacnim systemem Macintosh a pripojenych primo k zarizeni). 

Postup pfi tisku protokolu cinnosti faxu 

Chcete-li vytisknout protokol cinnosti faxu, postupujte nasledujicim zpusobem: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku PROTOK.CINN.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku VYTISK. PROTOKOL. Zarizeni ukonci 
rezim nastaveni v nabidce a vytiskne protokol. 

Postup pfi nastaveni automatickeho tisku protokolu cinnosti 
faxu 

Muzete rozhodnout, zda ma byt protokol faxu automaticky vytisten vzdy po odeslani nebo 
prijeti 40 faxu. Od vyrobce je ve vychozim nastaveni nakonfigurovana moznost ZAPNUTO. 
Chcete-li nastavit automaticky tisk protokolu cinnosti faxu, postupujte nasledujicim 
zpusobem: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku PROTOK.CINN.FAXU a stisknete tlacitko 

nabidka/vlozit. 

4. Jednim stisknutim tlacitka > zvolte polozku AUTOTISK PROTOK. a potom stisknete 
tlacitko nabidka/vlozit. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO a vyber potvrd'te stisknutim tlacitka 

nabidka/vlozit. 
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Tisk sestavy faxovych volani 



Sestava faxovych volani je kratka sestava udavajici stav posledniho odeslaneho nebo 
prijateho faxu. 

Postup pfi tisku sestavy faxovych volani 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENf a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku HLAS. FAX.VOLANI a stisknete tlacitko 

nabidka/vlozit. 

4. Stisknutim tlacitka nabidka/vlozit zvolte polozku VYTISK. PROTOKOL. Zarizeni ukonci 
rezim nastaveni v nabidce a vytiskne sestavu. 

Poznamka Chcete-li nastavit automaticky tisk sestavy faxovych volani, postupujte podle pokynu v casti 

Nastaveni podminek tisku sestavy faxovych volani . 
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Nastaveni podminek tisku sestavy faxovych volani 



Zarizeni Ize nastavit na tisk sestavy faxovych volani v nasledujicich situacich: 

• pri kazde chybe faxu (vychozi nastaveni od vyrobce), 

• v pripade chyby pri odeslani faxu, 

• v pripade chyby pri prijmu faxu, 

• u kazdeho faxu, 

• pouze pri odeslani faxu, 

• nikdy. 

Poznamka Pokud zvolite polozku NIKDY, nezjistite, ze prenos faxu byl neuspesny, dokud nevytisknete 

protokol cinnosti faxu. 



Nastaveni podminek sestavy faxovych volani 

Chcete-li urcit podminky tisku sestavy faxovych volani, postupujte podle nasledujicich 
pokynu: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku HLAS. FAX.VOLANI a stisknete tlacitko 

nabidka/vlozit. 

4. Jednim stisknutim tlacitka > zvolte polozku TISKNOUT PROTOK. a potom stisknete 
tlacitko nabidka/vlozit. 

5. Pomoci tlacitek < nebo > zvolte pozadovanou moznost podminek pro tisk sestav 
faxovych volani. 

6. Stisknutim tlacitka nabidka/vlozit vyber ulozte. 

K dispozici jsou nasledujici moznosti podminek tisku: 

• Every error: Zarizeni vytiskne sestavu pri kazde chybe. 

• Send error: Zarizeni vytiskne sestavu v pripade, ze dojde k chybe pri odesilani faxu. 

• Receive error: Zarizeni vytiskne sestavu, pokud dojde k chybe pri prijmu faxu. 

• Every fax: Zarizeni vytiskne sestavu, jestlize fax neni odeslan nebo prijat. 

• Send fax only: Zarizeni vytiskne sestavu v pripade, ze fax neni odeslan. 

• NIKDY: Zarizeni sestavu netiskne vubec. 
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Zahrnuti prvni stranky jednotlivych faxu do sestavy faxovych volani 



Pokud je tato moznost zapnuta a obraz stranky je stale ulozen v pameti zarizeni, bude 
sestava faxovych volani zahrnovat miniaturu (50% zmenseni) prvni stranky naposledy 
odeslaneho nebo ph'jateho faxu. Od vyrobce je ve vychozim nastaveni nakonfigurovana u 
teto moznosti hodnota ZAPNUTO. 

Postup pfi zahrnuti prvm stranky jednotlivych faxu do sestavy 
faxovych volani 

Chcete-li do sestav faxovych volani zahrnout prvni stranku jednotlivych faxu, postupujte 
podle nasledujicich pokynu: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku HLAS. FAX.VOLANI a stisknete tlacitko 

nabidka/vlozit. 

4. Pomoci tlacitka < nebo > zvolte polozku VCETNE 1. STR. a stisknete tlacitko nabidka/ 

VLOZIT. 

5. Pomoci tlacitka < nebo > zvolte polozku ZAPNUTO nebo VYPNUTO a vyber potvrd'te 
stisknutim tlacitka nabidka/vlozit. 
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Tisk sestavy telefonmho seznamu 



V sestave telefonmho seznamu jsou uvedena cisla faxu prirazena k rychlym tlacitkum a k 
volbam rychleho a skupinoveho vytaceni. 

Postup pfi tisku sestavy telefonmho seznamu 

Chcete-li vytisknout sestavu rychlych tlacitek a voleb rychleho a skupinoveho vytaceni, 
postupujte podle nasledujicich pokynu: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku HLASENI SEZNAMU a stisknete tlacitko 
nabidka/vlozit. Zarizeni ukonci rezim nastaveni v nabidce a vytiskne sestavu. 
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Tisk sestavy uctovacich kodu 



Sestava uctovacich kodu je tisteny seznam vsech uctovacich kodu faxu, ve kterem je 
uveden celkovy pocetfaxu uctovanych u jednotlivych kodu. 



Poznamka Po vytisteni teto sestavy dojde k odstraneni informaci o iictovani. 



Postup pfi tisku sestavy uctovacich kodu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENf a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku HLASENI O UCTOV. a stisknete tlacitko 
nabidka/vlozit. Zarizeni ukonci rezim nastaveni v nabidce a vytiskne sestavu. 
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Tisk seznamu blokovanych faxu 



Tento postup pouzijte v pripade, ze chcete vytisknout seznam cisel blokovanych faxu. 
Informace o cislech blokovanych faxu ziskate v casti Blokovani a odblokovani cisel faxu . 

Postup pri tisku seznamu blokovanych faxu 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENf a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku SEZN.BLOKOV.FAXU a stisknete tlacitko 
nabidka/vlozit. Zarizeni ukonci rezim nastaveni v nabidce a vytiskne seznam. 
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Tisk vsech sestav faxu 



Tento postup pouzijte, jestlize chcete najednou vytisknout vsechny nasledujici sestavy: 

• protokol cinnosti faxu, 

• sestava rychlych tlacitek a voleb pro rychle a skupinove vytaceni, 

• sestava konfigurace, 

• seznam blokovanych faxu, 

• uctovaci sestava (pokud je tato moznost zapnuta). 

Postup pfi tisku vsech sestav faxu 

Chcete-li vytisknout vsechny sestavy faxu, postupujte nasledujicim zpusobem: 

1 . Stisknete tlacitko nabidka/vlozit. 

2. Pomoci tlacitka < nebo > zvolte polozku HLASENI a stisknete tlacitko nabidka/vlozit. 

3. Pomoci tlacitka < nebo > zvolte polozku VSE. FAX.HLASENI a stisknete tlacitko 
nabidka/vlozit. Zarizeni ukonci rezim nastaveni v nabidce a vytiskne sestavy. 
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Odstranovam problemu 



Jednotlive casti teto kapitoly vam pomohou pri feseni beznych problemu s faxovanim. 

• Je fax nastaven spravne? 

• Obecne problemy s faxovanim 

• Problemy s pnjmem faxu 

• Problemy s odesilanim faxu 

• Problemy pri manipulaci s medii 

• Zobrazeni elektronicke prirucky uzivatele 
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Je fax nastaven spravne? 



Nasledujici seznam vam pomuze definovat priciny problemu s faxovanim, se kterymi se 
muzete setkavat. 

• Pouzfvate faxovy kabel dodany k zafizeni? Toto zarizeni bylo testovano s dodanym 
faxovym kabelem, ktery odpovida technickym parametrium zarizeni. Pokud nepouzivate 
dodany faxovy kabel, propojte zarizeni znovu pomoci spravneho kabelu. 

• Je faxovy kabel nainstalovan ve spravnem portu zarizeni? Mel by byt zasunut do 
"linkoveho" portu (port je oznacen -H (HP LaserJet 3015 all-in-one nebo HP LaserJet 
3030 all-in-one) nebo pismenem "L" (HP LaserJet 3380 all-in-one)). Dalsi informace 
naleznete v casti Pripojeni zarizeni k telefonni lince . 

• Je faxovy kabel spravne zasunut do portu na zarizeni? Odpojte faxovy kabel a znovu 
je zapojte do prislusneho portu a zajistete tak, aby byl do portu spravne zasunut. 

• Je telefonni zasuvka funkcni? Pripojte k telefonni zasuvce ve zdi telefon a zkontrolujte, 
zda se ozyva oznamovaci ton. Slysite oznamovaci ton a dari se vam navazat telefonni 
spojeni? 



Jaky typ telefonni linky pouzfvate? 

• Vyhrazena linka: Telefonni cislo vyhrazene pouze pro prijem a odesilani faxu. Faxovy 
kabel by mil byt pripojen k "linkovemu" portu zarizeni (port oznaceny ikonou "HI (HP 
LaserJet 3015 all-in-one nebo HP LaserJet 3030 all-in-one) nebo pismenem "L" (HP 
LaserJet 3380 all-in-one)). 

• Sdilena telefonni linka: System, ve kterem jsou telefonni hovory i faxy prijimany a 
odesilany pomoci jedineho telefonniho cisla a telefonni linky. Jednoducha standardni 
telefonni linka nemuze provadet vice funkci soucasne. Pokud pro telefonni hovory i 
faxove ulohy pouzfvate stejnou linku, nelze odesilat faxy v prubehu telefonniho hovoru 
ani v prubehu pripojeni k Internetu. 

• Pobockova ustfedna: Telefonni system pouzivany v podnikovem prostredi. Standardni 
domaci telefony a zarizeni HP LaserJet all-in-one pouzivaji analogovy telefonni signal. 
Nektere pobockove ustredny jsou digitalni a nemusi byt kompatibilni se standardnimi 
telefony a zarizenimi, jako napriklad multifunkcni zarizeni HP LaserJet all-in-one. 

• Pfedavaci linky: Telefonni system, u ktereho je volani z obsazene linky predano 
nejblizsi volne lince. Zkuste zarizeni pripojit k prvni z prichozich telefonnich linek. Po 
nastavenem poctu zazvoneni zarizeni odpovi na volani. (Viz cast Zmena nastaveni 
poctu zazvoneni .) 

• Sluzba charakteristickeho vyzvaneni: Telekomunikacni spolecnost muze jedine fyzicke 
lince priradit dve telefonni cisla a kazdemu z nich pridelit jiny typ vyzvaneni. 
Zkontrolujte, zda je zarizeni nastaveno tak, aby reagovalo na spravny typ 
charakteristickeho vyzvaneni, ktery faxovemu cislu pridelil zprostredkovatel telefonnich 
sluzeb. (Viz cast Zmena reakce na zpusoby vyzvaneni .) V nekterych zemich ci 
regionech neni tato sluzba k dispozici. Pred zmenou nastaveni je vhodne zjistit, zda 
telekomunikacni spolecnost tuto sluzbu poskytuje. 
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Pouzivate rozdelovac telefonni linky? 

Rozdelovac telefonni linky je zarizeni pouzivane k rozdeleni jedne zasuvky na dve ci vice 
pripojek telefonni linky. V nekterych pripadech muze dochazet k nedorozumeni v dusledku 
existence dvou ruznych typu rozdelovacu. Paralelni rozdelovace (nazyvane take 
rozdelovace typu T) rozdeluji jednu linku na dve rovnocenne zasuvky a umoznuji pripojit ke 
stejne lince dve zarizeni. 

Dvoulinkove rozdelovace poskytuji dve samostatne telefonni pripojky se dvema ruznymi 
telefonnimi cisly s vyuzitim jedine zasuvky (dve telefonni linky pripojene k jedine zasuvce ve 
zdi). Je-li faxova a hlasova linka vyvedena do stejne zasuvky ve zdi, je nutne pouzit 
dvoulinkovy rozdelovac. Dalsi informace naleznete v casti Pripojeni zarizeni k zasuvce se 
dvema telefonnimi linkami . 

S timto zarizenim nejsou kompatibilni vsechny rozdelovace linek. Pouzivani rozdelovacu 
linek navic neni podporovano ve vsech zemich a regionech. 

Spolecnost Hewlett-Packard nedoporucuje pro pripojeni zarizeni pouzivat paralelni 
rozdelovace (rozdelovace typu T), protoze tyto rozdelovace mohou snizovat kvalitu 
telefonniho signalu. Chcete-li spolecne s multifunkcnim zarizenim HP pripojit k telefonni 
lince dalsi zarizeni, pripojte ho k "telefonnimu" portu multifunkcniho zarizeni (tento port je 
oznacen ikonou telefonu). Dalsi informace naleznete v casti Pripojeni dalsich zarizeni . 



Pouzivate zarizeni pro prepet'ovou ochranu? 

Jedna se o zarizeni zapojovane mezi zasuvku ve zdi a zarizeni, ktere slouzi k ochrane 
zarizeni pred elektrickymi vyboji, ktere mohou proniknout do telefonnich linek. Dusledkem 
mohou byt problemy s faxovou komunikaci zpusobene snizenim kvality telefonniho signalu. 
Pokud mate problemy s odesilanim nebo prijimem faxu a pouzivate nektere z techto 
zarizeni, pripojte zarizeni primo k telefonni zasuvce ve zdi a zjistete, zda problem 
nezpusobuje zarizeni pro prepet'ovou ochranu. 

Pouzivate sluzbu hlasove posty poskytovanou telekomunikacnf 
spolecnostf? 

Jedna se o sluzbu hlasovych zprav, ktera nahrazuje telefonni zaznamniky. Je-li nastaveni 
poctu zazvoneni sluzby zprav nizsi nez nastaveni poctu zazvoneni v zarizeni, odpovi na 
hovor vzdy sluzba hlasovych zprav a zarizeni nebude moci phjimat faxy. Jestlize je pocet 
zazvoneni u zarizeni nastaven na nizsi hodnotu nez u sluzby hlasovych zprav, bude na 
vsechna volani odpovidat zarizeni a na sluzbu hlasovych zprav nebude presmerovano 
zadne volani. V kombinaci s timto zarizenim Ize uspesne pouzivat jedine reseni pro prijem 
hlasovych vzkazu - klasicky samostatny telefonni zaznamnik. 

Pouzivate telefonni zaznamnik? 

Telefonni zaznamnik by mel byt pripojen primo k portu, ktery je oznacen ikonou telefonu. 
Take muze se zarizenim sdilet stejnou telefonni linku. 

Pocet zazvoneni u zarizeni nastavte alespoh o jedno zazvoneni vyssi nez pocet, na ktery je 
nastaven telefonni zaznamnik. Dalsi informace naleznete v casti Zmena nastaveni poctu 
zazvoneni . 

Je-li telefonni zaznamnik pripojen ke stejne telefonni lince, ale do jine zasuvky (napriklad v 
jine mistnosti), muze narusovat schopnost zarizeni prijimat faxy. 
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Obecne problemy s faxovanim 

Pri reseni problemu s faxovanim vam pomohou tabulky v teto casti. 



Problem 


Pricina 


Reseni 


V prubehu faxovani se zastavi 
podavani dokumentu. 


Maximalni delka stranky, 
kterou Ize zavest, je 381 mm. 
Faxovani delsich stranek se 
zastavi na 381 mm (15 palcu). 


Pokud nedoslo k uviznuti 
papiru a neuplynula jeste 
minuta, chvili pockejte a teprve 
pak stisknete tlacitko zrusit. 
Pokud doslo k uviznuti papiru 
v zafizeni, ziskate dalsi 
informace o vytahovani 
uviznuteho papiru a dalsi 
informace o reseni problemu a 
tipy k udrzbe v elektronicke 
pfirucce uzivatele. Po 
odstraneni problemu ulohu 
spust'te znovu. 


Pokud je dokument prilis maly, 
muze v automatickem 
podavaci dokumentu (ADF) 
uviznout. 

(Zafizeni HP LaserJet 3015 
all-in-one) Minimalni velikost 
stranky pro automaticky 
podavac dokumentu (ADF) je 
74 ( 105 mm. 

(Zarizeni HP LaserJet 3030 
all-in-one a HP LaserJet 3380 
all-in-one) Minimalni velikost 
stranky pro automaticky 
podavac dokumentu (ADF) je 
127 x 127 mm. 


Pokud doslo k uviznuti papiru 
v zafizeni, ziskate dalsi 
informace o vytahovani 
uviznuteho papiru a dalsi 
informace o reseni problemu a 
tipy k udrzbe v elektronicke 
pfirucce uzivatele. 


Protokoly cinnosti faxu nebo 
sestavy volani se netisknou 
ve spravnou dobu. 


Nastaveni protokolu cinnosti 
faxu nebo sestav faxovych 
volani nejsou spravna. 


Vytisknete sestavu konfigurace 
a zkontrolujte, kdy se sestavy 
tisknou. Kroky nutne k tisku 
sestavy konfigurace jsou 
uvedeny v elektronicke 
pfirucce uzivatele. Pokyny k 
nastaveni podminek pro tisk 
protokolu a sestavy jsou 
uvedeny v casti Postup pfi 
nastaveni automatickeho tisku 
protokolu cinnosti faxu nebo 
Nastaveni podminek tisku 
sestavv faxovvch volani. 


Hlasitost zvuku vydavanych 
zafizenim je prilis vysoka 
nebo prilis nizka. 


Je tfeba zmenit nastaveni 
hlasitosti. 


Viz cast Zmena nastaveni 
hlasitosti. 
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Problemy s pffjmem faxu 



Informace uvedene v teto casti v nasledujici tabulce vam mohou pomoci pri reseni 
problemu, ke kterym muze dochazet pri pfijmu faxu. 



Problem 


Pficina 


Reseni 


Zafizeni nemiize pfijimat faxy ze 
spolecnych telefonnich linek. 


Pravdenodohne ie noiizivani 
spolecnych telefonnich linek zakazano 
v nastaveni. 


Pokvnv ke 7mpnp tohotn nastaveni 
naleznete v casti Nastaveni 
spolecnych telefonnich linek pro pfijem 
faxu. 


Faxovy kabel pravdepodobne neni 
spravne pfipojen. 


Zkontrolujte, zda je mezi telefonni 
zasuvkou a zafizenim (nebo jinym 
nffstroiem nrinoienvm k 7an7Pnh 
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spravne zapojen faxovy kabel. 
Stisknete postupne cislice 1,2 a 3 
(pouze v rezimu tonove volby), 
pockejte 3 sekundy a potom zaveste. 


Pravdepodobne neni pro zafizeni 
spravne nastaven rezim vytaceni nebo 
neni spolecna linka spravne nastavena. 


Zkontrolujte, zda je pro zafizeni 
nastaven rezim vytaceni T6NOVy. Viz 
cast Vyber rezimu tonove nebo pulzni 
volbv. Zkontrolujte, zda je rezim tonove 
volby nastaven take pro spolecnou 
linku. 


Telefon nebo telefonni zaznamnik 
pfipojeny k lince nepfijima telefonni 
hovory. 


Faxovy kabel pravdepodobne neni 
spravne pfipojen. 


Informace o kontrole pfipojeni ziskate 
v casti Pfipojeni zafizeni k telefonni 
lince. Zafizeni musi byt prvnim 
zanzenim pnpojenym k leieiunni nnce. 


Pravdepodobne neni spravne 
nastaven rezim odpovidani (pocet 
zazvoneni). 


Informace o konfiguraci pozadovaneho 
nastaveni ziskate v casti Nastaveni 
rezimu odpovidani nebo Zmena 
nastaveni pofitu zazvoneni. Pocet 
zazvoneni musi byt nastaven na vyssi 
hodnotu nez u telefon niho zaznamniku. 


Pravdepodobne nefunguje zaznamnik 
nebo telefon. 


Pfipojte telefon nebo telefonni 
zaznamnik pfimo do telefonni zasuvky 
a zkontrolujte, zda takto funguje. 
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Problem 


Pficina 


Reseni 


Zafizeni nepfijima prichozi faxova 
volani. 


Rezim odpovidani je pravdepodobne 
nastaven na moznost RUCNI. 


Jestlize je rezim odpovidani nastaven 
na moznost RUCNI, nebude zafizeni 
volani pfijimat. Pfijem faxu je nutne 
spustit rucne. Dalsi informace 
naleznete v casti Nastaveni rezimu 
odpovidani. 


Pocet zazvoneni je pravdepodobne 
nespravne nastaven. 


Zkontrolujte nastaveni poctu 
zazvoneni v konfiguraci. Informace o 
urceni pozadovaneho nastaveni 
ziskate v casti Zmena nastaveni poctu 
zazvoneni. 


Funkce rozlisovani zpusobu vyzvaneni 
je zapnuta, ale neziskali jste opravneni 
vyuzivat pfislusnou sluzbu, nebo 
muzete uvedenou sluzbu vyuzivat, ale 
funkce neni nastavena spravne. 


Zkontrolujte, zda je funkce rozlisovani 
zpusobu vyzvaneni nastavena 
spravne. Viz cast Zmena reakce na 
zpusobv vyzvaneni. 


Faxovy kabel pravdepodobne neni 
spravne pfipojen nebo nefunguje. 


Informace o kontrole pfipojen i ziskate 
v casti Pfipojeni zafizeni k telefonni 
lince. Zkontrolujte, zda pouzivate 
telefonni kabel dodavany se zafizenim. 


Zafizeni pravdepodobne nemuze 
prichozi faxove signaly zjistit, protoze 
zaznamnik pfehrava hlasovou zpravu. 


Zaznamenejte uvodni zpravu 
telefonniho zaznamniku znovu, ale na 
zacatku zpravy ponechejte nejmene 
dvousekundovou pauzu. 


K telefonni lince je pravdepodobne 
pfipojeno pfilis mnoho zafizeni. 


K lince by nemela byt pfipojena vice 
nez tfi zafizeni. Zkuste odpojit 
naposledy pfipojene zafizeni a zjistete, 
zda zafizeni funguje. Jestlize 
nefunguje, odpojujte postupne dalsi 
zafizeni a vzdy znovu ovefte funkcnost. 


Pravdepodobne nefunguje telefonni 
linka. 


Proved'te nektery z techto kroku: 

• Zvyste hlasitost na zafizeni a na 
ovladacim panelu stisknete 
tlacitko faxovat/odeslat. Pokud 
uslysite oznamovaci ton, je 
telefonni linka funkcni. 

• Odpojte zafizeni od telefonni 
zasuvky a pfipojte telefon. 
Vytocenim libovolneho telefonniho 
cisla zkontrolujte, zda je telefonni 
linka funkcni. 
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Problem 


Pffcina 


Reseni 


Zarizenf nepfijfma prichozi faxova 
volani (pokracovam). 


Pfi pfijmu volani pravdepodobne 
dochazi k interference zafizeni se 
sluzbou hlasovych zprav. 


Proved'te nektery z techto kroku: 

• Deaktivujte sluzbu hlasovych 
zprav. 

• Ziskejte telefonni linku, ktera bude 
urcena pouze faxovemu volani. 

• Nastavte rezim odpovidani 
zafizeni na moznost RUCNI. V 
rucnim rezimu je nutne spustit 
pfijem faxu rucne. Dalsi informace 
naleznete v casti Nastaveni 
rezimu odpovidani. 

• Zachovejte nastaveni zafizeni na 
automaticky rezim a snizte pocet 
zazvoneni pro zafizeni na nizsi 
hodnotu nez pocet zazvoneni 
hlasove posty (viz Zmena 
nastaveni poctu zazvoneni). 
Zafizeni bude pfijimat vsechna 
pfichozi volani. 


V zafizeni pravdepodobne chybi papir 
a pamet' je zaplnena. 


Znovu naplnte vstupni zasobnik medii. 
Stisknete tlacitko nabIdka/vlozit 
(zafizeni HP LaserJet 3015 all-in-one 
nebo HP LaserJet 3030 all-in-one). 
Zafizeni vytiskne vsechny faxy, ktere 
byly ulozeny v pameti, a potom obnovi 
pfijem faxovych volani. 


OdesNanf a pfijem faxu je velmi 
pomale. 


Pravdepodobne odesilate nebo 
pfijimate fax, ktery je velmi narocny na 
zpracovani (napfiklad fax s mnoha 
grafickymi objekty). 


Odeslani nebo pfijem faxu narocnych 
na zpracovani trva delsi dobu. Rychlost 
pfenosu muzete zvysit rozdelenim 
delsich faxu do vice uloh a snizenim 
hodnot rozliseni. 


Pfijimajici faxove zafizeni ma 
pravdepodobne pomaly modem. 


Zafizeni muze fax odesilat pouze 
nejvyssi rychlosti modemu 
pfijimajiciho faxoveho pfistroje. 


Rozliseni odeslaneho nebo 
pfijimaneho faxu je velmi vysoke. 
Vyssi rozliseni obvykle zvysuje kvalitu, 
ale vyzaduje delsi dobu pfenosu. 


Pokud fax pfijimate, zavolejte 
odesilateli a pozadejte ho o snizeni 
rozliseni a opetovne zaslani 
pfislusneho faxu. Jestlize fax odesilate 
sami, nastavte nizsi rozliseni a 
odeslete jej znovu. Chcete-li zmenit 
vychozi nastaveni, postupujte podle 
pokvnu uvedenvch v casti Zmena 
nastaveni vychoziho kontrastu. 


Pokud je telefonni spojeni nekvalitni, 
zpomali zafizeni a pfijimajici faxovy 
pfistroj pfenos za ucelem snizeni 
poctu chyb. 


Zaveste a odeslete fax znovu. Obrat'te 
se na telefonni spolecnost a pozadejte 
jeji pracovniky o kontrolu telefonni 
linky. 


Rychlost pfenosu mezinarodnich 
volani je pomalejsi. 


Zadne feseni neni k dispozici. Pfi 
mezinarodnim pfenosu faxu je nutne 
pocitat s delsim trvanim. 
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Problem 


Pffcina 


Reseni 


Faxy nelze v zafizeni vytisknout nebo 
se tisknou nespravne. 


Vstupni zasobnik medii je prazdny. 


Vlozte media. Faxy prijate v dobe, kdy 
je vstupni zasobnik prazdny, jsou 
ulozeny do pameti a vytisteny po 
doplneni zasobniku. 




Pravdepodobne je vybrana moznost 
pro pfijem faxu v pocitaci a faxy 
pfijima pocitac. 


Nasledujicim zpusobem muzete ovefit, 
zda jsou faxy v pocitaci pfijimany: 

Klepnete na tlacitko Start, na pfikaz 
Programy, pfikaz Hewlett-Packard, 
polozku HP LaserJet 3015, HP 
LaserJet 3030 nebo HP LaserJet 
3380 a potom klepnete na polozku 
Nastrojovy panel HP. 

Klepnete na kartu Fax a potom na 
kartu Pfijem. 

Zruste zaskrtnuti policka pro Pfijem v 
pocitaci a klepnete na tlacitko OK. 


Faxy se netisknou na jednu stranku, 
ale na dve. 


Pravdepodobne neni spravne 
nastavena moznost automatickeho 
zmenseni. 


Chcete-li zmensovat velikost faxu tak, 
aby se vesly na jednu stranku, meli 
byste zapnout automaticke 
zmensovani. Pokud je uvedene 
nastaveni vypnuto, mohou se faxy 
tisknout na vice stranek. Informace o 
uprave nastaveni ziskate v casti 
Zmena nastaveni automatickeho 
zmenseni u pfichozich faxu. 


Prijate faxy jsou pfilis svetle nebo se 
tiskne jen polovina stranky. 


V zah'zeni neni dostatek toneru pro 
tisk faxu. 


V zafizeni se ulozi naposledy vytistene 
faxy. (Velikost pameti, ktera je k 
dispozici, urcuje skutecny pocet faxu 
ulozenych pro opakovany tisk.) Co 
nejdfive vymehte tiskovou kazetu a 
postupujte podle pokynu uvedenych v 
casti Opakovanv tisk faxu. 




Odeslany fax byl prflis svetly. 


Obrat'te se na odesilatele a pozadejte 
jej o zmenu nastaveni a opakovane 
odeslani faxu. 




Je zapnut usporny rezim nebo je 
rozliseni nastaveno na prflis nizkou 
hodnotu. 


Pokud je zapnut usporny rezim, 
vypnete jej. Informace o zmene 
nastaveni usporneho rezimu ziskate v 
elektronicke pfirucce uzivatele na 
disku CD-ROM pro dane zafizeni. 

Jestlize je rozliseni nastaveno na 
nizkou hodnotu, zvyste ji. Nastaveni 
muzete napfiklad zmenit z hodnoty 
STANDARDNI na hodnotu JEMNE. 

Viz cast Zmena nastaveni vvchoziho 
rozliseni. 
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Problemy s odesNanim faxu 



Informace uvedene v nasledujici tabulce umoznuji vyresit problemy, ke kterym muze 
dochazet pfi odesilani faxu. 



Problem 


Pficina 


Reseni 


Dochazi k pferuseni odesilani 
faxu. 


Pfijimajici faxove zafizeni 
pravdepodobne nefunguje 
spravne. 


Odeslete fax na jine faxove 
zafizeni. 


Pravdepodobne nefunguje 
telefonni linka. 


Proved'te nektery z techto 
kroku: 

• Zvyste hlasitost na 
zafizeni a na ovladacim 
panelu stisknete tlacitko 
faxovat/odeslat. Pokud 
uslysite oznamovaci ton, 
je telefonni linka funkcni. 

• Odpojte zafizeni od 
telefonni zasuvky a potom 
do ni pfipojte telefon. 
Vytocenim libovolneho 
telefonniho cisla 
zkontrolujte, zda je 
telefonni linka funkcni. 


Faxova uloha byla 
pravdepodobne pferusena 
chybou v komunikaci. 


Zmefite nastaveni 
opakovaneho vytaceni pfi 
chybe komunikace na moznost 
ZAPNUTO (viz cast Zmena 
moznosti opakovaneho 
wtaceni pfi chvbe 
komunikace). 
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Problem 


Pficina 


Reseni 


Zafizeni pfijima faxy, ale 
neodesfla je. 


Pokud je zafizeni pfipojeno k 
pobockove ustfedne, muze 
ustfedna generovat 
oznamovaci ton, ktery zafizeni 
nerozpozna. 


Deaktivujte nastaveni pro 
rozpoznavani oznamovaciho 
tonu. Viz cast Zmena detekce 
oznamovaciho tonu. 


Telefonni spojeni je 
pravdepodobne nekvalitni. 


Opakujte operaci pozdeji. 


Pfijimajici faxove zafizeni 
pravdepodobne nefunguje 
spravne. 


Odeslete fax na jine faxove 
zafizeni. 


Pravdepodobne nefunguje 
telefonni linka. 


Proved'te nektery z techto 
kroku: 

• Zvyste hlasitost na 
zafizeni a na ovladacim 
panelu stisknete tlacitko 
faxovat/odeslat. Pokud 
uslysite oznamovaci ton, 
je telefonni linka funkcni. 

• Odpojte zafizeni od 
telefonni zasuvky a 
pfipojte telefon. Vytocenim 
libovolneho telefonniho 
cisla zkontrolujte, zda je 
telefonni linka funkcni. 


Dochazi k opakovanemu 
vytaceni odchozich faxovych 
volani. 


Zafizeni automaticky opakuje 
vytaceni cisla faxu v pfipade, 
ze jsou moznosti opakovaneho 
vytaceni nastaveny na hodnotu 
ZAPNUTO. 


Chcete-li opakovane vytaceni 
zastavit v dobe, kdy zafizeni 
vytaci cislo, stisknete tlacitko 
zrusit. Informace o zruseni 
cekajicich faxovych uloh 
ziskate v casti Zruseni faxove 
ulohv. Chcete-li zmenit 
nastaveni opakovaneho 
vytaceni, postupujte podle 
pokynu uvedenych v casti 
Zmena nastaveni 
opakovaneho vytaceni. 
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Problem 


Pficina 


Reseni 


Odesflane faxy nejsou 
doruceny do pfijimajiciho 
faxoveho zaffzem. 


Pfijimajici faxove zafizeni je 
pravdepodobne vypnuto nebo 
nepracuje spravne z duvodu 
chyby (napfiklad chybi papir). 


Kontaktujte pfijemce a 
pfesvedcte se, zda je cilove 
faxove zafizeni zapnuto a 
pfipraveno na pfijem faxu. 


Pfedlohy pravdepodobne 
nebyly spravne vlozeny. 


Ovefte, zda byly pfedlohy 
spravne vlozeny do vstupniho 
zasobniku automatickeho 
podavace dokumentu (ADF) 
nebo na sklenenou desku 
skeneru (neni k dispozici u 
zafizeni HP LaserJet 3015 all- 
in-one). Viz cast Vkladani 
pfedloh pfi faxovani. 


Fax je pravdepodobne dosud 
ulozen v pameti, protoze ceka 
na nove vytoceni obsazene 
linky, pfedchozi ulohy cekaji na 
odeslani nebo je fax nastaven 
na odlozene odeslani. 


Je-li faxova uloha z nektereho 
z uvedenych duvodu ulozena v 
pameti, zobrazi se zaznam o 
teto uloze v protokolu faxu. 
Vytisknete protokol cinnosti 
faxu (viz cast Tisk protokolu 
cinnosti faxu) a ve sloupci Stav 
zkontrolujte ulohy s oznacenim 
Nevyfizeno. 


Nelze vytocit vsechny cislice 
dlouheho cisla faxu. 


Cislo faxu muze maximalne 
obsahovat 50 cislic nebo 
znaku. 


Vytocte cislo faxu rucne. Viz 
cast Pouziti rucniho vvtaceni. 


Odesflane faxy obsahuji na 
konci kazde stranky blok v 
odstinu sede. 


Pravdepodobne odesilate fax 
ze sklenene desky skeneru 
(pouze zafizeni HP LaserJet 
3030 all-in-one nebo HP 
LaserJet 3380 all-in-one) s 
nespravnym nastavenim 
velikosti sklenene desky. 


Zajistete spravne nastaveni. 
Dalsi informace naleznete v 
casti Zmena nastaveni vychozi 
velikosti sklenene podlozky. 


Na konci kazde stranky 
odesilanych faxu chybi 
informace. 


Pravdepodobne odesilate fax 
ze sklenene desky skeneru 
(pouze zafizeni HP LaserJet 
3030 all-in-one nebo HP 
LaserJet 3380 all-in-one) s 
nespravnym nastavenim 
velikosti sklenene desky. 


Zajistete spravne nastaveni. 
Dalsi informace naleznete v 
casti Zmena nastaveni vychozi 
velikosti sklenene podlozky. 
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Problemy pfi manipulaci s medii 



Informace uvedene v nasledujici tabulce umoznuji vyresit problemy s uviznutymi tiskovymi 
medii. 



UPOZORNENI Uviznuta media odstranujte pouze rucne. V pfipade odstranovani pomoci jinych objektu by 
mohlo dojit k poskozeni vnitfnich soucasti. 



Pffcina 


Reseni 


Doslo k uviznuti medii v draze papiru v 
zafizeni. 


(Zafizeni HP LaserJet 3015 all-in-one a HP 
LaserJet 3030 all-in-one) Zatlacte na packu pro 
uvolneni dvifek tiskove kazety a otevfete horni 
kryt. Uchopte uchyt tiskove kazety. Vyjmete 
tiskovou kazetu a odlozte ji stranou. 
(Nevystavujte ji svetlu dele, nez je nezbytne 
nutne. Ulozte tiskovou kazetu v paplrovem 
sacku nebo jinem neprusvitnem obalu az do 
doby, nez ji vlozite zpet do zafizeni.) Obema 
rukama uchopte bocni stranu media, ktera je 
nejvice vysunuta (vcetne stfedni casti) a opatrne 
medium vytahnete ze zafizeni. Jakmile uviznute 
medium uvolnite, vrat'te tiskovou kazetu zpet na 
sve misto a zavfete horni kryt. Po dokonceni 
bude pravdepodobne nutne zafizeni vypnout a 
znovu spustit. 

(Zafizeni HP LaserJet 3380 all-in-one) 

Otevfete dvifka tiskove kazety a vystupni dvifka 
pro pfimou drahu media. Otocte zelene tlakove 
packy na zadni strane zafizeni smerem dolu. 
Pokud Ize medium odstranit z pfedni casti 
zafizeni, aniz by bylo nutne vyjmout tiskovou 
kazetu, postupujte timto zpusobem. V opacnem 
pfipade odstrante tiskovou kazetu a uchopte 
bocni stranu media, ktera je nejvice vysunuta 
(vcetne stfedni casti) a opatrne medium 
vytahnete ze zafizeni. Vrat'te tiskovou kazetu 
zpet na sve misto a zavfete dvifka tiskove 
kazety a dvifka pro pfimou vystupni drahu 
media. Po dokonceni bude pravdepodobne 
nutne zafizeni vypnout a znovu spustit. 


Poznamka 

Zajistete, aby media odpovidala specifikacim 
medii spolecnosti HP. Dalsi informace ziskate v 
pruvodci HP LaserJet Printer Family Print Media 
Guide (Pruvodce tiskovymi medii pro tiskarny 
fady HP LaserJet) na nasledujicim webovem 
serveru: http://www.hp.com/support/ljpaperguide. 
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Pffcina 


Resem 


Doslo k uviznuti medii ve vstupnim zasobnfku 
automatickeho podavace dokumentu (ADF). 


(Zarizeni HP LaserJet 3015 all-in-one) Obema 
rukama zvednete dvifka ovladaciho panelu 
smerem k sobe. Odstrante uviznuta media. 
Pfesvedcte se, zda jste odstranili vsechny casti 
medii, a zavfete dvifka ovladaciho panelu. 

(Zarizeni HP LaserJet 3030 all-in-one a HP 
LaserJet 3380 all-in-one) Odstrahte vstupni 
zasobnik automatickeho podavace dokumentu 
(ADF) a otevfete kryt automatickeho podavace. 
Obema rukama zvedejte pomoci uchytu prvek 
pro vyjmuti uviznuteho papiru, dokud jej 
neuvolnite. Otocte jej a vytahnete ven. Odlozte 
jej stranou. Zvednete a podrzte zelenou packu a 
otacejte zachytnym mechanismem, dokud jej 
neotevfete. Opatrne odstrante list papiru, aniz 
byste jej roztrhli. Pokud citite odpor, pfejdete k 
dalsimu kroku. Otevfete viko sklenene desky 
skeneru a opatrne medium obema rukama 
uvolnete. Zavfete viko sklenene desky skeneru 
a zatlacte zelenou packu automatickeho 
podavace dokumentu (ADF) smerem dolu. 
Vrat'te prvek pro vyjmuti uviznuteho papiru na 
sve misto tak, ze zatlacite na oba uchyty, dokud 
prvek nezapadne do spravne pozice. Vlozte 
prvek pro vyjmuti uviznuteho papiru spravne. V 
opacnem pfipade muze opet dojit k uviznuti 
papiru. 


Tisk je zkoseny (deformovany), protoze vstupni 
zasobnik medii je pfeplneny. 


Odeberte ze vstupniho zasobniku cast medii. 


Tisk je zkoseny (deformovany), protoze vodici 
listy medii nejsou spravne nastaveny, jsou 
poskozeny nebo chybi. 


Ovefte, zda nejsou vodici listy nastaveny 
vzhledem k papiru pfilis tesne nebo volne. 
Zkontrolujte, zda nejsou listy poskozeny nebo 
zda nechybi, a v pfipade potfeby je nahrad'te. 


Tisk je zkoseny (deformovany), protoze 
hmotnost nebo povrchova uprava medii 
neodpovida specifikacim spolecnosti HP. 


Zajistete, aby media odpovidala specifikacim 
spolecnosti HP. Dalsi informace ziskate v 
pruvodci HP LaserJet Printer Family Print Media 
Guide (Pruvodce tiskovymi medii pro tiskarny 
fady HP LaserJet) na nasledujicim webovem 
serveru: http://www.hp.com/support/ljpaperguide. 


Stranky vytistene zafizenim jsou zkroucene 
nebo krabate z duvodu vysoke teploty behem 
tisku laserem. 


Zkrouceny papir se obvykle po vychladnuti 
vyrovna, jestlize je umisten na rovnem povrchu. 
Zajistete, aby media odpovidala specifikacim 
spolecnosti HP. Dalsi informace ziskate v 
pruvodci HP LaserJet Printer Family Print Media 
Guide (Pruvodce tiskovymi medii pro tiskarny 
fady HP LaserJet) na nasledujicim webovem 
serveru: http://www.hp.com/support/ljpaperguide. 


Stranky vytistene zafizenim jsou zkroucene 
nebo krabate v pfipade, ze pouzivate vystupni 
pfihradku. 


Otevfete vystupni dvifka pro pfimou drahu 
media v zadni casti tiskarny a pouzijte tuto 
drahu papiru. Zmente rezim fixacni jednotky na 
vychozi hodnotu nebo na jiny typ papiru. 
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Pffcina 


Reseni 


Stranky vytistene zafizenim jsou zkroucene 
nebo krabate, protoze media nejsou spravne 
skladovana. 


Pokud je to mozne, skladujte media v 
uzavfenych balicich pfi pokojove teplote. 


Stranky vytistene zafizenim jsou zkroucene 
nebo krabate, protoze media jsou ulozena ve 
vstupnim zasobniku jiz delsi dobu. 


Media v zasobniku prevratte nebo je otocte o 
180°. 
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Zobrazeni elektronicke pnrucky uzivatele 



Elektronicka prirucka uzivatele je ulozena v napovede k programu Nastrojovy panel a na 
disku CD-ROM se softwarem, ktery je dodavan se zarizenim HP LaserJet all-in-one. 

Zobrazeni elektronicke pnrucky uzivatele v softwaru pro 
zanzem 

Pokud jste nainstalovali software k zarizeni, muzete elektronickou prirucku uzivatele otevrit 
klepnutim na prikaz Prirucka uzivatele v nabidce softwaru Napoveda. 

Zobrazeni elektronicke prirucky uzivatele na disku CD-ROM 
pro zarizeni (operacni system Windows) 

Jestlize jste dosud software k zarizeni nenainstalovali, muzete elektronickou prirucku 
uzivatele zobrazit v pocitaci provedenim nasledujicich kroku: 

1 . Chcete-li zobrazit uvodni obrazovku, vlozte disk CD-ROM se softwarem k zarizeni do 
jednotky CD-ROM pocitace. 

• Pokud se uvodni obrazovka nezobrazi, klepnete na hlavnim panelu systemu 
Windows na tlacitko Start, klepnete na prikaz Spustit, zadejte prikaz z : \ setup 
(kde znak Z zastupuje pismeno jednotky CD-ROM) a klepnete na tlacitko OK. 

2. Na uvodni obrazovce klepnete na polozku Dokumentace. 

3. V seznamu Moznosti zobrazeni pnrucky uzivatele klepnete na polozku Format PDF 
nebo Format HTML a timto zpusobem otevrete elektronickou prirucku uzivatele. 



Poznamka Pokud je v pocitaci nainstalovan operacni system Windows 95, je nutne elektronickou 

prirucku uzivatele zobrazit ci vytisknout ve formatu napovedy HTML pomoci aplikace 
Internet Explorer 4.01 nebo vyssi. Chcete-li elektronickou prirucku uzivatele zobrazit nebo 
vytisknout ve formatu PDF, musi byt v pocitaci nainstalovana aplikace Adobe Acrobat 
Reader. 



Zobrazeni elektronicke pnrucky uzivatele na disku CD-ROM 
pro zanzem (operacni system Macintosh) 

Jestlize chcete elektronickou prirucku uzivatele na disku CD-ROM se softwarem zobrazit v 
operacnim systemu Macintosh, postupujte nasledujicim zpusobem. 

1. Do jednotky CD-ROM pocitace vlozte disk CD-ROM se softwarem k zarizeni. 

2. Na obrazovce systemu Macintosh poklepejte na ikonu jednotky CD-ROM. 

3. Klepnete na slozku Dokumentace. 

4. Poklepanim otevrete soubor pnrucky uzivatele. 



Poznamka Nektere verze operacniho systemu Macintosh budou pravdepodobne vyzadovat ke 

zobrazeni prirucky uzivatele ve formatu PDF aplikaci Adobe Acrobat Reader. 
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Glosaf 



ADF 



all-in-one (multifunkcni zarizeni) 



carka (,) 



kontrast 



vyhrazena linka 
charakteristicke vyzvaneni 



body na palec (dpi) 



DSL 



fax 



funkce faxu 



Automaticky podavac dokumentu. Slouzi k automatickemu podavani 
predloh do zarizeni za ucelem kopirovani, skenovani nebo faxovani. 



Jedna se o oznaceni zarizeni spolecnosti HP, ktera mohou vykonavat 
nekolik funkci (napriklad tisk, faxovani, kopirovani a skenovani). 

Carka ve vytacenem cisle faxu oznacuje, ze zarizeni vlozi v tomto bode 
vytaceni pauzu. 

Rozdil mezi tmavymi a svetlymi oblastmi obrazku. Cim je ciselna hodnota 
nizsi, tim vice se odstiny podobaji. Cim je hodnota vyssi, tim vice se 
odstiny odlisuji. 



Telefonni linka, ktera je vyhradne urcena pro hovory nebo faxova volani. 



Jedna se o sluzbu, kterou nabizi nektere telefonni spolecnosti v nekterych 
zemich a regionech a ktera umozhuje nastavit u jedine telefonni linky dve 
nebo tri telefonni cisla. Kazdemu telefonnimu cislu je prirazen jiny zpusob 
vyzvaneni a faxove zarizeni Ize nakonfigurovat na rozpoznani 
charakteristickeho vyzvaneni cisla faxu. 



Merna jednotka rozliseni pouzivana pro skenovani a tisk. Vice bodu na 
palec obvykle znamena vyssi rozliseni, lepe viditelne detaily obrazku a vetsi 
velikost souboru. 



Jedna se o technologii (Digital Subscriber Line), ktera umozhuje 
vysokorychlostni prime pripojeni k Internetu prostrednictvim telefonnich 
linek. 



Zkratka faksimile. Elektronicke kodovani tistene stranky a prenos 
elektronicke stranky pomoci telefonni linky. Software zarizeni umozhuje 
odeslat polozky elektronickym faxovym programum, ktere vyzaduji modem a 
faxovy software. 



Jedna se o ulohy souvisejici s faxovanim, ktere Ize provest pomoci 
ovladaciho panelu nebo softwaru ovlivhujiciho pouze aktualni ulohu. Mohou 
byt take provedeny pouze jednou pred navratem do stavu Pripraveno 
(napriklad vymazani pameti). Uvedene funkce najdete v samostatne casti 
nabidky na ovladacim panelu. 
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nastaveni faxu 



Moznosti souvisejici s faxem, ktere po nastaveni nebo zmene zachovavaji 
zvolenou hodnotu, dokud ji znovu nezmenite. Jako priklad Ize uvest pocet 
opakovani vytaceni obsazene linky, kteryje v zarizeni nastaven. Uvedene 
moznosti nastaveni najdete v samostatne casti nabidky na ovladacim 
panelu. 

panel nastroju aplikace HP Director 

Je k dispozici pouze u pocitacu s operacnim systemem Macintosh. Jedna 
se o obrazovku softwaru, pomoci ktere Ize zpracovavat dokumenty. Jakmile 
je dokument vlozen do automatickeho podavace dokumentu (ADF) a 
pocitac je primo pripojen k zarizeni, zobrazi se na obrazovce pocitace 
aplikace HP Director umozhujici zahajeni faxovani, kopirovani nebo 
skenovani. 

ISDN 

ISDN (Integrated Services Digital Network) predstavuje sadu mezinarodne 
zavedenych standardu pro digitalni komunikaci typu end-to-end v ramci 
verejne telefonni site. 

pobockova ustredna (PBX) 

Jedna se o system prepinani telefonnich linek maleho rozsahu vyuzivany 
velkymi podniky nebo institucemi, ktery slouzi ke spojeni vsech telefonnich 
linek v ramci organizace. Pobockova ustredna take spojuje verejne 
prepojovane telefonni site (PSTN), a to rucne nebo vytacenim v zavislosti 
na zpusobu nastaveni prichozich ci odchozich volani v linkach. Obvykle 
takove zarizeni neni pronajato telefonni spolecnosti, ale spise je vlastni 
zakaznik. 

verejne prepojovana telefonni sit' (PSTN) 

Celosvetova telefonni sit' nebo cast teto site. Uzivatelum jsou prirazena 
jedinecna telefonni cisla, ktera jim umozhuji spojeni s verejne prepojovanou 
telefonni siti prostrednictvim spolecnosti pro mistni telefonickou komunikaci. 
Uvedene souslovi se vztahuje na doprovodne datove nebo jine nez 
telefonni sluzby, puvodne provozovane prostrednictvim standardnich 
telefonnich signalu a obvyklym zpusobem prepojovanych mezimestskych 
telefonnich obvodu. 

rozliseni 

Ostrost obrazku merena v bodech na palec (dpi). Cim vyssi je hodnota dpi, 
tim vyssi je rozliseni. 

sdilena linka 

Telefonni linka, ktera je urcena pro hovory ifaxova volani. 

Nastrojovy panel 

Nastrojovy panel je webova stranka, ktera se otevre ve webovem prohlizeci 
a umozhuje pristup k nastrojum pro spravu zarizeni a odstrahovani 
problemu, integrovanemu webovemu serveru a dokumentaci souvisejici se 
zarizenim. 
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A 

ADF (automaticky podavac dokumentu) 
definice 99 
instalace 9 

uviznuti, odstranovani problemu 95 

velikost stranky, maximalni 86 

velikost stranky, minimalni 86 

vkladani predloh 24 
automaticky podavac dokumentu(ADF) 

velikost stranky, maximalni 86 
automaticky podavac dokumentu (ADF) 

definice 99 

instalace 9 

uviznuti, odstranovani problemu 95 
velikost stranky, minimalni 86 
vkladani predloh 24 

B 

blokovani faxu 47 

body na palec (dpi), definice 99 

C 

cas, nastaveni 21 
D 

dalsi zarizeni 

odstranovani problemu 85 
pripojeni 15 

datum, nastaveni 21 

disk CD-ROM, prirucka uzivatele 97 

dokumentace, prirucka uzivatele 97 

DSL, definice 99 

dvoulinkove rozdelovace, pripojeni 
HP LaserJet 3015 all-in-one 1 1 
HP LaserJet 3030 all-in-one 1 1 
HP LaserJet 3380 all-in-one 12 
odstranovani problemu 85 

E 

elektronicka prirucka uzivatele 97 
elektronicke faxy 

odesilani 32 

prijem 41 

F 

fax, definice 99 
faxovani na zadost 67 



G 

glosar 99 
H 

hlasitost zvoneni, nastaveni 48 
hlasova a faxova linka. l//zsdilena linka 
hlasova posta 

odstranovani problemu 85 

pripojeni 15 
hlavicka 

nastaveni 22 

razitkovani phjatych faxu 69 
hlavicka faxu 
nastaveni 22 

razitkovani phjatych faxu 69 
hodiny, nastaveni 21 
HP LaserJet 3015 all-in-one 

dalsi zarizeni, pripojeni 16 

pripojeni k telefonni lince 10 

pripojeni k vyhrazene lince nebo k rozdelovaci linky 
11 

HP LaserJet 3030 all-in-one 
dalsi zarizeni, pripojeni 16 
pripojeni k telefonni lince 10 
pripojeni k vyhrazene lince nebo k rozdelovaci linky 
11 

HP LaserJet 3380 all-in-one 
dalsi zarizeni, pripojeni 18 
pripojeni k vyhrazene lince nebo k rozdelovaci linky 
12 



identifikatory volajicich 
informace 15 

pripojeni k zarizeni HP LaserJet 3015 all-in-one 
16, 17 

pripojeni k zarizeni HP LaserJet 3030 all-in-one 
16, 17 

pripojeni k zarizeni HP LaserJet 3380 all-in-one 
19 

instalace 9 

interpunkce, zadani z ovladaciho panelu 21 
interpunkce, zadavani z ovladaciho panelu 57 
ISDN, definice 100 

K 

kazeta, instalace 9 
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kontrast 

definice 99 

odstranovani problemu 90 
vychozi nastaveni 34 

L 

legal (format papiru), nastaveni 46 
letter (format papiru), nastaveni 46 

M 

media 

nastaveni automatickeho zmenseni 46 
media 

uviznuti, odstranovani problemu 94 
mezery, zadani z ovladaciho panelu 21 
mezery, zadavani z ovladaciho panelu 57 
mezinarodni vytaceni 29, 57 
Microsoft Word, faxovani z aplikace 33 
modemy 

informace 15 

pripojeni k zarizeni HP LaserJet 3015 all-in-one 
17 

pripojeni k zarizeni HP LaserJet 3030 all-in-one 
17 

pripojeni k zarizeni HP LaserJet 3380 all-in-one 
19 

N 

napoveda online, prirucka uzivatele 97 
nastaveni 

automaticke zmenseni 46 

cas/datum 21 

detekce oznamovaciho tonu 61 
hlasitost 48 
hlavicka 22 
kontrast, vychozi 34 
opravy chyb 70 
pocet vyzvaneni 44 
predpony vytaceni 58 
razitkovani prijatych faxu 69 
rezim detekce ticha 68 
rezim odpovidani 42 
rozliseni, aktualni fax 26 
rozliseni, vychozi 35 
sestavy volani 76, 77 
uctovaci kody 62 
V.34 71 

velikost sklenene podlozky, vychozi 36 

vytaceni, tonove nebo pulzni 37 

znovu vytocit 38 

zpusoby vyzvaneni 43 
nastaveni automatickeho zmenseni 46 
nastaveni hlasitosti 48 
nastaveni opravy chyb 70 
nastaveni poctu vyzvaneni 44 
nastaveni protokolu 71 
Nastaveni protokolu V.34 71 



nastaveni prizpusobeni na stranku 46 
nastaveni velikosti sklenene podlozky 36 

O 

obsazovaci tony, moznosti opakovaneho vytaceni 
38 

odblokovani cisel faxu 47 
odesilani faxu 

jeden prijemce 26 

odlozeni 59 

odstranovani problemu 86, 91 

protokol cinnosti, tisk 74 

predavani dal 65 

rucni vytaceni 29 

sestava volani, tisk 75 

uctovaci kody 62 

vice prijemcum 27 

vkladani predloh 24 

ze softwaru 32 

zruseni 31 

z telefonu 60 
odlozene odesilani faxu 59 
odstraneni faxu z pameti 64 
odstraneni vsech polozek 55 
odstranovani problemu 

nastaveni 84 

nastaveni opravy chyb 70 

odesilani faxu 91 

problemy s podavanim dokumentu 86 

prijem faxu 87 

sestavy, tisk 86 

uviznuti 94 

vytaceni 92 
opakovane vytaceni 

automaticky, nastaveni 38 

rucni 30 
opakovany tisk faxu 63 
ovladaci panel, pouzivani 21, 57 

P 

pa met' 

odstraneni faxu 64 

opakovany tisk faxu 63 
papir 

nastaveni automatickeho zmenseni 46 

uviznuti, odstranovani problemu 94 
paralelni rozdelovace, pripojeni 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

odstranovani problemu 85 
pauzy, vlozeni 57 

pismena, zadani z ovladaciho panelu 21 
pismena, zadavani z ovladaciho panelu 57 
plochy skener 

vkladani predloh 25 

vychozi velikost sklenene podlozky, nastaveni 36 
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pobockova ustredna, definice 100 
pobockove ustredny 

odstranovani problemu 84 
pomaly prenos, odstranovani problemu 89 
problemy s podavanim dokumentu, odstranovani 

problemu 86 
protokol cinnosti 

odstranovani problemu 86 

tisk 74 
protokol cinnosti faxu 

odstranovani problemu 86 

tisk 74 
protokoly, tisk 

cinnost 74 

odstranovani problemu 86 
seznam blokovanych faxu 80 
telefonni seznam 78 
uctovaci kody 79 

volani (naposledy odeslany nebo prijaty fax) 75 

vse 81 
predavaci linky 84 
predavani faxu dal 65 
predlohy, vkladani 24 
predpony, vytaceni 58 
predpony vytaceni 58 
prijate faxy 

sestava volani, tisk 75 
prijem faxu 

do zarizeni 40 
prijem faxu 

blokovani 47 

nastaveni automatickeho zmenseni 46 
nastaveni hlasitosti 48 
nastaveni poctu vyzvaneni 44 
nastaveni razitkovani prijatych faxu 69 
odstranovani problemu 87 
opakovany tisk 63 
protokol cinnosti, tisk 74 
rezim odpovidani, nastaveni 42 
v pocitaci 41 
vyzadany 67 

zpusoby vyzvaneni, nastaveni 43 

z telefonni linky 66 
prijem v pocitaci 41 
pripojeni 

dalsi zarizeni 15 

odstranovani problemu 84 

telefonni linka, HP LaserJet 3015 all-in-one 10 

telefonni linka, HP LaserJet 3030 all-in-one 10 
prirucka uzivatele, zobrazeni 97 
pulzni vytaceni 37 

R 

rezim automatickeho odpovidani 42, 44 
rezim detekce ticha 68 
rezim odpovidani, nastaveni 42 
rezim rucniho odpovidani 42 



rozdelovace, pripojeni 

HP LaserJet 3015 all-in-one 1 1 
HP LaserJet 3030 all-in-one 1 1 
HP LaserJet 3380 all-in-one 12 
odstranovani problemu 85 

rozdelovace typu T, pripojeni 

HP LaserJet 3015 all-in-one 1 1 
HP LaserJet 3030 all-in-one 1 1 
HP LaserJet 3380 all-in-one 12 
odstranovani problemu 85 

rozliseni 

aktualni fax 26 
definice 100 
vychozi 35 

rucni opakovane vytaceni 30 

rucni vytaceni 29 

ruzne zpusoby vyzvaneni 
nastaveni 43 

rychla tlacitka 52, 53 

rychlost, odstranovani problemu 89 



sdilena linka 

dalsi zarizeni, pripojeni 15 
definice 100 

nastaveni poctu vyzvaneni 44 

odstranovani problemu 84 
sestava volani 

miniatura prvni stranky, zahrnuti 77 

odstranovani problemu 86 

podminky, nastaveni 76 

tisk 75 
sestavy, tisk 

odstranovani problemu 86 

protokol cinnosti 74 

seznam blokovanych faxu 80 

telefonni seznam 78 

uctovaci kody 79 

volani (naposledy odeslany nebo prijaty fax) 75 
vse 81 

seznam blokovanych faxu, tisk 80 

sit', pripojeni k siti 9 

skener 

vkladani predloh 25 

vychozi velikost sklenene podlozky, nastaveni 36 
skupiny vytvorene ad hoc, odesilani faxu 28 
software 

instalace 9 

odesilani faxu 32 

prijem faxu 41 
spolecne linky 

odstranovani problemu 87 

prijem faxu 66 
stav faxove ulohy, zruseni faxu 31 
svetlejsi 

nastaveni vychoziho kontrastu 34 
svetlost 
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odstranovani problemu 90 
system napovedy, prirucka uzivatele 97 

T 

telefonni linka, pripojeni 

dalsi zarizeni 15 

HP LaserJet 3015 all-in-one 10 

HP LaserJet 3030 all-in-one 10 

odstranovani problemu 84 
telefonni linka, pripojeni kvyhrazene lince nebo k 
rozdelovaci linky 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

odstranovani problemu 85 
telefonni linka, pripojeni kvyhrazene lince nebo 
rozdelovaci linky 

odstranovani problemu 84 
telefonni seznam 

informace 52 

rychla tlacitka 52, 53 

tisk 78 

volby pro rychle vytaceni 52 

volby rychleho vytaceni 53 

volby skupinoveho vytaceni 54, 55 
telefony 

odesilani faxu z telefonu 60 

prijem faxu 66 
telefony, pripojeni dalsich 

HP LaserJet 3015 all-in-one 16, 18 

HP LaserJet 3030 all-in-one 16, 18 

HP LaserJet 3380 all-in-one 20 

informace 15 
terminologie 99 

text, zadani z ovladaciho panelu 21 
text, zadavani z ovladaciho panelu 57 
tisk faxu 

odstranovani problemu 89 

z pameti 63 
tiskova kazeta, instalace 9 
tisk sestav 

odstranovani problemu 86 

protokol cinnosti 74 

seznam blokovanych faxu 80 

telefonni seznam 78 

uctovaci kody 79 

volani (naposledy odeslany nebo prijaty fax) 75 
vse 81 

tmavsi, nastaveni vychoziho kontrastu 34 
tonove vytaceni 37 

U 

uctovaci kody 

nastavovani 62 

sestava, tisk 79 
uviznuti, odstranovani problemu 94 



V 

verejne prepojovana telefonni sit', definice 100 
vkladani predloh 24 
vnejsi linky 
pauzy 57 

predpony vytaceni 58 
volaci karty 29 
volby pro rychle vytaceni 52 
volby pro skupinove vytaceni 

odesilani faxu 27 
volby rychleho vytaceni 53 
volby skupinoveho vytaceni 

pridavani a odstranovani 54, 55 
vstupni zasobniky 

instalace 9 

uviznuti, odstranovani problemu 94 
vyhrazena faxova linka 

dalsi zanzeni, pripojeni 15 

HP LaserJet 3015 all-in-one, pripojeni 1 1 

HP LaserJet 3030 all-in-one, pripojeni 1 1 

HP LaserJet 3380 all-in-one, pripojeni 12 

nastaveni poctu vyzvaneni 44 

odstranovani problemu 84 

rozdelovace , odstranovani problemu 85 
vychozi nastaveni 

kontrast 34 

rozliseni 35 

tonove nebo pulzni vytaceni 37 
velikost sklenene podlozky 36 
vytaceni 

automaticke opakovane vytaceni, nastaveni 38 
mezinarodne 57 
odstranovani problemu 92 
rucne 29 

tonove nebo pulzni nastaveni 37 
vyzvaneni - 
definice 99 

W 

Word, faxovani z aplikace 33 
Z 

zapojeni. Viz pripojeni 
zanzeni pro prepet'ovou ochranu 85 
zasobniky 
instalace 9 

uviznuti, odstranovani problemu 94 
zasuvka, telefonni linka 

dalsi zarizeni 15 

HP LaserJet 3015 all-in-one 10 

HP LaserJet 3030 all-in-one 10 

odstranovani problemu 84 
zasuvka, vyhrazena linka nebo rozdelovac linky 

HP LaserJet 3015 all-in-one 1 1 

HP LaserJet 3030 all-in-one 1 1 

HP LaserJet 3380 all-in-one 12 

odstranovani problemu 84, 85 



1 04 Rejstrik 



CSWW 



zaznamniky 

informace 15 
odstranovani problemu 85 
pripojeni k zarizeni HP LaserJet 3015 all-in-one 
16, 17 



pripojeni k zarizeni HP LaserJet 3030 all-in-one 
16, 17 

pripojeni k zarizeni HP LaserJet 3380 all-in-one 
19 

zmena detekce oznamovaciho tonu 61 
zpusoby vyzvaneni 43 
zruseni faxu 31 
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hp LaserJet 3015 all-in-one 
hp LaserJet 3030 all-in-one 
hp LaserJet 3380 all-in-one 



Faxova Prirucka 



Informacie o autorskych pravach 

© 2003 Copyright Hewlett-Packard 
Development Company, LP. 

Reprodukovanie, adaptacia alebo preklad 
bez vopred ziskaneho pisomneho suhlasu 
sa zakazuje, s vynimkou toho, co je 
umoznene v zmysle autorskych zakonov. 

Informacie obsiahnute v tomto dokumente 
sa mozu zmenit' bez upozornenia. 

Jedine zaruky na produkty a sluzby od 
spolocnosti HP su uvedene vo vyslovnych 
zarucnych ustanoveniach, ktore sa 
dodavajii s takymito produktmi a sluzbami. 
Nic z toho, co je tu uvedene, by sa nemalo 
povazovaf za ustanovenie doplnkovej 
zaruky. Spolocnost' HP nie je zodpovedna 
za pripadne tu obsiahnute technicke alebo 
redakcne chyby alebo opomenutia. 

Cislo siicasti Q2660-90934 

Vydanie 1, 10/2003 



Poziadavky uradu FCC (Spojene staty 
americke) 

Toto zariadenie bolo testovane a spina 
limity pre digitalne zariadenia triedy B v 
zmysle casti 15 smernice FCC. Tieto limity 
su urcene tak, aby poskytovali primeranu 
ochranu pred skodlivym rusenim pocas 
prevadzky v obyvanej zone. Toto 
zariadenie generuje, vyuziva a moze 
vyzarovaf vysokofrekvencnu energiu. Ak 
sa toto zariadenie neinstaluje a nepouziva 
v sulade s pokynmi, moze sposobovaf 
skodlive rusenie radiovej komunikacie. 
Neexistuje vsak zaruka, ze sa pri 
konkretnej instalacii rusenie neobjavi. Ak 
zariadenie sposobuje skodlive rusenie 
rozhlasoveho alebo televizneho prijmu, co 
sa da dokazaf vypnutim a zapnutim 
zariadenia, odporucame pokusit' sa 
odstranit' rusenie niektorym z 
nasledovnych opatreni: 

zmenou orientacie alebo presunutim 
anteny prijimaca, 

zvacsenim vzdialenosti medzi zariadenim 
a prijimacom, 

pripojenim zariadenia do elektrickej 
zasuvky v inom elektrickom obvode, ako je 
pripojeny prijimac, 

konzultaciou problemu s vasim predajcom 
alebo so skusenym radiovym alebo 
televiznym technikom. 

Akekoivek zmeny alebo upravy tlaciame, 
ktore nie su vyslovne schvalene 
spolocnost'ou HP, mozu zrusit' opravnenie 
pouzivateia na prevadzkovanie zariadenia. 

Pouzitie tieneneho kabla na prenos udajov 
musi spihat' limity triedy B uvedene v casti 
15 smernice FCC. 

Toto zariadenie spina smernice FCC, cast' 
68. Na zadnej strane tohto zariadenia je 
nalepka obsahujuca (okrem inych 
informacii) registracne cislo FCC a cislo 
ekvivalencie zvonenia (REN) pre toto 
zariadenie. V pripade poziadania je nutne 
poskytniit' tieto informacie 
telekomunikacnej spolocnosti. Cislo REN 
sa pouziva na urcenie poctu zariadeni, 
ktore je mozne pripajat' k telefonnej linke. 
Cisla REN s vysokou hodnotu na 
telefonnej linke mozu sposobif, ze 
zariadenia nebudii pri prichadzajucom 
hovore zvonif. Vo vacsine oblasti (nie vsak 
vo vsetkych) by nemal sucet cisiel REN 
prekrocit' hodnotu pat' (5,0). Ak sa chcete 
uistif o moznom pocte zariadeni 
pripojenych k telefonnej linke stanovenom 
suctom cisiel REN, obrat'te sa na 
telekomunikacnu spolocnost', ktora vam 
poskytne informacie o maximalnom 
povolenom cisle REN pre danii pobockovu 
oblast'. 



Toto zariadenie pouziva nasledujiice 
konektory USOC: RJ11C. 

S tymto zariadenim sa dodava telefonny 
kabel kompatibilny s normou FCC a 
standardnou zastrckou. Toto zariadenie je 
navrhnute na pripojenie do 
telekomunikacnej siete alebo kablovych 
rozvodov budovy pouzitim standardneho 
konektora kompatibilneho podia casti 68. 
Toto zariadenie sa neda pouzit' v 
mincovych systemoch poskytovanych 
telekomunikacnou spolocnost'ou. Na 
pripojenie do spolocnej telefonnej pripojky 
sa vzt'ahuju statne tarify. Ak bude toto 
zariadenie sposobovaf rusenie 
telekomunikacnej siete, telekomunikacna 
spolocnost' vas vopred upozorni na moznii 
nutnost' docasneho prerusenia 
poskytovania sluzieb. Ak upozornenie nie 
je mozne poskytniit' vopred, 
telekomunikacna spolocnost' upozorni 
zakaznika co najskor. Taktiez sa vam 
odporuci podat' st'aznost' na urade FCC, 
ak si myslite, ze je to potrebne. 
Telekomunikacna spolocnost' moze 
vykonaf zmeny v jej technickom vybaveni, 
zariadeniach, prevadzkach alebo 
postupoch, co moze ovplyvnit' cinnost' 
zariadenia. V takomto pripade 
telekomunikacna spolocnost' poskytne 
upozornenie vopred, aby ste mohli vykonaf 
upravy potrebne na zachovanie 
nepreruseneho poskytovania sluzieb. V 
pripade problemov s tymto zariadenim si 
pozrite telefonne cisla na prednej casti 
tohto navodu, na ktorych ziskate 
informacie o oprave alebo zaruke. Ak tento 
problem sposobuje rusenie 
telekomunikacnej siete, telekomunikacna 
spolocnost' vas moze poziadaf o odpojenie 
zariadenia od siete, kym sa problem 
nevyriesi. Zakaznik moze vykonavaf 
nasledovne opravy: Vymena lubovolneho 
povodneho vybavenia, ktore sa dodavalo 
so zariadenim. To zahfha tlacovu kazetu, 
drziaky priehradiek a zasobnikov, napajaci 
kabel a telefonny kabel. Odporuca sa, aby 
zakaznik nainstaloval prepafovu poistku 
do siefovej zasuvky, do ktorej je pripojene 
toto zariadenie. Toto zabrani poskodeniu 
zariadenia sposobenemu lokalnymi udermi 
blesku a inymi elektrickymi prepatiami. 



Hewlett-Packard Development Company, L.P. 
20555 S.H. 249 
Houston, TX 77070 



Obchodne znamky 

Microsoft, Windows, Windows NT a MS- 
DOS su ochrannymi znamkami spolocnosti 
Microsoft Corporation registrovanymi v 
Spojenych statoch americkych. 

Vsetky ostatne tu uvedene nazvy zariadeni 
mozu byt' obchodnymi znamkami ich 
prislusnych vlastnikov. 

Bezpecnostne informacie 

UPOZORNENIE! 

Mozny iiraz elektrickym priidom 

Pri pouzivani tohto zariadenia vzdy 
dodrziavajte zakladne bezpecnostne 
opatrenia, aby sa znizilo riziko poranenia 
ohnom alebo lirazu elektrickym prudom. 

Precitajte si vsetky pokyny v elektronickej 
pouzivateiskej prirucke a oboznamte sa s 
nimi. 

Dodrziavajte vsetky vystrahy a pokyny 
vyznacene na zariadeni. 

Pri pripajani zariadenia HP LaserJet 3015 
all-in-one, HP LaserJet 3030 all-in-one 
alebo HP LaserJet 3380 all-in-one k 
napajaciemu zdroju pouzivajte iba 
uzemnenu elektricku zasuvku. Ak neviete, 
ci je zasuvka uzemnena, informujte sa u 
kvalifikovaneho elektrikara. 

Nedotykajte sa kontaktov na konci ziadnej 
zo zasuviek na zariadeni HP LaserJet 
3015 all-in-one, HP LaserJet 3030 all-in- 
one alebo HP LaserJet 3380 all-in-one. 
Poskodene kable okamzite vymente. 

Zariadenie pred cistenim odpojte od 
elektrickej zasuvky v stene. 

Zariadenie neinstalujte a nepouzivajte v 
blizkosti vody alebo ak ste mokri. 

Zariadenie nainstalujte bezpecne na 
stabilny povrch. 

Zariadenie nainstalujte na chranene 
miesto, na ktorom nemoze nikto stupit' na 
napajaci kabel, prejst' cezen a kde nemoze 
dojsf k jeho poskodeniu. 

Ak zariadenie nepracuje normalne, pozrite 
si elektronicku pouzivatelskii prirucku. 

Vsetky servisne otazky smerujte na 
kvalifikovaneho servisneho technika. 
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Instalacia faxu 



Gratulujeme vam k zakupeniu zariadenia HP LaserJet all-in-one, vykonneho nastroja pre 
podnikanie s moznost'ami celeho rozsahu kancelarskych zariadeni. Toto zariadenie mozete 
pouzivat' na tlac, kopirovanie, skenovanie a faxovanie. 

Tato prirucka popisuje faxove funkcie nasledujucich zariadeni: 

• HP LaserJet 3015 all-in-one 

• HP LaserJet 3030 all-in-one 

• HP LaserJet 3380 all-in-one 

Tato kapitola popisuje nasledujuce temy: 

• Pripojenie zariadenia k telefonnej linke 

• Pripojenie d'alsich zariadeni 

• Zadavanie nastaveni faxu 

Odporiicame vam tuto prirucku k faxu ulozit', aby ste ju mali k dispozicii ako referenciu k 
specifickym funkciam faxu. 

Ak potrebujete vseobecne pokyny na instalaciu zariadenia, ako su napriklad pokyny na 
instalaciu tlacovej kazety, instalaciu vstupnych zasobnikov na media a vstupneho 
zasobnika automatickeho podavaca dokumentov (ADF), instalaciu softveru zariadenia 
alebo pripojenie zariadenia do siete, pozrite si uvodnu prirucku, ktora sa dodava so 
zariadenim. 



Pripojenie zariadenia k telefonnej linke 



Ak chcete pouzivat' faxove funkcie zariadenia, najprv ho pripojte k telefonnej linke. Sposob 
pripojenia zariadenia k telefonnej linke zavisi od toho, kolko telefonnych liniek smeruje do 
telefonneho konektora a v pripade, ak mate viacero liniek, ktoru linku chcete pouzit' na 
faxovanie. 



Poznamka Aby zariadenie mohlo odosielat' alebo prijimat' fax bez prerusenia, musi byt' prvym 

zariadenim, ktore je pripojene k telefonnemu konektoru. 

Pripojenie zariadenia HP LaserJet 3015 all-in-one a HP 
LaserJet 3030 all-in-one 

Podia nasledovnych pokynov pripojte zariadenie k telefonnej linke. 

Pripojenie zariadenia ku konektoru, ktory ovlada jednu telefonnu linku 

Vykonanim nasledovnych krokov pripojte zariadenie kjednemu telefonnemu konektoru, 
ktory ovlada jednu telefonnu linku, a to aj v pripade, ak mate pre tuto linku dve telefonne 
cisla a pouzivate sluzbu vzoru zvonenia (akoje napriklad rozlisujuce zvonenie). 

1. Ak je telefonny kabel pripojeny do telefonneho konektora, odpojte kabel a dajte ho 
nabok. 

2. Vyhladajte faxove porty na zadnej strane zariadenia. 




3. Zoberte faxovy kabel, ktory je sucast'ou zariadenia, a jeden jeho koniec zapojte do 
"linkoveho" portu na zariadeni (port oznaceny ikonou -C9). 




Poznamka Aby sa zarucila spravna cinnost' zariadenia, musite pouzit' faxovy kabel, ktory sa dodava so 

zariadenim. 



4. Druhy koniec faxoveho kabla pripojte do zasuvky v stene. 

Ak chcete k telefonnej linke pripojit' d'alsie zariadenia (napriklad telefon, zaznamnik alebo 
identifikator volajiiceho), pozrite si cast' Pripojenie d'alsich zariadeni . 

Ak nechcete pripojit' ziadne d'alsie zariadenia, pozrite si cast' Zadavanie nastaveni faxu . 
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Pripojenie zariadenia ku konektoru, ktory ovlada dve telefonne linky 



Ak mate vyhradenu linku pre faxove hovory a samostatnu linku pre hlasove hovory, 
pouzitim tychto krokov pripojte zariadenie k samostatnemu alebo rozdelenemu telefonnemu 
konektoru. 

1. Ak je telefonny kabel pripojeny do telefonneho konektora, odpojte kabel a dajte ho 
nabok. 

2. Ak nemate telefonny konektor so vstavanym rozdelovacom, pripojte k telefonnemu 
konektoru externy rozdelovac typu linka 1/linka 2 (nedodava sa so zariadenim HP 
LaserJet all-in-one). 

K dispozicii su dva typy rozdelovacov: Paralelne rozdelovace (nazyvaju sa aj rozdelovace 
typu "T") poskytuju dva vystupy telefonnej linky pre konektor, ktory ovlada samostatne 
telefonne cislo. Rozdelovace typu linka 1/linka 2 poskytuju dva vystupy telefonnej linky pre 
konektor, ktory ovlada dve jedinecne telefonne cisla. 

Nie vsetky rozdelovace su kompatibilne s tymto zariadenim a nie vsetky krajiny/regiony 
podporuju pouzivanie rozdelovacov. 

3. Vyhladajte faxove porty na zadnej strane zariadenia. 




4. Zoberte faxovy kabel, ktory je sucast'ou zariadenia, a jeden jeho koniec zapojte do 
"linkoveho" portu na zariadeni (port oznaceny ikonou "El). 




Aby sa zarucila spravna cinnost' zariadenia, musite pouzit' faxovy kabel, ktory sa dodava so 
zariadenim. 

5. Druhy koniec faxoveho kabla pripojte do konektora na faxovej strane rozdelovaca. 

Ak neviete, ktora strana rozdelovaca je urcena pre faxove cislo, kjednemu konektoru 
rozdelovaca pripojte telefon a vytocte faxove cislo. Ak sa ozve obsadzovaci signal, telefon 
je pripojeny k faxovej strane rozdelovaca. Ak sa ozve signal zvonenia, telefon je pripojeny k 
telefonnej strane rozdelovaca. 

Ak chcete k telefonnej linke pripojit' d'alsie zariadenia (napriklad telefon, zaznamnik alebo 
identifikator volajuceho), pozrite si cast' Pripojenie d'alsich zariadeni . 

Ak nechcete pripojit' ziadne d'alsie zariadenia, pozrite si cast' Zadavanie nastaveni faxu . 



Pripojenie zariadenia k telefonnej linke 
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Pripojenie zariadenia HP LaserJet 3380 all-in-one 

Podia nasledovnych pokynov pripojte zariadenie k telefonnej linke. 

Pripojenie zariadenia ku konektoru, ktory ovlada jednu telefonnu linku 

Vykonanim nasledovnych krokov pripojte zariadenie kjednemu telefonnemu konektoru, 
ktory ovlada jednu telefonnu linku, a to aj v pripade, ak mate pre tuto linku dve telefonne 
cisla a pouzivate sluzbu vzoru zvonenia (akoje napriklad rozlisujuce zvonenie). 

1. Ak je telefonny kabel pripojeny do telefonneho konektora, odpojte kabel a dajte ho 
nabok. 

2. Otvorte pristupove dvierka tlacovej kazety a potom otvorenim lavej strany panela 
odkryte faxove porty. 




3. Zoberte faxovy kabel, ktory je sucast'ou zariadenia, a jeho jeden koniec zapojte do 
"linkoveho" portu na zariadeni (port oznaceny pismenom "L"). 




Poznamka Aby sa zarucila spravna cinnost' zariadenia, musite pouzit' faxovy kabel, ktory sa dodava so 

zariadenim. 



4. Zatvorte lavy bocny panel a potom zatvorte pristupove dvierka tlacovej kazety. Pri 
zatvarani laveho bocneho panela skontrolujte, ci faxovy kabel smeruje cez hornu 
drazku v paneli. 




5. Druhy koniec faxoveho kabla pripojte do telefonnej zasuvky v stene. 

Ak chcete k telefonnej linke pripojit' d'alsie zariadenia (napriklad telefon, zaznamnik alebo 
identifikator volajuceho), pozrite si cast' Pripojenie d'alsich zariadeni . 

Ak nechcete pripojit' ziadne d'alsie zariadenia, pozrite si cast' Zadavanie nastaveni faxu . 



12 Chapter 1 Chapter Instalacia faxu 



SKWW 



Pripojenie zariadenia ku konektoru, ktory ovlada dve telefonne linky 

Ak mate vyhradenu linku pre faxove hovory a samostatnu linku pre hlasove hovory, 
pouzitim tychto krokov pripojte zariadenie k samostatnemu alebo rozdelenemu telefonnemu 
konektoru. 

1. Ak je telefonny kabel pripojeny do telefonneho konektora, odpojte kabel a dajte ho 
nabok. 

2. Ak nemate telefonny konektor so vstavanym rozdelovacom, pripojte k telefonnemu 
konektoru externy rozdelovac typu linka 1/linka 2 (nedodava sa so zariadenim HP 
LaserJet all-in-one). 

K dispozicii su dva typy rozdelovacov: Paralelne rozdelovace (nazyvaju sa aj rozdelovace 
typu "T") poskytuju dva vystupy telefonnej linky pre konektor, ktory ovlada samostatne 
telefonne cislo. Rozdelovace typu linka 1/linka 2 poskytuju dva vystupy telefonnej linky pre 
konektor, ktory ovlada dve jedinecne telefonne cisla. 

Nie vsetky rozdelovace su kompatibilne s tymto zariadenim a nie vsetky krajiny/regiony 
podporuju pouzivanie rozdelovacov. 

3. Otvorte pristupove dvierka tlacovej kazety a potom otvorenim lavej strany panela 
odkryte faxove porty. 




4. Zoberte faxovy kabel, ktory je sucast'ou zariadenia, a jeho jeden koniec zapojte do 
"linkoveho" portu na zariadeni (port oznaceny pismenom "L"). 




Aby sa zarucila spravna cinnost' zariadenia, musite pouzit' faxovy kabel, ktory sa dodava so 
zariadenim. 

5. Zatvorte lavy bocny panel a potom zatvorte pristupove dvierka tlacovej kazety. Pri 
zatvarani laveho bocneho panela skontrolujte, ci faxovy kabel smeruje cez hornu 
drazku v paneli. 




6. Druhy koniec faxoveho kabla pripojte do konektora na faxovej strane rozdelovaca. 

Pripojenie zariadenia k telefonnej linke 13 



Poznamka Ak neviete, ktora strana rozdelovaca je urcena pre faxove cislo, k jednemu konektoru 

rozdelovaca pripojte telefon a vytocte faxove cislo. Ak sa ozve obsadzovaci signal, telefon 
je pripojeny k faxovej strane rozdelovaca. Ak sa ozve signal zvonenia, telefon je pripojeny k 
telefonnej strane rozdelovaca. 

Ak chcete k telefonnej linke pripojit' d'alsie zariadenia (napriklad telefon, zaznamnik alebo 
identifikator volajiiceho), pozrite si cast' Pripojenie d'alsich zariadeni . 

Ak nechcete pripojit' ziadne d'alsie zariadenia, pozrite si cast' Zadavanie nastaveni faxu . 
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Pripojenie d'alsich zariadeni 



V zavislosti od nastavenia vasej telefonnej linky mozete k telefonnej linke spolu so 
zariadenim HP LaserJet all-in-one pripojit' d'alsie zariadenia. 

Vo vseobecnosti plati, ze k jednej telefonnej linke by sa nemali pripajat' viae ako tri 
zariadenia. Ak je k jednej telefonnej linke pripojenych prilis vela zariadeni, jedno alebo viae 
zariadeni nemusi detekovat' prichadzajuci hovor. V takomto pripade odpojte jedno alebo 
viae zariadeni. 



Poznamka Zariadenie HP LaserJet all-in-one nemoze nahradit' pocitacovy modem. Nemoze sluzit' ako 

udajovy modem na odosielanie a prijimanie e-mailov, pripojenie na Internet alebo 
komunikaciu s inymi pocitacmi. 



Pouzfvanie vyhradenej faxovej linky 

Ak pripojite zariadenie HP LaserJet all-in-one k telefonnej linke, ktora sa pouziva iba na 
faxove hovory, mozete pripojit' nasledujuce zariadenia: 

• Identifikator volajuceho 

• Modem: Ak chcete faxovu linku pouzit' na odosielanie a prijimanie e-mailov alebo 
pristup na Internet, k faxovej linke mozete pripojit' pocitacovy modem (externy alebo 
interny), pri vyuzivani linky na tieto Cicely vsak nemozete odosielat' ani prijimat' faxy. 

• Dalsi telefon: Ak chcete na faxovej linke uskutochovat' odchadzajiice hovory, k faxovej 
linke mozete pripojit' d'alsi telefon. 

Nemaliby ste pripajat' nasledujuce zariadenia: 

• Zaznamnik alebo pocitacovu hlasovu postu: Ak pouzivate pocitacovu hlasovu postu, 
musite k vasej vyhradenej hlasovej linke pripojit' modem (externy alebo interny). Potom 
pouzite vyhradenu hlasovu linku na pripojenie na Internet a prijimanie hlasovej posty. 



Pouzfvanie zdielanej telefonnej linky 

Ak ste zariadenie pripojili k telefonnej linke, na ktorej sa zdielaju faxove hovory a hlasove 
hovory, alebo ak mate jednu telefonnu linku s dvomi telefonnymi cislami a sluzbou vzoru 
zvonenia, mozete pripojit' nasledujuce zariadenia: 

• Identifikator volajuceho 

• Modem: Ak chcete zdielanu linku pouzit' na odosielanie a prijimanie e-mailov alebo 
pristup na Internet, mozete k nej pripojit' pocitacovy modem (externy alebo interny), pri 
vyuzivani linky na tieto Cicely vsak nemozete odosielat' ani prijimat' faxy. 

• Dalsi telefon: Ak chcete na zdielanej linke vykonavat' alebo prijimat' hlasove hovory, k 
zdielanej linke mozete pripojit' telefon. 

• Zaznamnik alebo pocitacovu hlasovu postu: Tieto zariadenia by ste mali pripojit' k 
rovnakemu telefonnemu konektoru ako zariadenie, aby sa zarucilo, ze jednotlive 
zariadenia sa nebudu vzajomne rusit'. 



Poznamka Zariadenia je mozne pripojit' k d'alsiemu telefonnemu konektoru pre rovnaku telefonnu linku 

(napriklad v inej miestnosti). Zariadenia vsak mozu rusit' faxovanie a vzajomne medzi sebou. 
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Pripojenie d'alsfch zariadem k zariadeniam HP LaserJet 3015 
all-in-one a HP LaserJet 3030 all-in-one 

Dalsie zariadenia pripojte v poradi podia nasledovnych krokov. Vystupny port pre kazde 
zariadenie je pripojeny k vstupnemu portu nasledujuceho zariadenia, cim sa vytvara 
"ret'azove spojenie". Ak urcite zariadenie nechcete pripojit', preskocte krok, ktory to 
popisuje, a pokracuje nasledujucim zariadenim. 



Poznamka K telefonnej linke nepripajajte viae ako tri zariadenia. 

1. Odpojte napajacie kable vsetkych zariadeni, ktore chcete pripojit'. 

2. Ak ste vase zariadenie zatial nepripojili k telefonnej linke, pred pokracovanim si pozrite 
cast' Pripojenie zariadenia k telefonnej linke . Zariadenie by uz malo byt' pripojene k 
telefonnemu konektoru. 

3. Vyhladajte faxove porty na zadnej strane zariadenia. 




4. Odstrante plastovu vlozku z "telefonneho" portu (port oznaceny ikonou telefonu). 
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5. Ak chcete pripojit' interny alebo externy modem pocitaca, jeden koniec telefonneho 
kabla pripojte do "telefonneho" portu zariadenia (port oznaceny ikonou telefonu). Druhy 
koniec kabla pripojte do "linkoveho" portu modemu. 




Niektore modemy maju aj druhy "linkovy" port na pripojenie k vyhradenej hlasovej linke. Ak 
mate k dispozicii dva "linkove" porty, pozrite si dokumentaciu k modemu a uistite sa, ci 
vykonavate pripojenie do spravneho "linkoveho" portu. 

6. Ak chcete pripojit' identifikator volajuceho, telefonny kabel pripojte do "telefonneho" 
portu predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do 
"linkoveho" portu identifikatora volajuceho. 




7. Ak chcete pripojit' zaznamnik, telefonny kabel pripojte do "telefonneho" portu 

predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do "linkoveho" 
portu zaznamnika. 




Pripojenie d'alsich zariadeni 
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8. Ak chcete pripojit' telefon, telefonny kabel pripojte do "telefonneho" portu 

predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do "linkoveho" 
portu telefonu. 




9. Po dokonceni pripojenia d'alsich zariadeni pripojte vsetky zariadenia k ich zdrojom 
napajania. 



Pripojenie d'alsich zariadeni k zariadeniu HP LaserJet 3380 all- 
in-one 

Dalsie zariadenia pripojte v poradi podia nasledovnych krokov. Vystupny port pre kazde 
zariadenie je pripojeny k vstupnemu portu nasledujuceho zariadenia, cim sa vytvara 
"ret'azove spojenie". Ak urcite zariadenie nechcete pripojit', preskocte krok, ktory to 
popisuje, a pokracuje nasledujucim zariadenfm. 



Poznamka K telefonnej linke nepripajajte viae ako tri zariadenia. 

1. Odpojte napajacie kable vsetkych zariadeni, ktore chcete pripojit'. 

2. Ak ste vase zariadenie zatial nepripojili k telefonnej linke, pred pokracovanim si pozrite 
cast' Pripojenie zariadenia k telefonnej linke . Zariadenie by uz malo byt' pripojene k 
telefonnemu konektoru. 

3. Otvorte pristupove dvierka tlacovej kazety a potom otvorenim lavej strany panela 
odkryte faxove porty. 




4. Odstrahte plastovu vlozku z "telefonneho" portu (port oznaceny ikonou telefonu). 
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5. Ak chcete pripojit' interny alebo externy modem pocitaca, jeden koniec telefonneho 
kabla pripojte do "telefonneho" portu zariadenia. Druhy koniec telefonneho kabla 
pripojte do "linkoveho" portu modemu. 




Niektore modemy maju aj druhy "linkovy" port na pripojenie k vyhradenej hlasovej linke. Ak 
mate k dispozicii dva "linkove" porty, pozrite si dokumentaciu k modemu a uistite sa, ci 
vykonavate pripojenie do spravneho "linkoveho" portu. 

6. Ak chcete pripojit' identifikator volajuceho, telefonny kabel pripojte do "telefonneho" 
portu predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do 
"linkoveho" portu identifikatora volajuceho. 




7. Ak chcete pripojit' zaznamnik, telefonny kabel pripojte do "telefonneho" portu 

predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do "linkoveho" 
portu zaznamnika. 




Pripojenie d'alsich zariadeni 



8. Ak chcete pripojit' telefon, telefonny kabel pripojte do "telefonneho" portu 

predchadzajuceho zariadenia. Druhy koniec telefonneho kabla pripojte do "linkoveho" 
portu telefonu. 




9. Po dokonceni pripojenia d'alsich zariadeni pripojte vsetky zariadenia k ich zdrojom 
napajania. 

10. Zatvorte lavy bocny panel a potom zatvorte pristupove dvierka tlacovej kazety. Pri 
zatvarani laveho bocneho panela skontrolujte, ci faxove kable smeruju cez hornu 
drazku v paneli. 
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Zadavanie nastavem faxu 



Pred zacatim pouzivania faxovych funkcii zariadenia musite dokoncit' nasledujiice ulohy: 

• Nastavenie casu a datumu 

• Nastavenie hlavicky faxu 



Poznamka Ak instalujte softver zariadenia na pocitac, mozete preskocit' zvysne pokyny v tejto kapitole. 

Instalator softveru vam automaticky pomaha nastavit' fax, pokial nepouzivate system 
Microsoft Windows® 95 alebo Windows NT®. Pokyny najdete v elektronickej pouzivatelskej 
prirucke. 

V Spojenych statoch americky a mnohych d'alsich krajinach/regionoch sa nastavenie casu, 
datumu a d'alsich informacii pre hlavicku faxu vyzaduje podia zakona. 



Zadavanie textu prostredmctvom ovladacieho panela 



© © © | I 

© © © I I 

@ © © © © 

© © © o c®> 



Podia nasledujucich pokynov mozete zadavat' informacie z ovladacieho panela zariadenia 
pomocou alfanumerickych tlacidiel a tlacidiel < a >: 

• Cisla: Ak chcete zadat' cisla, stlacte numericke tlacidlo s pozadovanym cislom. 

• Pfsmena: Ak chcete zadat' pismena, opakovane stlacajte numericke tlacidlo s 
pozadovanym pismenom, az kym sa nezobrazi toto pismeno. (Ak je napriklad prvym 
pozadovanym pismenom "C", opakovane stlacajte tlacidlo 2, az kym sa na displeji 
ovladacieho panela nezobrazi pismeno C.) 

• Interpunkcne znamienka: Ak chcete zadat' interpunkcne znamienka, opakovane 
stlacajte tlacidlo *, az kym sa na displeji ovladacieho panela nezobrazi pozadovany 
znak. 

• Medzery: Po zadani lubovolneho znaku stlacenim tlacidla > dvakrat vytvorte medzeru 
za danym znakom a kurzor posuhte do miesta vlozenia za medzeru. 

• Chyby: Ak zadate nespravny znak, pouzitim tlacidla < vymazte nespravny znak a potom 
zadajte spravny znak. 

Poznamka Dalsie informacie o znakoch ovladacieho panela najdete v casti Pouzivanie vytacacich 

znakov . 
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Nastavenie casu a datumu 

Ak chcete nastavit' alebo zmenit' cas a datum, pouzite nasledovne kroky. Ak potrebujte 
pomoc so zadavanim lubovolnych informacii, pozrite si cast' Zadavanie textu 
prostrednictvom ovladacieho panela . 

1. Na ovladacom paneli stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Time/Date, Header a potom stlacte tlacidlo 

menu/enter. 

3. Stlacenim tlacidla menu/enter vyberte polozku Time/Date. 

4. Pouzitim tlacidla < alebo > zadajte 12- alebo 24-hodinovy format a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim alfanumerickych tlacidiel zadajte aktualny cas. 

6. Dokoncite jednu z nasledujucich cinnosti: 

Ak ste zadali 12-hodinovy format casu, pouzitim tlacidla < alebo > posunte kurzor za 
stvrty znak. Vyberte moznost' 1 pre A.M. (dopoludnia) alebo 2 pre P.M. (popoludni) a 
potom stlacte tlacidlo menu/enter. 

Ak ste zadali 24-hodinovy format casu, stlacte tlacidlo menu/enter. 

7. Pouzitim alfanumerickych tlacidiel zadajte aktualny datum. 

Uistite sa, ci zadavate mesiac a deh vo forme dvoch cislic v danom poradi (napriklad 
"05" pre maj a "01" pre prvy deh mesiaca maj). 

8. Stlacte tlacidlo menu/enter. 



Nastavenie hlavicky faxu 

Ak chcete nastavit' alebo zmenit' informacie v hlavicke faxu, vykonajte nasledovne kroky. Ak 
potrebujte pomoc so zadavanim lubovolnych informacii, pozrite si cast' Zadavanie textu 
prostrednictvom ovladacieho panela . 

1. Na ovladacom paneli stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Time/Date, Header a potom stlacte tlacidlo 

menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Header a potom stlacte tlacidlo menu/ 
enter. 

4. Pouzitim alfanumerickych tlacidiel zadajte vase faxove cislo a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim alfanumerickych tlacidiel zadajte nazov vasej spolocnosti a potom stlacte 
tlacidlo menu/enter. 



Poznamka Maximalny pocet znakov povolenych v cisle faxu je 20. Maximalny pocet znakov 

povolenych v nazve spolocnosti je 40. 
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Faxovanie (zakladne) 



Tato kapitola popisuje niektore zo zakladnych faxovych funkcii, ktore poskytuje zariadenie 
HP LaserJet all-in-one. Mnozstvo faxovych funkcii je mozne vykonavat' aj pouzitim 
programu Toolbox. Informacie o programe Toolbox najdete v elektronickej pouzivatelskej 
prirucke. 

• Vkladanie originalov dokumentov do faxu 

• Odosielanie faxov 

• Pouzivanie manualneho vytacania 

• Manualne opakovane vytacanie 

• Zrusenie faxovej ulohv 

• Odoslanie faxu pouzitim softveru 

• Zmena predvoleneho nastavenia kontrastu 

• Zmena predvoleneho nastavenia rozlisenia 

• Zmena predvoleneho nastavenia velkosti skenovanej plochy 

• Vyber rezimu tonovej volby alebo pulznej volby 

• Zmena nastavenia opakovaneho vytacania 

• Prijimanie faxov 

• Prijem faxov na vas pocitac 

• Nastavenie rezimu odpovedania 

• Zmena vzoru zvonenia na odpovedanie hovorov 

• Zmena nastavenia poctu zvoneni do odpovedania 

• Zmena nastavenia automatickej redukcie pre prichadzajuce faxy 

• Blokovanie alebo odblokovanie faxovych cisiel 

• Zmena nastavenia hlasitosti zvuku 



Vkladanie originalov dokumentov do faxu 



Originalne dokumenty urcene na faxovanie vkladajte podia nasledujucich pokynov. 

Vkladanie faxovanych dokumentov do automatickeho 
podavaca dokumentov (ADF) 

1. Pred vlozenim faxovanych dokumentov do vstupneho zasobnika automatickeho 
podavaca dokumentov (ADF) skontrolujte, ci sa nic nenachadza na sklenenej podlozke 
skenera (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all-in-one). 

2. Dokoncite jeden z nasledujucich krokov: 



HP LaserJet 3015 all-in-one: Horny koniec dokumentu urceneho na faxovanie vlozte 
tlacenou stranou nadol do automatickeho podavaca dokumentov (ADF), pricom prva 
strana urcena na skenovanie je naspodku stohu papierov. 



HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all-in-one: Horny koniec 
dokumentu urceneho na faxovanie vlozte tlacenou stranou nahor do automatickeho 
podavaca dokumentov (ADF), pricom prva strana urcena na skenovanie je navrchu 
stohu papierov. HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all-in-one: Horny 
koniec dokumentu urceneho na faxovanie vlozte tlacenou stranou nahor do 
automatickeho podavaca dokumentov (ADF), pricom prva strana urcena na skenovanie 
je navrchu stohu papierov. HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all-in- 
one: Horny koniec dokumentu urceneho na faxovanie vlozte tlacenou stranou nahor do 
automatickeho podavaca dokumentov (ADF), pricom prva strana urcena na skenovanie 
je navrchu stohu papierov. 

3. Dokument zatlacte oproti bocnej strane vstupneho zasobnika automatickeho podavaca 
dokumentov (ADF). 

4. Dokument zasuhte do vstupneho zasobnika automatickeho podavaca dokumentov 
(ADF) az na doraz. 

Dokument je teraz pripraveny na odfaxovanie. 
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Vkladanie faxovanych dokumentov do plocheho skenera 

Nasledujuce pokyny sa netykaju zariadenia HP LaserJet 3015 all-in-one, ktore nie je 
vybavene plochym skenerom. 

1. Pred vlozenim faxovanych dokumentov na sklenenu podlozku skenera skontrolujte, ci 
sa nic nenachadza vo vstupnom zasobniku automatickeho podavaca dokumentov 
(ADF). 

2. Otvorte kryt skenera. 

3. Faxovany dokument polozte tlacenou stranou nadol na plochy skener a potom zatvorte 
kryt skenera. 




Dokument je teraz pripraveny na odfaxovanie. 

Skontrolujte, ci sa velkost' skenovanej plochy zhoduje s velkost'ou faxovaneho dokumentu. 
Dalsie informacie ziskate v casti Zmena predvoleneho nastavenia velkosti skenovanej 
plochy . 

Aby sa zabranilo poskodeniu zariadenia, davajte pozor, aby kryt skenera nespadol na 
povrch plocheho skenera. Ak sa zariadenie nepouziva, vzdy zatvarajte kryt skenera. 
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Odosielanie faxov 



Uprava rozlisenia pre aktualnu faxovu ulohu 

1. Stlacenim tlacidla resolution zobrazte aktualne nastavenie rozlisenia. 

2. Pouzitim tlacidla < alebo > vyberte prislusne nastavenie rozlisenia. 

3. Stlacenim tlacidla menu/enter ulozte vyber. 



Poznamka Tento postup meni rozlisenie faxu pre aktualnu faxovu ulohu. Pokyny na zmenu 

predvoleneho rozlisenia faxu najdete v casti Zmena predvoleneho nastavenia rozlisenia . 

Poznamka Ak chcete zmenit' kontrast faxu alebo velkost' skenovanej plochy (iba typ HP LaserJet 3030 

all-in-one alebo HP LaserJet 3380 all-in-one), musite zmenit' predvolene nastavenia. Pozrite 
si cast' Zmena predvoleneho nastavenia kontrastu alebo Zmena predvoleneho nastavenia 
velkosti skenovanej plochy . 



Odoslanie faxu jednemu prijemcovi 

1 . Pouzitim jedneho z nasledovnych postupov vytocte faxove cislo: 

Pouzitim alfanumerickych tlacidiel na ovladacom paneli zariadenia vytocte cislo. 

Ak bolo volane faxove cislo priradene k jednodotykovemu klavesu, stlacte ho. 

Ak je pre volane faxove cislo k dispozicii polozka rychleho vytacania, stlacte tlacidlo 
phone book, pouzitim alfanumerickych tlacidiel zadajte polozku rychleho vytacania a 
potom stlacte tlacidlo menu/enter. 



Poznamka Pri vytacani pouzitim alfanumerickych tlacidiel zadajte vsetky pauzy alebo d'alsie cisla 

potrebne pre hovor, akoje napriklad telefonne smerove cislo, pristupovy kod pre cisla, 
ktore su mimo systemu pobockovej ustredne (zvycajne cislo 9), alebo smerove cislo pre 
medzimestsky hovor. Dalsie informacie najdete v casti Pouzivanie vytacacich znakov . 

2. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

Ak skenujete pomocou plocheho skenera (iba typ HP LaserJet 3030 all-in-one alebo HP 
LaserJet 3380 all-in-one), pri zobrazeni polozky Send from glass? 1=Yes 2=No vyberte 
moznost' YES a potom stlacte tlacidlo menu/enter. 

3. Stlacte tlacidlo fax/send. 

Po vysunuti poslednej stranky faxu zo zariadenia mozete zacat' odosielat' d'alsi fax, 
kopirovat' alebo skenovat'. 

Pre pravidelne pouzivane cisla na odosielanie faxov mozete priradit'jednodotykovy klaves 
alebo polozku rychleho vytacania. Pozrite si cast' Programovanie poloziek rychleho 
vytacania a jednodotykovych klavesov a Programovanie poloziek skupinoveho vytacania . 
Ak mate k dispozicii elektronicke telefonne zoznamy, mozete ich pouzit' na vyber prijemcov. 
Elektronicke telefonne zoznamy su generovane pouzitim softverovych programov tretich 
stran. 
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Odoslanie faxu viacerym prijemcom 



Fax mozete odosielat' na viacero faxovych cisiel naraz. Ak chcete odoslat' fax na skupinu 
faxovych cisiel, ktore ste priradili pre polozku skupinoveho vytacania, pozrite si cast' 
Odoslanie faxu pouzitim polozky skupinoveho vytacania . Ak chcete odoslat' fax na skupinu 
cisiel (maximalne 20), pre ktore nie je priradena polozka skupinoveho vytacania, pozrite si 
cast' Manualne odoslanie faxu skupine (jednoucelove faxovanie) . 

V zriedkavym pripadoch, kedy sa dokument nezmesti do pamate, musite odoslat' dokument 
na kazde faxove cislo individualne alebo pouzit' program Toolbox (pozrite si elektronicku 
pouzivatelskii prirucku). 

Program Toolbox nie je podporovany v operacnych systemoch Microsoft Windows 95 a 
Windows NT. 



Odoslanie faxu pouzitim polozky skupinoveho vytacania 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

2. Pouzitim jedneho z nasledovnych postupov vyberte skupinu: 
Stlacte jednodotykovy klaves pre danu skupinu. 

Stlacte tlacidlo phone book, stlacte polozku skupinoveho vytacania, ktora je priradena 
pre danu skupinu, a potom stlacte tlacidlo menu/enter. 

3. Stlacte tlacidlo fax/send. 

Ak skenujete pomocou plocheho skenera (iba typ HP LaserJet 3030 all-in-one alebo HP 
LaserJet 3380 all-in-one), pri zobrazeni polozky Send from glass? 1=Yes 2=No vyberte 
moznost' YES a potom stlacte tlacidlo menu/enter. 

Zariadenie naskenuje dokument do pamate a odosle fax na kazde zadane cislo. Ak je 
cislo v skupine obsadene alebo neodpoveda, zariadenie znova vytoci cislo podia 
nastavenia opakovaneho vytacania. Ak vsetky pokusy o opakovane vytacanie zlyhaju, 
zariadenie aktualizuje dennik cinnosti faxu o chybu a pokracuje d'alsim cislom v skupine. 

Funkcia dennika cinnosti faxu nie je podporovana v softveri pre system Microsoft Windows 
95 alebo Windows NT, dennik cinnosti faxu vsak mozete vytlacit' pouzitim ovladacieho 
panela. Pokyny najdete v casti Tlac dennika cinnosti faxu . 
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Manualne odoslanie faxu skupine (jednoucelove faxovanie) 



Pouzitim nasledovnych pokynov odoslite fax skupine prijemcov, pre ktoru nebola priradena 
polozka skupinoveho vytacania: 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

2. Pouzitim jedneho z nasledovnych postupov vytocte prve faxove cislo: 
Pouzite alfanumericke tlacidla. 

Ak bolo volane faxove cislo priradene k jednodotykovemu klavesu, stlacte ho. 

Ak je pre volane faxove cislo priradena polozka rychleho vytacania, stlacte tlacidlo 
phone book, pouzitim alfanumerickych tlacidiel zadajte polozku rychleho vytacania a 
potom stlacte tlacidlo menu/enter. 



Poznamka Pri vytacani pouzitim alfanumerickych tlacidiel zadajte vsetky pauzy alebo d'alsie cisla 

potrebne pre hovor, akoje napriklad telefonne smerove cislo, pristupovy kod pre cisla, 
ktore su mimo systemu pobockovej ustredne (zvycajne cislo 9), alebo smerove cislo pre 
medzimestsky hovor. Dalsie informacie najdete v casti Pouzivanie vytacacich znakov . 

3. Stlacte tlacidlo menu/enter. 

4. Dokoncite jednu z nasledujucich cinnosti: 

Ak chcete pokracovat' vo vytacani cisiel, zopakujte kroky 2 a 3. 
Ak ste dokoncili vytacanie cisiel, prejdite k nasledovnemu kroku. 

5. Stlacte tlacidlo fax/send. 

Ak skenujete pomocou plocheho skenera (iba typ HP LaserJet 3030 all-in-one alebo HP 
LaserJet 3380 all-in-one), pri zobrazeni polozky Send from glass? 1=Yes 2=No vyberte 
moznost' YES a potom stlacte tlacidlo menu/enter. 

6. Zariadenie odosle fax na kazde z faxovych cisiel. Ak je cislo v skupine obsadene alebo 
neodpoveda, zariadenie znova vytoci dane cislo podia nastavenia opakovaneho 
vytacania. Ak vsetky pokusy o opakovane vytacanie zlyhaju, zariadenie aktualizuje 
dennik cinnosti faxu pridanim informacii o chybe a potom pokracuje d'alsim cislom v 
skupine. 



Poznamka Funkcia dennika cinnosti faxu nie je podporovana v softveri pre system Microsoft Windows 

95 alebo Windows NT, dennik cinnosti faxu vsak mozete vytlacit' pouzitim ovladacieho 
panela. Pokyny najdete v casti Tlac dennika cinnosti faxu . 
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Pouzivanie manualneho vytacania 



Zariadenie v normalnom pripade vytaca po stlaceni tlacidla fax/send. Niekedy vsak mozete 
chciet', aby zariadenie vytacalo kazde cislo po jeho stlaceni. Ak napriklad platfte faxovy 
hovor pouzitim telefonnej karty, mozete potrebovat' vytocit' faxove cislo, pockat' na 
potvrdzovaci ton vasej telekomunikacnej spolocnosti a potom vytocit' cislo telefonnej karty. 
Pri vytacani medzinarodneho hovoru moze byt' nutne vytocit' cast' cisla a potom pred 
pokracovanim vo vytacani pocuvat' oznamovacie tony. 



Pouzivanie manualneho vytacania s automatickym podavacom 
dokumentov (ADF) 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

2. Stlacte tlacidlo fax/send. 

3. Zacnite vytacanie. Zariadenie vytoci kazde cislo po jeho stlaceni. Toto vam umozhuje 
pred pokracovanim vo vytacani cakat' na pauzy, oznamovacie tony, medzinarodne 03 
pristupove kody alebo potvrdzovacie tony telefonnych kariet. .E 

c 

CD 

Pouzivanie manualneho vytacania s plochym skenerom o 

CO 



Poznamka Plochy skener obsahuju iba typy HP LaserJet 3030 all-in-one a HP LaserJet 3380 all-in-one. 

1. Stlacte tlacidlo fax/send. Na displeji ovladacieho panela sa zobrazi nasledujuca sprava: 
Send from glass? 1=Yes 2=No. 

2. Stlacenim tlacidla 1 vyberte moznost' YES. Na displeji ovladacieho panela sa zobrazi 
nasledujuca sprava: Load page:X Press [enter], kde X je cislo strany. 

3. Stranu naskenujte do pamate umiestnenim harka papiera tlacenou stranou nadol na 
plochy skener a stlacenim tlacidla menu/enter. Po naskenovani strany sa na displeji 
ovladacieho panela zobrazi nasledujuca sprava: Another page? 1=Yes 2=No. 

4. Dokoncite jeden z nasledujucich krokov: 

Ak mate d'alsie strany na skenovanie, stlacenim tlacidla 1 vyberte moznost' YES a 
potom zopakujte krok 3 pre kazdu stranu faxovej ulohy. 

Po dokonceni stlacenim tlacidla 2 vyberte moznost' NO a potom prejdite k 
nasledujucemu kroku. 

5. Po dokonceni skenovania vsetkych stran do pamate zacnite vytacanie. Zariadenie 
vytoci kazde cislo po jeho stlaceni. Toto vam umozhuje pred pokracovanim vo vytacani 
cakat' na pauzy, oznamovacie tony, medzinarodne pristupove kody alebo potvrdzovacie 
tony telefonnych kariet. 
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Manualne opakovane vytacanie 



Ak chcete odoslat' d'alsi dokument na naposledy vytocene faxove cislo, pouzitim 
nasledovneho postupu vykonajte manualne opakovane vytacanie. Ak sa pokusate znova 
odoslat' rovnaky dokument, ktory ste odoslali predtym, pockajte do zastavenia pokusov o 
automaticke opakovane vytacanie, alebo ich zastavte sami. V opacnom pn'pade moze 
prijemca prijat' fax dvakrat: jedenkrat z pokusu o manualne opakovane vytacanie a 
jedenkrat z jedneho z pokusov o automaticke opakovane vytacanie. 



Poznamka Ak chcete zastavit' aktualne pokusy o opakovane vytacanie pre fax alebo zrusit' vsetky 

cakajiice pokusy o automaticke opakovane vytacanie pre fax, pozrite si cast' Zrusenie 
faxovej ulohy . Ak chcete zmenit' nastavenia pre opakovane vytacanie, pozrite si cast' 
Zmena nastavenia opakovaneho vytacania . 



Manualne opakovane vytacanie 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

2. Stlacte tlacidlo redial/pause. 

3. Stlacte tlacidlo fax/send. Zariadenie opakovane vytoci naposledy vytacane cislo a 
pokusi sa odoslat' fax. 

Ak skenujete pomocou plocheho skenera (iba typ HP LaserJet 3030 all-in-one alebo HP 
LaserJet 3380 all-in-one), pri zobrazeni polozky Send from glass? 1=Yes 2=No vyberte 
moznost' YES a potom stlacte tlacidlo menu/enter. 
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Zrusenie faxovej ulohy 



Pouzitim tychto pokynov mozete zrusit' jeden fax, ktory sa prave vytaca, alebo fax, ktory sa 
prave prenasa alebo prijima. 

Zrusenie aktualnej faxovej ulohy 

Stlacte tlacidlo cancel na ovladacom paneli. Vsetky neodoslane strany sa zrusia. Stlacenim 
tlacidla cancel sa zastavia aj ulohy skupinoveho vytacania. 

Zrusenie faxovej ulohy pouzitim polozky Fax Job Status 

Pouzitim tohto postupu mozete zrusit' faxovu ulohu v nasledujucich situaciach: 

• Zariadenie caka na opakovane vytacanie po zisteni obsadzovacieho signalu, 
neodpovedaneho hovoru alebo po komunikacnej chybe. 

• Fax je naplanovany na odoslanie v neskorsom case. 

Pouzitim nasledujucich krokov zruste faxovu ulohu pomocou funkcie Fax Job Status: 

1 . Stlacte tlacidlo menu/enter. 

2. Stlacenim tlacidla menu/enter vyberte polozku Fax Job status. 

3. Pouzitim tlacidla < alebo > listujte cakajucimi ulohami, az kym nenajdete ulohu, ktoru 
chcete vymazat'. 

4. Stlacenim tlacidla menu/enter vyberte ulohu, ktoru chcete zrusit'. 

5. Stlacenim tlacidla menu/enter potvrd'te, ze chcete zrusit' ulohu. 
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Odoslanie faxu pouzitim softveru 



Tato cast' obsahuje zakladne pokyny na odosielanie faxov pouzitim softveru, ktory sa 
dodava so zariadenim. Vsetky ostatne temy tykajuce sa softveru su uvedene v pomocnikovi 
softveru, ktory sa da otvorit' z ponuky Help daneho softveru. 

Poznamka Faxovy softver a program Toolbox nie su podporovane pre system Windows 95 alebo 

Windows NT. Program Toolbox nie je podporovany v systeme Macintosh. 

Elektronicke dokumenty z vasho pocitaca mozete odosielat' faxom pri splneni nasledujucich 
poziadaviek: 

• Zariadenie je pripojene priamo k vasmu pocitacu alebo je pripojene k vasmu pocitacu 
prostredmctvom siete TCP/IP s tlacovym serverom HP Jetdirect. Uplny zoznam 
podporovanych tlacovych serverov HP Jetdirect najdete v uvodnej prirucke. 

• Softver zariadenia je nainstalovany na vasom pocitaci. 

• Pouzivate system Microsoft Windows 98, Millennium Edition (Me), 2000 alebo XP alebo 
Mac OS 9.1, 9.2.x alebo 10.2.x. 

Odoslanie faxu pouzitim softveru (Windows 98, Me, 2000 alebo 
XP) 

Postup odosielania faxov sa lisi podia specifikacii. Najtypickejsie kroky su uvedene d'alej. 

1. Kliknite na tlacidlo Start, kliknite na polozku Programs a potom kliknite na polozku hp 
LaserJet all-in-one Fax. Zobrazi sa faxovy softver. 

2. Zadajte faxove cislojedneho alebo viacerych prijemcov. 

3. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF). 

4. Nezabudnite na uvodnu stranku. (Tento krok je volitelny.) 

5. Kliknite na tlacidlo Send Now alebo na tlacidlo Send Later a zvolte datum a cas. 

Poznamka Fax mozete odoslat' aj z programu Toolbox navigaciou do casti Fax Tasks a kliknutim na 

tlacidlo Fax Send. 



Odoslanie faxu pouzitim softveru (Mac OS 10.2.x) 

1. Otvorte program HP Director a kliknite na polozku Fax. Zobrazi sa faxovy softver. 

2. Z rozbalovacieho zoznamu Copies and Pages vyberte polozku Addressing. 

3. Zadajte faxove cislo jedneho alebo viacerych prijemcov. 

4. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF). 

5. Nezabudnite na uvodnu stranu (tento krok je volitelny). 

6. Kliknite na tlacidlo Scan Now a potom na tlacidlo Print. 

Poznamka Kroky sa pre systemy Mac OS 9.1 a 9.2.x lisia. 
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Odoslanie faxu z inych aplikacii, napnklad Microsoft Word 
(vsetky operacne systemy) 

1 . Otvorte dokument v inom programe. 

2. Kliknite na ponuku File a potom na polozku Print. 

3. V rozbalovacom zozname tlaciarni vyberte tlacovy ovladac faxu. Zobrazi sa faxovy 
softver. 

4. Dokoncite jeden z nasledujucich postupov: 

Pouzfvatelia systemu Windows: Dokoncite kroky 2 az 5 v casti Odoslanie faxu 
pouzitim softveru (Windows 98, Me, 2000 alebo XP) . 

Pouzivatelia systemu Mac: Dokoncite kroky 2 az 6 v casti Odoslanie faxu pouzitim 
softveru (Mac OS 10.2.x) . 
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Zmena predvoleneho nastavenia kontrastu 



Kontrast ovplyvnuje svetlost' a tmavost' odosielaneho faxu. 



Zmena predvoleneho nastavenia kontrastu 

Predvolene nastavenie kontrastu predstavuje kontrast, ktorysa normalne pouziva pre 
polozky odosielane faxom. Posuvac je nastaveny v strede, coje predvolena hodnota 
kontrastu. 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Def. Light/Dark a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < presunte posuvac dolava, cim bude fax svetlejsi ako original. 
Pripadne mozete pouzitim tlacidla > presunut' posuvac doprava, cim bude fax tmavsi 
ako original. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 
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Zmena predvoleneho nastavenia rozlisenia 



Rozlisenie v bodoch na palec (dpi) ovplyvnuje kvalitu faxovanych dokumentov. Ovplyvnuje 
aj rychlost' prenosu, pretoze vacsie rozlisenie produkuje vacsi subor, co vyzaduje viae casu 
na prenos. Predvolene nastavenie rozlisenia od vyrobcu je Fine. 

Pouzitim tohto postupu mozete zmenit' predvolene rozlisenie pre vsetky faxove ulohy na 
jedno z nasledujucich nastaveni: 

• Standard: Toto nastavenie poskytuje najnizsiu kvalitu a najrychlejsi cas prenosu. 

• Fine: Toto nastavenie poskytuje kvalitu s vyssim rozlisenim ako nastavenie Standard, 
co je zvycajne vhodne pre textove dokumenty. 

• Superfine: Toto nastavenie je najlepsie pouzivat' pre dokumenty, ktore obsahuju text aj 
obrazky. Doba prenosu je vacsia ako pri nastaveni Fine, avsak mensia ako pri 
nastaveni Photo. 

• Photo: Toto nastavenie produkuje najlepsie obrazky, vyrazne sa vsak zvysuje cas 
potrebny na prenos. 



Zmena predvoleneho nastavenia rozlisenia 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Def. Resolution a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > zmente nastavenie rozlisenia. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 

Poznamka Pokyny na zmenu rozlisenia iba pre aktualnu faxovu ulohu najdete v casti Uprava rozlisenia 

pre aktualnu faxovu ulohu . 
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Zmena predvoleneho nastavenia velkosti skenovanej plochy 



Poznamka Tatofunkcia nieje k dispozicii pre typ HP LaserJet 3015 all-in-one. 

Toto nastavenie urcuje, aku velkost' papiera bude plochy skener skenovat' pri odosielani 
faxu zo skenera. Predvolene nastavenie od vyrobcu sa urcuje podia krajiny/regionu, kde ste 
zakupili zariadenie. 

Zmena predvoleneho nastavenia velkosti skenovanej plochy 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Def. Glass Size a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte spravne nastavenie velkosti papiera. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 

K dispozicii su nasledovne nastavenia velkosti skenovanej plochy: 

• HP LaserJet 3030 all-in-one: A4 alebo Letter 

• HP LaserJet 3380 all-in-one: A4, Letter alebo Legal 
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Vyber rezimu tonovej volby alebo pulznej volby 



Pouzitim tohto postupu nastavte zariadenie do rezimu tonovej alebo pulznej volby. 
Predvolene nastavenie od vyrobcu je Tone. Toto nastavenie mente iba v pripade, ak viete, 
ze vasa telefonna linka nemoze pouzivat' tonovu volbu. 



Vyber tonovej alebo pulznej volby 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Dialing Mode a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku Tone alebo Pulse a potom stlacenim 
tlacidla menu/enter ulozte vyber. 

Poznamka Moznost' pulznej volby nie je k dispozicii vo vsetkych krajinach/regionoch. 
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Zmena nastavenia opakovaneho vytacania 



Ak zariadenie nemohlo odoslat' fax, pretoze prijimacie faxove zariadenie neodpovedalo 
alebo bolo obsadene, zariadenie sa pokusi o opakovane vytacanie na zaklade moznosti 
opakovaneho vytacania v pripade obsadenia, opakovaneho vytacania v pripade ziadnej 
odpovede a opakovaneho vytacania v pripade komunikacnej chyby. Pouzitim postupov v 
tejto casti mozete tieto moznosti zapnut' alebo vypnut'. 



Zmena moznosti opakovaneho vytacania v pnpade obsadenia 

Ak je tato moznost' zapnuta, zariadenie automaticky opakovane vytaca, ak prijme 
obsadzovaci signal. Predvolene nastavenie od vyrobcu pre opakovane vytacanie v pripade 
obsadenia je On. 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte 

3. Pouzitim tlacidla < alebo > vyberte 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte 

Zmena moznosti opakovaneho vytacania v pnpade 
neodpovedania 

Ak je tato moznost' zapnuta, zariadenie automaticky opakovane vytaca, ak prijimacie 
zariadenie neodpoveda. Predvolene nastavenie od vyrobcu pre opakovane vytacanie v 
pripade neodpovedania je Off. 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Redial-no answer a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacte tlacidlo menu/ 

ENTER. 



polozku Fax setup a potom stlacte tlacidlo menu/ 
polozku Fax Send setup a potom stlacte tlacidlo 
polozku Redial if busy a potom stlacte tlacidlo menu/ 
polozku On alebo Off a potom stlacte tlacidlo menu/ 



38 Chapter 2 Chapter Faxovanie (zakladne) 



SKWW 



Zmena moznosti opakovaneho vytacania v prlpade 
komunikacnej chyby 

Ak je tato moznost' zapnuta, zariadenie automaticky opakovane vytaca, ak sa vyskytne 
nejaka komunikacna chyba. Predvolene nastavenie od vyrobcu pre opakovane vytacanie v 
pripade komunikacnej chyby je On. 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Redial Comm Err. a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacte tlacidlo menu/ 

ENTER. 
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Prijimanie faxov 



Faxy mozete prijimat' do zariadenia alebo do vasho pocitaca. Vo vseobecnosti plati, ze na 
faxy prichadzajuce do zariadenia sa odpoveda automaticky. Ak vsak zmenite zariadenia, 
ktore su pripojene k rovnakej telefonnej linke ako zariadenie, musite zmenit' sposob, ako 
zariadenie odpoveda na prichadzajuce faxy. Pokyny najdete v casti Nastavenie rezimu 
odpovedania . 

Podia postupov v tejto casti mozete spravovat' faxy, ktore sa smeruju do zariadenia. 



Prijem faxov pri pocutf faxovych tonov 

Ak mate telefonnu linku, ktora prijima faxove aj telefonne hovory, a pri zdvihnuti telefonu 
pocujete faxove tony, mozete proces prijimania spustit' dvomi sposobmi: 

• Ak ste blizko zariadenia, stlacte tlacidlo fax/send na ovladacom paneli. 

• Ak zdvihnete lubovolny telefon pripojeny k linke (pobockovy telefon) a pocujete faxove 
tony, zariadenie by malo zacat' odpovedat' na hovor automaticky. Ak nezacne, stlacte 
postupne za sebou tlacidla 1-2-3 na klavesnici telefonu (iba v rezime tonovej volby), 
pocuvajte zvuky prenosu faxu a potom telefon zaveste. 



Poznamka Aby fungoval druhy sposob, nastavenie pobockoveho telefonu musi byt' nastavene na 

hodnotu YES. Ak chcete skontrolovat' alebo zmenit' nastavenie, pozrite si cast' Nastavenie 
pobockoveho telefonu na umoznenie prijimania faxov . 
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Prijem faxov na vas pocitac 



Ak chcete prijimat' faxy na vas pocitac, musite zapnut' nastavenie prijmu na pocitac v 
softveri (pozrite si pomocnika softveru zariadenia). Nastavenie prijmu na pocitac sa da 
aktivovat' iba z jedneho pocitaca. Ak z nejakeho dovodu pocitac nie je k dispozicii, pouzitim 
nasledovneho postupu mozete vypnut' nastavenie prijmu na pocitac z ovladacieho panelu 
zariadenia. 



Vypnutie nastavenia prijmu na pocitac z ovladacieho panelu 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax functions a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Stop Recv to PC a potom stlacenim tlacidla 
menu/enter potvrd'te vyber. 

Po vybrati nastavenia Stop Recv to PC sa vytlacia vsetky faxy, ktore zostali v pamati 
zariadenia. 



Poznamka Funkciu prijmu na pocitac nemozete pouzivat', ak pouzivate softver pre system Macintosh, 

Windows 95 alebo Windows NT. 
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Nastavenie rezimu odpovedania 



V zavislosti od situacie mozete zariadenie nastavit' do rezimu odpovedania Automatic alebo 
Manual. Predvolene nastavenie od vyrobcu je Automatic. 

• Automaticky rezim: V tomto rezime odpovedania zariadenie odpoveda na 
prichadzajuce hovory po zadanom pocte zvoneni alebo po rozpoznani specialnych 
faxovych tonov. Ak chcete zadat' pocet zvoneni, pozrite si cast' Zmena nastavenia 
poctu zvoneni do odpovedania . 

• Manualny rezim: V tomto rezime odpovedania zariadenie nikdy neodpoveda na hovory. 
Proces prijimania faxov musite spustit' sami, a to bud' stlacenim tlacidla fax/send na 
ovladacom paneli, alebo zdvihnutim telefonu, ktory je pripojeny k danej linke, a 
vytocenim postupnosti cisiel 1-2-3 (iba v rezime tonovej volby). 

Poznamka Aj ked' vacsina pouzivatelov nechava rezim odpovedania nastaveny na hodnotu Automatic, 

hlasovi volajuci, ktori vytocia telefonne cislo faxu, budu pocut' v pripade nezdvihnutia 
telefonu alebo v pripade jeho nezavesenia po uplynuti zadaneho poctu zvoneni na 
odpovedanie faxove tony. Ak nechcete, aby hlasovi volajuci poculi faxove tony, pouzite 
nastavenie Manual. Pamatajte vsak, ze faxove hovory sa pri nastavenom rezime Manual 
neprijimaju automaticky. 



Nastavenie rezimu odpovedania 

Ak chcete nastavit' alebo zmenit' rezim odpovedania, vykonajte nasledovne kroky: 

1. Na ovladacom paneli stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Stlacenim tlacidla menu/enter vyberte polozku Answer mode. 

5. Pouzitim tlacidla < alebo > vyberte polozku Automatic alebo Manual a potom stlacte 
tlacidlo menu/enter. 

Na displeji ovladacieho panelu sa zobrazi zadane nastavenie rezimu odpovedania. 
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Zmena vzoru zvonenia na odpovedanie hovorov 



Sluzba vzoru zvonenia alebo rozlisujuceho zvonenia je k dispozicii prostrednictvom 
niektorych miestnych telekomunikacnych spolocnosti. Tato sluzba umoznuje mat' na jednej 
linke viae ako jedno telefonne cislo. Kazde telefonne cislo ma jedinecny vzor zvonenia, 
takze mozete odpovedat' na hlasove hovory a zariadenie moze odpovedat' na faxove 
hovory. 

Ak si u vasej telekomunikacnej spolocnosti predplatite sluzbu vzoru zvoneni, musite 
zariadenie nastavit' tak, aby odpovedalo na spravny vzor zvonenia. Nie vsetky krajiny/ 
regiony podporuju jedinecne vzory zvoneni. Ak chcete zistit', ci je tato sluzba k dispozicii vo 
vasej krajine/regione, obrat'te sa na vasu telekomunikacnu spolocnost'. 

Poznamka Ak nemate predplatenu sluzbu vzoru zvoneni a zmenite nastavenie vzoru zvonenia na inu 

ako predvolenu hodnotu (All Rings), zariadenie nemusi dokazat' prijat' vsetky faxy. 

Nastavenia su nasledovne: 

• All Rings: Zariadenie odpoveda na vsetky hovory na telefonnej linke. 

• Single: Zariadenie odpoveda na vsetky hovory s jednoduchym vzorom zvonenia. 

• Double: Zariadenie odpoveda na vsetky hovory s dvojitym vzorom zvonenia. 

• Triple: Zariadenie odpoveda na vsetky hovory s trojitym vzorom zvonenia. 

• Double&Triple: Zariadenie odpoveda na vsetky hovory s dvojitym a trojitym vzorom 
zvonenia. 



Zmena vzorov zvonenia na odpovedanie hovorov 

Ak chcete zmenit' vzory zvonenia na odpovedanie hovorov, vykonajte nasledovne kroky: 

1. Na ovladacom paneli stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Answer Ring Type a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte pozadovany vzor zvonenia a potom stlacte tlacidlo 

menu/enter. 

6. Po dokonceni instalacie zariadenia poziadajte niekoho o zaslanie faxu, aby ste overili, 
ci sluzba vzoru zvonenia pracuje spravne. 
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Zmena nastavenia poctu zvoneni do odpovedania 



Ak je nastaveny rezim odpovedania Automatic, nastavenie poctu zvoneni do odpovedania 
zariadenia urcuje pocet zvoneni telefonu pred odpovedanim zariadenia na prichadzajuci 
hovor. 

Ak je zariadenie pripojene k linke, ktora prijima faxove aj hlasove hovory (zdielana linka) a 
zaroven pouziva zaznamnik, bude pravdepodobne potrebne upravit' nastavenie poctu 
zvoneni do odpovedania. Pocet zvoneni do odpovedania pre zariadenie musi byt' vacsie 
ako pocet zvoneni do odpovedania pre zaznamnik. Toto umoznuje zaznamniku odpovedat' 
na prichadzajuci hovor a nahrat' spravu, ak je to hlasovy hovor. Ak zaznamnik odpovie na 
hovor, zariadenie pocuva hovor a automaticky odpovie, ak detekuje faxove tony. 

Predvolene nastavenie poctu zvoneni do odpovedania je pat' pre USA a Kanadu a dve pre 
ostatne krajiny/regiony. 

Pouzfvanie nastavenia poctu zvoneni do odpovedania 

Pouzitim nasledujucej tabulky urcite pozadovany pocet zvoneni do odpovedania. 



Typ telefonnej linky 


Odporucane nastavenie poctu zvoneni do 
odpovedania 


Vyhradena faxova linka (prijima iba faxove 
hovory) 


Nastavte pocet zvoneni v rozsahu zobrazenom 
na ovladacom paneli. (Povoleny minimalny a 
maximalny pocet zvoneni sa lisi podia krajiny/ 
regionu.) 


Jedna linka s dvomi samostatnymi cislami a 
sluzbou vzorov zvoneni 


Jedno alebo dve zvonenia. (Ak mate pre druhe 
telefonne cislo zaznamnik alebo pocitacovu 
hlasovu postu, skontrolujte, ci je zariadenie 
nastavene na vacsi pocet zvoneni ako system 
zaznamnika. Pozrite si aj cast' Zmena vzoru 
zvonenia na odpovedanie hovorov.) 




Zdielana linka (prijimajuca faxove aj hlasove 
hovory) s ibajednym pripojenym telefonom 


Pat' zvoneni alebo viae. 


Zdielana linka (prijimajuca faxove aj hlasove 
hovory) s pripojenym zaznamnikom alebo 
pocitacovou hlasovou postou 


0 dve zvonenia viae ako zaznamnik alebo 
pocitacova hlasova posta. 



Nastavenie poctu zvoneni do odpovedania 

Na nastavenie alebo zmenu poctu zvoneni do odpovedania pouzite nasledovne kroky: 

1. Na ovladacom paneli stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 
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Pouzitim tlacidla < alebo > vyberte polozku Rings to answer a potom stlacte tlacidlo 

menu/enter. 

Pouzitim alfanumerickych tlacidiel zadajte pocet zvoneni do odpovedania a potom 
stlacte tlacidlo menu/enter. 



Zmena nastavenia poctu zvoneni do odpovedania 



Zmena nastavenia automatickej redukcie pre prichadzajuce faxy 



Ak je zapnuta moznost' prisposobenia velkosti strany, zariadenie automaticky zredukuje 
dlhe faxy az do 75 percent, aby sa informacie zmestili na predvolenu velkost' papiera 
(napriklad fax sa zredukuje z velkosti legal na velkost' letter). 

Ak je moznost' prisposobenia velkosti strany vypnuta, dlhe faxy sa vytlacia v plnej velkosti 
na viacero stran. Predvolene nastavenie od vyrobcu pre automaticku redukciu 
prichadzajucich faxovje On. 

Automaticku redukciu je vyhodne zapnut' aj pri zapnutej moznosti oznacovania prijatych 
faxov. Tymto sa mierne redukuje velkost' prichadzajucich faxov a zabrahuje sa tomu, aby 
oznacenie stran sposobovalo rozdelenie faxu na dve strany. 

Poznamka Skontrolujte, ci sa nastavena velkost' papiera zhoduje s velkost'ou papiera vlozeneho vo 

vstupnom zasobniku na media. Informacie o zmene predvolenej velkosti papiera najdete v 
elektronickej pouzivatelskej prirucke. 



Zmena automatickej redukcie pre prichadzajuce faxy 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Fit to page a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter ulozte vyber. 
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Blokovanie alebo odblokovanie faxovych cisiel 



Ak nechcete prijimat' faxy od urcitych Tudf alebo firiem, mozete pouzitim ovladacieho panelu 
zablokovat' az 30 faxovych cisiel. Ak zablokujete faxove cislo a niekto z tohto cisla vam 
odosle fax, na displeji ovladacieho panela sa zobrazi sprava, ze cislo je blokovane, fax sa 
nevytlaci a neulozi sa do pamate. Faxy prijate zo zablokovanych faxovych cisiel sa 
zobrazujii v denniku cinnosti faxu oznacene ako "discarded". Zablokovane faxove cisla 
mozete odblokovat' individualne alebo vsetky naraz. 



Poznamka Ak chcete vytlacit' zoznam zablokovanych cisiel, pozrite si cast' Tlac zoznamu blokovanych 

faxovych cisiel . Ak chcete vytlacit' dennik cinnosti faxu, pozrite si cast' Tlac dennika cinnosti 
faxu . 



Zablokovanie alebo odblokovanie faxoveho cisla 

Vykonanim nasledujucich krokov mozete zablokovat' alebo odblokovat' faxove cisla 
pouzitim ovladacieho panela: 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Block faxes a potom stlacte tlacidlo menu/ 

ENTER. 

5. Vykonajte jeden z nasledujucich krokov: 

Ak chcete zablokovat' faxove cislo, pouzitim tlacidla < alebo > vyberte polozku Add 
entry a potom stlacte tlacidlo menu/enter. Zadajte faxove cislo presne tak, ako sa 
zobrazuje v hlavicke (vratane medzier), a potom stlacte tlacidlo menu/enter. Zadajte 
nazov pre zablokovane cislo a potom stlacte tlacidlo menu/enter. 

Ak chcete odblokovat' jedno faxove cislo, pouzitim tlacidla < alebo > vyberte polozku 
Delete entry a potom stlacte tlacidlo menu/enter. Pouzitim tlacidla < alebo > vyberte 
faxove cislo, ktore chcete odstranit', a potom stlacenim tlacidla menu/enter potvrd'te 
odstranenie. 

Ak chcete odblokovat' vsetky zablokovane faxove cisla, pouzitim tlacidla < alebo > 
vyberte polozku Clear all a potom stlacte tlacidlo menu/enter. Opatovnym stlacenim 
tlacidla menu/enter potvrd'te odstranenie. 
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Zmena nastavenia hlasitosti zvuku 

Hlasitost'faxovych zvukov mozete nastavovat' pomocou ovladacieho panelu zariadenia. 
Zmenit' mozete nasledovne zvuky: 

• Faxove zvuky, ktore su priradene k prichadzajucim a odchadzajucim faxom 

• Zvonenie pre prichadzajuce faxy 

Predvolene nastavenie od vyrobcu pre hlasitost' faxovych zvukov je Soft. Vseobecne 
informacie o nastavovani hlasitosti najdete v elektronickej pouzivatelskej prirucke. 

Zmena hlasitosti faxovych zvukov (monitor linky) (HP LaserJet 
3015) 

Vykonanim nasledovnych krokov mozete zmenit' hlasitost'faxovych zvukov na zariadeni HP 
LaserJet 3015 all-in-one. 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Common settings a potom stlacte tlacidlo 

menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Volume settings a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku PhoneLine Volume a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte moznost' Off, Soft, Medium alebo Loud. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 

Zmena hlasitosti faxovych zvukov (monitor linky) (HP LaserJet 
3030 all-in-one alebo HP LaserJet 3380 all-in-one) 

Vykonanim nasledovnych krokov mozete zmenit' hlasitost'faxovych zvukov na zariadeni HP 
LaserJet 3030 all-in-one alebo HP LaserJet 3380 all-in-one. 

1 . Stlacte tlacidlo volume na ovladacom paneli. 

2. Pouzitim tlacidla < alebo > vyberte moznost' Off, Soft, Medium alebo Loud. 

3. Stlacenim tlacidla menu/enter ulozte vyber. 

Zmena hlasitosti zvonenia 

Pri pociatocnom prijimani hovoru zariadenim je pocut' upozorhujuce zvonenie. Dizka 
zvonenia je zalozena na dizke vzoru zvonenia telekomunikacnej spolocnosti. Predvolene 
nastavenie od vyrobcu pre hlasitost' zvonenia je Soft. 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Common settings a potom stlacte tlacidlo 

menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Volume settings a potom stlacte tlacidlo 

menu/enter. 
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4. Jednym stlacenim tlacidla > vyberte polozku Ring volume a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte moznost' Off, Soft, Medium alebo Loud. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 
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Faxovanie (pokrocile) 



Tato kapitola popisuje pokrocile faxove funkcie, ktore poskytuje zariadenie HP LaserJet all- 
in-one. Mnohe z tychto funkcii je mozne vykonavat' aj pomocou programu Toolbox. Dalsie 
informacie o programe Toolbox najdete v elektronickej pouzivatelskej prirucke. 

• Informacie o polozkach rychleho vytacania, jednodotykovych klavesoch a polozkach 
skupinoveho vytacania 

• Pouzivanie vytacacich znakov 

• Vlozenie smeroveho cisla vytacania 

• Odoslanie oneskoreneho faxu 

• Odoslanie faxu vytocenim cisla na telefone 

• Zmena nastavenia detekcie oznamovacieho tonu 

• Pouzivanie fakturacnych kodov 

• Opatovna tlac faxu 

• Odstranovanie faxov z pamate 

• Pouzivanie posielania faxov d'alej 

• Nastavenie pobockoveho telefonu na umoznenie prijimania faxov 

• Pouzivanie vyziev na odosielanie faxov 

• Zmena rezimu detekcie ticha 

• Tvorba oznacenych prijatych faxov 

• Nastavenie rezimu opravy chyb pri faxovani 

• Zmena nastavenia protokolu V.34 



Informacie o polozkach rychleho vytacania, jednodotykovych 
klavesoch a polozkach skupinoveho vytacania 



Casto vytacane faxove cisla alebo skupiny faxovych cfsiel sa daju ulozit' ako jednodotykove 
klavesy, polozky rychleho vytacania alebo polozky skupinoveho vytacania. 

V telefonnom zozname zariadenia je mozne spolu ulozit' az 120 poloziek rychleho vytacania 
a skupinoveho vytacania. Ak napriklad naprogramujete 100 poloziek rychleho vytacania, 
zvysnych 20 sa da pouzit' pre polozky skupinoveho vytacania. 

Blizsie informacie o pouziti poloziek rychleho vytacania, skupinoveho vytacania a 
jednodotykovych klavesov najdete v nasledovnych postupoch. 

Programovanie poloziek rychleho vytacania a jednodotykovych 
klavesov 

Polozky rychleho vytacania 1 az 9 (HP LaserJet 3380 all-in-one) alebo 1 az 7 (HP LaserJet 
3015 all-in-one alebo HP LaserJet 3030 all-in-one) su priradene aj k ich prislusnym 
jednodotykovym klavesom na ovladacom paneli. Jednodotykove klavesy sa daju pouzit' pre 
polozky rychleho vytacania alebo skupinoveho vytacania. Pre jedno faxove cislo je mozne 
zadat' maximalne 50 znakov. 



Poznamka Polozky rychleho vytacania, jednodotykove klavesy a polozky skupinoveho vytacania sa 

lahsie programuju pouzitim softveru. Informacie o programovani poloziek rychleho 
vytacania, jednodotykovych klavesov a poloziek skupinoveho vytacania pouzitim softveru 
zariadenia najdete v elektronickej pouzivatelskej prirucke. 

Vykonanim nasledovnych krokov mozete naprogramovat' polozky rychleho vytacania a 
jednodotykove klavesy z ovladacieho panelu zariadenia: 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

4. Stlacenim tlacidla menu/enter vyberte polozku Individual setup. 

5. Stlacenim tlacidla menu/enter vyberte polozku Add. 

6. Pouzitim alfanumerickych tlacidiel zadajte cislo polozky rychleho vytacania, ktore 
chcete priradit' k tomuto faxovemu cislu, a potom stlacte tlacidlo menu/enter. Vyberom 
cisla od 1 po 9 (HP LaserJet 3380 all-in-one) alebo od 1 po 7 (HP LaserJet 3015 all-in- 
one alebo HP LaserJet 3030 all-in-one) sa priradi faxove cislo aj k prislusnemu 
jednodotykovemu klavesu. 



Poznamka Ak potrebujete pri zadavani faxoveho cisla vlozit' do vytacanej postupnosti pauzu, stlacajte 

tlacidlo pause/redial, az kym sa nezobrazi ciarka (,). Ak chcete, aby zariadenie cakalo na 
oznamovaci ton, stlacajte tlacidlo *, az kym sa nezobrazi znak W. 

7. Pouzitim alfanumerickych tlacidiel zadajte faxove cislo. Zadajte ho vratane vsetkych 
pauz alebo inych pozadovanych cisiel, akoje napriklad telefonne smerove cislo, 
pristupovy kod pre cisla, ktore su mimo systemu pobockovej ustredne (zvycajne cislo 9 
alebo 0), alebo smerove cislo pre medzimestsky hovor. 

8. Stlacte tlacidlo menu/enter. 
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9. Pouzitim alfanumerickych tlacidiel zadajte meno pre faxove cislo. Vykonajte to 

opakovanym stlacanim alfanumerickeho tlacidla s pozadovanym pismenom, az kym sa 
nezobrazi toto pismeno. (Zoznam znakov najdete v casti Pouzivanie vytacacich 
znakoy.) 



Poznamka Ak chcete vlozit' interpunkcne znamienko, opakovane stlacajte tlacidlo hviezdicka (*), az 

kym sa nezobrazi pozadovany znak, a potom stlacenim tlacidla > prejdite na nasledujucu 
medzeru. 



10. Stlacenim tlacidla menu/enter ulozte informacie. 

11. Ak chcete naprogramovat' viae poloziek rychleho vytacania alebo jednodotykovych 
klavesov, zopakujte kroky 1 az 10. 

Vymazanie poloziek rychleho vytacania a jednodotykovych 
klavesov 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 
enter. 

3. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

4. Stlacenim tlacidla menu/enter vyberte polozku Individual setup. 

5. Pouzitim tlacidla < alebo > vyberte polozku Delete a potom stlacte tlacidlo menu/enter. 

6. Pouzitim alfanumerickych tlacidiel zadajte cislo polozky rychleho vytacania, ktoru 
chcete odstranit', a potom stlacte tlacidlo menu/enter. 

7. Stlacenim tlacidla menu/enter potvrd'te odstranenie. 

Programovanie poloziek rychleho vytacania alebo 
jednodotykovych klavesov 

Poznamka Nasledujuci postup sa neda pouzit' na programovanie poloziek skupinoveho vytacania. 

Informacie o polozkach skupinoveho vytacania najdete v casti Programovanie poloziek 
skupinoveho vytacania . 

Vykonanim nasledovnych krokov mozete jednoducho naprogramovat' polozky rychleho 
vytacania a jednodotykove klavesy z ovladacieho panelu zariadenia: 

1 . Dokoncite jednu z nasledujucich cinnosti: 

Na ovladacom paneli zariadenia stlacte tlacidlo phone book, zadajte nenaprogramovanu 
polozku rychleho vytacania a potom stlacte tlacidlo menu/enter. 

Stlacte nenaprogramovany jednodotykovy klaves. Displej ovladacieho panela vam 
oznami, ze polozka rychleho vytacania alebo jednodotykovy klaves boli 
naprogramovane. 

2. Stlacenim tlacidla menu/enter naprogramujete polozku rychleho vytacania alebo 
jednodotykovy klaves. 
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3. Zadajte faxove cislo a potom stlacte tlacidlo menu/enter. Zadajte ho vratane pauz alebo 
inych pozadovanych cisiel, akoje napriklad telefonne smerove cislo, pristupovy kod pre 
cisla, ktore su mimo systemu pobockovej ustredne (zvycajne cislo 9 alebo 0), alebo 
smerove cislo pre medzimestsky hovor. (Dalsie informacie najdete v casti Pouzivanie 
vytacacich znakov .) 



Poznamka Pri zadavani faxoveho cisla stlacajte tlacidlo pause/redial, az kym sa nezobrazi ciarka (,), 

cim sa vlozi do vytacanej postupnosti pauza. Ak chcete, aby zariadenie cakalo na 
oznamovaci ton, stlacajte tlacidlo *, az kym sa nezobrazi znak W. 

4. Pouzitim alfanumerickych tlacidiel zadajte meno pre faxove cislo. Vykonajte to 
opakovanym stlacanim alfanumerickeho tlacidla s pozadovanym pismenom, az kym sa 
nezobrazi toto pismeno. (Zoznam znakov najdete v casti Pouzivanie vytacacich 
znakov .) 

5. Stlacenim tlacidla menu/enter ulozte informacie. 



Spravovanie poloziek skupinoveho vytacania 

Ak pravidelne odosielate informacie rovnakej skupine ludi, mozete na zjednodusenie tejto 
ulohy naprogramovat' polozku skupinoveho vytacania. Polozky skupinoveho vytacania 
obsahuju polozky rychleho vytacania. Polozky skupinoveho vytacania pouzitim cisiel 1 az 9 
(HP LaserJet 3380 all-in-one) alebo 1 az 7 (HP LaserJet 3015 all-in-one alebo HP LaserJet 
3030 all-in-one) su priradene aj k ich prislusnym jednodotykovym klavesom na ovladacom 
paneli. 

Do skupiny je mozne pridat'lubovolnu individualnu polozku rychleho vytacania. Vsetci 
clenovia skupiny musia mat' pred ich priradenim do polozky skupinoveho vytacania 
priradene naprogramovane polozky rychleho vytacania alebo jednodotykove klavesy. 

Pouzitim nasledovnych pokynov mozete spravovat' vase polozky skupinoveho vytacania. 



Poznamka Polozky rychleho vytacania, jednodotykove klavesy a polozky skupinoveho vytacania sa 

lahsie programuju pouzitim softveru. Informacie o programovani poloziek rychleho 
vytacania, jednodotykovych klavesov a poloziek skupinoveho vytacania pouzitim programu 
Toolbox najdete v elektronickej pouzivatelskej prirucke. 



Programovanie poloziek skupinoveho vytacania 

1. Ku kazdemu faxovemu cislu, ktore chcete v skupine, prirad'te polozku rychleho 
vytacania. (Pokyny najdete v casti Programovanie poloziek rychleho vytacania a 
jednodotykovych klavesov .) 

2. Stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 
enter. 

4. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

5. Pouzitim tlacidla < alebo > vyberte polozku Group setup a potom stlacte tlacidlo menu/ 
enter. 

6. Pouzitim tlacidla < alebo > vyberte polozku Add/Edit group a potom stlacte tlacidlo menu/ 

7. Pouzitim alfanumerickych tlacidiel zadajte cislo, ktore chcete priradit' k tejto skupine, a 
potom stlacte tlacidlo menu/enter. Vyberom cisla od 1 po 9 (HP LaserJet 3380 all-in-one) 
alebo od 1 po 7 (HP LaserJet 3015 all-in-one alebo HP LaserJet 3030 all-in-one) sa 
priradi skupina aj k prislusnemu jednodotykovemu klavesu. 
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8. Pouzitim alfanumerickych tlacidiel zadajte nazov skupiny a potom stlacte tlacidlo menu/ 

. 

9. Dokoncite jeden z nasledujucich krokov: 

Stlacte jednodotykovy klaves a potom opatovnym stlacenim tlacidla menu/enter potvrd'te 
pridanie. Tento krok zopakujte pre kazdeho clena skupiny, ktoreho chcete pridat'. 

Vyberte polozku Phone Book a potom vyberte polozku rychleho vytacania pre clena 
skupiny, ktoreho chcete pridat'. Stlacenim tlacidla menu/enter potvrd'te pridanie. Tento 
krok zopakujte pre kazdeho clena skupiny, ktoreho chcete pridat'. 

10. Po dokonceni stlacte tlacidlo menu/enter. 

1 1. Ak chcete priradit' viae poloziek skupinoveho vytacania, stlacte tlacidlo menu/enter a 
potom zopakujte kroky 1 az 10. 

Odstranenie poloziek skupinoveho vytacania 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

4. Pouzitim tlacidla < alebo > vyberte polozku Group setup a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku Delete group a potom stlacte tlacidlo menu/ 

. 

6. Pouzitim alfanumerickych tlacidiel zadajte cislo polozky skupinoveho vytacania, ktoru 
chcete odstranit', a potom stlacte tlacidlo menu/enter. 

7. Stlacenim tlacidla menu/enter potvrd'te odstranenie. 

Odstranenie jednotlivca z polozky skupinoveho vytacania 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

. 

3. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

4. Pouzitim tlacidla < alebo > vyberte polozku Group setup a potom stlacte tlacidlo menu/ 

. 

5. Pouzitim tlacidla < alebo > vyberte polozku Del. # in group a potom stlacte tlacidlo menu/ 

. 

6. Pouzitim tlacidla < alebo > vyberte jednotlivca, ktoreho chcete odstranit' zo skupiny. 

7. Stlacenim tlacidla menu/enter potvrd'te odstranenie. 

8. Dokoncite jednu z nasledujucich cinnosti: 

Opakovanim krokov 6 a 7 odstrahte d'alsich jednotlivcov zo skupiny. 
Po dokonceni stlacte tlacidlo cancel. 

Pri odstraneni polozky rychleho vytacania sa tato polozka odstrani aj z kazdej polozky 
skupinoveho vytacania, ktorej bola sucast'ou. 



Informacie o polozkach rychleho vytacania, jednodotykovych klavesoch a polozkach 
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Odstranenie vsetkych poloziek telefonneho zoznamu 

Odstranit' mozete vsetky polozky rychleho vytacania, jednodotykove klavesy a polozky 
skupinoveho vytacania, ktore su naprogramovane v zariadeni. 

POZOR Po odstraneni poloziek rychleho vytacania, jednodotykovych klavesov a poloziek 

skupinoveho vytacania sa tieto nedaju obnovit'. 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

. 

3. Stlacenim tlacidla menu/enter vyberte polozku Phone Book. 

4. Pouzitim tlacidla < alebo > vyberte polozku Delete all a potom stlacte tlacidlo menu/ 
enter. 

5. Stlacenim tlacidla menu/enter potvrd'te odstranenie. 
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Pouzivanie vytacacich znakov 



Pri pouzivani ovladacieho panelu na zadavanie vasho mena v hlavicke alebo zadavanie 
nazvu pre jednodotykovy klaves, polozku rychleho vytacania alebo polozku skupinoveho 
vytacania opakovane stlacajte prislusne alfanumericke tlacidlo, az kym sa nezobrazi 
pozadovane pismeno. Potom stlacenim tlacidla > vyberte toto pismeno a posunte sa na 
nasledovnu medzeru. Tato tabulka zobrazuje, ktore pismena a cisla sa zobrazuju na 
kazdom z alfanumerickych tlacidiel pri predvolenom nastaveni anglickeho jazyka (English): 



cfslo tlacidla 


znaky 


1 


1 


2 


A B C a b c2 


3 


D E Fd ef 3 


4 


G H I g h i 4 


5 


J K L j k I 5 


6 


M N 0 m n o 6 


7 


PQRSpqrs7 


8 


TU Vtu v8 


9 


WXYZwxyz9 


0 


0 


* 


() + -./,"*&© 


# 


medzera # 



Vlozenie pauzy 

Pauzy mozete vlozit' do faxoveho cisla, ktore vytacate alebo programujete pre 
jednodotykovy klaves, polozku rychleho vytacania alebo polozku skupinoveho vytacania. 
Pauzy sa casto vyzaduju pri medzinarodnom vytacani alebo pri pripajani k vonkajsej linke. 

• Stlacenim tlacidla pause/redial vlozte do vytacacej postupnosti pauzu. Na displeji 
ovladacieho panelu sa zobrazi ciarka (,), ktora oznacuje, ze pauza sa vyskytne v tomto 
mieste vytacacej postupnosti. 

• Opakovane stlacajte tlacidlo *, az kym sa na displeji ovladacieho panelu nezobrazi znak 
W, ktory zabezpeci cakanie zariadenia na oznamovaci ton pred vytocenim zvysku 
telefonneho cisla. 

• Opakovane stlacajte tlacidlo *, az kym sa na displeji ovladacieho panelu nezobrazi znak 
R, ktory zabezpeci momentove zavesenie. 
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Vlozenie smeroveho cisla vytacania 



Smerove cislo vytacania predstavuje cislo alebo skupinu cisiel, ktore sa automaticky 
pridavajii na zaciatok kazdeho faxoveho cisla, ktore zadate na ovladacom paneli alebo v 
softveri. Maximalny pocet znakov pre smerove cislo vytacania je 50. 

Predvolene nastavenie je Off. Toto nastavenie mozete chciet' zapnut' a zadat' smerove cislo 
napriklad vtedy, ak musite vytacat' cislo (napriklad 9) na pristup na telefonnu linku mimo 
telefonneho systemu vasej spolocnosti. Akje toto nastavenie zapnute, mozete faxove cislo 
vytacat' bez vytacania smeroveho cisla pouzitim manualneho vytacania. Pokyny najdete v 
casti Pouzivanie manualneho vytacania . 



Nastavenie smeroveho cisla vytacania 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Jednym stlacenim tlacidla > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Dial Prefix a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacte tlacidlo menu/ 

6. Ak ste vybrali moznost' On, pouzitim alfanumerickych tlacidiel zadajte smerove cislo a 
potom stlacte tlacidlo menu/enter. Pouzit' mozete cisla, pauzy a vytacacie symboly. 
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Odoslanie oneskoreneho faxu 



Odoslanie faxu jednej alebo viacerym osobam mozete naplanovat' na automaticke 
odoslanie v neskorsom case. Po dokonceni tohto postupu zariadenie naskenuje dokument 
do pamate a vrati sa do pripraveneho stavu (Ready), aby ste mohli vykonavat' d'alsie ulohy. 



Poznamka Ak zariadenie nemoze odoslat' fax v naplanovanom case, tieto informacie sa vyznacia na 

sprave o faxovom hovore (ak je tato moznost' zapnuta) alebo sa nahraju do dennika 
cinnosti faxu. Prenos moze byt' pozastaveny, pretoze na hovor urceny na odoslanie faxu sa 
neodpoveda alebo obsadzovaci signal zastavil pokusy o opakovane vytacanie. (Dalsie 
informacie najdete v casti Nastavenie casov tlace pre spravu o faxovom hovore a Tlac 
dennika cinnosti faxu .) 

Ak ste nastavili fax, ktory chcete odoslat' neskor, ale potrebujte k nemu nieco pridat', mozete 
dodatocne informacie odoslat' ako d'alsiu ulohu. Vsetky faxy naplanovane pre rovnake 
faxove cislo v rovnakom case sa dorucuju ako jednotlive faxy. 

Odoslanie oneskoreneho faxu 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

2. Stlacte tlacidlo menu/enter. 

3. Opakovane stlacajte tlacidlo < alebo >, az kym sa nezobrazi polozka Fax functions. 
Potom stlacte tlacidlo menu/enter. 

4. Opakovane stlacajte tlacidlo < alebo >, az kym sa nezobrazi polozka Send fax later. 
Potom stlacte tlacidlo menu/enter. 

5. Pouzitim alfanumerickych tlacidiel zadajte pociatocny cas a potom dokoncite jednu z 
nasledovnych uloh. 

Ak je zariadenie nastavene na 12-hodinovy rezim casu, pouzitim tlacidla > posunte 
kurzor za stvrty znak a nastavte moznost' A.M. alebo P.M. Vyberte hodnotu 1 pre 
moznost' A.M. (dopoludnia) alebo hodnotu 2 pre moznost' P.M. (popoludni) a potom 
stlacte tlacidlo menu/enter. 

Akje zariadenie nastavene na 24-hodinovy rezim casu, stlacte tlacidlo menu/enter. 

6. Dokoncite jednu z nasledujucich cinnosti: 

Pouzitim alfanumerickych tlacidiel zadajte datum a potom stlacte tlacidlo menu/enter. 
Predvoleny datum potvrdite stlacenim tlacidla menu/enter. 

7. Zadajte faxove cislo, zadajte polozku rychleho vytacania alebo stlacte jednodotykovy 
klaves. (Tatofunkcia nepodporuje nedefinovane (jednoucelove) skupiny.) 

8. Stlacte tlacidlo menu/enter alebo fax/send. Zariadenie naskenuje dokument do pamate a 
odosle ho v urcenom case. 
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Odoslanie faxu vytocenim cisla na telefone 



Prilezitostne mozete chciet' vytocit' faxove cislo z telefonu, ktory je pripojeny k rovnakej linke 
ako zariadenie. Ak napriklad odosielate fax osobe, ktorej zariadenie je v rezime 
manualneho prijmu, mozete pred odoslanim faxu vykonat' hlasovy hovor, aby ste danu 
osoby upozornili na prichadzajuci fax. 



Odoslanie faxu vytocenim cfsla na telefone 



Poznamka Telefon musi byt' pripojeny k "telefonnemu" portu (port oznaceny ikonou telefonu). 

1. Dokument vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF). 



Poznamka Pri odosielani faxu vytacanim z telefonu nemozete pouzit' plochy skener (iba HP LaserJet 
3030 all-in-one alebo HP LaserJet 3380 all-in-one). 

2. Zdvihnite sluchadlo telefonu, ktory je pripojeny k rovnakej linke ako zariadenie. Pouzitim 
klavesnice telefonu vytocte faxove cislo. 

3. Ak prijemca odpovie, dajte danej osobe pokyn na spustenie faxoveho zariadenia. 

4. Ked' budete pocut' faxove tony, stlacte tlacidlo fax/send, pockajte, kym sa na displeji 
ovladacieho panelu zobrazi napis Connecting, a potom zaveste telefon. 
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Zmena nastavenia detekcie oznamovacieho tonu 



V normalnom pripade zariadenie zacne ihned' vytacat' faxove cislo. Ak pouzivate zariadenie 
na rovnakej linke ako telefon, zapnite nastavenie detekcie oznamovacieho tonu. Toto 
zabrahuje zariadeniu v odoslani faxu v case, ked' niekto pouziva telefon. 

Predvolene nastavenie od vyrobcu pre detekciu oznamovacieho tonu je On pre Francuzsko 
a Mad'arsko a Off pre vsetky ostatne krajiny/regiony. 



Zmena nastavenia detekcie oznamovacieho tonu 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

3. Jednym stlacemm tlacidla > vyberte polozku Fax Send setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Detect dial tone a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacte tlacidlo menu/ 

ENTER. 
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Pouzivanie fakturacnych kodov 



Ak bola funkcia fakturacnych kodov zapnuta, pouzivatel bude vyzvany na zadanie 
fakturacneho kodu pri kazdom faxe. Fakturacne cislo sa pripisuje pre kazdu odosielanu 
faxovii stranu. Toto zahrha vsetky typy faxov okrem faxov prijatych po vyzve, poslanych 
d'alej alebo prevzatych z pocitaca. Pre fax nedefinovanej skupiny alebo skupinoveho 
vytacania sa fakturacne cislo pripisuje pre kazdy nasledny fax, ktory sa odosiela do 
kazdeho ciela. Ak chcete vytlacit' spravu zobrazujucu celkovu sumu pre kazdy fakturacny 
kod, pozrite si cast' Tlac spravy o fakturacnych kodoch . 

Predvolene nastavenie od vyrobcu pre fakturacny kod je Off. Fakturacny kod moze byt' 
lubovolne cislo od 1 po 250. 



Zmena nastavenia fakturacneho 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku 

ENTER. 



kodu 

Fax setup a potom stlacte tlacidlo menu/ 
Fax Send setup a potom stlacte tlacidlo 
Billing codes a potom stlacte tlacidlo menu/ 
On alebo Off a potom stlacte tlacidlo menu/ 



Pouzivanie fakturacnych kodov 

1. Telefonne cislo zadajte manualne, jednodotykovym klavesom alebo prostrednictvom 
polozky rychleho vytacania alebo skupinoveho vytacania. 

2. Original vlozte do vstupneho zasobnika automatickeho podavaca dokumentov (ADF) 
alebo na plochy skener (iba typ HP LaserJet 3030 all-in-one alebo HP LaserJet 3380 all- 
in-one). 

3. Stlacte tlacidlo fax/send. 

4. Zadajte fakturacny kod a potom stlacte tlacidlo fax/send. 

Faxova uloha sa odosle a nahra do spravy fakturacnych kodov. Informacie o tlaci spravy 
fakturacnych kodov najdete v casti Tlac spravy o fakturacnych kodoch . 
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Opatovna tlac faxu 



Fax sa mozete pokusit' vytlacit' znova v pripade, ak bola prazdna tlacova kazeta alebo ak 
bol fax vytlaceny na nespravnom type media. Velkost' dostupnej pamate urcuje skutocny 
pocet faxov, ktore sa ukladaju na opatovne vytlacenie. Ako prvy sa vytlaci najnovsi fax. 
Najstarsi ulozeny fax sa vytlaci naposledy. 

Tieto faxy sa ukladaju nepretrzite. Ich opatovnym vytlacenim sa nevymazu z pamate. Ak 
chcete tieto faxy vymazat' z pamate, pozrite si cast' Odstranovanie faxov z pamate . 



Opatovne vytlacenie faxu 

Na opatovne vytlacenie faxu pouzite nasledujuce kroky: 



Poznamka Tento postup nemusite pouzit', ak sa fax nevytlaci z dovodu uviaznutia papiera alebo 

uplneho vycerpania medii. V tychto situaciach sa faxy prijimaju do pamate. Po odstraneni 
uviaznuteho papiera alebo doplneni medii sa tlac faxov automaticky obnovi. 

1 . Stlacte tlacidlo menu/enter. 

2. Jedenkrat stlacte tlacidlo >. Zobrazi sa napis Fax functions. 

3. Stlacte tlacidlo menu/enter. 

4. Stlacajte tlacidlo < alebo >, az kym sa nezobrazi napis Reprint last. 

5. Stlacte tlacidlo menu/enter. Zariadenie zacne opakovane tlacit' najnovsi prijaty fax. 

Poznamka Ak chcete tlac v lubovolnom case zastavit', stlacte tlacidlo cancel. 
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Odstranovanie faxov z pamate 



Tento postup pouzivajte iba v pripade, ak mate obavu, ze nikto iny ma pristup k vasmu 
zariadeniu a mohol by sa pokusif opakovane vytlacif faxy z pamate. 

POZOR Okrem vymazania pamate na opakovanu tlac sa tymto postupom vymazu aj vsetky aktualne 

odosielane faxy, neodoslane faxy, ktore cakaju na opakovane vytacanie, faxy naplanovane 
na neskorsie odoslanie a nevytlacene alebo neodoslane faxy. 



Odstranenie faxov z pamate 

1 . Stlacte tlacidlo menu/enter. 

2. Jednym stlacenim tlacidla > zobrazte polozku Fax functions a potom stlacte tlacidlo 

menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Clear saved faxs a potom stlacte tlacidlo 

menu/enter. 

4. Stlacenim tlacidla menu/enter potvrd'te odstranenie. 
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Pouzivanie posielania faxov d'alej 



Zariadenie mozete nastavit' na posielanie prichadzajucich faxov d'alej na ine faxove cislo. 
Po prijati faxu na vasom zariadeni sa tento ulozi do pamate. Zariadenie potom vytoci 
zadane faxove cislo a odosle fax. Ak zariadenie nemoze poslat' fax d'alej z dovodu chyby 
(napriklad cislo je obsadene) a pokusy o opakovane vytacanie su neuspesne, zariadenie 
fax vytlaci. 

Ak ma zariadenie nedostatok pamate pocas prijimania faxu, ukonci prijem faxu a posle 
d'alej iba strany a ciastocne strany, ktore boli ulozene do pamate. 

Pri pouzivani funkcie posielania faxov d'alej sa musia faxy prijimat' na zariadeni (namiesto 
na pocitaci) a rezim odpovedania musi byt' nastaveny na hodnotu Automatic (pozrite si cast' 
Nastavenie rezimu odpovedania ). 



Pouzivanie posielania faxov d'alej 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Forward fax a potom stlacte tlacidlo menu/ 

. 

5. Stlacenim tlacidla > vyberte moznost' On alebo Off a potom stlacte tlacidlo menu/enter. 

6. Ak zapnete funkciu posielania faxov d'alej, pouzitim alfanumerickych tlacidiel zadajte 
faxove cislo, na ktore sa ma fax odoslat', a potom stlacenim tlacidla menu/enter ulozte 
nastavenie. 
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Nastavenie pobockoveho telefonu na umoznenie prijimania faxov 



Pri zapnuti tohto nastavenia mozete upozornit' zariadenie na zdvihnutie prichadzajuceho 
faxoveho hovoru stlacenim postupnosti cisiel 1-2-3 na klavesnici telefonu (iba v rezime 
tonovej volby). Predvolene nastavenie je On. Toto nastavenie vypinajte iba v pripade, ak 
pouzivate pulznu volbu alebo ak mate od vasej telekomunikacnej spolocnosti predplatenu 
sluzbu, ktora tiez pouziva postupnost' 1-2-3. Sluzba telekomunikacnej spolocnosti nebude v 
pripade konfliktu so zariademm fungovat'. 



Nastavenie pobockoveho telefonu na umoznenie prijimania 
faxov 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Extension Phone a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter ulozte vyber. 
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Pouzivanie vyziev na odosielanie faxov 



Ak niekto iny nastavil fax cakajuci na vyzvu, mozete zadat' ziadost' o zaslanie daneho faxu 
na vase zariadenie. (Toto sa nazyva ako vyzyvanie ineho zariadenia.) 



Vyzva (vyziadanie faxu z) ineho faxoveho zariadenia 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax functions a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Polling receive a potom stlacte tlacidlo menu/ 

ENTER. 

4. Pouzitim alfanumerickych tlacidiel zadajte cislo faxoveho zariadenia, ktore chcete 
vyzvat' na odoslanie faxu, a potom stlacte tlacidlo menu/enter. 

Vase zariadenie vytoci cislo druheho faxoveho zariadenia a zasle ziadost' o zaslanie 
faxu. 
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Zmena rezimu detekcie ticha 



Toto nastavenie ovlada to, ci mozete prijimat' faxy zo starsich modelov faxovych zariadeni, 
ktore pocas faxovych prenosov nevysielaju faxovy signal. V case vydania tejto publikacie 
predstavovali tieto tiche modely faxov velmi male percento zo vsetkych pouzivanych faxov. 
Predvolene nastavenie je Off. Nastavenie rezimu detekcie ticha by sa malo menit' iba v 
pripade, ak pravidelne prijimate faxy od niekoho, kto pouziva starsie modely faxov. 



Zmena rezimu detekcie ticha 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Silence Detect a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter ulozte vyber. 
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Tvorba oznacenych prijatych faxov 



Zariadenie vytlaci v hornej casti kazdeho prijateho faxu informacie o identifikacii 
odosielatela. Vybrat' si mozete aj zahrnutie vlastnych informacii v hlavicke na kazdom 
prijatom faxe na potvrdenie datumu a casu prijatia faxu. Predvolene nastavenie od vyrobcu 
pre oznacovanie prijatych faxov je Off. 

Poznamka Tato moznost' sa tyka iba prijatych faxov, ktore zariadenie vytlaci. 



Nastavenie oznacovania prijatych faxov 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Recv. setup a potom stlacte tlacidlo 

menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Stamp faxes a potom stlacte tlacidlo menu/ 

ENTER. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter ulozte vyber. 
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Nastavenie rezimu opravy chyb pri faxovani 



Zariadenie v normalnom pripade pri odosielani alebo prijimani faxu monitoruje signaly na 
telefonnej linke. Ak zariadenie zisti chybu pocas prenosu a oprava chyb je nastavena na 
hodnotu On, zariadenie moze poziadat' o opakovanie prenosu danej casti faxu. Predvolene 
nastavenie od vyrobcu pre opravu chyb je On. 

Opravu chyb by ste mali vypnut' iba v pripade, ak mate problemy s odosielanim alebo 
prijimanim faxu a nevadia vam chyby v prenose. Vypnutie nastavenia moze byt' uzitocne pri 
odosielani faxu do zahranicia, pri prijimani faxu zo zahranicia alebo pri pouziti pripojenia 
prostrednictvom satelitneho telefonu. 



Zmena nastavenia opravy chyb 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 

ENTER. 

3. Pouzitim tlacidla < alebo > vyberte polozku All faxes a potom stlacte tlacidlo menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku Error correction a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter ulozte vyber. 
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Zmena nastavenia protokolu V.34 



Nastavenie V.34 predstavuje modemovy protokol, ktory zariadenie pouziva na odosielanie 
faxov. Je to celosvetova norma pre pine duplexne modemy, ktore vysielaju a prijimaju udaje 
prostrednictvom telefonnych liniek az do rychlosti 33 600 bitov za sekundu (b/s). 
Predvolene nastavenie od vyrobcu pre protokol V.34 je On. 

Nastavenie protokolu V.34 by ste mali zmenit' iba v pripade, ak mate problemy s odoslanim 
alebo prijatim faxu z konkretneho zariadenia. Vypnutie nastavenia moze byt' uzitocne pri 
odosielani faxu do zahranicia, pri prijimani faxu zo zahranicia alebo pri pouziti pripojenia 
prostrednictvom satelitneho telefonu. 



Zmena nastavenia protokolu V.34 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Fax setup a potom stlacte tlacidlo menu/ 



3. Pouzitim tlacidla < alebo > vyberte polozku All faxes a potom stlacte tlacidlo menu/enter. 

4. Pouzitim tlacidla < alebo > vyberte polozku V.34 a potom stlacte tlacidlo menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacte tlacidlo menu/ 



enter. 




enter. 



c 

> 
O 
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Faxove denniky a spravy 



Tato kapitola popisuje denniky a spravy, ktore mozete vytvarat' na zariadeni HP LaserJet all- 
in-one. 

• Tlac dennika cinnosti faxu 

• Tlac spravy o faxovom hovore 

• Nastavenie casov tlace pre spravu o faxovom hovore 

• Zahrnutie prvej strany kazdeho faxu v sprave o faxovom hovore 

• Tlac spravy o telefonnom zozname 

• Tlac spravy o fakturacnych kodoch 

• Tlac zoznamu blokovanych faxovych cisiel 

• Tlac vsetkych faxovych sprav 



Tlac dennika cinnosti faxu 



Dennik cinnosti faxu poskytuje informacie o chronologickej historii poslednych 40 prijatych, 
odoslanych alebo vymazanych faxov a pripadnych vyskytoch chyb. Dennik cinnosti faxu 
obsahuje nasledujuce informacie: 

• Vsetky faxy, ktore boli prijate na zariadeni 

• Vsetky faxy, ktore boli odoslane prostrednictvom ovladacieho panela 

• Vsetky faxy, ktore boli odoslane prostrednictvom programu Toolbox a ovladaca 
faxoveho softveru 

• Vsetky faxy, ktore boli odoslane z programu HP Workplace (pre pocitace kompatibilne 
so systemom Macintosh, ktore su priamo pripojene k zariadeniu) 



Tlac dennika cinnosti faxu 

Na vytlacenie dennika cinnosti faxu pouzite nasledujuce kroky: 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Activity log a potom stlacte tlacidlo 

menu/enter. 

4. Stlacenim tlacidla menu/enter vyberte polozku Print log now. Zariadenie ukonci ponuku 
nastaveni a vytlaci dennik. 



Nastavenie automatickej tlace dennika cinnosti faxu 

Mozete sa rozhodnut', ci chcete dennik cinnosti faxu tlacit' automaticky po kazdych 40 
polozkach. Predvolene nastavenie od vyrobcu je On. Na nastavenie automatickeho tlacenia 
dennika cinnosti faxu pouzite nasledujuce kroky: 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Activity log a potom stlacte tlacidlo 

menu/enter. 

4. Jednym stlacenim tlacidla > vyberte polozku Auto Log Print a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On a potom stlacenim tlacidla menu/enter 
potvrd'te vyber. 
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Tlac spravy o faxovom hovore 



Sprava o faxovom hovore je kratka sprava uvadzajuca stav posledneho odoslaneho alebo 
prijateho faxu. 



Tlac spravy o faxovom hovore 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Call report a potom stlacte tlacidlo menu/ 

ENTER. 

4. Stlacenim tlacidla menu/enter vyberte polozku Print report now. Zariadenie ukonci 
ponuku nastaveni a vytlaci spravu. 



Poznamka Informacie o nastaveni automatickej tlace spravy o faxovom hovore najdete v casti 

Nastavenie casov tlace pre spravu o faxovom hovore . 
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Nastavenie casov tlace pre spravu o faxovom hovore 



Zariadenie mozete nastavit' na tlac spravy o faxovom hovore po kazdej z nasledujucich 
udalosti: 

• Kazda chyba faxu (predvolene nastavenie od vyrobcu) 

• Chyba odoslania faxu 

• Chyba prijatia faxu 

• Kazdy fax 

• Iba pri odoslani faxu 

• Nikdy 

Poznamka Ak vyberiete moznost' Never, nebudete mat' ziadnu indikaciu toho, ze prenos faxu zlyhal, 

pokial nevytlacite dennik cinnosti faxu. 



Nastavenie casu tlace spravy o faxovom hovore 

Na nastavenie casu tlace spravy o faxovom hovore pouzite nasledujuce kroky: 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Call report a potom stlacte tlacidlo menu/ 

ENTER. 

4. Jednym stlacenim tlacidla > vyberte polozku Print report a potom stlacte tlacidlo menu/ 

. 

5. Pouzitim tlacidla < alebo > vyberte, kedy chcete tlacit' spravu o faxovom hovore. 

6. Stlacenim tlacidla menu/enter ulozte vyber. 
K dispozicii su nasledovne moznosti casu tlace: 

• Every error: Zariadenie vytlaci spravy pri kazdom vyskyte chyby. 

• Send error: Zariadenie vytlaci spravu, ak sa vyskytne chyba pri odosielani faxu. 

• Receive error: Zariadenie vytlaci spravu, ak sa vyskytne chyba pri prijimani faxu. 

• Every fax: Zariadenie vytlaci spravu pri odoslani alebo prijati faxu. 

• Send fax only: Zariadenie vytlaci spravu pri odoslani faxu. 

• Never: Sprava sa netlaci nikdy. 
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Zahrnutie prvej strany kazdeho faxu v sprave o faxovom hovore 



Ak je tato moznost' zapnuta a obraz strany je stale ulozeny v pamati zariadenia, sprava o 
faxovom hovorom obsahuje miniaturu (50-percentna redukcia) prvej strany 
najaktualnejsieho prijateho alebo odoslaneho faxu. Predvolene nastavenie od vyrobcu pre 
tiito moznost' je On. 



Zahrnutie prvej strany kazdeho faxu na sprave o faxovom 
hovore 

Na zahrnutie prvej strany kazdeho faxu na sprave o faxovom hovore pouzite nasledujuce 
kroky: 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Fax Call report a potom stlacte tlacidlo menu/ 

ENTER. 

4. Pouzitim tlacidla < alebo > vyberte polozku Include 1st page a potom stlacte tlacidlo 

menu/enter. 

5. Pouzitim tlacidla < alebo > vyberte polozku On alebo Off a potom stlacenim tlacidla 
menu/enter potvrd'te vyber. 
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Tlac spravy o telefonnom zozname 



Sprava o telefonnom zozname obsahuje zoznam faxovych cisiel, ktore su priradene k 
jednodotykovym tlacidlam a polozkam rychleho vytacania a skupinoveho vytacania. 



Tlac spravy o telefonnom zozname 

Na tlac spravy o jednodotykovych tlacidlach a polozkach rychleho vytacania a skupinoveho 
vytacania pouzite nasledujiice kroky: 

1. Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku PhoneBook report a potom stlacte tlacidlo 
menu/enter. Zariadenie ukonci ponuku nastaveni a vytlaci spravu. 
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Tlac spravy o fakturacnych kodoch 



Sprava o fakturacnych kodoch obsahuje vytlaceny zoznam faxovych fakturacnych kodov a 
celkovy pocet faxov vyiictovanych pre kazdy kod. 

Poznamka Po vytlaceni tejto spravy sa vsetky fakturacne udaje vymazu. 



Tlac spravy o fakturacnych kodoch 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Billing report a potom stlacte tlacidlo menu/ 
enter. Zariadenie ukonci ponuku nastaveni a vytlaci spravu. 
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Tlac zoznamu blokovanych faxovych cisiel 



Pouzitim tohto postupu mozete vytlacit' zoznam blokovanych faxovych cisiel. Informacie o 
blokovani faxovych cisiel najdete v casti Blokovanie alebo odblokovanie faxovych cisiel . 

Tlac zoznamu blokovanych faxovych cisiel 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku Block Fax list a potom stlacte tlacidlo menu/ 
enter. Zariadenie ukonci ponuku nastaveni a vytlaci zoznam. 
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Tlac vsetkych faxovych sprav 



Pouzitim tohto postupu mozete naraz vytlacit' vsetky nasledujuce spravy: 

• Dennik faxovych cinnosti 

• Sprava o jednodotykovych tlacidlach a polozkach rychleho vytacania a skupinoveho 
vytacania 

• Konfiguracna sprava 

• Zoznam blokovanych faxovych cisiel 

• Fakturacna sprava (ak je tato moznost' zapnuta) 

Tlac vsetkych faxovych sprav 

Na vytlacenie vsetkych faxovych sprav pouzite nasledujuce kroky: 

1 . Stlacte tlacidlo menu/enter. 

2. Pouzitim tlacidla < alebo > vyberte polozku Reports a potom stlacte tlacidlo menu/enter. 

3. Pouzitim tlacidla < alebo > vyberte polozku All fax reports a potom stlacte tlacidlo menu/ 
enter. Zariadenie ukonci ponuku nastaveni a vytlaci spravy. 
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Riesenie problemov 



Pouzitim informacii v tejto kapitole mozete vyriesit' vseobecne problemy s faxom. 

• Je vas fax nastaveny spravne? 

• Vseobecne problemy s faxom 

• Problemy s prijimanim faxov 

• Problemy s odosielanim faxov 

• Problemy s manipulaciu s mediami 

• Zobrazenie elektronickej pouzivatelskej prirucky 



Je vas fax nastaveny spravne? 



Nasledujuci kontrolny zoznam vam pomoze definovat', coje pricinou pripadnych problemov 
s faxovanim. 

• Pouzfvate faxovy kabel dodavany so zariademm? Toto zariadenie bolo testovane s 
dodavanym faxovym kablom a bolo overene, ze spina specifikacie zariadenia. Ak 
nepouzivate dodavany faxovy kabel, vymente ho. 

• Je faxovy kabel nainstalovany v spravnom porte zariadenia? Mai by byt' zapojeny do 
"linkoveho" portu (tento port je oznaceny ikonou -HI (HP LaserJet 3015 all-in-one alebo 
HP LaserJet 3030 all-in-one) alebo "L" (HP LaserJet 3380 all-in-one)). Dalsie informacie 
najdete v casti Pripojenie zariadenia k telefonnej linke . 

• Je faxovy kabel spravne zasunuty v porte zariadenia? Faxovy kabel odpojte a znova 
pripojte, aby sa zarucilo, ze je dobre zasunuty v spravnom porte. 

• Pracuje telefonny konektor spravne? Pripojenim telefonu do konektora v stene 
skontrolujte, ci je pritomny oznamovaci ton. Pocujete oznamovaci ton a mozete 
uskutocnit' telefonny hovor? 



Aky typ telefonnej linky pouzfvate? 

• Vyhradena linka: Jedinecne faxove a telefonne cislo priradene na prijimanie alebo 
odosielanie faxov. Faxovy kabel by mal byt' pripojeny do "linkoveho" portu (tento port je 
oznaceny ikonou -H (HP LaserJet 3015 all-in-one alebo HP LaserJet 3030 all-in-one) 
alebo "L" (HP LaserJet 3380 all-in-one)). 

• Zdielana telefonna linka: System, v ktorom sa telefonne hovory aj faxy prijimaju a 
odosielajii pouzitim rovnakeho telefonneho cisla a rovnakej telefonnej linky. 
Jednoducha, standardna telefonna linka moze vykonavat' iba jednu funkciu naraz. Ak 
pouzfvate rovnaku telefonnu linku pre telefonne hovory a faxove ulohy, nemozete 
odoslat' fax pocas uskutochovania hovoru pouzitim telefonu alebo pocas pripojenia na 
Internet. 

• System pobockovej ustredne: Telefonny system v podnikovom prostredi. Standardne 
domace telefony a zariadenia HP LaserJet all-in-one pouzivaju analogovy telefonny 
signal. Niektore systemy pobockovych ustredni su digitalne a nemusia byt' kompatibilne 
so standardnymi telefonmi a zariadeniami ako HP LaserJet all-in-one. 

• Preklapacie linky: Funkcia telefonneho systemu, kedy sa v pripade obsadenia jednej 
prijimajucej linky nasledujuci hovor "preklopi" na nasledujucu dostupnu linku. Skuste 
pripojit' zariadenie k prvej prijimajucej telefonnej linke. Zariadenie odpovie na telefon po 
pocte zvoneni zadanom v nastaveni poctu zvoneni do odpovedania zariadenia. (Pozrite 
si cast' Zmena nastavenia poctu zvoneni do odpovedania .) 

• Sluzba rozlisujuceho zvonenia: Telekomunikacna spolocnost' moze priradit' dve 
telefonne cisla k jednej fyzickej linke a kazdemu cislu priradit' rozdielny vzor zvonenia. 
Skontrolujte, ci je zariadenie nastavene na odpovedanie na spravny vzor rozlisujuceho 
zvonenia, ktory poskytovatel telefonickych sluzieb priradil pre faxove telefonne cislo. 
(Pozrite si cast' Zmena vzoru zvonenia na odpovedanie hovorov .) Tato sluzba nie je k 
dispozicii vo vsetkych krajinach/regionoch. Pred zmenou tohto nastavenie skontrolujte, 
ci vasa telekomunikacna spolocnost' poskytuje tuto sluzbu. 
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Pouzivate rozdelovac telefonnej linky? 

Rozdelovac telefonnej linky je zariadenie pouzivane na rozdelenie dvoch alebo viacerych 
telefonnych liniek z rovnakeho konektora. Pri pouziti dvoch rozdielnych typov rozdelovacov 
moze dojst' k problemom. Paralelne rozdelovace (nazyvaju sa aj rozdelovace typu "T") 
rozdeluju jednu linku do dvoch rovnocennych konektorov, co umozhuje pripojenie dvoch 
zariadeni k rovnakej linke. 

Rozdelovace typu linka 1/linka 2 poskytuju dva vystupy telefonnej linky zjedneho konektora 
s dvomi jedinecnymi telefonnymi cislami (dve telefonne linky su pripojene k jednemu 
konektoru). Rozdelovac typu linka 1/linka 2 sa musi pouzit' v pripade, ak mate faxovu linku 
a hlasovii linku, ktore ovlada rovnaky konektor. Pokyny najdete v casti Pripojenie zariadenia 
ku konektoru, ktory ovlada dve telefonne linky . 

Nie vsetky rozdelovace su kompatibilne s tymto zariadenim a nie vsetky krajiny/regiony 
podporuju pouzivanie rozdelovacov. 

Spolocnost' Hewlett-Packard neodporuca pouzivat' so zariadenim paralelne rozdelovace 
alebo rozdelovace typu "T", pretoze znizuju kvalitu telefonneho signalu. Ak potrebujete 
pripojit' k telefonnej linke spolu s tymto zariadenim druhe zariadenie, pripojte ho do 
"telefonneho" portu zariadenia (port oznaceny ikonou telefonu). Pokyny najdete v casti 
Pripojenie d'alsich zariadeni . 



Pouzivate prepat'ove ochranne zariadenie? 

Toto je zariadenie, ktore sa pouziva medzi konektorom v stene a zariadenim na ochranu 
zariadenia proti elektrickym spickam, ktore prechadzaju cez telefonne linky. Tieto mozu 
sposobit' urcite faxove komunikacne problemy z dovodu znizenia kvality telefonneho 
signalu. Ak mate problemy s odosielanim alebo prijimanim faxov a pouzivate jedno z tychto 
zariadeni, pripojte zariadenie priamo k telefonnemu konektoru, aby ste zistili, ci problem 
sposobuje prepat'ove ochranne zariadenie. 

Pouzivate sluzbu hlasovych sprav poskytovanu 
telekomunikacnou spolocnost'ou? 

Sluzba hlasovych sprav sa da pouzit' namiesto telefonnych zaznamnikov. Akje nastaveny 
pocet zvoneni do odpovedania pre sluzbu sprav nizsi ako pocet zvoneni do odpovedania 
zariadenia, sluzba sprav odpovie na hovor a zariadenie nemoze prijimat' faxy. Akje pocet 
zvoneni do odpovedania zariadenia nizsi ako pre sluzbu sprav, zariadenie bude odpovedat' 
na vsetky hovory a ziadny z hovorov nebude presmerovany na sluzbu sprav. Jedinym 
riesenim zaznamu hlasovych sprav, ktore sa da uspesne pouzit' s tymto zariadenim, je 
samostatny telefonny zaznamnik. 



Pouzivate telefonny zaznamnik? 

Telefonny zaznamnik by mal byt' pripojeny priamo do portu oznaceneho ikonou telefonu 
alebo by sa mal zdielat' na rovnakej telefonnej linke. 

Nastavte aspoh o jedno zvonenie vyssi pocet zvoneni do odpovedania zariadenia ako 
pocet zvoneni, na ktory je nastaveny zaznamnik. Dalsie informacie najdete v casti Zmena 
nastavenia poctu zvoneni do odpovedania . 

Akje zaznamnik pripojeny k rovnakej telefonnej linke, ale k inemu konektoru (napriklad v 
inej miestnosti), moze rusit' moznost' zariadenia prijimat' faxy. 



Je vas fax nastaveny spravne? 
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Vseobecne problemy s faxom 



Na riesenie problemov s faxom pouzite tabulky uvedene v tejto casti. 



problem 


spor 


riesenie 


Podavanie dokumentu sa 
zastavi v strede pocas 
faxovania. 


Maximalna dlzka strany, ktoru 
mozete vlozif, je 381 mm. 
Faxovanie dlhsich stran sa 
zastavi pri dlzke 381 mm (15 
palcov). 


Ak nedoslo k uviaznutiu 
papiera a uplynula menej ako 
jedna minuta, pred stlacenim 
tlacidla cancel chvilu pockajte. 
Ak doslo k uviaznutiu papiera, 
informacie o odstranovani 
uviaznuteho papiera a d'alsich 
moznostiach riesenia 
problemov a tipy na udrzbu 
najdete v elektronickej 
pouzivateiskej prirucke. Potom 
znova odoslite ulohu. 


Ak je polozka prilis mala, moze 
uviaznut' vnutri automatickeho 
podavaca dokumentov (ADF). 

(HP LaserJet 3015 all-in-one) 

Minimalna velkost' strany pre 
automaticky podavac 
dokumentov (ADF) je 74 x 105 
mm. 

(HP LaserJet 3030 all-in-one 
a HP LaserJet 3380 all-in- 
one) Minimalna velkost' strany 
pre automaticky podavac 
dokumentov (ADF) je 127 x 
127 mm. 


Ak doslo k uviaznutiu papiera, 
informacie o odstranovani 
uviaznuteho papiera a d'alsich 
moznostiach riesenia 
problemov a tipy na udrzbu 
najdete v elektronickej 
pouzivateiskej prirucke. 


Dennik cinnosti faxu alebo 
spravy o faxovych hovoroch 
sa tlacia v nevhodnom case. 


Nastavenia pre dennik cinnosti 
faxu alebo spravy o faxovych 
hovoroch nie su spravne. 


Vytlacte konfiguracnu spravu a 
skontrolujte, kedy sa tlacia 
spravy. Informacie o tlaci 
konfiguracnej spravy najdete v 
elektronickej pouzivateiskej 
prirucke. Informacie o 
nastavovani casov tlace 
dennika alebo spravy najdete v 
casti Nastavenie automatickej 
tlace dennika cinnosti faxu 


alebo Nastavenie casov tlace 
pre spravu o faxovom hovore. 




Hlasitost' zvukov vydavanych 
zariadenim je prilis vysoka 
alebo prills nlzka. 


Nastavenie hlasitosti treba 
upravit'. 


Pozrite si cast' Zmena 
nastavenia hlasitosti zvuku. 
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Problemy s prijimanim faxov 



Na riesenie problemov, ktore sa mozu vyskytnut' pri prijimani faxov, pouzite tabulku 
uvedenu v tejto casti. 



problem 


spor 


riesenie 


Zariadenie nemoze prijimat' faxy z 
pobockoveho telefonu. 


Nastavenie pobockoveho telefonu 
mo7P hvt' vvnnutp 


Informacie o zmene tohto nastavenia 
naidptp v rasti Nastavpnip 

1 lUl^^LU V uQOll 1 *l CI O L CI V Cx 1 HKs 

pobockoveho telefonu na umoznenie 
prijimania faxov. 


Faxovy kabel nemusi byt' pevne 
pripojeny. 


Skontrolujte, ci je faxovy kabel pevne 
pripojeny medzi telefonnym 
konektorom a zariadenim (alebo inym 
zariadenim, ktore je pripojene k tomuto 
zariadeniu). Stlacte postupnost' cisiel 1- 
2-3 (iba v rezime tonovej volby), 
pockajte tri sekundy a potom zaveste 
telefon. 


Rpzim vvtarania na zariadpni alpho 

1 \ w L—l III V y L CI C/ CI 1 1 1 CI 1 1 CI Z_ CI 1 1 CI d C* 1 1 1 CI 1 %j\J 

pobockovy telefon mozu byt' 
nastavene nespravne. 


Skontroluitp ri ip rpzim vvtarania na 

> i 1 LI WIUJ L \s , \j\ \ w 1 Cs£_ 1 1 II V V I CI UCI 1 1 1 CI 1 1 CI 

zariadeni nastaveny na hodnotu Tone. 
Pozrite si cast' Vvber rezimu tonovej 
volbv alebo pulznej volbv. Skontrolujte, 
ci je aj pobockovy telefon nastaveny 
na tonovu volbu. 


Telefon alebo zaznamnik, ktoryje 
pripojeny k linke, neprijima hlasove 
hovory. 


Faxovv kahpl npmusi hvf snravnp 

i ci v y r\ci vj \^ i j i v_- 1 1 iuoi uy l oui ci v i 

pripojeny. 


Skontroluitp instalariu nodla rasti 

C_J 1 LI ulUJ L C* 1 1 1 O LCI 1 CI Vj 1 CI yJ \J CI 1 CI uuOL 1 

Pripojenie zariadenia k telefonnej 
linke. Zariadenie musi byt' prvym 
zariadenim pripojenym k telefonnej 
linke. 


Nastavenia rezimu odpovedania alebo 
poctu zvoneni do odpovedania 
nemusia byt' spravne. 


Informacie o potrebnych nastaveniach 
najdete v casti Nastavenie rezimu 
odpovedania alebo Zmena nastavenia 
poctu zvoneni do odpovedania. Pocet 
zvoneni do odpovedania musi byt' 
vacsi ako nastavenie pre zaznamnik. 


Zaznamnik alebo telefon nemusia 
fungovat'. 


Telefon alebo zaznamnik pripojte 
priamo k telefonnej linke a zistite, ci 
pracuje samostatne. 
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problem 


spor 


riesenie 


Zariadenie neodpoveda na 
prichadzajuce faxove hovory. 


Rezim odpovedania moze byt' 
nastaveny na hodnotu Manual. 


Ak je rezim odpovedania nastaveny na 
hodnotu Manual, zariadenie 
neodpoveda na hovory. Proces 
prijimania faxov musite spustit' rucne. 
Dalsie informacie najdete v casti 
Nastavenie rezimu odpovedania. 


Nastavenie poctu zvoneni do 
odpovedania nemusi byt' spravne. 


Skontrolujte nastavenie poctu zvoneni 
do odpovedania pre vasu konfiguraciu. 
Informacie o potrebnych nastaveniach 
najdete v casti Zmena nastavenia 
poctu zvoneni do odpovedania. 


Funkcia vzoru zvonenia na 
odpovedanie moze byt' zapnuta, avsak 
tuto sluzbu nemate predplatenu, alebo 
ju mate, ale nie je spravne nastavena. 


Skontrolujte spravne nastavenie 
funkcie vzoru zvonenia na 
odpovedanie. Pozrite si cast' Zmena 
vzoru zvonenia na odpovedanie 
hovorov. 


Faxovy kabel nemusi byt' spravne 
pripojeny alebo nefunguje. 


Skontrolujte instalaciu podia casti 
Pripojenie zariadenia k telefonnej 
linke. Skontrolujte, ci pouzivate faxovy 
kabel dodavany so zariadenim. 


Zariadenie nemusi byt' schopne 
detekovat' tony prichadzajuceho faxu, 
pretoze zaznamnik prehrava hlasovu 
spravu. 


Znova nahrajte spravu na zaznamnik, 
pricom na jej zaciatku ponechajte 
aspoh dve sekundy ticha. 


K telefonnej linke moze byt' 
pripojenych prilis vela zariadeni. 


K linke by ste nemali pripajat' viae ako 
tri zariadenia. Skuste odstranit' 
posledne pripojene zariadenie a 
skontrolujte, ci zariadenie pracuje. Ak 
nie, pokracujte v odstrahovani 
zariadeni po jednom a kontrolu 
zopakujte po odstraneni kazdeho zo 
zariadeni. 


Telefonna linka nemusi pracovat'. 


Vykonajte jeden z nasledujucich 
krokov: 

• Zvyste hlasitost' na zariadeni a 
potom stlacte tlacidlo fax/send na 
ovladacom paneli. Ak pocujete 
oznamovaci ton, telefonna linka 
funguje. 

• Zariadenie odpojte od telefonneho 
konektora a potom pripojte 
telefon. Skuste uskutocnit 
telefonny hovor a skontrolujte, ci 
telefonna linka funguje. 
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problem 


spor 


riesenie 


Zariadenie neodpoveda na 
prichadzajuce faxove hovory 
(pokracovanie). 


Sluzba hlasovych sprav moze rusit' 
zariadenie pri pokuse o odpovedanie 
hovoru. 


Vykonajte jeden z nasledujucich 
krokov: 

• Vypnite sluzbu sprav. 

• Ziskajte telefonnu linku, ktora je 
vyhradena pre faxove hovory. 

• Nastavte rezim odpovedania 
zariadenia na hodnotu Manual. V 
manualnom rezime musite proces 
prijimania faxu spustit' sami. 
Dalsie informacie najdete v casti 
Nastavenie rezimu odpovedania. 

• Nechajte zariadenie nastavene v 
automatickom rezime a zmensite 
nastaveny pocet zvoneni do 
odpovedania pre zariadenie na 
cislo mensie ako pocet zvoneni 
do odpovedania pre hlasovu postu 
(pozrite si cast' Zmena nastavenia 
poctu zvoneni do odpovedania). 
Zariadenie bude odpovedat' na 
vsetky prichadzajuce hovory. 


V zariadenie sa mohol minut' papier a 
pamat' je plna. 


Znova naplnte vstupny zasobnik na 
media. Stlacte tlacidlo menu/enter (HP 
LaserJet 3015 all-in-one alebo HP 
LaserJet 3030 all-in-one). Zariadenie 
vytlaci vsetky faxy ulozene v pamati a 
potom bude pokracovat' v odpovedani 
na faxove hovory. 


Faxy sa prenasaju alebo prijfmaju 
velmi pomaly. 


Mozete odosielat' alebo prijimat' velmi 
zlozity fax, ktory obsahuje napriklad 
vela grafiky. 


Odosielanie alebo prijimanie zlozitych 
faxov trva dlhsie. Rozdelenie dlhych 
faxov do viacerych uloh a zmensenie 
rozlisenia moze zvysit' rychlost' 
prenosu. 


Prijimajuce faxove zariadenie moze 
mat' modem s pomalou rychlost'ou. 


Zariadenie odosiela fax iba s 
najvyssou rychlost'ou modemu, ktoru 
moze prijimajuce faxove zariadenie 
prijat'. 


Rozlisenie, pri ktorom sa odosiela 
alebo prijima fax, je prilis vysoke. 
Vysledkom vyssieho rozlisenia je 
zvycajne lepsia kvalita, vyzaduje sa 
vsak aj dlhsi cas prenosu. 


Ak prijimate fax, zavolajte 
odosielateiovi, poziadajte ho o 
znizenie rozlisenia a fax odoslite 
znova. Ak odosielate fax, znizte 
rozlisenie a fax odoslite znova. 
Informacie o zmene predvoleneho 
nastavenia najdete v casti Zmena 
predvoleneho nastavenia kontrastu. 


Akje kvalita telefonnej linky nizka, 
zariadenie a prijimajuce faxove 
zariadenie spomali prenos, aby znizilo 
pocet chyb. 


Zaveste telefon a fax odoslite znova. 
Poziadajte telekomunikacnu 
spolocnost' o kontrolu telefonnej linky. 


Medzinarodne hovory maju nizsiu 
rychlost' prenosu. 


K dispozicii nie je ziadne riesenie. Na 
medzinarodny prenos faxovych uloh 
musite povolit' vacsi cas. 
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problem 


spor 


riesenie 


Faxy sa na zariadeni netlacia alebo 
sa tlacia nespravne. 


Vstupny zasobnik na media je prazdny. 


Vlozte medium. Vsetky faxy, ktore sa 
prijmu pri prazdnom vstupnom 
zasobniku, sa ukladaju do pamate a 
vytlacia sa po doplneni zasobnika. 


Mozno je zvolena moznost' prijmu na 
pocitaci a faxy sa prijimaju na pocitaci. 


Skontrolujte, ci pocitac prijima faxy: 

Kliknite na tlacidlo Start, na polozku 
Programs, polozku Hewlett-Packard, 
polozku HP LaserJet 3015, HP 
LaserJet 3030 alebo HP LaserJet 
3380 a potom na polozku HP Toolbox. 

Kliknite na kartu Fax a potom na kartu 
Receive. 

Zruste zaciarknutie policka Receive to 
PC a potom kliknite na tlacidlo OK. 


Faxy sa tlacia na dve strany namiesto 
jednej. 


Nastavenie automatickej redukcie 
nemusi byt' spravne. 


Ak chcete faxy zmensit' a prisposobit' 
na velkost' jednej strany, nastavenie 
automatickej redukcie by malo byt' 
zapnute. Ak je toto nastavenie 
vypnute, faxy sa mozu tlacit' na viacero 
stran. Informacie o uprave nastavenia 
najdete v casti Zmena nastavenia 
automatickej redukcie pre 
prichadzajuce faxv. 


Prijate faxy su prflis svetle alebo sa 
tlacia iba na polovicu strany. 


V zariadeni sa pocas tlace faxu minul 
toner. 


Zariadenie uklada najnovsie vytlacene 
faxy. (Velkost' dostupnej pamate 
urcuje skutocny pocet faxov, ktore sa 
ukladaju na opatovne vytlacenie.) Co 
najskor vymente tlacovu kazetu a 
pozrite si cast' Opatovna tlac faxu. 


Odoslany fax bol prflis svetly. 


Kontaktujte odosielatela a po uprave 
nastavenia ho poziadajte o opatovne 
zaslanie faxu. 


Je zapnuty ekonomicky rezim alebo 
rozlisenie je prflis nizke. 


Ak je zapnuty ekonomicky rezim, 
vypnite ho. Informacie o zmene 
nastavenia ekonomickeho rezimu 
najdete v elektronickej pouzivatelskej 
prirucke na disku CD-ROM pre 
zariadenie. 

Akje nastavene rozlisenie prflis nizke, 
zvyste ho. Nastavenie zmente 
napriklad z hodnoty Standard na Fine. 
Pozrite si cast' Zmena predvoleneho 
nastavenia rozlisenia. 
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Problemy s odosielanim faxov 



Na riesenie problemov, ktore sa mozu vyskytnut' pri odosielani faxov, pouzite informacie v 
tejto tabulke. 



problem 


spor 


riesenie 


Faxy sa zastavuju pocas 
odosielania. 


Prijimacie faxove zariadenie 
moze mat' poruchu. 


Skuste fax odoslat' na ine 
faxove zariadenie. 


Vasa telefonna linka nemusi 
pracovat'. 


Vykonajte jeden z 
nasledujucich krokov: 

• Zvyste hlasitost' na 
zariadeni a potom stlacte 
tlacidlo fax/send na 
ovladacom paneli. Ak 
pocujete oznamovaci ton, 
telefonna linka funguje. 

• Zariadenie odpojte od 
konektora v stene a potom 
ku konektoru pripojte 
telefon. Skuste uskutocnit' 
telefonny hovor a 
skontrolujte, ci telefonna 
linka funguje. 


Faxovu ulohu moze prerusovat' 
komunikacna chyba. 


Zmente nastavenie 
opakovaneho vytacania v 
pripade komunikacnej chyby 
na hodnotu On (pozrite si cast' 
Zmena moznosti opakovaneho 
vytacania v pripade 
komunikacnej chvbv). 
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problem 


spor 


riesenie 


Zariadenie prijfma faxy, ale 
ich neodosiela. 


Ak sa zariadenie nachadza v 
systeme pobockovej ustredne, 
tento moze generovat' 
oznamovaci ton, ktory 
zariadenie nedokaze 
detekovat'. 


Vypnite nastavenie detekcie 
oznamovacieho tonu. Pozrite si 
cast' Zmena nastavenia 
detekcie oznamovacieho tonu. 


Kvalita telefonneho spojenia 
moze byt' nizka. 


Skuste to znova neskor. 


Prijimacie faxove zariadenie 
moze mat' poruchu. 


Skuste fax odoslat' na ine 
faxove zariadenie. 


Vasa telefonna linka nemusi 
pracovat'. 


Vykonajte jeden z 
nasledujucich krokov: 

• Zvyste hlasitost' na 
zariadeni a potom tlacidlo 
fax/send na ovladacom 
paneli. Ak pocujete 
oznamovaci ton, telefonna 
linka funguje. 

• Zariadenie odpojte od 
telefonneho konektora a 
pripojte telefon. Skuste 
uskutocnit' telefonny hovor 
a skontrolujte, ci telefonna 
linka funguje. 


Neustale sa vytacaju 
odchadzajuce faxove hovory. 


Ak je moznost' opakovaneho 
vytacania nastavena na 
hodnotu On, zariadenie 
automaticky opakovane vytaca 
faxove cislo. 


Ak chcete zastavit' opakovane 
vytacania pocas vykonavania 
vytacania zariadenim, stlacte 
tlacidlo cancel. Ak chcete zrusit' 
cakajucu faxovu ulohu, pozrite 
si cast' Zrusenie faxovej ulohv. 
Informacie o zmene nastavenia 
opakovaneho vytacania 
najdete v casti Zmena 
nastavenia opakovaneho 
vvtacania. 



5 Chapter Riesenie problemov 



SKWW 



problem 


spor 


riesenie 


Odoslane faxy nedorazia do 
prijimajuceho faxoveho 
zariadenia. 


Prijimajuce faxove zariadenie 
moze byt' vypnute alebo moze 
byt' v chybovom stave, 
napriklad sa minul papier. 


Zavolajte prijemcovi a 
skontrolujte, ci je faxove 
zariadenie zapnute a 
pripravene na prijimanie faxov. 


Originaly mozu byt' vlozene 
nespravne. 


Uistite sa, ci su originalne 
dokumenty spravne vlozene do 
vstupneho zasobnika 
automatickeho podavaca 
dokumentov (ADF) alebo 
plocheho skenera (nie je k 
dispozicii s typom HP LaserJet 
3015 all-in-one). Pozrite si cast' 
Vkladanie oriqinalov 
dokumentov do faxu. 


Fax moze byt' v pamati, 
pretoze caka na opakovane 
vytacanie obsadeneho cisla, 
ine faxove iilohy pred nim 
cakaju na odoslanie alebo fax 
je nastaveny na oneskorene 
odoslanie. 


Ak je faxova uloha v pamati 
kvoli niektoremu z tychto 
dovodov, vo faxovom denniku 
sa zobrazi polozka pre tuto 
ulohu. Vytlacte dennik cinnosti 
faxu (pozrite si cast' Tlac 
dennika cinnosti faxu) a 
skontrolujte iilohy v stfpci 
Status, ktore su oznacene ako 
Pending. 


Nemozete vytocit' vsetky cisla 
v dlhom faxovom cfsle. 


Maximalny pocet cislic alebo 
znakov, ktore sa daju zadat' 
pre faxove cislo, je 50. 


Skuste faxove cislo vytocit' 
manualne. Pozrite si cast' 
Pouzivanie manualneho 
vytacania. 


Odosielane faxy obsahuju na 
konci kazdej strany blok siveho 
tienovania 


Mozno odosielate fax z 
plocheho skenera (iba typ HP 
LaserJet 3030 all-in-one alebo 
HP LaserJet 3380 all-in-one) s 
nespravne nastavenou 
velkost'ou skenovanej plochy. 


Skontrolujte spravne 
nastavenie. Dalsie informacie 
ziskate v casti Zmena 
predvoleneho nastavenia 
velkosti skenovanej plochy. 


V odosielanych faxoch chybaju 
udaje na konci kazdej strany 


Mozno odosielate fax z 
plocheho skenera (iba typ HP 
LaserJet 3030 all-in-one alebo 
HP LaserJet 3380 all-in-one) s 
nespravne nastavenou 
velkost'ou skenovanej plochy. 


Skontrolujte spravne 
nastavenie. Dalsie informacie 
ziskate v casti Zmena 
predvoleneho nastavenia 
velkosti skenovanej plochv. 
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Problemy s manipulaciu s mediami 



Na riesenie problemov s uviaznutim tlacoveho media pouzite informacie v tejto tabulke. 



POZOR Na vyberanie uviaznuteho media pouzivajte iba svoje ruky. Pri pouziti inych predmetov sa 

mozu poskodit' vnutorne sucasti. 



spor 


riesenie 


V drahe papiera v zariadenf uviazlo medium. 


(HP LaserJet 3015 all-in-one a HP LaserJet 
3030 all-in-one) Zatlacte na uvolnovaciu poistku 
pristupovych dveri tlacovej kazety a otvorte 
horny kryt. Uchopte rukovat' tlacovej kazety. 
Vyberte tlacovu kazetu a odlozte ju. 
(Nevystavujte ju svetlu dlhsie, nez je to 
potrebne. Tlacovu kazetu umiestnite do 
papieroveho vrecka alebo ineho nepriehladneho 
kontajnera, nez ju umiestnite spat' do 
zariadenia.) Oboma rukami uchopte stranu 
media, ktora je najviac viditeina (toto zahma 
stred), a potom ho t'ahanim opatrne uvolnite zo 
zariadenia. Po odstraneni uviaznuteho media 
vlozte spat' tlacovu kazetu a potom zatvorte 
horny kryt. Po odstraneni uviaznuteho media 
moze byt' potrebne restartovat' zariadenie. 

(HP LaserJet 3380 all-in-one) Otvorte 
pristupove dvierka tlacovej kazety a priame 
prechodove vystupne dvierka. Zelene pritlacne 
uvolnovacie packy na zadnej strane zariadenia 
otocte smerom nadol. Ak sa da medium vybrat' 
spredu zariadenia bez vyberania tlacovej 
kazety, urobte to. V opacnom pn'pade vyberte 
tlacovu kazetu a potom oboma rukami uchopte 
stranu media, ktora je najviac viditeina (toto 
zahma stred), a t'ahanim ho opatrne uvolnite zo 
zariadenia. Vrat'te spat' tlacovu kazetu a potom 
zatvorte pristupove dvierka tlacovej kazety a 
priame prechodove vystupne dvierka. Po 
odstraneni uviaznuteho media moze byt' 
potrebne restartovat' zariadenie. 


Poznamka 

Skontrolujte, ci medium spina specifikacie 
spolocnosti HP pre media. Pozrite si prirucku 
HP LaserJet Printer Family Print Media Guide 
(Sprievodca tlacovymi mediami pre tlaciame 
typu HP LaserJet) na nasledujucej webovej 
lokalite: http://www.hp.com/support/ljpaperguide. 
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spor 


riesenie 


Medium uviazlo vo vstupnom zasobniku 
automatickeho podavaca dokumentov (ADF). 


(HP LaserJet 3015 all-in-one) Pouzitim oboch 
ruk potiahnite dvierka ovladacieho panela 
smerom k vam. Odstrante vsetko uviaznute 
medium. Uistite sa, ze boli odstranene vsetky 
kusky media, a potom zatvorte dvierka 
ovladacieho panela. 

(HP LaserJet 3030 all-in-one a HP LaserJet 
3380 all-in-one) Odstrahte vstupny zasobnik 
automatickeho podavaca dokumentov (ADF) a 
otvorte kryt automatickeho podavaca 
dokumentov. Pouzitim oboch ruk zdvihnite dve 
rukovate na sucasti urcenej na odstranovanie 
uviaznuteho media, az kym sa tato sucast' 
neuvolni. Otocte a zdvihnite sucast' urcenu na 
odstranovanie uviaznuteho media a odlozte ju 
nabok. Zdvihnite a podrzte zelenu packu a 
otocte zberny mechanizmus, az kym nezostane 
otvoreny. Jemne sa pokuste odstranit' stranu 
bez jej roztrhnutia. Ak citite odpor, prejdite k 
nasledovnemu kroku. Otvorte veko plocheho 
skenera a pouzitim oboch ruk jemne uvolnite 
medium. Zatvorte veko plocheho skenera a 
potom posunte nadol zelenu packu na 
automatickom podavaci dokumentov (ADF). 
Znova nainstalujte sucast' na odstranovanie 
uviaznuteho media jej zatlacenim nadol na dve 
plosky, az zapadne na miesto. Sucast' na 
odstranovanie uviaznuteho media nainstalujte 
spravne, pretoze pri jej nespravnom umiestneni 
by sa mohli uviaznutia media v buducnosti 
opakovat'. 


Tlac je zosikmena (zakrivena), pretoze vstupny 
zasobnik na media je preplneny. 


Odstrante cast' medii zo vstupneho zasobnika. 


Tlac je zosikmena (zakrivena), pretoze vodiace 
listy pre media su nespravne nastavene, 
zlomene alebo chybaju. 


Skontrolujte, ci vodiace listy nie su nastavene 
prilis natesno alebo prilis volne voci papieru. 
Skontrolujte zlomene alebo chybajuce vodiace 
listy a v pripade potreby ich vymefite. 


Tlac je zosikmena (zakrivena), pretoze 
hmotnost' media alebo povrchova uprava 
nespfna specifikacie spolocnosti HP. 


Uistite sa, ci medium spina specifikacie 
spolocnosti HP. Pozrite si prirucku HP LaserJet 
Printer Family Print Media Guide (Sprievodca 
tlacovymi mediami pre tlaciarne typu HP 
LaserJet) na nasledujucej webovej lokalite: http:// 
www.hp.com/support/ljpaperguide. 


Zariadenie tlaci zvlnene alebo pokrutene strany 
kvoli teplu produkovanemu pocas procesu 
laserovej tlace. 


Zvlnenie papiera sa vyrovnava pri ochladzovani 
papiera na plochom povrchu. Uistite sa, ci 
medium spina specifikacie spolocnosti HP. 
Pozrite si prirucku HP LaserJet Printer Family 
Print Media Guide (Sprievodca tlacovymi 
mediami pre tlaciarne typu HP LaserJet) na 
nasledujucej webovej lokalite: http://www.hp. 
com/support/ljpaperguide. 
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spor 


riesenie 


Zariadenie tlaci zvlnene alebo pokrutene strany 
pri pouziti vystupneho zasobnika. 


Otvorte priame prechodove vystupne dvierka na 
zadnej strane tlaciame a pouzite tuto drahu 
papiera. Zmente rezim taviacej jednotky spat' na 
predvolenu hodnotu alebo na iny typ papiera. 


Zariadenie tlaci zvlnene alebo pokrutene strany, 
pretoze medium sa spravne neskladuje. 


Akje to mozne, medium skladujte v jeho 
zapuzdrenom obale pri izbovej teplote. 


— 7 _| ■ XI w * 1 'II 1 * X * X 

Zariadenie tlaci zvlnene alebo pokrutene strany, 
pretoze medium bolo vo vstupnom zasobniku 
prilis dlho. 


/— \ # ■ ■ 1 r 1 ' 1 * XIX 1 II 

Stoh medn v zasobniku prevratte naopak alebo 
ho otocte o 180 stuphov. 
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Zobrazenie elektronickej pouzivatelskej prirucky 



Elektronicka pouzivatelska prirucka je ulozena v pomocnikovi programu Toolbox a na disku 
CD so softverom, ktory sa dodava so zariadenim HP LaserJet all-in-one. 

Zobrazenie elektronickej pouzivatelskej pnrucky v softveri 
zariadenia 

Ak ste nainstalovali softver zariadenia, otvorte elektronicku pouzivatelsku prirucku kliknutim 
na polozku User Guide v ponuke Help softveru. 

Zobrazenie elektronickej pouzivatelskej pnrucky na disku CD- 
ROM dodavaneho so zariadenim (Windows) 

Ak ste nenainstalovali softver zariadenia, elektronicku pouzivatelsku prirucku mozete 
zobrazit' na pocitaci podia nasledovnych krokov: 

1 . Po vlozeni disku CD-ROM so softverom zariadenia do jednotky CD vasho pocitaca sa 
zobrazi uvodna obrazovka. 

• Ak sa uvodna obrazovka nezobrazi, kliknite na tlacidlo Start na paneli uloh systemu 
Windows, potom na polozku Run, zadajte prikaz z : \setup (kde Z je pismeno 
jednotky CD) a potom kliknite na tlacidlo OK. 

2. Na uvodnej obrazovke kliknite na polozku Documentation. 

3. V poli User Guide Viewing Options kliknite na polozku PDF Format alebo HTML 
Format. Otvori sa elektronicka pouzivatelska prirucka. 

Poznamka Ak na pocitaci pouzivate system Windows 95 a elektronicku pouzivatelsku prirucku chcete 

zobrazit' alebo vytlacit' vo formate pomocnika HTML, musite mat' program Internet Explorer 
4.01 alebo novsi. Ak chcete elektronicku pouzivatelsku prirucku zobrazit' alebo vytlacit' vo 
formate prenosnych dokumentov (PDF), musite mat' na pocitaci nainstalovany program 
Adobe Acrobat Reader. 



Zobrazenie elektronickej pouzivatelskej pnrucky na disku CD- 
ROM dodavaneho so zariadenim (Mac) 

Ak chcete zobrazit' elektronicku pouzivatelsku prirucku z disku CD-ROM so softverom v 
operacnom systeme Macintosh, dokoncite nasledovne kroky. 

1 . Do jednotky CD pocitaca vlozte disk CD-ROM so softverom zariadenia. 

2. Na obrazovke systemu Mac dvakrat kliknite na ikonu disku CD-ROM. 

3. Kliknite na priecinok Documentation. 

4. Dvakrat kliknite na subor pouzivatelskej prirucky, cim sa otvori. 

Poznamka Niektore verzie operacneho systemu Mac mozu na zobrazenie pouzivatelskej prirucky vo 

formate prenosnych dokumentov (PDF) vyzadovat' program Adobe Acrobat Reader. 
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ADF 

Automaticky podavac dokumentov. Automaticky podavac dokumentov sa 
pouziva na automaticke podavanie originalnych dokumentov do zariadenia 
na kopirovanie, skenovanie alebo faxovanie. 

all-in-one 

Oznacenie niektorych zariadeni znacky HP, ktore dokazu vykonavat' viacere 
funkcie, ako je tlac, faxovanie, kopirovanie a skenovanie. 

ciarka (,) 

Ciarka vo faxovej vytacacej postupnosti oznacuje, ze zariadenie v tomto 
bode pozastavi vytacanie. 

kontrast 

Rozdiel medzi tmavymi a svetlymi oblast'ami obrazka. Cim je cislo mensie, 
tym viae sa podobaju jednotlive odtiene. Cim je cislo vacsie, tym viae sa 
jednotlive odtiene od seba odlisuju. 

vyhradena linka 

Jedna telefonna linka, ktora sa pouziva vyhradne bud' na hlasove hovory, 
alebo na faxove hovory. 

rozlisujuce zvonenie 

Sluzba poskytovana niektorymi telekomunikacnymi spolocnost'ami v 
niektorych krajinach/regionoch, ktora umozhuje na rovnakej telefonnej linke 
nastavit' dve alebo tri telefonne cisla. Kazde telefonne cislo pouziva odlisny 
vzor zvonenia a faxove zariadenie sa da nakonfigurovat' na rozpoznavanie 
rozlisujiiceho zvonenia pre faxove cislo. 

body na palec (dpi) 

Meranie rozlisenia pouzivane pre skenovanie a tlac. Vo vseobecnosti plati, 
ze viae bodov na palec poskytuje vyssie rozlisenie, detailnejsi obrazok a 
vacsiu velkost' suboru. 

DSL 

Digitalna predplatena linka (Digital subscriber line - DSL) je technologia, 
ktora umozhuje vysokorychlostne, priame pripojenie na Internet 
prostrednictvom telefonnych liniek. 

fax 

Skratka zo slova faksimile. Elektronicke kodovanie vytlacenej stranky a 
prenos elektronickej stranky cez telefonnu linku. Softver zariadenia moze 
odosielat' polozky do programov elektronickeho faxu, ktore vyzaduju modem 
a faxovy softver. 
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faxove funkcie 



Ulohy tykajuce sa faxovania, ktore sa vykonavaju z ovladacieho panelu 
alebo softveru a ktore ovplyvnuju iba aktualnu ulohu. Pripadne sa mozu 
vykonavat' iba raz pred navratom do stavu pripravenosti, napriklad 
vymazavanie obsahu pamate. Tieto funkcie sa nachadzaju vo vlastnych 
castiach ponuky ovladacieho panelu. 

nastavenia faxu 

Polozky tykajuce sa faxovania, ktore pri nastaveni alebo zmene sposobia 
pouzivanie vykonanej zmeny az do jej opatovneho zmenenia. Prikladom by 
mohol byt' pocet pokusov zariadenia o opakovane vytacanie obsadeneho 
cisla. Tieto nastavenia sa nachadzaju vo vlastnych castiach ponuky 
ovladacieho panelu. 

panel s nastrojmi programu HP Director 

K dispozicii iba pre system Macintosh. Softverova obrazovka, ktora sa 
pouziva pri praci s tymito dokumentmi. Ak je dokument vlozeny do 
automatickeho podavaca dokumentov (ADF) a pocitacje pripojeny priamo k 
zariadeniu, na obrazovke pocitaca sa zobrazi program HP Director, ktory 
inicializuje faxovanie, kopirovanie alebo skenovanie. 

ISDN 

Digitalna siet's integrovanymi sluzbami (Integrated Services Digital Network 
- ISDN) je suprava medzinarodne prijatych noriem pre digitalnu komunikaciu 
medzi koncovymi iicastnikmi prostrednictvom verejnej telefonnej siete. 

pobockova telefonna ustredha 

Maly telefonny spinaci system, ktory sa zvycajne pouziva vo velkych 
podnikoch alebo na univerzitach na pripojenie vsetkych telefonov v ramci 
organizacie. Pobockova telefonna ustredha je pripojena aj k verejnej 
komutovanej telefonnej sieti (PSTN) a moze byt' bud' manualna, alebo 
vytacana, a to v zavislosti od sposobu pouzivaneho iicastnickymi stanicami 
na uskutochovanie prichadzajiicich alebo odchadzajucich hovorov. V 
normalnom pripade vlastni zariadenie zakaznik a nie je prenajate od 
telekomunikacnej spolocnosti. 

verejna komutovana telefonna siet' (PSTN) 

Celosvetova vytacana telefonna siet' alebo cast' tejto siete. Pouzivatelia 
maju priradene jedinecne telefonne cisla, ktore im umozhuju pripojenie do 
verejnej telefonnej siete prostrednictvom telefonnych ustredni miestnych 
spolocnosti. Tato fraza sa casto pouziva v suvislosti s udajmi alebo inymi 
ako telefonnymi sluzbami prenasanymi cez dane prepojenie povodne 
vytvorene pouzitim normalneho telefonneho signalu a beznych prepinanych 
dialkovych telefonnych obvodov. 

rozlisenie 

Ostrost' obrazu merana v bodoch na palec (dpi). Cim vyssia je hodnota dpi, 
tym vyssieje rozlisenie. 

zdielana linka 

Jedna telefonna linka, ktora sa pouziva na hlasove aj faxove hovory. 

Toolbox 

Toolbox je webova stranka, ktora sa otvara vo webovom prehladavaci a 
poskytuje pristup k nastrojom na spravovanie zariadenia a riesenie 
problemov, vstavanemu webovemu serveru a dokumentacii k zariadeniu. 
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manualne 30 
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